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NUMBER OF UNITS:

I-1
ACCESSIBLE:

TYPE B:

TOTAL BUILDING AREA:

BASEMENT:

FIRST FLOOR AREA:

SECOND FLOOR AREA:

A
R
C

H
IT

E
C

T
U

R
E
 2

0
0

0

ARCHITECT:

PROJECT TEAM:
OWNER: CIVIL ENGINEER:
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PROJECT INFORMATION:
1. THE GENERAL CONTRACTOR IS RESPONSIBLE TO VISIT THE SITE AND BECOME FAMILIAR WITH 

THE SITE CONDITIONS. 

2. THE GENERAL CONTRACTOR IS RESPONSIBLE TO VERIFY ALL DIMENSIONS, ELEVATIONS AND 

CONDITIONS PRIOR TO BEGINNING ANY WORK. NOTIFY THE ARCHITECT OF ANY DISCREPANCIES.  

DO NOT SCALE DRAWINGS.

3. REFER TO THE SOILS REPORT FOR SUBSURFACE CONDITIONS, BEARING CAPACITIES, ETC.  

NOTIFY THE ARCHITECT, ENGINEER AND OWNER OF ANY DISCREPANCY BETWEEN THIS REPORT 
AND THE PLANS, SPECIFICATIONS OR SITE CONDITIONS.

4. ALL WORK AND MATERIALS SHALL CONFORM TO THE LATEST BUILDING CODES, ORDINANCES 

AND REGULATIONS OF THE CITY OR COUNTY WITH JURISDICTION.

5. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL 

PERMITS, LICENSES, INSPECTIONS AND TESTING AS REQUIRED BY THE CONTRACT DOCUMENTS 

OR ANY GOVERNMENT AGENCY.

6. THE GENERAL CONTRACTOR IS RESPONSIBLE TO PROVIDE ALL LABOR, MATERIALS, EQUIPMENT, 

TOOLS, TRANSPORTATION, UTILITIES, OTHER SERVICES AND RELATED TASKS NECESSARY FOR 

PROPER EXECUTION OF THE CONSTRUCTION REQUIRED BY THE CONTRACT DOCUMENTS.

7. THE GENERAL CONTRACTOR IS TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOBSITE 

CONDITIONS.  COMPLY WITH SAFETY REGULATIONS AND RESTRICTIONS AS REQUIRED FOR 

WORKER AND PEDESTRIAN PROTECTION DURING THE COURSE OF CONSTRUCTION OF THIS 

PROJECT.  PROVIDE PROTECTION AS REQUIRED TO PREVENT ANY DAMAGE TO EXISTING 
CONSTRUCTION WITHIN AND ADJACENT TO THE JOBSITE.  WHERE DAMAGE OCCURS, REPAIR OR 

REPLACE DAMAGED AREA AND/OR MATERIAL AS REQUIRED TO THE OWNER'S APPROVAL AT NO 

ADDITIONAL COST.  THESE REQUIREMENTS SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO 

NORMAL HOURS.

8. THE GENERAL CONTRACTOR SHALL BRING ANY REVISION OR ADDITIONAL WORK REQUIRED BY 

FIELD CONDITIONS OR LOCAL GOVERNING AUTHORITIES TO THE ATTENTION OF THE ARCHITECT 

AND OWNER BEFORE PROCEEDING.

9. THE GENERAL CONTRACTOR IS RESPONSIBLE TO VERIFY THE SIZE AND LOCATION OF ALL UTILITY 

LINES AND STUBS TO THE BUILDING(S). BRING ALL UTILITY LINES (WATER, SEWER, GAS, STORM 

DRAIN, TELEPHONE DISCREPANCIES TO THE ATTENTION OF THE ARCHITECT, OWNER & CIVIL 

ENGINEER.

10.NO BUILDING OR PORTION OF A BUILDING SHALL BE OCCUPIED OR USED FOR STORAGE PRIOR 

TO THE ISSUANCE OF THE TEMPORARY CERTIFICATE OF OCCUPANCY.  APPROVAL FOR 
OCCUPANCY IS ONLY GRANTED AFTER ACCEPTANCE BY GOVERNING AGENCIES.

11. THE REMOVAL OF ALL HAZARDOUS CONTAINING MATERIALS IS THE SOLE RESPONSIBILITY OF 

THE OWNER. SHOULD ANY MATERIALS BE ENCOUNTERED DURING ANY PHASE OF CONSTRUCTION, 

OR SUSPECTED TO BE HAZARDOUS, THE CONTRACTOR SHALL STOP WORK IMMEDIATELY AND 

NOTIFY OWNER.
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Existing Conditions
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Burse
surveying & engineering
2801 International Lane, Suite 101
Madison, WI 53704   608.250.9263
Fax: 608.250.9266
email: mburse@bse-inc.net

In
c.

www.bursesurveyengr.com

LOTS 3 AND 4, BLOCK 3, SOUTH MADISON,
RECORDED IN VOLUME A OF PLATS ON

PAGE 20, AS DOCUMENT NUMBER 180760,
DANE COUNTY REGISTRY, LOCATED IN PART

OF THE SOUTHEAST QUARTER OF THE
NORTHEAST QUARTER OF SECTION 26,

TOWNSHIP 07 NORTH, RANGE 09 EAST, CITY
OF MADISON, DANE COUNTY, WISCONSIN.

SURVEYED BY :

SURVEYED FOR :

NOTES:

1) EXCEPT AS SPECIFICALLY STATED OR SHOWN ON THIS MAP, THIS SURVEY DOES NOT PURPORT TO REFLECT ANY OF THE
FOLLOWING WHICH MAY BE APPLICABLE TO THE SUBJECT REAL ESTATE: EASEMENTS; BUILDING SETBACK LINES; RESTRICTIVE
COVENANTS; SUBDIVISION RESTRICTIONS; ZONING OR OTHER LAND USE REGULATIONS; AND ANY OTHER FACTS THAT AN
ACCURATE AND CURRENT TITLE SEARCH MAY DISCLOSE. SURVEY WAS PERFORMED WITHOUT THE BENEFIT OF A TITLE REPORT.

2) NO ATTEMPT HAS BEEN MADE AS A PART OF THIS SURVEY TO OBTAIN OR SHOW DATA CONCERNING EXISTENCE, SIZE, DEPTH,
CONDITION, CAPACITY, OR LOCATION OF ANY UTILITY OR MUNICIPAL/PUBLIC SERVICE FACILITY. FOR INFORMATION REGARDING
THESE UTILITIES OR FACILITIES, PLEASE CONTACT THE APPROPRIATE AGENCIES.

3) DATES OF FIELD WORK: NOVEMBER 6, 9 AND 12, 2018

4) ALL BUILDINGS, AND SURFACE AND SUBSURFACE IMPROVEMENTS ON AND ADJACENT TO THE SITE ARE NOT NECESSARILY
SHOWN HEREON.

5) ALL TREES, HEDGES AND GROUND COVER ON THE SITE MAY NOT NECESSARILY BE SHOWN HEREON.

6) ROUTING OF PUBLIC UTILITIES IS BASED UPON DRAWINGS OBTAINED FROM THE CITY OF MADISON ENGINEERING
DEPARTMENT, MARKINGS PROVIDED BY DIGGER'S HOTLINE TICKET NUMBERS 20184403604 AND 20184403837 AND VISIBLE
ABOVE GROUND STRUCTURES.  ADDITIONAL BURIED UTILITIES/STRUCTURES MAY BE ENCOUNTERED. NO EXCAVATIONS WERE
MADE TO LOCATED UTILITIES.  BEFORE EXCAVATIONS ARE PERFORMED CONTACT DIGGER'S HOTLINE.

7) TOTAL PARCEL AREA = 14,967 SQUARE FEET

8) ELEVATIONS ARE BASED UPON NAVD 88 DATUM AND WERE TRANSFERRED TO THE SITE UTILIZING RTK GPS SURVEYING
WHILE OBSERVING THE WISCORS VRS NETWORK.

9) BY GRAPHIC PLOTTING ONLY, THIS PARCEL IS LOCATED IN ZONE X OF THE FLOOD INSURANCE RATE MAP COMMUNITY PANEL
NUMBER 55025C0417G, DATED 01/02/2009.

CHRIS FARLEY HOUSE

Dial

or (800) 242-8511

www.DiggersHotline.com

R

BE
AR

IN
G

S 
AR

E 
BA

SE
D 

U
PO

N
 T

H
E 

CO
U

N
TY

CO
O

RD
IN

AT
E 

SY
ST

EM
(D

AN
E 

ZO
N

E)

Feet

0 10 20

AutoCAD SHX Text
15"

AutoCAD SHX Text
4"

AutoCAD SHX Text
28"

AutoCAD SHX Text
20"

AutoCAD SHX Text
GRID NORTH



OH

OH

W

G

SN

SN

W

W

W
W

8"

AC

14"

G
G

G
G

G G G G G G G G

E E E E E

SAN

SA
N

SA
N

SAN

SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN SAN

O
H

O
H

OH

OH

OH

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

OH OH OH OH OH OH OH OH OH OH OH OH OH OH OH

W W W W W

W
W

W

W
W

W

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

OH OH OH OH OH OH OH OH OH OH OH

O
H

O
H

O
H

O
H

O
H

O
H

O
H

W W

LS

LS

RAISED
GARDEN

CONC

CONC

CONC

CO
N

C

CO
N

C

814 W. OLIN AVE.
2-STORY

FRAME HOUSE
FF = 860.20

GRAVEL

BIT

BIT

SW

SW

PORCH

CNC
BIT

BIT

WEST OLIN AVENUE

PUBLIC STREET

PUBLIC ALLEY

LOT 1
CSM# 13465

4

3

BLOCK  3

2

BLOCK  6

SOUTH
MADISON

(50')
(50')

(50')

(1
50

')

(1
50

')

(6
6'

)

(1
2'

)

(50')
(50')

(100')

12" RCP

12" VP

(3
3'

   
   

   
   

   
   

   
33

')

8" PVC

1"

1"

10' CI

LAWN

LAWN

LAWN

S88°35'34"E 100.09'

S1
°1

8'
22

"W
 1

49
.8

1'

N88°40'40"W 99.63' S88°42'54"E

50.04'

N
1°

07
'5

6"
E 

14
9.

95
'

810 W. OLIN AVE.
2-STORY BRICK

HOUSE
FIRST FLOOR =

860.20

DECORATIVE
CONC

CONC

CONCRETE
TRANSFORMER

PAD

CONCRETE
WALL BETWEEN
SW AND HOUSE

AIR PUMP

0.5"

1.25"
1.25"

1.25"

BM DRILL HOLE ON TRANSFORMER
PAD EL = 861.97

BM "0" ON STAMPED 2011
ON LIGHT POLE BASE
EL = 856.76

C Architecture 2000

NO. DATE DESCRIPTION

Ho
pe

 H
av

en
 "T

he
 C

hr
is 

Fa
rle

y 
Ho

us
e"

Ho
pe

 H
av

en
 In

c.
81

0 
Ol

in
 A

ve
.

M
ad

iso
n,

 W
I 5

37
15

PROJECT #:

DATE:

1858

December 10, 2018

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

. . .

311 East Chicago Street

Suite 310

Milwaukee, WI 53202

p. 414-727-2321

f. 414-276-1764

www.sha-a2k.com

A  Subsidiary  of  Schroeder & Holt  Architects

 

Demolition Plan

C101

LEGEND

LOT LINE

EASEMENT LINE
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REMOVE TREE
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RAZE BUILDING
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REMOVE CONCRETE

REMOVE GRAVEL

MONTGOMERY ASSOCIATES:
RESOURCE SOLUTIONS, LLC
119 SOUTH MAIN ST
COTTAGE GROVE, WI 53527
www.ma-rs.org

NOTES:

1. THE CONTRACTOR IS RESPONSIBLE FOR THE DEMOLITION, REMOVAL, AND DISPOSING IN A LOCATION
APPROVED BY ALL GOVERNING AUTHORITIES, OF ALL STRUCTURES, PADS, WALLS, FLUMES, FOUNDATIONS,
PARKING DRIVES, DRAINAGE, STRUCTURES, UTILITIES, ETC., SUCH THAT THE IMPROVEMENTS SHOWN ON THE
REMAINING PLANS CAN BE CONSTRUCTED. ALL FACILITIES TO BE REMOVED SHALL BE UNDERCUT TO SUITABLE
MATERIAL AND BROUGHT TO GRADE WITH SUITABLE COMPACTED FILL MATERIAL PER THE SPECIFICATIONS.

2. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL BE BROUGHT
TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT CLARIFICATION OR REDESIGN MAY
OCCUR.

3. MONTGOMERY ASSOCIATES RESOURCE SOLUTIONS (MARS) SHALL BE HELD HARMLESS AND DOES NOT
WARRANT ANY DEVIATIONS BY THE OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS
THAT MAY RESULT IN DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

4. REFER TO EXISTING CONDITIONS SURVEY FOR EXISTING CONDITIONS NOTES AND LEGEND.

5. ALL DIMENSIONS TO FACE OF CURB UNLESS OTHERWISE NOTED.

6. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL PERMITS REQUIRED FOR DEMOLITION, PLUGGING, AND
DISPOSAL.

7. THE CONTRACTOR SHALL COORDINATE WITH THE RESPECTIVE UTILITY COMPANIES PRIOR TO THE REMOVAL
AND/OR RELOCATION OF UTILITIES. THE CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANY
CONCERNING PORTIONS OF WORK WHICH MAY BE PERFORMED BY THE UTILITY COMPANY FORCING ANY FEES
WHICH ARE TO BE PAID TO THE UTILITY COMPANY FOR THEIR SERVICES. THE DEVELOPER IS RESPONSIBLE FOR
PAYING ALL FEES AND CHARGES.

8. THE LOCATIONS OF ALL EXISTING UTILITIES SHOWN ON THIS PLAN HAVE BEEN DETERMINED FROM THE BEST
INFORMATION AVAILABLE AND ARE GIVEN FOR THE CONVENIENCE OF THE CONTRACTOR. THE ENGINEER
ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY. PRIOR TO THE START OF ANY DEMOLITION ACTIVITY, THE
CONTRACTOR SHALL NOTIFY THE UTILITY COMPANIES FOR ONSITE LOCATIONS OF EXISTING UTILITIES. NOTIFY
THE ENGINEER OF ANY DISCREPANCIES.

9. ALL EXISTING SEWERS, PIPING, AND UTILITIES SHOWN ARE NOT TO BE INTERPRETED AS THE EXACT LOCATION,
OR AS THE ONLY OBSTACLES THAT MAY OCCUR ON THE SITE. VERIFY EXISTING CONDITIONS AND PROCEED WITH
CAUTION AROUND ANY ANTICIPATED FEATURES. GIVE NOTICE TO ALL UTILITY COMPANIES REGARDING
DESTRUCTION AND REMOVAL OF ALL SERVICE LINES BEFORE PROCEEDING WITH THE WORK. UTILITIES
DETERMINED TO BE ABANDONED AND LEFT IN PLACE SHALL BE GROUTED IF UNDER BUILDING.

10. ELECTRICAL, TELEPHONE, CABLE, WATER, FIBER OPTIC CABLE, AND/OR GAS LINES NEEDING TO BE REMOVED OR
RELOCATED SHALL BE COORDINATED WITH THE AFFECTED UTILITY COMPANY. ADEQUATE TIME SHALL BE
PROVIDED FOR RELOCATION AND CLOSE COORDINATION WITH THE UTILITY COMPANY IS NECESSARY TO
PROVIDE A SMOOTH TRANSITION IN UTILITY SERVICE.

11. CONTRACTOR SHALL PROTECT THE PUBLIC AT ALL TIMES WITH FENCING, BARRICADES, ENCLOSURES, COVERED
WALKWAYS, ETC. CONTRACTOR SHALL SUBMIT THEIR STREET OCCUPANCY PLAN TO TRAFFIC ENGINEERING FOR
APPROVAL.

12. PRIOR TO DEMOLITION OCCURRING, ALL EROSION CONTROL DEVICES ARE TO BE INSTALLED.

13. THE CONTRACTOR MAY LIMIT SAWCUT AND PAVEMENT REMOVAL TO ONLY THOSE AREAS WHERE IT IS
REQUIRED AS SHOWN ON THESE CONSTRUCTION PLANS, BUT IF ANY DAMAGE IS INCURRED ON ANY OF THE
SURROUNDING PAVEMENT, ETC. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ITS REMOVAL AND REPAIR IN
KIND.

14. DAMAGE TO ALL EXISTING CONDITION TO REMAIN WILL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

15. CONTINUOUS ACCESS SHALL BE MAINTAINED FOR THE SURROUNDING PROPERTIES AT ALL TIMES DURING
DEMOLITION OF THE EXISTING FACILITIES.

16. THE RIGHT-OF-WAY IS THE SOLE JURISDICTION OF THE CITY OF MADISON AND IS SUBJECT TO CHANGE AT ANY
TIME PER THE RECOMMENDATION/PLAN OF TRAFFIC ENGINEERING AND CITY ENGINEERING DEPARTMENTS.

17. CAP ALL UNUSED EXISTING LATERALS PER CITY OF MADISON REQUIREMENTS.

18. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC EASEMENTS SHALL BE IN
ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS - LATEST EDITION.
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WISCONSIN
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Civil Site Plan

C102

MONTGOMERY ASSOCIATES:
RESOURCE SOLUTIONS, LLC
119 SOUTH MAIN ST
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SITE PLAN NOTES

1. ALL WORK IN THE RIGHT-OF-WAY SHALL BE IN ACCORDANCE WITH THE CITY OF
MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION,
LATEST ADDITION.

2. ALL DIMENSIONS ARE TO THE FACE OF CURB EXCEPT AS NOTED

3. ALL RADII ARE TO THE FACE OF CURB

4. ALL CURB AND GUTTER AND SIDEWALK REPLACEMENT AS REQUIRED BY THE
CITY OF MADISON INSPECTOR WITHIN THE ROW SHALL BE INSTALLED PER THE
CITY OF MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION, LATEST ADDITION.

5. USE 4" WIDE, LATEX BASED, HIGH VISIBILITY PAINT FOR STALL LINES.
COORDINATE COLOR WITH OWNER.

6. MARK AND STRIPE ADA PARKING SPACES APPROPRIATELY.

7. SIGNS TO MEET MANUAL ON UNIFORM TRAFFIC CONTROL AS TO COLOR,
LETTERING AND DIMENSIONS AND SHALL BE INSTALLED AT A HEIGHT OF SEVEN
FEET.

8. PROVIDE SIDEWALK CONSTRUCTION JOINTS AT EVEN SPACING AT A DISTANCE
APART EQUAL TO THE SIDEWALK WIDTH AND AS IS TYPICAL IN CONCRETE
CONSTRUCTION.

9. PAVEMENT DESIGN SHALL BE PER THE RECOMMENDATION OF THE SOILS
CONSULTANT.

LEGEND

BUILDING EDGE

EDGE OF PAVEMENT

SIDEWALK

LOT LINE

EASEMENT LINE

SETBACK LINE

SITE INFORMATION BLOCK

SITE ADDRESS: 810 OLIN AVE
LOT ACREAGE: 15,024 SF

USE OF PROPERTY: RESIDENTIAL
ZONING:  TR-C4

SETBACKS:
FRONT YARD:  20-FEET
REAR YARD:  30-FEET
SIDE YARD:  6-FEET

MAXIMUM LOT AREA COVERAGE: 65%

TOTAL NUMBER OF PARKING STALLS: 9
NUMBER OF STALLS DESIGNATED ACCESSIBLE: 1

EXISTING IMPERVIOUS SURFACE AREA: 6,469  SQ.FT.

NEW IMPERVIOUS SURFACE AREA: 3,902 SQ.FT.

TOTAL PROPOSED IMPERVIOUS AREA: 10,371 SQ.FT.

DISTURBANCE LIMITS:  14,967 SQ.FT.

PERCENT LOT IMPERVIOUS:
EXISTING:   43%
PROPOSED: 69%

Feet

0 10 20

TO OBTAIN LOCATIONS OF PARTICIPANT
UNDERGROUND FACILITIES BEFORE YOU DIG IN

WISCONSIN

WISCONSIN STATE STATUTE 182.0175(1974) REQUIRES MINIMUM THREE (3)
WORK DAYS NOTICE BEFORE YOU EXCAVATE

CALL DIGGERS HOTLINE
1-800-242-8511 TOLL FREE
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Control Plan
Grading and Erosion

C103

MONTGOMERY ASSOCIATES:
RESOURCE SOLUTIONS, LLC
119 SOUTH MAIN ST
COTTAGE GROVE, WI 53527
www.ma-rs.org

LEGEND

EXISTING MINOR CONTOURS
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PROPOSED MINOR CONTOURS
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GENERAL NOTES

EXISTING CONDITIONS FROM BURSE SURVEYING AND ENGINEERING INC. MONTGOMERY
ASSOCIATES: RESOURCE SOLUTIONS, LLC TAKES NO RESPONSIBILITY FOR CHANGES TO
THE PROPOSED DESIGN OR ACCURACY OF ANY EXISTING CONDITIONS ELEVATIONS OR
BENCHMARKS.

ALL WORK IN THE RIGHT-OF-WAY SHALL BE IN ACCORDANCE WITH THE CITY OF MADISON
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, LATEST ADDITION.

NO SITE GRADING SHALL BE PERFORMED OUTSIDE OF THE SILT FENCE / GRADING LIMITS /
PROPERTY LINE / EASEMENTS EXCEPT AS NOTED.

CONSTRUCTION SITE EROSION CONTROL REQUIREMENTS

1. ALL EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE IMPLEMENTED IN
ACCORDANCE WIT THE CURRENT WISCONSIN DEPARTMENT OF NATURAL
RESOURCES (WDNR) EROSION AND SEDIMENT CONTROL TECHNICAL STANDARDS
(dnr.wi.gov).

2. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED PRIOR TO SITE
DISTRUBANCE.

3. ENGINEER / CITY OF MADISON HAS THE RIGHT TO REQUIRE OWNER / CONTRACTOR
TO IMPLEMENT ADDITIONAL EROSION CONTROL MEASURES AS NECESSARY.

4. EROSION AND SEDIMENT CONTROL PRACTICES SHALL BE INSPECTED ONCE PER
WEEK AND FOLLOWING EACH RAINFALL EVENT.  INSPECTION REPORTING SHALL BE
IN ACCORDANCE WITH CITY OF MADISON REQUIREMENTS SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

5. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN EROSION AND SEDIMENT
CONTROL PRACTICES IN WORKING ORDER.

6. DEWATERING PRACTICES SHALL COMPLY WITH TECHNICAL STANDARD 1061.

7. ALL SLOPES EXCEEDING 20% (5:1) SHALL BE STABILIZED WITH A CLASS I, TYPE A
URBAN EROSION MAT.

8. DUST CONTROL SHALL BE MITIGATED IN ACCORDANCE WITH WDNR TECHNICAL
STANDARD 1068.

9. ALL DISTURBED AREAS SHALL BE SEEDED AND MULCHED IMMEDIATELY FOLLOWING
FINAL GRADING ACTIVITIES.

10. SEED MIX AND RATE SHALL BE, AT A MINIMUM, IN ACCORDANCE WITH WDNR
TECHNICAL STANDARD 1059.

11. TRACKED SOIL FROM THE SITE TO STREETS SHALL BE REMOVED AT THE END OF
EACH WORK

12. INLET PROTECTION  TYPE D SHALL BE INSTALLED UPON INLET CONSTRUCTION.

13. INSTALL PERIMETER CONTROLS ON THE DOWNSLOPE SIDE OF STOCKPILES AND
PROVIDE TEMPORARY SEEDING ON STOCKPILES WHICH ARE TO REMAIN IN PLACE
FOR MORE THAN SEVEN (7) DAYS.

GRADING & SEEDING NOTES

1. ALL DISTURBED AREAS SHALL BE SEEDED AND MULCHED IMMEDIATELY FOLLOWING
GRADING ACTIVITIES.  SEED MIX TO BE IN ACCORDANCE WITH LANDSCAPE PLAN.

2. ALL PROPOSED GRADES SHOWN ARE FINISHED GRADES.  CONTRACTOR SHALL
VERIFY ALL GRADES MAKE SURE ALL AREAS DRAIN PROPERLY AND SHALL REPORT
ANY DISCREPANCIES TO THE ENGINEER PRIOR TO CONSTRUCTION.

3. CONTRACTOR TO DEEP TILL ALL COMPACTED PERVIOUS SURFACES PRIOR TO
SEEDING AND MULCHING.

CONSTRUCTION SCHEDULE

BEGIN CONSTRUCTION MAY 1, 2019
END CONSTRUCTION DECEMBER 1, 2019
RESTORATION COMPLETE JUNE 1, 2020
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UNDERGROUND FACILITIES BEFORE YOU DIG IN
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PROPOSED STORM SEWER PIPE SCHEDULE

Pipe Label

2 (2)

2 (3)

2 (4)

2 (5)

Length (FT)

7

16

19

48

Slope (%)

1.50%

0.40%

0.00%

1.50%

Size

12"

12"

6"

6"

MATERIAL

CPRC CLASS III 12-INCH

CPRC CLASS III 12-INCH

6 inch Corrugated HDPE Pipe

6 inch Corrugated HDPE Pipe

PROPOSED STORM SEWER STRUCTURE SCHEDULE

Label (#)

A1

A1 (1)

B1

RIM/TC

853.64

853.72

853.37

Sump

848.76

848.92

848.55

Structure Description

CATCH BASINS 4-H

CATCH BASINS 4-H

48" DIA MANHOLE

GRATE
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Standard

Standard
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GENERAL NOTES

1. ALL WORK WITHIN THE PUBLIC RIGHT-OF-WAY SHALL BE PERFORMED BY A CITY LICENSED CONTRACTOR.

2. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS, AND PUBLIC EASEMENTS SHALL BE IN ACCORDANCE WITH CITY OF
MADISON STANDARD SPECIFICATIONS - LATEST EDITION.

3. CONTRACTOR SHALL OBTAIN APPROPRIATE PERMITS FOR STREET OPENINGS & TO WORK WITHIN THE CITY'S LAND AND EASEMENTS IF
REQUIRED.

4. BUILDING CORNERS ARE APPROXIMATE AND FOR GENERAL BUILDING FOOTPRINT ONLY. REFER TO FOUNDATION PLAN FOR DIMENSIONS.

5. MARS SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATION BY THE OWNER OR CONTRACTOR FROM THE APPROVED
CONSTRUCTION PLANS THAT MAY RESULT IN DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

6. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL BE BROUGHT TO THE ATTENTION OF THE
ENGINEER PRIOR TO CONSTRUCTION SO THAT CLARIFICATION OR REDESIGN MAY OCCUR.

7. ALL PRIVATE UTILITIES (GAS, ELECTRIC, AND TELECOMMUNICATIONS) SERVING EXISTING BUILDINGS SCHEDULED FOR DEMOLITION TO BE
ABANDONED OR REMOVED BY CORRESPONDING UTILITY COMPANY.

8. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATION OF UNDERGROUND UTILITIES. UTILITIES WERE LOCATED BY OBSERVED
EVIDENCE, MARKINGS PROVIDED BY DIGGER'S HOTLINE, AND RECORD DRAWINGS FROM THE CITY OF MADISON.

9. CONTRACTOR SHALL VERIFY THE SIZE, TYPE, SLOPE, AND INVERTS OF ALL EXISTING STORM AND SANITARY LATERALS CALLED OUT TO BE
CONNECTED TO. CONTRACTOR SHALL SUBMIT THE INFORMATION ON THE PIPES TO THE CITY INSPECTOR AND PROJECT CIVIL ENGINEER.

10. ANY SIDEWALK, CURB, OR OTHER PUBLIC PROPERTY DAMAGED AS PART OF THE CONSTRUCTION OF THE UTILITIES AND BUILDING SHALL BE
REPLACED IN-KIND PER THE CITY OF MADISON'S STANDARD SPECIFICATION.

11. THE ROW IS THE SOLE JURISDICTION OF THE CITY OF MADISON AND IS SUBJECT TO CHANGE AT ANY TIME PER THE RECOMMENDATION/PLAN
OF TRAFFIC ENGINEERING AND CITY ENGINEERING DEPARTMENTS.

UTILITY PLAN NOTES

1. DIMENSIONS TAKE PRECEDENCE OVER SCALE. CONTRACTOR TO VERIFY ALL DIMENSIONS IN FIELD.

2. LENGTHS OF ALL UTILITIES ARE TO CENTER OF STRUCTURES OR FITTINGS AND MAY VARY SLIGHTLY FROM PLAN. LENGTHS SHALL BE VERIFIED IN
THE FIELD DURING CONSTRUCTION.

3. CONTRACTOR SHALL VERIFY ALL ELEVATIONS, LOCATIONS, AND SIZES OF SANITARY, WATER AND STORM LATERALS AND CHECK ALL UTILITY
CROSSINGS FOR CONFLICTS.

4. THE PROPOSED IMPROVEMENTS MUST BE CONSTRUCTED IN ACCORDANCE WITH ENGINEERING PLANS DESIGNED TO MEET ORDINANCES AND
REQUIREMENTS OF THE MUNICIPALITY AND WISDOT, WISDSPS, AND WDNR.

5. PRIOR TO CONSTRUCTION, THE CONTRACTOR IS RESPONSIBLE FOR:
· EXAMINING ALL SITES CONDITIONS RELATIVE TO THE CONDITIONS INDICATED ON THE ENGINEERING DRAWINGS. ANY DISCREPANCIES ARE TO

BE REPORTED TO THE ENGINEER AND RESOLVED PRIOR TO THE START OF CONSTRUCTION.
· OBTAINING ALL PERMITS INCLUDING PERMIT COSTS, TAP FEES, METER DEPOSITS, BONDS, AND ALL OTHER FEES REQUIRED FOR PROPOSED

WORK TO OBTAIN OCCUPANCY.
· VERIFYING UTILITY ELEVATIONS AND NOTIFYING ENGINEER OF ANY DISCREPANCY. NO WORK SHALL BE PERFORMED UNTIL THE DISCREPANCY

IS RESOLVED.
· NOTIFYING ALL UTILITIES PRIOR TO THE INSTALLATION OF ANY UNDERGROUND IMPROVEMENTS.
· NOTIFYING THE DESIGN ENGINEER AND MUNICIPALITY 48 HOURS PRIOR TO THE START OF CONSTRUCTION TO ARRANGE FOR APPROPRIATE

CONSTRUCTION OBSERVATION.

6. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING THE ENGINEER WITH AS-BUILT CONDITIONS OF THE DESIGNATED IMPROVEMENTS IN
ORDER THAT THE APPROPRIATE DRAWINGS CAN BE PREPARED, IF REQUIRED. ANY CHANGES TO THE DRAWINGS OR ADDITIONAL ITEMS MUST
BE REPORTED TO THE ENGINEER AS WORK PROGRESSES.

7. ANY SANITARY SEWER , SANITARY SEWER SERVICES, WATER MAIN, WATER SERVICES, STORM SEWER, OR OTHER UTILITIES, WHICH ARE
DAMAGED BY THE CONTRACTORS, SHALL BE REPAIRED TO THE OWNER'S SATISFACTION AT THE CONTRACTOR'S EXPENSE.

8. MINIMUM 6.5' COVER OVER PRIVATE WATER MAINS BETWEEN PUBLIC MAINS, UP TO AND INCLUDING PRIVATE HYDRANTS.

9. CONTRACTOR SHALL NOTIFY THE CITY OF MADISON PUBLIC WORKS DEPARTMENT A MINIMUM OF 48 HOURS BEFORE CONNECTING TO PUBLIC
UTILITIES.

10. IN ACCORDANCE WITH ACT 425 OF THE WISCONSIN LEGISLATURE, LOCATED IN SECTION 182.0715(2r) OF THE STATE STATUES AND OTHER
APPLICABLE REQUIREMENTS, ALL NON-METALLIC BUILDING SEWER AND WATER SERVICES MUST BE ACCOMPANIED BY MEANS OF LOCATING
UNDERGROUND PIPE. TRACER WIRE VALVE BOXES SHALL BE INSTALLED ON ALL LATERALS AND AS INDICATED ON THESE PLANS.

11. ALL EXTERIOR CLEANOUTS SHALL BE PROVIDED WITH A FROST SLEEVE IN ACCORDANCE WITH SPS 382.35(5)(a) AND SPS 384.30(2)(c).

12. ALL PRIVATE SANITARY BUILDING SEWER PIPE AND TUBING SHALL CONFORM TO SPS 384.30-3.

13. WATER MAINS UP TO AND INCLUDING PRIVATE HYDRANTS ARE REQUIRED TO BE INSTALLED PER THE LATEST EDITION OF THE CITY OF MADISON
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.

14. ALL PRIVATE PIPE AND TUBING FOR WATER SERVICE SHALL CONFORM TO SPS 384.30-7.

15. CONTRACTOR SHALL VERIFY AND COORDINATE ALL UTILITY CONNECTIONS WITH THE BUILDING PRIOR TO CONSTRUCTION.

16. ALL CONNECTIONS TO PUBLIC WATER MAIN AND SANITARY MANHOLES SHALL BE COMPLETED IN ACCORDANCE WITH THE LATEST EDITION OF
THE CITY OF MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.

17. OPEN PICKHOLES ARE PROHIBITED IN SANITARY MANHOLES.
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GEOTEXTILE FABRIC

EXISTING ROAD

50'

12" MIN.

30' 

CLEAR STONE

CONSTRUCTION ENTRANCE (TRACKING PAD)

MATERIAL NOTES

1. THE AGGREGATE FOR TRACKING PAD SHALL BE 3-6"
CLEAR STONE.

2. THE TRACKING PAD SHALL BE UNDERLAIN WITH A
WDOT TYPE R GEOTEXTILE FABRIC.

INSTALLATION NOTES

1. INSTALLATION SHALL CONFORM WITH THE REQUIREMENTS OF
WDNR CONSERVATION PRACTICE STANDARD 1057.

2. THE TRACKING PAD SHALL BE INSTALLED PRIOR TO ANY TRAFFIC
LEAVING THE SITE. STONE TRACKING PAD SHALL BE USED AT ALL
POINTS OF CONSTRUCTION EGRESS.

3. DIMENSIONS OF THE TRACKING PAD SHALL BE MINIMUM AS
NOTED ON THE FIGURE ABOVE.

4. SURFACE WATER SHALL BE PREVENTED FROM PASSING THROUGH
THE TRACKING PAD. FLOWS SHALL BE DIVERTED AWAY FROM
TRACKING PADS OR CONVEYED UNDER AND AROUND THEM USING
CULVERTS OR OTHER PRACTICES.

5. TRACKING PAD SHALL BE REMOVED OR INCORPORATED INTO
GRAVEL DRIVEWAY ONLY AFTER CONSTRUCTION IS COMPLETE
AND THE SITE HAS BEEN STABILIZED.

INSPECTION & MAINTENANCE NOTES

1. STONE TRACKING PADS SHALL BE INSPECTED WEEKLY AND WITHIN 24 HOURS AFTER
EVERY PRECIPITATION EVENT THAT PRODUCES 0.5 INCHES OF RAIN OR MORE DURING
A 24 HOUR PERIOD.

2. ADDITIONAL AGGREGATE SHALL BE PLACED IF THE TRACKING PAD BECOMES BURIED
OR IF SEDIMENT IS NOT BEING REMOVED EFFECTIVELY FROM THE VEHICLE TIRES.

3. A MINIMUM 30-FEET WIDE BY 50-FEET LONG BY 12-INCH THICK PAD SHALL BE
MAINTAINED AT ALL TIMES.

4. THE TRACKING PAD PERFORMANCE SHALL BE MAINTAINED BY SCRAPING OR
TOP-DRESSING WITH ADDITIONAL AGGREGATE.

5.  ANY SEDIMENT TRACKED ONTO A PUBLIC OR PRIVATE ROAD SHOULD BE REMOVED
BY STREET CLEANING AT THE END OF EACH WORKING DAY.

6. MAINTENANCE SHALL BE COMPLETED AS SOON AS POSSIBLE WITH CONSIDERATION
FOR SITE CONDITIONS.

1
C500

RECOMMENDED MEDIUM-DUTY PAVEMENT SECTION

MATERIAL
LAYER

THICKNESS,
IN.

WDOT SPECIFICATION

BITUMINOUS UPPER LAYER (SURFACE
COURSE) 2

SECTION 460, TABLE 460-1, 9.5 mm

BITUMINOUS LOWER LAYER  (BINDER
COURSE) 2

SECTION 460, TABLE 460-1, 12.5 mm

DENSE GRADED BASE COURSE 8 SECTIONS 301 AND 305, 75 AND 31.5 mm
GEOTEXTILE NO N/A

TOTAL THICKNESS 12

SEE TABLE BELOW
FOR LAYER
THICKNESS

8" DENSE GRADED
BASE COURSE (SEE
TABLE BELOW)

NOTES:

1. WISCONSIN DOT STANDARD SPECIFICATIONS FOR HIGHWAY AND
STRUCTURE CONSTRUCTION, LATEST EDITION, INCLUDING SUPPLEMENT
SPECIFICATIONS, BUT EXCLUDING LIMITATIONS IN SECTION 460.3.2
RESTRICTING LAYER THICKNESS BY AGGREGATE SIZE.

2. COMPACTION REQUIREMENTS:
-BITUMINOUS CONCRETE: REFER TO SECTION 460-3
-BASE COURSE: REFER TO SECTION 301.3.4.2, STANDARD COMPACTION

3. MIXTURE TYPE E-0.3 BITUMINOUS PAVEMENT IS RECOMMENDED; REFER
TO SECTION 460 TABEL 460-2 OF THE STANDARD SPECIFICATIONS

MEDIUM PAVEMENT SECTION - PARKING LOT

FLOW DIRECTION

WOVEN GEOTEXTILE FABRIC

ANCHOR TRENCH

SECURE FABRIC TO POST WITH 0.5" STAPLES IN 5
PLACES MIN.

SUPPORT CORD

11
8 " x 11

8 " x 48" (MIN.) AIR OR KILN DRIED
HICKORY OR OAK POSTS

GEOTEXTILE FABRIC

1
8" MIN. POLYESTER OR

NYLON SUPPORT CORD

FOLD 3" MAX.

FLOW

4" WIDE x 6" DEEP
ANCHOR TRENCH

8" MIN. GEOTEXTILE IN
ANCHOR TRENCH

BACKFILL AND
COMPACT ANCHOR

TRENCH

20" MIN. POST BURIAL

24
" +

/-

FLOW

6' TYP. / 8' MAX.

MATERIAL NOTES
1. GEOTEXTILE FABRIC SHALL BE WOVEN AND SHALL CONFORM TO THE MATERIAL

REQUIREMENTS LISTED IN SECTION 628 OF THE WISDOT STANDARD SPECIFICATIONS FOR
HIGHWAY AND STRUCTURE CONSTRUCTION, 2018 EDITION.

INSTALLATION NOTES
1. INSTALLATION SHALL CONFORM WITH THE REQUIREMENTS OF WDNR CONSERVATION

PRACTICE STANDARD 1056.

2. CONSTRUCT THE SILT FENCE IN AN ARC WITH THE ENDS POINTING UPSLOPE TO AVOID
EROSION AROUND THE ENDS OF THE FENCE.

3. FAILURE TO PROPERLY ANCHOR SILT FENCE COULD RESULT IN WATER AND SEDIMENT
RELEASE BENEATH THE SILT FENCE.

4. CONSTRUCT THE FENCE FROM A CONTINUOUS ROLL OF GEOTEXTILE TO AVOID JOINTS.
WHERE JOINTS ARE NECESSARY, OVERLAP TO THE NEXT POST OR WRAP ADJOINING FABRICS
TOGETHER AROUND THE JOINT POST AND TIGHTLY FASTEN.

5. SILT FENCE SHALL NOT BE USED IN AREAS OF CONCENTRATED FLOW.

6. WHEN NOT USED IN CONJUNCTION WITH OTHER PRACTICES, INSTALL SILT FENCE PER THE
SPACING REQUIREMENTS OF THE FOLLOWING TABLE:

SLOPE FENCE SPACING
<2% 100 FEET
2-5% 75 FEET

5-10% 50 FEET
10-33% 25 FEET
>33% 20 FEET

SILT FENCE

INSERT 12 INCHES OF FABRIC A
MINIMUM
OF 6 INCHES DEEP (FABRIC MAY BE
FOLDED BELOW THE GROUND LINE).

TYPICAL SILT FENCE INSTALLATION ON LONGITUDINAL SLOPES

(PLAN VIEW)

F
lo

w

FABRIC

GROUND LINE

1

1

INSTALL PARALLEL TO
GROUND CONTOUR.

INSTALL "J-HOOK" AT EACH END OF AN
INDIVIDUAL SECTION OF SILT FENCE.

200'-0" MAX LENGTH PER SECTION
(600'-0" IF SLOPE IS FLATTER THAN 5%)

SEE PLANS FOR SPACING

GROUND CONTOURS

'T' STEEL
FENCE POST
4'-0" MIN.

ATTACHMENT TO POST

FABRIC

WIRE OR
CABLE TIES

POST

1

DETAILS OF SILT FENCE ON LONGITUDINAL SLOPES

1

GROUND LINE FABRIC

24"
36"

8'-0" SPACING
2

REDUCE POST SPACING TO 5'-0" AT
WATER CONCENTRATION AREAS, OR AS
REQUIRED TO ADEQUATELY SUPPORT
FENCE.

TYPICAL SILT FENCE INSTALLATION ON LONGITUDINAL SLOPES
(PROFILE VIEW)

2

THICKENED EDGE CONCRETE SIDEWALK

CONCRETE SIDEWALK

2% CROSS SLOPE

PITCH SUBGRADE TO DRAIN

4" MIN. CRUSHED AGGREGATE BASE COURSE

ADJACENT ASPHALT SURFACE5-FEET (TYP.)

4"

6"

5"

8"

PAVEMENT SHALL BE A MAX 2%
SLOPE IN ALL DIRECTIONS

ACCESSIBLE PARKING

SIGN

18" STANDARD CURB AND GUTTER

13"

4" MIN

6" 12'

6" 5 1/4"

7 3/4"

3/4"

7"
APPROX. 3"R

APPROX. 2 1/2"R

COMPACTED CRUSHED
AGGREGATE GRADATION

NO. 1 OR 2 (TYP.)

6" MIN

24"

81
2"

COMPACTED CRUSHED
AGGREGATE GRADATION

NO. 1 OR 2 (TYP.)

71
2"

12"

24" VALLEY GUTTER

13
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COMBINATION INLET

FILTER FOR CURB

HOODS

STAINLESS STEEL ROUND INLET

FILTERS for NYLOPLAST CASTINGS

CATCH-ITS SPECIFIED W/ FX or

FX-S BAGS

REAR CURB GUARD
FLAP WITH MAGNETIC
TIE DOWNS

REPLACEABLE SEDIMENT BAGS
WITH GEOTEXTILE FILTER FABRIC

STAINLESS STEEL
CLAMPING BAND

11 GA GALVANIZED STEEL
SUSPENSION SYSTEM LIFT HANDLES

STANDARD 2"
OVERFLOW AREA

TYPICAL RECTANGULAR INLET

FILTER

TYPICAL ROUND INLET FILTER

GENERAL NOTES

INSTALLATION NOTES

1. REMOVE GRATE.

2. DROP FLEXSTORM INLET FILTER ONTO LOAD BEARING LIP OF CASTING
OR CONCRETE STRUCTURE.

3. REPLACE GRATE.

1. INLET PROTECTION DEVICES SHALL
BE MAINTAINED OR REPLACED AT
THE DIRECTION OF THE ENGINEER.

2. WHEN REMOVING OR
MAINTAINING INLET PROTECTION,
CARE SHALL BE TAKEN SO THAT
THE SEDIMENT TRAPPED DOES
NOT FALL INTO THE INLET. ANY
MATERIAL FALLING INTO THE INLET
SHALL BE REMOVED IMMEDIATELY.

NOTES:
1. ENGINEERED SOIL SHALL CONSIST OF A MIXTURE OF 70 TO 85% SAND AND 15 TO

30% COMPOST. COMPOST SHALL BE CERTIFIED ACCORDING TO WDNR
SPECIFICATION S100. ENGINEER SHALL APPROVE MATERIAL SOURCE PRIOR TO
INSTALLATION.

2. CONSTRUCTION METHODS SHALL FOLLOW WISCONSIN DNR TECHNICAL STANDARD
1004.

3. ENGINEERED SOIL SHALL BE PRE-MIXED PRIOR TO PLACEMENT AND THE MOISTURE
CONTENT SHALL BE LOW TO AVOID COMPACTION AND CLUMPING. ENGINEERED
SOIL CAN BE CAREFULLY TAPPED WITH A BUCKET OR SIMILAR METHOD TO PROVIDE
FIRM SURFACE FOR SEEDING BUT COMPACTION WITH HEAVY EQUIPMENT OR
VIBRATING PLATE-STYLE COMPACTORS SHALL NOT BE USED.

4. FINISHED RAINGARDEN SURFACE SHALL BE LEVEL WITHIN ±0.1 FEET.

5. RAINGARDEN IS TO BE PLANTED WITH AGRECOL'S NATIVE VEGETATIVE MAT,
RAINWATER RENEWAL, INSTALLED PER THE MANUFACTURER'S INSTRUCTION.

6. IF AT ANY TIME DURING CONSTRUCTION OF THE RAINGARDEN, THE CONTRACTOR
COMPACTS THE RAINGARDEN BEYOND THE ENGINEER'S SPECIFICATION, THE
CONTRACTOR SHALL REWORK, REPLACE , AND/OR REPAIR THE INFILTRATION AREA
TO THE ENGINEERS APPROVAL.

7. STORAGE LAYER SHALL BE USDA COARSE SAND (0.02-0.04 IN), ASTM C33 (FINE
AGGREGATE CONCRETE SAND), OR APPROVED EQUIVALENT.

6" MIN/
TOPSOIL ON
SIDE SLOPES

TOP OF BERM
ELEVATION:
860.50

BOTTOM
ELEV:
859.75

18" NYLOPLAST DRAIN BASIN
OR APPROVED EQUIVALENT

RIM ELEVATION: 860.25

PERFORATED 6" PVC
UNDERDRAIN PIPE

STORAGE LAYER
ENGINEERED

SOIL (SEE NOTES
2)

3

H

:

1

V

INLET INVERT ELEVATION: 858.60 OUTLET
INVERT ELEVATION: 847.0

204' OF 6" PVC @ 5.7%

9"

24"

7

EXPANSION JOINT

EXPANSION JOINT

CONCRETE CURB
PEDESTRIAN

LANDING

*7% MAX

1.5%

*7% MAX

5' WIDE

MID-BLOCK CROSSING - TYPE 7A8
C500

NOTES:

1. AVOID PLACING DRAINAGE STRUCTURES, JUNCTION BOXES, OR OTHER OBSTRUCTIONS IN FRONT OF RAMP ACCESS AREAS.

2. SIDEWALK CROSS SLOPE SHALL NOT EXCEED 2%.

3. DETECTABLE WARNING FIELDS THAT ARE INSTALLED AS A GROUP OR SIDE BY SIDE, SHALL BE FROM THE SAME MANUFACTURER.

4. PROVIDE A LEVEL LANDING (MAXIMUM 2% SLOPE) IN ANY DIRECTION OF PEDESTRIAN TRAVEL. STANDARD LANDING SIZE IS 5 FEET X 5 FEET.

5. SLOPE SIDEWALK TOWARD LANDING AS SHOWN WHERE THERE IS NO TERRACE OR WHERE THE TERRACE WIDTH IS LESS THAN 6 FEET WIDE.

*ABSOLUTE MAXIMUM
12H:1V (8.33%)

VARIESR/W

1' TYP. VARIES
VARIES

4.0% MIN.
4:1 MAX.

SEED
RESTORATION (TYP.)

4"- 3/4" DENSE GRADED BASE

EXISTING GROUND

4-" CONCRETE SIDEWALK

EXISTING CURB
& GUTTER

1.5%

6"

12" MIN.

12"

12" MIN.

12"

2" KEY TRENCH

SLOPE

SPACING

<2%
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STAKE DETAIL - PLACED OVER EXISTING

VEGETATION

F
L
O

W

D
IR

E
C

T
IO

N

50 FEET

75 FEET

100 FEET

SLOPE

SURFACE

WOOD STAKE

SLOPE

SURFACE

5 to 10%

2 - 5%

MATERIAL NOTES

1. PERIMETER SEDIMENT CONNOTE PRACTICES SHALL CONSIST OF STRAW
WATTLES OR PROPRIETARY MATERIALS.

2. EROSION MAT SHALL BE SELECTED AND INSTALLED PER THE
REQUIREMENTS LISTED IN STANDARD DETAIL D2.

3. WOOD STAKES SHALL BE AIR OR KILN DRIED HICKORY OR OAK WITH THE
FOLLOWING DIMENSIONS:
11

8" X 11
8" X REQUIRED LENGTH

INSTALLATION NOTES

1. INSTALLATION SHALL CONFORM WITH THE REQUIREMENTS OF
APPLICABLE WDNR CONSERVATION PRACTICE STANDARDS.

2. PROPRIETARY MATERIALS SHALL BE INSTALLED PER MANUFACTURER'S
RECOMMENDATIONS.

3. WHEN JOINTS ARE NECESSARY, OVERLAP AND SECURE TO MINIMIZE
POTENTIAL FOR CONCENTRATED FLOW.

4. INSTALL ALL PERIMETER SEDIMENT CONTROL PRACTICES SUCH THAT THE
ENDS TIE INTO THE SLOPE TO PREVENT EROSION

             FROM CONCENTRATED FLOW AROUND THE ENDS.

5. PERIMETER SEDIMENT CONTROL PRACTICES SHOULD BE USED IN
CONJUNCTION WITH PERMANENT RESTORATION PRACTICES.

6. WHEN NOT USED IN CONJUNCTION WITH OTHER PRACTICES, INSTALL
PERIMETER SEDIMENT CONTROL PRACTICES PER THE

              SPACING REQUIREMENTS (DISTURBED SLOPE LENGTH) NOTED IN
THE FOLLOWING TABLE:

DISTURBED

AREA

STRAW

WADDLE /

PROPRIETARY

DEVICE

SEDIMENT

BARRIER

TOP OF OVERFLOW

SCOUR PROTECTION

(EROSION MAT TYP.)

TO EXTEND 1' MIN. FROM

SEDIMENT BARRIER

PERIMETER

BARRIER

WOOD STAKE

SRAW WADDLE/

PROPRIETARY

MATERIALS

TIE ENDS INTO

SLOPE

EROSION MAT (DETAIL D-3)

UPSLOPE - EXTEND 1' MIN.

UPSLOPE OF SEDIMENT

BARRIER DOWNSLOPE -

EXTEND TO ADDITIONAL

EROSION CONTROL

PRACTICES OR

ESTABLISHED VEGETATION

ESTABLISHED

VEGETATION

OVERFLOW

SCOUR

PROTECTION

CUT EXISTING VEGETATION

WHERE PLACING PERIMETER

SEDIMENT BARRIER

F
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STAKE DETAIL - TRENCHED IN

2' O.C. TYP.

SILT SOCK2
C500

48" SPACING TYP.

48" TYP. OTHERWISE

FLOW

6" OVERLAP

2 ROWS OF STAPLES
4" APART

STAPLES ARE THROUGH
BOTH BLANKETS

BLANKET OVERLAP,
2"-4"

TRENCH APPROX.
10" WIDE x 8" DEEP

1 ROW OF
STAPLES

2 ROWS OF
STAPLES

SOIL PILE
FROM TRENCH

FLOW

2 ROWS OF
STAPLES, 4" SPACING
BETWEEN ROWS, 12"
SPACING BETWEEN
STAPLES

STEP 1

STEP 2

FLOW

12" TYP. AT TOP 

36" M
IN. FROM

BASE OF SLO
PE

MATERIAL NOTES

INSPECTION & MAINTENANCE NOTES

1. AT A MINIMUM, PERFORM INSPECTIONS WEEKLY AND WITHIN
24 HOURS OF PRECIPITATION EVENTS PRODUCING 0.5 INCHES OR
MORE OF RAINFALL.

2. INSTALL ADDITIONAL ANCHORING IN AREAS OF OBSERVED
RILLING AND CONCENTRATED FLOW BENEATH THE EROSION
MAT.  IF RILLING IS SEVERE ENOUGH TO PREVENT VEGETATION
ESTABLISHMENT, REMOVE EROSION MAT, REGRADE, COMPACT,
RE-SEED, AND REPLACE THE SECTION OF MAT.

3. IF PRODUCTS WITH PLASTIC NETTING ARE USED, REMOVE
NETTING OR REPLACE MAT IF SEPARATION OF THE NETTING
FROM THE MAT IS OBSERVED.

4. ALL MAINTENANCE ACTIVITIES SHOULD OCCUR AS SOON AS
POSSIBLE WITH CONSIDERATION OF SITE CONDITIONS.

INSTALLATION NOTES

1. INSTALLATION SHALL CONFORM WITH WDNR
CONSERVATION PRACTICE STANDARD 1052.

2. EROSION MAT SHALL BE IN FIRM AND CONTINUOUS
CONTACT WITH THE SOIL AND EXTEND UPSLOPE
ONE-FOOT FROM LAND DISTURBANCE.

3. EROSION MAT SHALL BE ANCHORED, OVERLAPPED,
STAKED AND ENTRENCHED PER THE MANUFACTURER'S
RECOMMENDATIONS.  THIS STANDARD DETAIL IS AN
EXAMPLE OF TYPICAL INSTALLATION GUIDANCE.

4. WHERE POSSIBLE, USE A SINGLE ROLL OF EROSION
CONTROL MAT TO SPAN THE DISTURBED AREA.

1. STAPLES USED FOR CLASS I TYPES B MATS SHALL BE 1-2 INCH
WIDE, U-SHAPED, MADE OF NO.11 (3.05mm) OR LARGER
DIAMETER STEEL WIRE, AND NOT LESS THAN 6 INCHES LONG
FOR FIRM SOILS AND 12 INCHES LONG FOR LOOSE SOILS.

2. ANCHORING DEVICES FOR URBAN MATS SHALL BE SELECTED
BASED UPON THE REQUIREMENTS OF THE WISDOT PAL.

EROSION CONTROL MAT (SLOPES)4
C500

INLET PROTECTION, FRAMED (FLEXSTORM CATCH-IT)5
C500

RAIN GARDEN
C500

SIDEWALK TYPICAL SECTION6
C500

6" MIN
12" MAX

ADJUST TO FINISH
GRADE WITH
CONCRETE
GRADE RINGS

STORM INLET WITH SUMP

FRAME AND GRATE:
NEENAH R-3170-B

PAVEMENT

1/2" POINTING

PRECAST CONCRETE

OUTLET PIPE
SEE PLANS FOR
SIZE AND I.E.

6" MIN
GRANULAR
BACKFILL

TOP OF CURB BOX
SEE PLAN FOR ELEV.

BACK OF CURB

3' - 0"

STRUCTURE

15
C500

SUMP DEPTH
VARIES - SEE PLANSLINE THE INTERIOR OF THE

BOX WITH A PLASTIC FILM
(6 MIL MINIMUM GAUGE)

2"X12" WOOD FRAME

CONCRETE WASHOUT BOX DETAIL10
C500

NOTES:

1. CONTENTS OF WASHOUT BOX
SHALL BE DISPOSED OF OFF-SITE

8' NOMINAL

8' NOMINAL
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1 KJ

2 HE
1 VD

LEGEND

BUILDING EDGE

EDGE OF PAVEMENT

SIDEWALK

LOT LINE

Feet

0 10 20

TO OBTAIN LOCATIONS OF PARTICIPANT
UNDERGROUND FACILITIES BEFORE YOU DIG IN

WISCONSIN

WISCONSIN STATE STATUTE 182.0175(1974) REQUIRES MINIMUM THREE (3)
WORK DAYS NOTICE BEFORE YOU EXCAVATE

CALL DIGGERS HOTLINE
1-800-242-8511 TOLL FREE
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L100HOPE HAVEN "THE CHRIS FARLEY HOUSE"

Landscape Architect:

Rhonda James, PLA, ASLA
cell phone: 608-219-5431

Plant Schedule

Symbol

Scientific Name Common Name

Quantity

Size

Type Mature Height

Deciduous Trees

GT
Gleditsia triacanthos f.
inermis 'Northern Accliam'

Northern Accliam
Thornless Honeylocust 1 2.5" cal B&B 45'

QR Quercus robur 'Crimschmidt' Crimson Spire English Oak 2 2.5" cal B&B 45'
Evergreen Trees

TO
Thuja occidentalis
'Pyramidalis' Pyramidal Arborvitae 5 5 gal pot 25'

Decidious Shrubs

AM Aronia macrophylla Black Chokeberry 6 3 gal pot 3'
DL Diervilla lonicera Dwarf Bushhoneysuckle 5 3 gal pot 3.5'

FC
Forsythia 'Courtacour'
Goldilocks

Goldilocks Forsythia (or
other dward variety) 4 3 gal pot 3'

HE Hosta sieboldiana 'Elegans' Elegans Hosta 2 3 gal pot 3'
KJ Kerria japonica Japanese Kerria 1 3 gal pot 5'
SB Spirea betulafolia 'Tor' Tor Birchleaf Spirea 6 3 gal pot 3'
TM Taxus x media 'Tauntoni' Taunton Yew 3 3 gal pot 4
VC Viburnum carlesii Koreanspice Viburnum 1 5 gal pot 8'

VD
Viburnum dentatum
'Christom' Blue Muffin Blue Muffin Viburnum 1 3 gal pot 4.5'

Evergreen Shrubs

MD Microbiota decussata Russian Cypress 4 3 gal pot 4'
Perennials

hr Hemerocallis 'Little Business' Little Business Daylily 42 1 gal pot 15"
ss Schizachyrium scoparium Little Bluestem 9 1 gal pot 3'

Rain Garden Mix

Even number of the following; 18" on center
Asclepias incarnata Red Milkweed plug 4'
Aster novae-angliae New England Aster plug 3'
Koeleria macranta June Grass plug 3.5'
Monarda fistulosa Wild Bergamot plug 3.5'
Schizachyrium scoparium Little Bluestem plug 3'
Solidago flexicaulis Zig Zag Goldenrod plug 3'
Sporobolus heterolepis Prairie Dropseed plug 2.5'
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GROUND UTILITIES IS NOT GUARANTEED TO BE
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Legal Descriptions 
 
LOTS 3 AND 4, BLOCK 3, SOUTH MADISON, RECORDED IN VOLUME A OF 
PLATS ON PAGE 20, AS DOCUMENT NUMBER 180760, DANE COUNTY 
REGISTRY, LOCATED IN PART OF THE SOUTHEAST QUARTER OF THE 
NORTHWEST QUARTER OF SECTION 26, TOWNSHIP 07 NORTH, RANGE 
09 EAST, CITY OF MADISON, DANE COUNTY, WISCONSIN, more fully 
described as follows:  Commencing at the meander corner for the West quarter 
corner of said Section 26; thence South 88 degrees 55 minutes 18 seconds East 
along the south line of said northwest quarter, 1439.74 feet; thence North 01 
degrees 04 minutes 42 seconds East, 399.01 feet to the point of beginning, also 
being the north right of way of West Olin Avenue; thence North 88 degrees 40 
minutes 40 seconds West along said north right of way, 99.63 feet; thence North 
01 degrees 07 minutes 56 seconds East, 149.95 feet to the south right of way of 
a public alley; thence South 88 degrees 35 minutes 34 seconds East along said 
south right of way, 100.09 feet; thence South 01 degrees 18 minutes 22 seconds 
West, 149.81 feet to the point of beginning, 
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