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HARDWOOD

FORM
SAUCER

(CEDAR) MULCH

NTS

COMPACTED SOIL MIX TO FORM

FORM SAUCER WITH

8"8" VARIES

SHRUB PLANTING3

MIN. MIN. BREAK SUBGRADE
WITH PICK

COMPACTED SOIL MIX 
TO FORM PEDESTAL 
AS SHOWN

CONTINUOUS RIM

2
NTS

TREE PLANTING

MIN.

MIN.
12"

MIN.
12"

REMOVE BURLAP FROM
UPPER 1/3 OF BALL.

BREAK SUBGRADE WITH PICK
PEDESTAL AS SHOWN

IF NECESSARY

6"

2" X 2" X 8' CEDAR STAKES
2 REQUIRED FOR 1 1/2"CAL.
AND LARGER; 3 REQ. FOR 3" 
CAL. AND LARGER TREE

PLANTING MIX W/NO LARGE STONES-

ROLL BACK TOP HALF OF
BURLAP WRAP

5-20% CLAY, 5-35% SILT
50-80% MEDIUM AND COARSE SAND,

2 STRAND TWISTED 12 GUAGE
GAL. WIRE ENCASED IN 1" DIA.
RUBBER HOSE

3" WOOD MULCH 

PLANT SPACING PER 
LANDSCAPE BED OR SCHEDULE

NTS

PERENNIAL PLANTING4

PLANTING MIX W/NO LARGE STONES-

5-20% CLAY, 5-35% SILT
50-80% MEDIUM AND COARSE SAND,

PLANTING MIX W/NO LARGE STONES-

5-20% CLAY, 5-35% SILT
50-80% MEDIUM AND COARSE SAND,

6"

3"

Landscape Calculations and Distribution:

Total sf of developed area = 14,280 sf
Developed area divided by (300) x 5  = 238 Points Required

Tabulation of Points and Credits:
Existing Proposed

Plant Type/Element Min. size Points Qty. Pts. Qty. Pts.
Overstory Deciduous Tree 2 1/2" cal. 35 - - 6 210
Ornamental tree 1 1/2" cal. 15 - - 3 45
Upright evergreen shrub 3-4 feet tall 10 - - - -
Shrub, deciduous 18" or 3 gal. 3 - - 28 84
Shrub, evergreen 18" or 3 gal. 4 - - 2 8
Ornamental grasses 18" or 3 gal. 2 - - - -
Ornamental fence or wall na    4 per 10 lf - - - -

Total 347
347  Total Points Provided  (238 Required)

Five (5) landscape points shall be provided per each (300) sf of developed area.

Total lf of lot frontage = 309
Required Trees = 10

Development Frontage Landscaping

Required Shrubs = 50
Provided Trees = *0
Provided Shrubs = *18

1 LANDSCAPE PLAN
GENERAL NOTES:
1. Trees and shrub groupings are to receive wood mulch beds consisting of a mixture of recycled brown dyed wood mulch spread to a 3" min. depth over a pre-emergent herbicide.

2. "Lawn" areas shall be finish graded and seeded at a rate of 4 lbs. per 1,000 sq. ft.  Basis of Design: Madison Parks Lawn Seed Mix. EarthCarpet Corporation. (www.seedsolutions.com)

3.  Landscape Contractor shall provide regular maintenance until a date 60 days after completion of planting.  Maintenance shall begin when planting is started for ongoing planting areas.
Maintanance operations shall include watering, weeding, and mowing.  Contractor shall provide temporary irrigation equipment if needed to provide a minimum of 1" of water per week
throughout the maintenance period for all planting areas.

4.  Landscape Contractor shall guarantee to replace once, without charge, any plant material that dies within one year of installation providing the Owner gives normal plant care (regular watering).
The Owner must report plant losses within the guarantee period.

5. "Stone" to be clean washed 1 ½" - 2 ½" durable landscape stone spread to a 3" min. depth over a commercial grade weed barrier fabric.

0'                                    40'

Scale: 1"=40'-0" (11x17)

lawn

Gemini Drive

lawn

lawn

existing utility easement

existing utility easement

existing utility easement

*Note:  See Landscape Plan above for utility easement along entire lot frontage.  Due to this easement, 

Administrator allow for a reduction of required plants to plants shown/provided. 

(4) AM

(3) Ac

(2) AS

(2) ll

(2) pl

(3) bc

(3) sh

(3) wr

(2) wr

(2) dr

(2) dr

(2) bc

(4) hr
(6) hr

(3) kf

(3) kf

(3) aj

(3) aj

(3) df

(3) df

(1) dr

(1) dr

(1) pl

(1) wr

(1) wr

PLANTING LIST:
           Key                Common Name                                       Size
Overstory Deciduous Tree

AS Autumn Spire Maple 2 12" cal.
AM Autumn Blaze Maple 2 12" cal.

Ornamental Trees
Ac Adirondack Crab 1 12" cal.

Shrubs
ll Little Lime Hydrangea 24" ht.
bc Black Chokeberry 24" ht.
pl Palabin Lilac 24" ht.
sh Snowmpund Spirea 18" ht.
wr Wine and Roses Weigela 18" ht.
dr Frau Dagmar Rose 18" ht.

Perennials
hr Happy Returns Daylily 1 gal.
aj Autumn Joy Sedum 1 gal.
kf Karl Foerster Feather Reed Grass 1 gal.
df Dwarf Fountaingrass 1 gal.

potential for buried lines, and limited building setback space, Owner requests Zoning 

"stone"; typical at all drives
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