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ELECTRICAL CONDUITS UP ON OUTSIDE OF BUILDING TO ABOVE FOUNDATION

THEN THROUGH METAL WALL TO INSIDE BUILDING.  CAP 3" SCH. 80 PVC FOR

FUTURE PV SOLAR.  RUN 3" SCH. 80 PVC TO ELECTRICAL PANEL FOR SALT BARN

POWER.  ALL CUTTING AND PATCHING BY CONTRACTOR.

UTILITY TRENCH PATCH FOR ELECTRICAL.  SEE SPECIAL PROVISIONS FOR

REQUIREMENTS.  ALL BENDS UNDER GROUND SHALL BE LARGE RADIUS BENDS.

NO BURIED PULL BOXES WILL BE ALLOWED.

CONDUITS UP INSIDE OF BUILDING.  3" SCH. 80 PVC FOR FUTURE PV SOLAR UP

TO 16'-0" ABOVE FINISHED FLOOR AND CAP.  3" SCH. 80 FOR POWER UP TO

ABOVE FOUNDATION WALL THEN THROUGH FOR POWER PANEL.

REMOVE EXISTING STRUCTURE INCLUDING FOUNDATION

WALLS AND FOOTINGS.  ABANDON ANY EXISTING CONDUITS

BY REMOVING WIRES AND CAPPING BOTH ENDS.

REMOVE EXISTING STRUCTURE INCLUDING FOUNDATION

WALLS AND FOOTINGS.  ABANDON ANY EXISTING CONDUITS

BY REMOVING WIRES AND CAPPING BOTH ENDS.

DEMOLITION LINE AND PROJECT LIMITS EXCEPT WHERE

NOTED OTHERWISE.  CONTRACTOR TO REMOVE ALL

EXISTING ASPHALT FROM INSIDE OF LIMITS.  CONTRACTOR

TO ONLY EXCAVATE AS NEEDED FOR NEW FOOTINGS AND

FOUNDATION.  CONTRACTOR SHALL ONLY REMOVE BASE

MATERIAL AS NEEDED FOR NEW BASE.

CONTRACTOR TO REMOVE EXISTING ASPHALT SURFACE

WITHIN CONSTRUCTION LIMITS AND REPLACE WITH NEW

CONCRETE OR ASPHALT AS PER DETAILS AND SPECIAL

PROVISIONS.

SET BACK AND BUILDING DIMENSIONS ARE BASED ON  THE

CONCEPTUAL STRUCTURE DESIGN ONLY.  CONTRACTOR

SHALL VERIFY FINAL FINAL BUILDING DESIGN AND

PLACEMENT WITH THE CITY PROJECT MANAGER BEFORE

STAKING BUILDING CORNERS.
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COLD STORAGE BUILDING

BRINE ROOM

ENGINEERING DIVISION OPERATIONS

1600 EMIL ST.
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SALT BARN

EXISTING

SALT BARN

REMOVE BOTH EXISTING STRUCTURES ABOVE GRADE.

REMOVE ALL FOUNDATION WALLS  TO 2'-0" (MINIMUM)

BELOW ASPHALT PAVEMENT.  REMOVE EXISTING FOOTINGS

AND FOUNDATION COMPLETELY WHERE THERE IS CONFLICT

WITH NEW FOOTINGS AND FOUNDATION.  NO NEW FOOTING

OR FOUNDATION WALL SHALL BE TIED TO OR BEAR UPON

EXISTING FOOTING OR FOUNDATION.

REMOVE ALL EXISTING ASPHALT SURFACE WITHIN

CONSTRUCTION LIMITS.  REMOVE AND STOCKPILE ON SITE

ALL SALVABLE BASE MATERIALS.  EXCAVATE AND DISPOSE

OF UNDISTURBED SOIL AS REQUIRED BY PLANS AND

DETAILS.  SEE SPECIAL PROVISIONS FOR MORE

INFORMATION.  DO NOT USE UNDISTURBED SOILS FOR BACK

FILL

CONSTRUCTION LIMITS LINE AND ASPHALT SAW CUT LINE

EXCEPT WHERE NOTED FOR WORK OUTSIDE OF THE

CONSTRUCTION LIMITS AREA.

EXISTING SECURITY FENCE AND PROPERTY LINE.

PROJECT LIMITS LINE AND 8" SILT SOCK FOR EROSION

CONTROL.  TYPICAL OF BOTH SIDES OF PROJECT.  SILT SOCK

TO BE WEIGHTED DOWN WITH CMU BLOCKS OR SAND BAGS.

STAKING SILT SOCK INTO ASPHALT IS NOT PERMITTED.

PROVIDE, INSTALL, MAINTAIN AND

REMOVE INLET PROTECTION TYPE 'D'

FOR 2 INLETS AND ACCESS

STRUCTURE AS NEEDED.

APPROXIMATE LOCATION OF EXIST. ELECTRICAL PANEL 'N'

VERIFY, LOCATE, AND DISCONNECT CIRCUITS 22 & 24.

REMOVE ALL WIRES AND CONDUIT FOR THE EXISTING SALT

STORAGE BUILDINGS INSIDE THE COLD STORAGE BUILDING

AND BRINE ROOM.  CAP EXISTING CONDUIT AT 12" ABOVE

FLOOR AND LABEL AS ABANDONED.

PROVIDE, INSTALL, MAINTAIN

AND REMOVE INLET PROTECTION

TYPE 'D' FOR 2  INLETS.

E
E

E

E

ABANDON EXISTING BURIED CONDUIT TO EXISTING

BUILDINGS UNDER GROUND, REMOVE ALL WIRES.  CUT AND

REMOVE CONDUITS AS NEEDED FOR NEW CONSTRUCTION.

CAP END TO COLD STORAGE BUILDING INSIDE OF NEW

BUILDING EXCAVATION.

AREA OF ALLOWABLE STOCKPILE FOR SALVABLE BASE

MATERIALS SHOWN CROSS HATCHED.

7'-0" TO ASPHALT

SAW CUT

CONSTRUCTION LIMITS LINE AT SOUTH END IS EDGE OF

CONCRETE GUTTER.  CURB AND GUTTER TO REMAIN, DO NOT

DAMAGE.  EXCAVATE VERTICAL TO DEPTH REQUIRED FROM

EDGE OF GUTTER.
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EMIL ST.

COLD STORAGE BUILDING

BRINE ROOM

ENGINEERING DIVISION OPERATIONS

1600 EMIL ST.
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PANEL 'N'

CENTER OF UTILITY TRENCH PATCH FOR ELECTRICAL.  SEE SPECIAL PROVISIONS FOR

REQUIREMENTS.  ALL BENDS UNDER GROUND SHALL BE LARGE RADIUS BENDS.  NO

BURIED PULL BOXES WILL BE ALLOWED.

SET BACK AND BUILDING DIMENSIONS ARE BASED ON THE

CONCEPTUAL STRUCTURE DESIGN ONLY.  CONTRACTOR

SHALL VERIFY FINAL BUILDING DESIGN AND PLACEMENT

WITH THE CITY PROJECT MANAGER PRIOR TO STAKING

BUILDING CORNERS AND STARTING EXCAVATION.

NEW SALT BARN

(BASE BID)

NEW DIRT BARN

(ALT. BID #1)

E

E

UTILITY TRENCH PATCH FOR ELECTRICAL CONDUITS UP ON OUTSIDE OF BUILDING TO ABOVE

FOUNDATION WALL, THRU METAL BUILDING WALL TO INSIDE.  CAP 3" SCH 80 PVC FOR FUTURE

PV SOLAR.  RUN 3" SCH. 80 PVC TO EXIST. PANEL 'N' FOR NEW SALT BARN POWER.  REUSE

AVAILABLE CIRCUITS.  ALL CUTTING AND PATCHING BY CONTRACTOR SHALL BE WEATHER

TIGHT AND NEAT IN APPEARANCE.
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10'-0" OFFSET TO

FACE OF FOOTING
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82'-0"

NEW ASPHALT PAVING AND CONCRETE PAVING

SHOWN CROSSHATCHED.  SEE CONCEPTUAL PLANS

AND DETAILS FOR MORE INFORMATION.
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