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DATE:

920-810-5561

bill@blowfisharchitects.com

ARCHITECTURAL

BILL HOCH

BlowfisH Architects, llc

2015 INTERNATIONAL BUILDING CODE

OCCUPANCY CLASSIFICATION

CONSTRUCTION CLASSIFICATION

BUILDING AREA

BUILDING IS EQUIPPED WITH AN AUTOMATIC SPRINKLER SYSTEM

BUILDING OCCUPANCY

2015 IBC SECTION 601 TYPE IIB CONSTRUCTION

2015 IBC TABLE 1006.2.1 100' MAX. COMMON PATH OF EGRESS TRAVEL DISTANCE

2015 IBC SECTION 1005.3

2015 INTERNATIONAL MECHANICAL CODE

WISCONSIN COMMERCIAL BUILDING CODE, SPS 361-366

2017 NATIONAL ELECTRICAL CODE

2012 NATIONAL FIRE PROTECTION ASSOCIATION - NFPA-1

2009 AMERICAN NATIONAL STANDARD - ICC/ANSI A117.1-2009

AREA OF WORK 3,914

BUILDING IS DESIGNED AS NON-SEPARATED OCCUPANCIES

BUSINESS - GROUP B (SECTION 304) - MOST RESTRICTIVE

S.F.

OCCUPANT LOADS

2015 IBC TABLE 1004.1.2

SPACE

OFFICES

OCCUPANCY

B

FLOOR AREA

462 S.F.

S.F./PERSON

100 GROSS

OCCUPANT LOAD

5 PERSONS

MODERATE HAZARD STORAGE - GROUP S-1 (SECTION 311)

2015 IBC TABLE 1017.2 250' EXIT ACCESS TRAVEL DISTANCE

ENLARGED  FLOOR PLAN, SCHEDULES, AND DETAILSA1.0

2015 INTERNATIONAL EXISTING BUILDING CODE

CLASSIFICATION OF WORK

LEVEL 2 ALTERATION (SECTION 504)
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OTHER COMPONENTS EGRESS WIDTH PER OCCUPANT = 0.2"

(155) OCCUPANTS x 0.2"= 31.0" REQ'D - 72" PROVIDED
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LIFE SAFETY PLAN SYMBOLS: 

EXIT SIGN

E

PATH OF EXIT ACCESS TRAVEL

TENANT AREA OF WORK

ADJACENT TENANT OR

COMMON PATH EGRESS TRAVEL

PUBLIC SPACES

48" STAIR

EXIT ACCESS

TRAVEL DISTANCE

(132'-4")

COMMON PATH OF

EGRESS TRAVEL

DISTANCE (94'-8")

THIRD FLOOR

LIFE SAFETY PLAN 

SCALE:
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STAIR #1

STAIR #2

MEN WOMEN

ELEV

ELEV

SUITE 3000

48" STAIR

36"

EXIT

E

E

36"

EXIT

E

SUITE 3200

3,914 S.F.

0'16' 16' 32'

1/16" = 1'-0"

E

Aministration
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Text Box
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Text Box
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GENERAL BUILDING SPECIFICATIONS:
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GENERAL BUILDING SPECIFICATIONS (cont.):
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HARDWARE NOTES:  

- PROVIDE SEALANT BOTH SIDES OF DOOR FRAMES, WHERE DIFFERENT

   MATERIALS MEET AND FOR WEATHER TIGHTNESS

- VERIFY ALL ROUGH OPENING REQUIREMENTS WITH MANUFACTURERS

   DRAWINGS

- SEE SHEET T2.0 FOR GENERAL BUILDING SPECIFICATIONS

- DOOR, FRAME AND HARDWARE SCHEDULE TO BE PROVIDED BY HARDWARE

   SUPPLIER FOR A/E REVIEW - NUMBERING SYSTEM AND NOMENCLATURE

   SHALL MATCH THOSE FOUND IN CONSTRUCTION DOCUMENTS

- HARDWARE SUPPLIER IS RESPONSIBLE FOR COORDINATING KEYING

   REQUIREMENTS WITH OWNER

- CONTRACTOR TO PROVIDE PRODUCTS AND SYSTEMS COMPLETE WITH ALL

   ACCESSORIES, TRIM, FINISH, FASTENERS AND OTHER ITEMS NEEDED FOR A

   COMPLETE INSTALLATION AND INTENDED USE AND EFFECT

GENERAL DOOR AND FRAME NOTES:

- ALL DOORS SHALL MEET A.D.A. REQUIREMENTS

- ALL DOOR THRESHOLDS SHALL NOT EXCEED 1/2" IN HEIGHT

HINGES: 

4 1/2" x 4 1/2", 1 1/2 PAIR PER DOOR U.N.O.

MATCH EXIST. MANUFACTURER

H1: 5BB1  (MATCH EXIST.)

LOCKSETS: 

MATCH EXIST. MANUFACTURER

L1:

WS407CCV  (MATCH EXIST.)

IVES (HAGER, ROCKWOOD)

WALL STOPS: 

S1:

   STANDARD DUTY DOOR UNLESS NOTED OTHERWISE

- PAINT LITE FRAMES TO MATCH DOOR FRAMES

- PROVIDE METAL FRAME FOR LITES & GRILLES

SOLID CORE WOOD DOOR SPECIFICATIONS:

MARSHFIELD DOOR SYSTEMS, INC.

- 5 PLY CONSTRUCTION W/ STILES AND RAILS BONDED TO CORE

   WDMA CUSTOM GRADE W/ GRADE A FACES

- RED OAK, PLAIN SLICED (VERIFY MATCH EXISTING)

- VENEER LEAVES TO BE BOOK MATCH, RUNNING MATCH

   PAIR AND SET MATCH @ DOORS IN SAME OPENING OR FRAME

- FACTORY FINISHED W/ STAIN AND TR-6 PREMIUM FINISH

   BOLTING OF ALL HARDWARE

- PROVIDE BLOCKING AS REQUIRED TO ELIMINATE THROUGH

WARRANTY: LIFETIME

   STAIN COLOR TO MATCH EXISTING

- MIN. 18 GA. W/ POLYSTYRENE CORE AT INTERIOR DOORS, 'R' VALUE = 6.37

- 707 N SERIES

DOORS:

CURRIES (APPROVED EQUIVALENT: STEELCRAFT)

HOLLOW METAL DOOR & FRAME SPECIFICATIONS:

FRAMES:

- 'M' PROFILE W/ CONT. WELD FACE SEAMS AND FULL WIDTH OF JAMB

- MIN. 16 GA. AT INTERIOR FRAMES

- ALL DOORS & FRAMES TO HAVE BAKED ON PRIMER FINISH

- ALL DOORS & FRAMES TO BE REINFORCED AND PREPARED FOR HARDWARE

GENERAL:

- PROVIDE BACK BOXES FOR ALL HARDWARE ITEMS INCLUDING ELECTRICAL

FLUSH WOOD DOORS:

- ALL REINFORCEMENT TO BE MIN. 12 GA.

- PROVIDE WELDED IN BASE ANCHORS

- PROVIDE SILENCERS (3 PER JAMB) @ ALL METAL DOOR FRAMES

   LUMBER CORE AS REQUIRED FOR CUTOUTS OR

   MINERAL CORE AS REQUIRED FOR FIRE RATED DOORS

   W/ HARDWOOD EDGES TO MATCH FACE SPECIES

- PARTICLEBOARD CORE OR STRUCTURAL COMPOSITE

MANUFACTURER:

CONSTRUCTION:

MANUFACTURER:

CONSTRUCTION:

- VERIFY FRAME DEPTHS W/ WALL THICKNESS. PROVIDE WRAP AROUND

   FRAMES AT STUD WALLS

C1:

LCN (NORTON 7500, SARGENT 351)

CLOSERS:

D O O R   S C H E D U L E

H A R D W A R E

REMARKS

WS, SWP,

MISC.PUSH/PULL/KICKEXIT DEVICECLOSERSTOPSLOCKSETHINGE

DOORDOOR

SIZENO.

DOOR

TYPE

FRAME

TYPE

THRSHLD

FIRE

RATING

FIRST FLOOR

DOOR AND FRAME ELEVATIONS

SCALE:  1/4" = 1'-0"

WD1308 3'-0" x 6'-8" x 1 3/4"

WD1

SOLID CORE

WOOD DOOR

HM1

300A

300B

WD1

HM1

WD1

S
E

E
 
S

C
H

E
D

U
L

E
2

"

2"SEE

SCHED.

2"

HOLLOW METAL

FRAME

(1)  (2)

(1)  (2)3'-0" x 6'-8" x 1 3/4"

3'-0" x 6'-8" x 1 3/4"

DOOR SCHEDULE REMARKS:  

2.

VERIFY AND MATCH EXISTING DOOR HEIGHT, SPECIES, AND STAIN COLOR1.

VERIFY AND MATCH EXISTING DOOR HARDWARE FINISH

(1)  (2)H1

H1

H1

S1

S1

S1

99Lx996L  (MATCH EXIST.)E1:

VON DUPRIN

EXIT DEVICES:

E2:

CYLINDER  (MATCH EXIST.)

L1 C1 E1

4111 CUSH  (ALUM)

K1:

ROCKWOOD  (HAGER, IVES)

PUSH/PULL/KICK:

K1050-B4E 10" x 2" LDW  (MATCH EXIST.)

K1

K1

K1E2

E2

C1

C1

L1

L1

ROOM FINISHES:  

FLOORS:

EXIST. FLOOR FINISHES TO REMAIN

SHAMPOO AND CLEAN ALL FLOORS

BASE:

EXIST. WALL BASE TO REMAIN

MATCH EXIST. BASE AT NEW WALLS

WALLS:

NEW WALLS & EXIST. WALLS TO REMAIN

PAINT / RE-PAINT ALL WALLS

CEILINGS:

EXIST. CEILINGS TO REMAIN

REWORK AS REQ'D AT NEW CONST.

9927Lx996L  (626)

4 

7

8

"

1

2

"

BASE

PLAN

TOP

5

8

" TH. GYP. BOARD

FULL HEIGHT BOTH

SIDES

NEW 3 

5

8

" METAL STUDS

AT 16" O.C.

ACOUSTICAL BATT

INSUL. FULL HEIGHT

CONT. ACOUSTIC

CAULK EACH SIDE

BASE TRACK

ACOUSTICAL TILE

CEILING

DEEP LEG SLIP

TRACK

1

A1.0

WALL TYPE 'W1' 

NO SCALE

1

2

"

CONT. ACOUSTIC

CAULK EACH SIDE

FLOOR STRUC.

ABOVE

E

STAIR #1

MEN WOMEN

ELEV

ELEV

308

3
0

0
B

3
0

0
A

E

E

OFFICE

309

OFFICE

310

OFFICE

303

BREAK/

STUDY

300

CLASSROOM

303

CLOSET

304

CLASSROOM

305

CLASSROOM

306

CLASSROOM

307

CORR.

301

CORR.

308

W1

W1

W1W1

3

5

8

"

7'-0" 8'-1"±3'-6"±

FLUSH

FLUSH

FLUSH

3

5

8

"

3

5

8

"

9'-6

3

4

"±

3

5

8

"

3
'
-
0

"

3

5

8

"

EXTEND EXIST. DEMISING

WALLS FULL HGHT. TO

UNDERSIDE OF STRUC. -

SIM. DETAIL 1/A1.0

EXTEND EXIST. DEMISING

WALL FULL HGHT. TO

UNDERSIDE OF STRUC. -

SIM. DETAIL 1/A1.0
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ENLARGED FLOOR PLAN 

SCALE:

N

O

R

T

H

P
L
A

N

N
O

R
T

H

NEW STUD WALL

TYP. FLOOR PLAN SYMBOLS: 

EXIT SIGN

WALL TYPE - SEE

SHEET DETAIL 1/A1.0

E

EXISTING WALL TO REMAIN

EXISTING DOOR TO REMAIN

NEW DOOR

FLOOR PLAN NOTES: 

X

1/8" = 1'-0"

0'8' 8' 16'

· ALL INTERIOR DIMENSIONS ARE FROM FACE-OF-STUD TO

FACE-OF-STUD

· ALL NEW INTERIOR WALLS TO BE 3 

5

8

" METAL STUDS AT

16" O.C. W/ 5/8" GYPSUM BOARD BOTH SIDES

· PROVIDE 3 1/2" SOUND BATT INSULATION FULL HEIGHT

PER WALL TYPE

· PROVIDE WOOD BLOCKING FOR ANY FURNISHINGS BY

OWNER OR TENANT (VERIFY LOCATIONS)

· ALL DEMISING WALLS SHALL BE FULL HEIGHT TO DECK

AND BE FILLED WITH ACOUSTICAL INSULATION - FIELD

VERIFY EXISTING CONDITIONS AND CORRECT ALL

DEFICIENCIES AS SHOWN ON PLAN
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EXISTING SITE PLAN   

SCALE: 1" = 30'-0"
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