




  
 
 
                                 500 North Commercial Street     Neenah, WI  54956     Phone: 920-722-2445     Fax: 920-722-6605 

 
 
 
 
 
April 19, 2011 
 
 
 
City of Madison Planning Commission 
RE: Addition to the former Suburban Wheels & now Schoepp Motors East 
Owner: Schoepp Motors 
Architect: Gries Architectural Group, Inc.  
 
Dear Commission Members: 
 
Doug Schoepp submits the following information as the owner of the parking lot 
addition to the former Suburban Wheels located at 1518 N. Stoughton Road.  
The project will consist of a new service addition to the existing building as was 
originally intended for this site. 
 
Existing access will remain unchanged and will be provided by the existing curb 
cut on N. Stoughton Road. 
 
The schedule for the project anticipates a spring of 2011 construction start with 
completion by summer 2011. 
 
The project team includes the following individuals and firms: 
 
Owner: Doug Schoepp 
  Schoepp Motors 
  2424 S. Stoughton Road 
  Madison, WI  53716-2858 
 
Architect: Stephen Gries 

Gries Architectural Group, Inc. 
  500 N. Commercial Street 
  Neenah, WI  54956 
 
Sincerely,      
 
GRIES ARCHITECTURAL GROUP, INC. 
 
 
 
Stephen Gries, AIA 
Principal/Architect 
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SHEET INDEX

NOTE:
ALL TRADES SHALL CROSS REFERENCE ALL CONSTRUCTION
DOCUMENTS FOR COORDINATION AND SCOPE OF WORK

PROJECT LOCATION
1518 N. STOUGHTON RD
MADISON, WI  53704

CONSULTANTS
ARCHITECTURAL
GRIES ARCHITECTURAL GROUP, INC.
500 N. COMMERCIAL STREET
NEENAH, WI  54956
PH (920)722-2445 FX (920)722-6605
CONTACT: SAM TIJAN

CIVIL
QUAM ENGINEERING, LLC
4604 SIGGELKOW ROAD, SUITE A
MCFARLAND, WI  53558
PH (608) 838-7750 FX (608) 838-7752
CONTACT: KEVIN PARISH

LANDSCAPING
THE BRUCE COMPANY
2830 PARMENTER STREET, P.O. BOX 620330
MIDDLETON, WI  53562-0330
PH (608) 836-7041  FX (608) 831-6266
CONTACT: RICH STROHMENGER

SITE LIGHTING
VISUAL IMPACT
1724 INDUSTRIAL DRIVE
GREEN BAY, WI  54302
PH (920) 437-2069   FX (920) 437-9140
CONTACT: DAVE ZOCHERT

CS COVER SHEET

CIVIL
C-1 GRADING AND EROSION CONTROL PLAN

ARCHITECTURAL
A0.1 SITE PLAN
L1 LANDSCAPE PLAN
A1.1 FIRST FLOOR PLAN
A4.1 EXTERIOR ELEVATIONS
E-01 SITE LIGHTING PLAN

VICINITY PLAN
INDICATES PROJECT LOCATION

NO SCALE

NOTE:
THE INTENT AND MEANING OF THE CONSTRUCTION
DOCUMENTS IS THAT THE CONTRACTOR UNDER THE TERMS
OF THE CONTRACT SHALL TAKE ALL ACTIONS NECESSARY
AND REQUIRED TO PROVIDE ALL LABOR, MATERIALS,
SUPPLIES, EQUIPMENT, TRANSPORTATION, FACILITIES AND
APPURTENANCES WHICH ARE INDICATED OR REASONABLY
IMPLIED BY EACH DRAWING AND EACH SECTION OF THE
SPECIFICATIONS, ALL OF WHICH ARE COLLECTIVELY
NECESSARY AND REQUIRED FOR THE CONSTRUCTION OF
THE DESCRIBED STRUCTURES AND FACILITIES.

MADISON,              WISCONSIN

A NEW SERVICE ADDITION FOR:

SCHOEPP MOTORS

 12" = 1'-0"CS

1 EXTERIOR RENDERING
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NEW DUMPSTER
ENCLOSURE

REMOVE EXISTING ROOF & ROOF
STRUCTURE - RAISE

ROOF/WALLS TO
ACCOMMODATE FOR NEW

PARTS & EQUIPMENT MEZZANINE

WASH BAYSWASH BAYSWASH BAYSWASH BAYS

SERVICESERVICESERVICESERVICE

EXPRESSEXPRESSEXPRESSEXPRESS

SERVICESERVICESERVICESERVICE
WRITE-UPWRITE-UPWRITE-UPWRITE-UP

SERVICESERVICESERVICESERVICE

RECEPTIONRECEPTIONRECEPTIONRECEPTION

13
2

'-8
"

10
'-2 5/8"

6
5'-8

"

REMOVE EXISTING TREE.

PROVIDE NEW DECIDUOUS
TREE TO REPLACE

REMOVED EXISTING TREE.

MOVE EXISTING HYDRANT BACK
AWAY FROM CURB 4' - 6' TO

PROVIDE BETTER PROTECTION
FROM PLOWING.

13'-2 7/8
"  +/-

RELOCATE EXISTING
TRANSFORMER AS REQ'D.

FOR NEW ADDITION.

NEW SERVICE
ADDITION

EXISTING POLE SIGN TO
REMAIN.  REFER TO SIGN

SUBMITTAL DOCUMENTS
FOR REFURBISHMENT OF

EXISTING SIGN.

REMOVE EXISTING 2 STALLS
AND LANDSCAPE ISLAND TO

ACCOMMODATE ENTRANCE TO
NEW EXPRESS SERVICE.

REMOVE STRIPPING FOR
EXISTING STALLS SHOWN

HERE TO ACCOMMODATE
NEW ENTRY TO SERVICE

RECEPTION.  (25 STALLS
ALONG THIS PROPERTY

LINE REMOVED FOR NEW
ADDITION)

EXISTING LANDSCAPE
AREA TO REMAIN.  SEE

LANDSCAPE PLAN.
REMOVE 3 STALLS SHOWN HERE TO
PROVIDE ACCESS DRIVE TO AND

FROM THE FRONT OF THE FACILITY.

FIELD VERIFY THAT EXISTING DRIVE
ACCESS IS AT LEAST 24' AND MODIFY

AS REQUIRED TO PROVIDE THE
REQUIRED/ TYPICAL DRIVE WIDTH. REMOVE EXISTING 2 STALLS AND

ADJACENT LANDSCAPE ISLAND.

RELOCATE BIKE RACK TO NEW
LANDSCAPE ISLAND.

130.00°

12
'-0

"

23'-11 15/16"

24'-8 13/16"

REMOVE EXISTING CURB &
GUTTER AND ASPHALT PAVING

AS SHOWN TO ACCOMMODATE
NEW ADDITION.  PROVIDE NEW

LANDSCAPED OR SEEDED
AREA HERE.  SEE LANDSCAPE

PLAN FOR ADDITIONAL
INFORMATION.

PROVIDE NEW CURB & GUTTER EXTENSION
AS SHOWN TO TIE INTO EXISTING CURB &

GUTTER NOT BEING REMOVED.

23'-4 3/8
"

EXISTING 10' UTILITY EASEMENT

NEW CONCRETE
APRON TO

ACCESS ROLL-
OUT TRASH

BINS.

EMPLOYEE PARKING

DISPLAY CAR PARKING

SERVICE STALL PARKING

CUSTOMER PARKING

DISPLAY CAR PARKING

CUSTOMER PARKING

BIKE RACK WITH (4) BIKE
STALLS

• GENERAL CONTRACTOR TO PROVIDE CONCRETE MECHANICAL EQUIPMENT PADS.
COORDINATE SIZE & REINF. REQUIREMENTS WITH MECHANICAL & ELECTRICAL

CONTRACTOR.

• GENERAL CONTRACTOR TO PROVIDE SILT FENCE / EROSION CONTROL MEASURES PER
CIVIL DRAWINGS AND CITY OF MADISON'S REQUIREMENTS. EROSION CONTROL

MEASURES MUST BE IMPLEMENTED AND MAINTAINED THROUGHOUT CONSTRUCTION.

• ALL SITE UTILITIES MUST BE VERIFIED PRIOR TO CONSTRUCTION.

• PATCH ANY AREA OF ASPHALT PAVING OR CONCRETE PAVING AND CONC. CURB.

DISTURBED BY CONSTRUCTION.

• GENERAL CONTRACTOR TO ROUGH GRADE AND FINISH GRADE ANY AREAS DISTURBED
BY CONSTRUCTION. SEEDING OF AREAS BY GENERAL CONTRACTOR. ALL DRIVEWAY

CUTS AND CURBING SHALL COMPLY WITH THE CITY OF MADISON STANDARDS.

• SEE LANDSCAPE PLAN SHEET L0.1 FOR PLANTING INFORMATION.

• HANDICAP ACCESSIBILITY MUST BE MAINTAINED AT ALL FRONT AND REAR DOORS.

COORDINATE PARKING LOT GRADING AND RAMPS WITH DOOR LOCATIONS.

• EROSION CONTROL MEASURES SHALL BE MAINTAINED THROUGHOUT THE DURATION OF
CONSTRUCTION UNTIL THE SITE IS STABILIZED BY VEGETATION OR OTHER APPROVED

MEANS.

• ALL ACTIVITIES SHALL BE CONDUCTED IN A LOGICAL SEQUENCE AS TO MINIMIZE THE
AMOUNT OF BARE SOIL EXPOSED AT ANY ONE TIME.  MAINTAIN EXISTING VEGETATION

AS LONG AS POSSIBLE.

• ALL SEDIMENT LADEN WATER PUMPED FROM THE SITE SHALL BE TREATED  BY A

TEMPORARY SEDIMENT BASIN OR BE FILTERED BY OTHER APPROVED MEANS.  WATER
SHALL NOT BE DISCHARGED IN A MANNER THAT CAUSES  EROSION OF THE SITE OR

RECEIVING CHANNELS.

• DISTURBED GROUND OUTSIDE OF THE EVERYDAY CONSTRUCTION AREA,  INCLUDING
SOIL STOCKPILES LEFT INACTIVE FOR MORE THEN 10 DAYS,  SHALL AT A MINIMUM BE

TEMPORARILY STABILIZED BY SEEDING / MULCHING  OR OTHER METHODS APPROVED

BY THE CITY OF MADISON EROSION CONTROL INSPECTOR.

• WASTE MATERIAL GENERATED ON THE CONSTRUCTION SITE SHALL BE PROPERLY
DISPOSED OF AND NOT ALLOWED TO RUN INTO A RECEIVING  WATER OR STORM

SEWER SYSTEM.

• IN THE CASE OF LATE SEASON AND WINTER CONSTRUCTION, RESTORATION /
LANDSCAPING OF THE SITE SHALL OCCUR NO LATER THAN JUNE 1st OF THE NEXT

CONSTRUCTION SEASON.  EROSION CONTROL MEASURES SHALL REMAIN INTACT UNTIL

FINAL RESTORATION OF THE SITE IS COMPLETE.  FABRIC INSIDE THE INLET AND CATCH
BASIN GRATING SHALL BE REMOVED AS SOON AS FREEZING WEATHER OCCURS SO

DRAINAGE IS NOT IMPAIRED THROUGHOUT THE WINTER MONTHS.  ALL EROSION
CONTROL PRACTICES REMOVED OR DAMAGED DUE TO WINTER WEATHER SHALL BE

REPLACED IN THE SPRING IMMEDIATELY AFTER THE THAW.

• EROSION CONTROL DEVICES DESTROYED AS A RESULT OF CONSTRUCTION  ACTIVITIES
SHALL BE REPAIRED BY THE END OF THE WORK DAY.

• TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED AT THE  CONCLUSION
OF CONSTRUCTION AFTER STABILIZATION OF DISTURBED SOIL HAS OCCURRED.

GENERAL SITE PLAN NOTES:GENERAL SITE PLAN NOTES:GENERAL SITE PLAN NOTES:GENERAL SITE PLAN NOTES:GENERAL PROJECT NOTES:GENERAL PROJECT NOTES:GENERAL PROJECT NOTES:GENERAL PROJECT NOTES:

PROJECT NAME:PROJECT NAME:PROJECT NAME:PROJECT NAME: SCHOEPP MOTORS EAST

PROPERTY ADDRESS:PROPERTY ADDRESS:PROPERTY ADDRESS:PROPERTY ADDRESS: 1518 N. STOUGHTON RD
MADISON, WI  53704

ZONING DESCRIPTION:ZONING DESCRIPTION:ZONING DESCRIPTION:ZONING DESCRIPTION: C-3L

SITE AREA:SITE AREA:SITE AREA:SITE AREA: 77,465 S.F. / 1.9 ACRES

AREA PERCENTAGE:AREA PERCENTAGE:AREA PERCENTAGE:AREA PERCENTAGE:

EXISTING BUILDING AREA:    7,511 S.F. 10%
BUILDING ADDITION:  7,664 S.F. 10%

IMPERVIOUS AREA: 41,824 S.F. 54%
LANDSCAPE AREA: 20,466 S.F. 26%

TOTAL SITE AREA: 77,465 S.F.     100.0%

PARKING CALCULATIONS:PARKING CALCULATIONS:PARKING CALCULATIONS:PARKING CALCULATIONS:
ONE (1) SPACE PROVIDED FOR EACH TWO (2) EMPLOYEES PLUS ONE (1) SPACE FOR THE

OWNER/MANAGER AND TWO (2) SPACES FOR EACH STALL USED FOR SERVICING VEHICLES.

RETAIL AREA: ONE (1) SPACE FOR EACH 300 S.F. OF FLOOR AREA.

PARKING - REQUIRED:
NO. OF EMPLOYEES & MGR  = 16 16 EMPL/2 STALLS = 8 STALLS

NO. OF SERVICE STALLS = 7 7 STALLS x 2 = 14 STALLS
RETAIL AREA = 3,656 3,656 S.F./300 = 13 STALLS

35 STALLS
BIKE STALLS - REQUIRED: 1 PER 10 STALLS = 4 STALLS

PARKING - PROVIDED:
EMPLOYEE PARKING = 12 STALLS

SERVICE PARKING = 15 STALLS
CUSTOMER PARKING = 13 STALLS (INCLUDING 2 HC STALLS)

DISPLAY PARKING = 81 STALLS
TOTAL PROVIDED =      121 STALLS

BIKE STALLS - PROVIDED: 4 STALLS
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1 NEW SITE PLAN
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1 ADDITION FLOOR PLAN



FIRST FLOOR
100' - 0"

4 5 6 7 8 9 10

HEAD HEIGHT
112' - 0"

TOP OF EXIST. LOW
C.M.U. WALL

120' - 0"

2
'-
10

"

43'-8"

EXISTING E.I.F.S. BAND TO
PAINTED SILVER OR LIGHT
GREY.

NEW SPLIT FACE C.M.U. TO BE
PAINTED WHITE.

NEW ALUM. STOREFRONT
FRAMES TO BE BLACK TO
MATCH EXISTING
STOREFRONT FRAMES.

NEW FRONT LIT CHANNEL LETTERS PER
SIGN SUPPLIER'S SPEDIFICATIONS.
LETTERS TO BE BLACK DURING THE
DAY AND RED WHEN LIT AT NIGHT.

NEW FRONT LIT CHANNEL LETTERS
PER SIGN SUPPLIER'S
SPEDIFICATIONS.  LETTERS TO BE
BLACK DURING THE DAY AND
WHITE WHEN LIT AT NIGHT.

NEW RED FRONT LIT
CHANNEL LETTERS PER
SIGN SUPPLIER'S
SPECIFICATIONS.

4" ROLLED STEEL TUBE
PAINTED SILVER

EXISTING ROUND STEEL
COLUMNS TO BE PAINTED WHITE.

EXISTING GREY E.I.F.S. PANELS TO
BE PAINTED WHITE. METAL COPING TO BE

WHITE

EXISTING BLACK STOREFRONT
FRAMES TO REMAIN. CONCRETE FILLED PIPE BOLLARDS TO

BE PAINTED RED. (TYPICAL)
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T.O. EXIST. HIGHER
C.M.U.
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NEW JOIST BRG
120' - 8"

FIRST FLOOR
100' - 0"

HEAD HEIGHT
112' - 0"

TOP OF EXIST. LOW
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120' - 8"
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EF
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ALUMINUM TRANSOM
WINDOWS W/ BLACK
ANODIZED FRAMES TO
MATCH EXISTING.
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120' - 8"

PRECAST BEARING
109' - 0"

FIRST FLOOR
100' - 0"

123

TOP OF EXIST. LOW
C.M.U. WALL

120' - 0"

ALUMINUM TRANSOM
WINDOWS W/ BLACK
ANODIZED FRAMES TO
MATCH EXISTING.

EXISTING FACADE
BEYOND

SPLIT-FACE CMU PAINTED
WHITE TO MATCH
EXISTING SERVICE WING
OF BUILDING.

T.O. EXIST. HIGHER
C.M.U.
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NEW JOIST BRG
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 1/8" = 1'-0"A-4.1

1 NEW EAST ELEVATION

 1/8" = 1'-0"A-4.1

2 NEW SOUTHEAST ELEVATION
 1/16" = 1'-0"A-4.1

3 NEW SOUTH ELEVATION

 1/8" = 1'-0"A-4.1

4 NEW NORTHEAST ELEVATION

 1/16" = 1'-0"A-4.1

5 NEW NORTH ELEVATION
 1/16" = 1'-0"A-4.1

6 NEW NORTHWEST ELEVATION

 1/16" = 1'-0"A-4.1

7 NEW WEST ELEVATION
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REPAINT AND REFACE EXISTING D/F ILLUMINATED 
GROUND SIGN

REMOVE FACE FROM EXISTING SIGN. REPAINT SIGN 
CABINET AND LEGS ON SITE. RETRO FIT CABINET W/ 
WHITE GLIDER LEDs.

FABRICATE NEW ACRYLIC FACE. CWP AND APPLY 
VINYL GRAPHICS. BLOCKOUT WHITE SECTION ON 
BOTTOM OF SIGN ON 2ND SURFACE. INSTALL NEW 
FACE INTO EXISTING SIGN.

   

  

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

00 ft.00 sq. ft.

26605-06-3 03.23.11 3/4”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTY

10

7725-12 BLACK (VINYL)

3630-33 RED (PAINT & VINYL)

04.13.11 WTD BOTTOM WHITE SECTION TO BE BLOCKED OUT. 

05.04.11 WTD ADDED “N.” TO LOWER SECTION.   

05.17.11 WTD UPDATED COPY OF LOWER SECTION. 
(NORTHEAST).   

3635-20B WHITE BLOCK-OUT (VINYL)

NIGHT VIEW

5'-0"

1'-7/8"
4'-1 1/2"

2'-2"

2'-10"

EXISTING SIGN

EXISTING 2” RETAINERS
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S/F ILLUMINATED EXTERIOR FACE-LIT CHANNEL 
LETTERS

FABRICATE FACE-LIT CHANNEL LETTERS FROM
      -5” PRE-FINISHED RED RETURNS
      -1” RED TRIM CAP
      -2793 RED ACRYLIC FACES
      -ILLUMINATE W/ RED LEDs
      -REMOTE POWER SUPPLY

FLUSH MOUNT LETTERS TO BUILDING FASICA.

GRANT TO MAKE FINAL ELECTRICAL CONNECTION IF 
POWER LEAD IS RAN TO SIGN LOCATION.  

   

   

   

  

RED ACRYLIC FACES, RETURNS AND TRIM CAP

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

00 ft.00 sq. ft.

26605-05-1 03.23.11 3/4”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTY

10

04.14.11 WTD ADDED WORD “ENTRANCE” TO DESIGN.  

NIGHT VIEW

1'-4"

5"

SIDE VIEW2 3/8"

6'-3 1/8"

15'-4 5/8"

8 3/4" 8'-4 3/4"
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S/F ILLUMINATED EXTERIOR FACE-LIT CHANNEL 
LETTERS

FABRICATE FACE-LIT CHANNEL LETTERS FROM
      -5” PRE-FINISHED RED RETURNS
      -1” RED TRIM CAP
      -2793 RED ACRYLIC FACES
      -ILLUMINATE W/ RED LEDs
      -REMOTE POWER SUPPLY

FLUSH MOUNT LETTERS TO BUILDING FASICA.

GRANT TO MAKE FINAL ELECTRICAL CONNECTION IF 
POWER LEAD IS RAN TO SIGN LOCATION.  

   

   

   

  

RED ACRYLIC FACES, RETURNS AND TRIM CAP

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

00 ft.00 sq. ft.

26605-04-0 03.23.11 3/4”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTY

10

NIGHT VIEW

9'-8 1/4"

1'-4"

2 3/8"

5"

SIDE VIEW
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S/F ILLUMINATED EXTERIOR FACE-LIT CHANNEL 
LETTERS

FABRICATE FACE-LIT CHANNEL LETTERS FROM
      -5” PRE-FINISHED RED RETURNS
      -1” RED TRIM CAP
      -2793 RED ACRYLIC FACES
      -ILLUMINATE W/ RED LEDs
      -REMOTE POWER SUPPLY

FLUSH MOUNT LETTERS TO BUILDING FASICA.

GRANT TO MAKE FINAL ELECTRICAL CONNECTION IF 
POWER LEAD IS RAN TO SIGN LOCATION.  

   

   

   

  

RED ACRYLIC FACES, RETURNS AND TRIM CAP

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

00 ft.00 sq. ft.

26605-03-0 03.23.11 3/8”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTY

10

NIGHT VIEW

10'-10 1/2"

2'-0"

10" 10'-2 7/8"

3 3/8"

5"

21'-11 1/2"
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S/F ILLUMINATED EXTERIOR FACE-LIT CHANNEL 
LETTERS

FABRICATE FACE-LIT CHANNEL LETTERS FROM
      -5” PRE-FINISHED RED RETURNS
      -1” RED TRIM CAP
      -2793 RED ACRYLIC FACES
      -ILLUMINATE W/ RED LEDs
      -REMOTE POWER SUPPLY

FLUSH MOUNT LETTERS TO BUILDING FASICA.

GRANT TO MAKE FINAL ELECTRICAL CONNECTION IF 
POWER LEAD IS RAN TO SIGN LOCATION.  

   

   

  

RED ACRYLIC FACES, RETURNS AND TRIM CAP

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

1,050 ft.124 sq. ft.

26605-02-2 03.23.11 1/4”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTY

10

05.04.11 WTD ADDED CHANNEL LETTERS “N.” UPDATED 
OVERALL SIZE TO MAX OUT AT 125 SF.   
05.17.11 WTD UPDATED COPY AND SIZE OF LETTERS.   

NIGHT VIEW

5"

43'-8 5/8"

2'-10"

15'-9"
1'-2 1/2"

14'-10"
11 3/4"

10'-11 1/2"

1'-2 3/4"
1'-10 7/8"

3 1/8"5"
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NEW D/F ILLUMINATED EXTERIOR PYLON SIGN W/ 
EXISTING EMC

REMOVE SIGN AT GRADE AND RETURN TO SHOP.

A) FABRICATE NEW CABINET FROM 2” ALUMINUM 
TUBE AND SHEET W/ ROUTED ALUMINUM FACES W/ 
APPLIED VINYL GRAPHICS. BACK WITH WHITE ACRYLIC 
W/ APPLIED VINYL. PAINT. ILLUMINATE W/ WHITE LED 
GLIDERS. 

B) EXISTING EMC TO BE RE-INSTALLED ONTO NEW 
POLE.

C) 8” POLE STAGED TO 3” POLE. PAINT.

INSTALL NEW PYLON SIGN INTO GROUND PER 
DETAILS.

UNLESS OTHERWISE SPECIFIED:
ALL FLUORESCENT LAMPS WILL BE T12-CW-HO LAMPS.     ALL BALLASTS WILL BE COLD START ALL-WEATHER BALLASTS.     ALL NEON TRANSFORMERS WILL BE 30 MILLIAMPS.     120V PRIMARY POWER TO SIGNS WILL BE BY OTHERS.     ALL DATA LINES TO ELECTRONIC SIGNAGE WILL BE BY OTHERS.     ALL PAINT COLORS WILL BE SEMI-GLOSS FINISH. 

9

575 ft.40.8 sq. ft.

26605-07-4 03.23.11 1/4”=1’

SCHOEPP MOTORS EAST

1518 N. STOUGHTON RD. MADISON, WI 

WTD ERIC MARTYZ 

10

7725-12 BLACK (VINYL & PAINT)

3630-33 RED (PAINT & VINYL)

04.13.11 WTD BOTTOM WHITE SECTION TO BE BLOCKED OUT. 

04.14.11 WTD REMOVED BLOCKOUT VINYL. CHANGED TO 
WHITE VINYL APPLIED TO ROUTED FACE. UPDATED HEIGHT OF 
TOP CABINET TO BE 3’ TALL.   

05.04.11 WTD ADDED “N.” TO LOWER SECTION.   

05.17.11 WTD UPDATED COPY. CHANGED TO NEW POLE.   

Centroid Height: 19.300 ft
Sign Area: 40.800 sq ft

Number of Support Columns: 1
Steel type: new

Wind Pressure: 30.000 lbs/ sq ft
____________________________

    Section Modulus: 9.449 per column
    Schedule 40 pipe (in inches,ROUND):

8.000 each column
        OR 6.000 inch Steel SQUARE Tube:

(0.250 inch wall),each column
____________________________

Caisson type: Circular
Base Diameter/Width: 2.000 ft

Vert. Bearing Soil Pressure: 1500
Lateral Bearing Soil Pressure: 150

Est. Sign Weight: 1.000 lbs
Est. Column Weight: 1.000 lbs/each

____________________________
    Footing Depth: 7.500 ft per column

    Valid Footing Diameter: 2.000 ft per column
    Concrete Yards: 0.782 yards total

GRAND
OPENING!

2"

 18"

QTY 1- RAIN CAP

TRANSFER RING DETAIL

NO SCALE1/2" STEEL

1/2" STEEL

QTY 2 - SLEEVE RING

8.625" 

3.625”

7.856”

3.625”

Centroid Height: 2.660 ft
Sign Area: 40.800 sq ft

Number of Support Columns: 1
Steel type: new

Wind Pressure: 30.000 lbs/ sq ft
____________________________

    Section Modulus: 1.302 per column
    Schedule 40 pipe (in inches,ROUND):

3.000 each column
        OR 3.000 inch Steel SQUARE Tube:

(0.188 inch wall),each column

STAGE 1 STAGE 2

GRAND
OPENING!

EXISTING SIGN

3'-0"

2'-4"

5'-4"

11 1/2"
2'-1/4"

7'-8"

16'-8"

22'-0"

2'-0"

2'-0"

7'-6"

A

B

C

GRAND
OPENING!

ILLUMINATED NIGHT VIEW

4 7/8" 6 3/8"




