


ORDERING INFORMATION

Specifications

*Weight: 52 lbs (23.6kg)
EPA: 2.0 ft.2 (.28m2)
(includes arm)
Length: 24-19/32 (62.5)
Width: 17-25/32 (45.2)
Depth: 8-5/16 (21.1)
Arm: 4 (10.2)
*Weight as configured in
example below.

Mounting Option Drilling Template

SPxx, RPxx, DA12P 5

WBxx, DA12WB 6

WWxx 7

Voltage

120
2084

2404

277
347
4804

TB5

TBV6

23050HZ7

Accessories: Tenon Mounting Slipfitter
Order as separate catalog number.

Number of fixtures
Tenon O.D. One Two@180° Two@90° Three@120°Three@90° Four@90°

2-3/8" T20-190 T20-280 T20-29017 T20-320 T20-39017 T20-49017

2-7/8" T25-190 T25-280 T25-29017 T25-320 T25-39017 T25-49017

4" T35-190 T35-280 T35-29017 T35-320 T35-39017 T35-49017

KSF2HS House side shield12

KSF2VG Vandal guard

Catalog Number

Notes Type

Outdoor Sheet #: KSF2-M-S               AL-330

FEATURES & SPECIFICATIONS
INTENDED USE — Ideal for use in car lots, street lighting or parking areas.
CONSTRUCTION — Rugged, .063” thick, aluminum rectilinear housing.
Formed for weather-tight seal and integrity.
Naturally anodized, extruded, aluminum door frame with mitered corners is
retained with (two) .188” diameter hinge pins and secured with (one) quarter-
turn, quick-release fastener. Weatherproof seal between housing and door
frame is accomplished with an integrally designed, extruded silicone gasket
that snaps into door frame and another gasket applied to the housing.
FINISH — Standard finish is dark bronze (DDB) polyester powder finish with
other architectural colors available.
OPTICAL SYSTEM — Reflectors: anodized and segmented for superior
uniformity and control. Reflectors attach with tool-less fasteners and are
rotatable and interchangeable. Five cutoff distributions available: Type II
(roadway), Type III (asymmetric), Type IV (forward throw, sharp cutoff),
Type IV (wide, forward throw) and Type V (square symmetrical).
Lens: 0.125” thick, impact-resistant, tempered, glass with thermally applied,
silk screened shield.
ELECTRICAL SYSTEM — Ballast: Constant-wattage autotransformer for 250-
400W. Super CWA pulse-start ballast required for 320W and 350W (SCWA
option). Ballast is copper wound and 100% factor-tested.
Socket: Porcelain, position-oriented, horizontally mounted, mogul-base
socket with copper alloy, nickel-plated screw shell and center contact. UL
listed 1500W- 600V.
INSTALLATION — Extruded aluminum arm for pole or wall mounting is
shipped in fixture carton. Optional mountings available.
LISTING — UL Listed (standard). CSA Certified (see Options). NOM Certified
(see Options). UL Listed for 250C ambient temperatures and wet locations.
IP65 rated.

Area Lighting

KSF2
METAL HALIDE

250W - 400W
HIGH PRESSURE SODIUM

200W  - 400W
15' to 25' Mounting

Series

KSF2

Wattage

Metal halide
250M

320M1,2

350M1,2

400M1

High pressure
sodium3

200S
250S
400S

KSF2

All dimensions are inches (centimeters) unless otherwise specified. Specifications
subject to change without notice.

LArm

D

Distribution

R2 IES type II roadway
R3 IES type III

asymmetric
R4SC IES type IV

forward throw,
sharp cutoff

R4W IES type IV wide,
forward throw

R5S IES type V square

Options

Shipped installed in fixture
SF Single fuse 120, 277, 347V10

DF Double fuse 208, 240, 480V10

EC Emergency circuit11

PER NEMA twist-lock receptacle
only (no photocontrol)

QRS Quartz restrike system11

QRSTD QRS time delay7,11

CSA CSA Certified
NOM NOM Certified

HS Houseside shield12

Shipped separately13

PE1 NEMA twist-lock PE (120, 208,
240V)

PE3 NEMA twist-lock PE (347V)
PE4 NEMA twist-lock PE (480V)
PE7 NEMA twist-lock PE (277V)

SC Shorting cap for PER option
VG Vandal guard

Pole type
SP__ Square

pole
RP__ Round

pole
WB__ Wall

bracket
WW__ Wood pole

or wall
bracket

DA12P Degree
arm (pole)9

DA12WB Degree
arm (wall)9

KMA Mast arm
external
fitter9

KTMB Twin
mounting
bar9

Length8

04 4" arm
06 6" arm
09 9" arm
12 12" arm

Mounting Ballast

(blank) Magnetic
ballast

CWI Constant
wattage
isolated

SCWA Super
CWA
pulse
start
ballast

NOTE:SCWA ballast
must be selected to
comply with California
Title 20 metal halide
regulations. SCWA
also may be required
to meet other states’
regulations. Consult
local authorities.

Finish14

(blank) Dark bronze
DWH White

DBL Black
DMB Medium

bronze
DNA Natural

aluminum
CR Corrosion-

resistant
CRT Non-stick

protective
coating15

Lamp16

LPI Lamp
included
(standard)

L/LP Less lamp

NOTES:
1 Use reduced jacketed lamp.
2 Must be ordered with SCWA.
3 Not available with SCWA.
4 Must specify CWI for use in Canada.
5 Optional multi-tap ballast (120, 208, 240,

277V).  (120, 277, 347V in Canada).
6 Optional five-tap ballast (120, 208, 240,

277, 480V). Not available with CSA.
7 Consult factory for available wattages.
8 9” arm is required when two or more

luminaires are oriented on a 900 drilling
pattern.

For shortest lead times, configure product using standard options (shown in bold).
Example: KSF2  400M R3 TB SP04 LPI

9 Ships separately.
10 Must specify voltage. Not available

with TB or TBV.
11 Max allowable wattage lamp

included.
12 Available with R2 & R3 distributions

only.
13 May be ordered as an accessory.
14 See www.lithonia.com/archcolors

for additional color options.
15 Black finish only.
16 Must be specified.
17 Must use RP09 or RP12.
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Coefficient of Utilization
Initial Footcandles

KSF2 Arm-Mounted Rectilinear Cutoff Lighting

NOTES:
1 For electrical characteristics, consult technical data tab.
2 Tested to current IES and NEMA standards under stabilized laboratory conditions.

Various operating factors can cause differences between laboratory and actual field
measurements. Dimensions and specifications are based on the most current available
data and are subject to change.

3 Photometric data for other distributions can be accessed from www.lithonia.com.

©2000 Acuity Brands Lighting, Inc., Rev. 1/30/08Sheet #: KSF2-M-S

Lithonia Lighting
Outdoor Lighting
One Lithonia Way, Conyers, GA 30012-3957
Phone: 770-922-9000  Fax: 770-918-1209
www.lithonia.com

Mounting Height Correction Factor
(Multiply the fc level by the correction factor)
15 ft.= 5.4
30 ft.= 1.36
40 ft.= .77

Existing Mounting Height
New Mounting Height

=  Correction factor( )
2



Catalog Number
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FEATURES & SPECIFICATIONS
CONSTRUCTION — Weldable-grade, hot-rolled, commercial-quality carbon
steel tubing with a minimum yield of 55,000 psi (11-gauge), 50,000 psi (7-
gauge). Uniform wall thickness of .125" or .188". Shafts are one-piece with a
full-length longitudinal, high-frequency electric resistance weld. Uniformly
square in cross-section with flat sides, small corner radii and excellent
torsional qualities. Available shaft widths are 4", 5" and  6".
Anchor base is fabricated from hot-rolled carbon steel plate conforming to
ASTM A36, that meets or exceeds a minimum yield strength of 36,000 psi. The
anchor base is provided with slotted holes.  Base cover is finished to match pole.
A handhole having nominal dimensions of 3" x 5" for all shafts. Included is a
cover with attachment screws.
Top cap provided with all drill-mount poles.
Fasteners are high-strength galvanized, zinc-plated or stainless steel.
FINISH — Dark bronze (DDB) polyester powder standard. Other architec-
tural colors available. See www.lithonia.com/archcolors.
GROUNDING — Provision located immediately inside handhole rim. Ground-
ing hardware is not included (provided by others).
ANCHOR BOLTS —  Top portion of anchor bolt is galvanized per ASTM A-153.
Made of steel rod having a minimum yield strength of 55,000 psi.

Anchor Base Poles

SSS
SQUARE STRAIGHT STEEL

Outdoor Sheet #: Pole-SSS               PL-320

Lead times will vary depending on options selected. Consult with your sales representative.
Example: SSS 20 5C DM19 DDB

ORDERING INFORMATION

NOTES:
1 When ordering tenon mounting and drill mounting for the same

pole, follow this example: DM28/T20.  The combination includes a
required extra handhole.

2 The drilling template to be used for a particular luminaire depends
on the luminaire that is used. Refer to the Technical Data Section
of the Outdoor Binder for Drilling Templates.

3 Insert "1" or "2" to designate fixture size; e.g. DM19AST2.
4 Specify location and orientation when ordering option.

For 1st "x": Specify the height in feet above base of pole.
Example:  5ft = 5 and 20ft = 20

For 2nd "x": Specify orientation from handhole (A,B,C,D)
Refer to the Handhole Orientation diagram on this page.

5 Horizontal arm is 18" x 2-3/8" O.D. tenon standard.
6 Combination of tenon-top and drill mount requires extra handhole.
7 Additional colors available; see www.lithonia.com/archcolors or

Architectural Colors brochure (Form No. 794.3). Powder finish
standard.

SSS

Shaft type

SSS

Nominal fixture
mounting height

10 – 39 feet
(see back page.)

Nominal shaft base size/
wall thickness

(See back page.)

Mounting1

Tenon mounting
PT Open top

T20 2-3/8" O.D. (2" NPS)
T25 2-7/8" O.D. (2-1/2"

NPS)
T30 3-1/2" O.D. (3" NPS)
T35 4" O.D. (3-1/2" NPS)

Drill mounting2

DM19 1 at 90°
DM28 2 at 180°

DM28PL 2 at 180° with one
side plugged

DM29 2 at 90°
DM39 3 at 90°
DM49 4 at 90°

AERIS/OMERO Drill mounting2

DM19AS 1 at 90°
DM28AS 2 at 180°
DM29AS 2 at 90°
DM39AS 3 at 90°
DM49AS 4 at 90°

AERIS Suspend Drill mounting2,3

DM19AST_ 1 at 90°
DM28AST_ 2 at 180°
DM29AST_ 2 at 90°
DM39AST_ 3 at 90°
DM49AST_ 4 at 90°

OMERO Suspend Drill mounting2,3

DM19MRT_ 1 at 90°
DM28MRT_ 2 at 180°
DM29MRT_ 2 at 90°
DM39MRT_ 3 at 90°
DM49MRT_ 4 at 90°

Options

Shipped installed
L/AB Less anchor bolts

VD Vibration damper
TP Tamper proof

Hxx Horizontal arm bracket
(1 fixture)4,5

FDLxx Festoon outlet less
electrical4

FGLxx Festoon GFI outlet less
electrical4

CPL12 xx 1/2" coupling4

CPL34 xx 3/4" coupling4

CPL1 xx 1" coupling4

NPL12 xx 1/2" threaded nipple4

NPL34 xx 3/4" threaded nipple4

NPL1 xx 1" threaded nipple4

HHxx Extra handhole4,6

Finish7

Standard colors
DDB Dark bronze

DWH White
DBL Black

DMB Medium bronze
DNA Natural aluminum

GALV Galvanized finish
Classic colors

DSS Sandstone
DGC Charcoal gray
DTG Tennis green
DBR Bright red
DSB Steel blue

Architectural colors
(powder finish)7

HANDHOLE ORIENTATION

A
Handhole

B

C

D
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Lithonia Lighting
Outdoor
One Lithonia Way, Conyers, GA 30012
Phone: 770-922-9000 Fax: 770-918-1209
www.lithonia.com

SSS  Square Straight Steel Poles

IMPORTANT:
• These specifications are intended for general purposes only. Lithonia reserves the
right to change material or design, without prior notice, in a continuing effort to
upgrade its products.

IMPORTANT INSTALLATION NOTES:
• Do not erect poles without having fixtures installed.
• Factory-supplied templates must be used when setting anchor bolts. Lithonia
Lighting will not accept claim for incorrect anchorage placement due to failure to use
factory template.
• If poles are stored outside, all protective wrapping must be removed immediately
upon delivery to prevent finish damage.
• Lithonia Lighting is not responsible for the foundation design.

TECHNICAL INFORMATION
EPA (ft2) with 1.3 gust

Nominal Wall Approximate
Catalog shaft Pole Shaft Thickness 80 Max. 90 Max. 100 Max. Bolt Circle Bolt Size ship weight
Number length (feet) Size (in x ft) (inches) Gauge mph weight mph weight mph weight (inches) (in. x in. x in.) (pounds)
SSS 10 4C 10 4.0 x 10.0 0.125 11 30.6 765 23.8 595 18.9 473 8--9 3/4 x 18 x 3 75
SSS 12 4C 12 4.0 x 12.0 0.125 11 24.4 610 18.8 470 14.8 370 8--9 3/4 x 18 x 3 90

SSS 14 4C 14 4.0 x 14.0 0.125 11 19.9 498 15.1 378 11.7 293 8--9 3/4 x 18 x 3 100
SSS 16 4C 16 4.0 x 16.0 0.125 11 15.9 398 11.8 295 8.9 223 8--9 3/4 x 18 x 3 115
SSS 18 4C 18 4.0 x 18.0 0.125 11 12.6 315 9.2 230 6.7 168 8--9 3/4 x 18 x 3 125

SSS 20 4C 20 4.0 x 20.0 0.125 11 9.6 240 6.7 167 4.5 150 8--9 3/4 x 18 x 3 140
SSS 20 4G 20 4.0 x 20.0 0.188 7 16.5 415 12.25 310 9.3 240 8--9 3/4 x 30 x 3 198
SSS 20 5C 20 5.0 x 20.0 0.125 11 17.7 443 12.7 343 9.4 235 10--12 1 x 36 x 4 185

SSS 20 5G 20 5.0 x 20.0 0.188 7 28.1 703 21.4 535 16.2 405 10--12 1 x 36 x 4 265
SSS 25 4C 25 4.0 x 25.0 0.125 11 4.8 150 2.6 100 1.0 50 8--9 3/4 x 18 x 3 170
SSS 25 4G 25 4.0 x 25.0 0.188 7 10.8 270 7.7 188 5.4 135 8--9 3/4 x 30 x 3 245

SSS 25 5C 25 5.0 x 25.0 0.125 11 9.8 245 6.3 157 3.7 150 10--12 1 x 36 x 4 225
SSS 25 5G 25 5.0 x 25.0 0.188 7 18.5 463 13.3 333 9.5 238 10--12 1 x 36 x 4 360
SSS 30 4G 30 4.0 x 30.0 0.188 7 6.4 160 4.0 100 2.3 58 8--9 3/4 x 30 x 3 295

SSS 30 5C 30 5.0 x 30.0 0.125 11 4.7 150 2.0 50 -- -- 10--12 1 x 36 x 4 265
SSS 30 5G 30 5.0 x 30.0 0.188 7 10.7 267 6.7 167 3.9 100 10--12 1 x 36 x 4 380
SSS 30 6G 30 6.0 x 30.0 0.188 7 19.0 475 13.2 330 9.0 225 11--13 1 x 36 x 4 520

SSS 35 5G 35 5.0 x 35.0 0.188 7 5.9 150 2.5 100 -- -- 10--12 1 x 36 x 4 440
SSS 35 6G 35 6.0 x 35.0 0.188 7 12.4 310 7.6 190 4.2 105 11--13 1 x 36 x 4 540
SSS 39 6G 39 6.0 x 39.0 0.188 7 7.2 180 3.0 75 -- -- 11--13 1 x 36 x 4 605

BASE DETAIL

B

18"

©1994-2010 Acuity Brands Lighting, Inc., All rights reserved. Rev. 1/25/10Sheet #: Pole-SSS

A

C

Pole Data
Shaft Bolt Bolt Anchor bolt
base circle projection Base Template Anchor bolt and template
size A B square description description number

4"C 8-1/2" 2-3/4"–4" 8" ABTEMPLATE PJ50004 AB18-0 ABSSS-4C
4"G 8-1/2" 2-3/4"–4" 8" ABTEMPLATE PJ50004 AB30-0 ABSSS-4G
5" 10"–12" 3-3/8"–4" 11" ABTEMPLATE PJ50010 AB36-0 ABSSS-5
6" 11"–13" 3-3/8"–4" 12-1/2" ABTEMPLATE PJ50011 AB36-0 N/A
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Incandescent 5" Cylinders Outdoor
Wall Mount

Type

-20 -30 -31 -82

P5674  ■■        ■■        ■■        ■■
P5675  ■■        ■■        ■■        ■■

Finish

Metallic Dimensions (Inches)

Catalog No. Bronze White Black Gray Lamping A B C D
P5674 -20 -30 -31 -82 1-75w PAR30, 5 7-1/4 8 2-1/2

65w BR30

P5675 -20 -30 -31 -82 2-75w PAR30 5 14 8 7

Specifications:

General

• Extruded aluminum .125 wall thickness
one piece cylinder

• Cast aluminum wall bracket

• P5674 - Down lighting

• P5675 - Up/Down lighting. P8799-31
top cover lens recommended when unit
is used outdoors

• Interior finish matches exterior finish

Mounting

• Covers any outlet box

• Cast mounting bracket is 4-1/2" square

• Outlet box mounting bracket supplied
permitting attachment of unit to wall
with one almost invisible set screw

Electrical

• Medium base porcelain socket with
nickel plated brass screw shell

Options

• Bronze finish - specify “20” suffix

• White finish - specify “30” suffix

• Black finish - specify “31” suffix

• Metallic Gray finish - specify “82” suffix

Accessories

• P8799-31 Top lens cover for P5675
fixture

Labeling

• UL-CUL wet location listed - P5674 and
P5675 with top cover

• P5675 UL-CUL listed for indoor use with
no cover

Progress Lighting
701 Millennium Blvd.
Greenville, South Carolina
29607

www.progresslighting.com

Rev. 1/04
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C

P5674 P5675
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R
PICKEL

TACO BELL

4/20/10AS NOTED

8045 WATT AVE., ANTELOPE, CA 95843
*

11
10-125PATIENCE CASEY

*

D-ORDER# 059802

3
5/3/10 TdP
5/10/10 TdP
5/23/10 TdP 9

ORDER POINT CANOPY

 PART #823-TB-ORDPOINT-V10
 PART #823-TB-ORDCPY-VE-KIT

Polycarbonate face with screened decorations -
2nd surface.
Aluminum canopy with steel ribs.
Formed aluminum bell.
Removable shroud.

(2) 70 watt metal halide lamps.
Other electrical specs. T.B.D.

Polycarbonate Cladding:
Screen second surface: Amber Wave SW6657

Canopy posts and framing members:
TB Bronze Tiger Drylac 49-66230 C33

Metal Bell: Paint to Match PMS 2685

Canopy: White SW2123 eggshell finish

Bell Graphics: Screen second surface
Light Bell: PMS 131U
Dark Bell: PMS 139U

.090 ALUMINUM
PAINTED
WHITE

POLYCARBONATE
FACE WITH
SCREENED
2ND SURFACE
DECORATION

REMOVABLE
ALUMINUM BASE/
KICK PLATE

1“ X 24”
ANCHOR

BOLTS

FORMED
ALUMINUM
BELL



°

°
°

°

°

°

°

°

°

°

TACO
BELL

CONTRACT DATE:

BUILDING TYPE:

PLAN VERSION:

SITE NUMBER:

STORE NUMBER:

PLOT DATE:

SUITE 200

(248) 524-9746

PROJECT NO. T12020

(248) 524-4700

PHONE FAX

DATE ISSUE

INITIAL UDC SUBMITTAL4-2-2013

TACO BELL

Madison, WI 

MEDIUM40-Ni

--

MED-NI-40

DEC 12-A

309441

--

6-18-13

698 S. Whitney Way

REVISED UDC SUBMITTAL4-9-2013

REVISED PER CITY4-22-2013

UDC and PC SUBMITTAL6-19-2013

AC0.1

ARCHITECTURAL
SITE
PLAN

ARCHITECTURAL SITE PLAN 1"=20'-0" A

A

B

C

D

E

F

8 7 6 5 4 3 2 1

G



°

°
°

°

°

°

°

°

°

°

TACO
BELL

CONTRACT DATE:

BUILDING TYPE:

PLAN VERSION:

SITE NUMBER:

STORE NUMBER:

PLOT DATE:

SUITE 200

(248) 524-9746

PROJECT NO. T12020

(248) 524-4700

PHONE FAX

DATE ISSUE

INITIAL UDC SUBMITTAL4-2-2013

TACO BELL

Madison, WI 

MEDIUM40-Ni

--

MED-NI-40

DEC 12-A

309441

--

6-18-13

698 S. Whitney Way

REVISED UDC SUBMITTAL4-9-2013

REVISED PER CITY4-22-2013

UDC and PC SUBMITTAL6-19-2013

AC0.2

DIMENSIONAL
SITE
PLAN

DIMENSIONAL SITE PLAN 1"=20'-0" A

A

B

C

D

E

F

8 7 6 5 4 3 2 1

G



TACO
BELL

0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.3 0.3 0.3 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.3 0.4 0.5 0.4 0.3 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.1 0.1 0.1 0.2 0.3 0.4 0.5 0.7 0.6 0.5 0.5 0.4 0.4 0.4 0.4 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.1 0.1 0.1 0.2 0.3 0.3 0.5 0.7 0.9 0.9 0.7 0.7 0.6 0.6 0.6 0.6 0.5 0.4 0.4 0.3 0.3 0.2 0.1 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0

0.1 0.1 0.1 0.2 0.3 0.4 0.5 0.6 0.8 1.1 1.1 0.9 0.9 0.9 0.9 0.9 0.9 0.7 0.7 0.8 0.8 0.6 0.2 0.1 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0

0.1 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.9 1.3 1.4 1.2 1.2 1.2 1.4 1.7 1.8 1.1 1.7 2.7 2.9 2.3 0.9 0.2 0.1 0.0 0.0 0.0 0.0 0.2 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0

0.1 0.1 0.2 0.4 0.5 0.7 0.8 1.0 1.2 1.5 1.6 1.5 1.4 1.6 2.2 3.7 5.1 1.6 3.0 8.8 11.4 9.2 2.0 0.4 0.1 0.0 0.0 0.0 0.0 0.0 0.3 0.2 0.2 0.1 0.1 0.1 0.0 0.0

0.1 0.2 0.3 0.5 0.7 0.9 1.1 1.4 1.6 1.8 1.9 1.7 1.7 1.8 2.7 6.6 15.9 0.0 0.4 0.3 0.2 0.2 0.1 0.1 0.1 0.0

0.1 0.2 0.3 0.5 0.8 1.0 1.4 1.7 2.0 2.1 2.3 2.1 1.8 1.8 2.3 4.8 8.7 0.0 0.6 0.5 0.4 0.2 0.2 0.1 0.1 0.1

0.1 0.2 0.4 0.6 0.8 1.2 1.6 2.0 2.2 2.3 2.6 2.5 2.1 1.7 1.6 2.2 2.6 0.9 0.8 0.7 0.5 0.4 0.2 0.2 0.1 0.1

0.1 0.2 0.4 0.6 0.8 1.2 1.6 2.1 2.3 2.3 2.6 2.6 2.1 1.7 1.4 1.5 1.4 1.2 1.1 0.9 0.7 0.5 0.3 0.2 0.1 0.1

0.1 0.2 0.4 0.6 0.8 1.1 1.5 1.9 2.2 2.3 2.5 2.4 2.1 1.8 1.6 1.6 1.3 1.7 1.4 1.1 0.8 0.6 0.4 0.3 0.2 0.1

0.1 0.2 0.3 0.5 0.7 1.0 1.3 1.6 1.9 2.1 2.2 2.1 1.9 1.9 2.0 1.9 2.4 4.8 9.3 5.5 2.3 1.3 1.7 3.8 8.9 7.3 3.5 2.5 2.3 2.1 1.8 1.4 1.0 0.7 0.5 0.3 0.2 0.1

0.1 0.2 0.3 0.5 0.6 0.8 1.1 1.3 1.5 1.8 1.9 1.8 1.8 1.9 2.2 2.1 2.1 2.6 3.2 2.7 2.1 2.0 2.1 2.6 3.5 3.6 3.1 2.6 2.5 2.4 2.0 1.5 1.1 0.8 0.6 0.4 0.2 0.1

0.1 0.2 0.2 0.4 0.5 0.7 0.9 1.1 1.3 1.7 1.8 1.7 1.6 1.7 2.0 2.0 2.0 2.0 2.1 2.2 2.3 2.5 2.4 2.4 2.5 2.8 3.1 2.8 2.7 2.5 2.2 1.7 1.2 0.9 0.6 0.4 0.2 0.1

0.1 0.1 0.2 0.3 0.4 0.6 0.8 1.0 1.3 1.7 1.8 1.5 1.5 1.5 1.7 1.8 1.8 1.9 2.1 2.5 2.7 2.6 2.5 2.3 2.4 2.7 3.0 3.1 2.8 2.6 2.3 1.7 1.2 0.9 0.6 0.4 0.2 0.1

0.1 0.1 0.2 0.2 0.4 0.5 0.7 1.1 1.5 1.9 1.8 1.4 1.4 1.4 1.5 1.7 1.8 2.0 2.5 3.0 3.1 2.8 2.5 2.3 2.3 2.6 2.8 2.8 2.7 2.7 2.4 1.8 1.3 0.9 0.6 0.4 0.2 0.1

0.1 0.1 0.1 0.2 0.3 0.5 0.8 1.2 1.7 2.0 1.9 1.4 1.3 1.4 1.5 1.7 1.8 2.1 3.0 3.6 3.7 3.2 2.7 2.5 2.4 2.6 2.7 2.5 2.6 3.0 2.8 2.2 1.5 1.0 0.6 0.4 0.2 0.1

0.1 0.1 0.1 0.2 0.3 0.5 0.8 1.3 1.7 2.0 1.9 1.6 1.4 1.5 1.6 1.8 1.9 2.4 3.3 3.8 4.0 3.8 3.0 2.8 2.9 2.9 2.9 2.5 2.8 2.8 2.8 2.4 1.8 1.1 0.7 0.4 0.2 0.1

0.1 0.1 0.1 0.2 0.2 0.4 0.7 1.1 1.7 1.8 1.8 1.7 1.5 1.7 1.9 1.9 2.0 2.5 3.2 3.7 4.0 3.9 3.5 3.3 3.4 3.5 3.3 2.7 2.7 2.6 2.4 2.3 1.6 1.0 0.7 0.4 0.2 0.1

0.0 0.1 0.1 0.2 0.2 0.4 0.5 0.7 1.1 1.6 1.7 1.4 1.6 1.9 2.1 2.2 2.1 2.1 2.6 3.2 3.5 3.5 4.0 4.8 4.6 4.1 3.5 2.8 2.2 2.3 1.9 1.5 1.1 0.9 0.7 0.4 0.2 0.2

0.0 0.1 0.1 0.2 0.2 0.3 0.5 0.7 0.8 1.0 1.3 1.5 1.9 2.2 2.4 2.5 2.4 2.3 2.3 2.5 2.8 3.7 6.2 9.3 6.8 4.7 3.6 2.8 2.2 1.8 1.4 1.1 0.9 0.8 0.6 0.4 0.2 0.2

0.0 0.1 0.1 0.2 0.2 0.4 0.5 0.7 0.9 1.1 1.4 1.7 2.2 2.5 2.8 2.8 2.7 2.6 2.5 2.6 2.9 3.9 7.4 8.5 7.9 4.8 3.6 2.9 2.2 1.8 1.4 1.1 0.9 0.7 0.5 0.4 0.2 0.2

0.0 0.1 0.1 0.2 0.3 0.4 0.5 0.7 0.9 1.2 1.5 1.9 2.3 2.6 2.5 2.8 2.8 2.7 2.6 2.6 2.8 3.5 5.1 6.6 5.3 3.8 3.4 2.7 2.2 1.8 1.4 1.0 0.8 0.6 0.5 0.3 0.2 0.2

0.0 0.1 0.1 0.2 0.2 0.4 0.5 0.7 0.9 1.1 1.5 1.8 2.2 2.5 2.6 2.7 2.8 2.6 2.4 2.4 2.5 2.9 3.5 4.0 3.7 3.3 3.0 2.5 2.0 1.6 1.3 1.0 0.7 0.6 0.4 0.3 0.2 0.1

0.0 0.1 0.1 0.1 0.2 0.3 0.5 0.6 0.8 1.0 1.3 1.6 2.0 2.4 2.6 2.6 2.5 2.3 2.1 2.1 2.2 2.4 2.7 3.0 3.1 2.9 2.7 2.2 1.7 1.4 1.1 0.9 0.6 0.5 0.4 0.2 0.2 0.1

0.0 0.1 0.1 0.1 0.2 0.3 0.4 0.6 0.7 1.0 1.3 1.4 1.7 2.0 2.2 2.3 2.1 2.0 1.8 2.0 2.1 1.9 2.1 2.3 2.5 2.4 2.1 1.8 1.4 1.4 1.1 0.7 0.6 0.4 0.3 0.2 0.1 0.1

0.0 0.1 0.1 0.1 0.2 0.3 0.4 0.6 1.0 1.4 1.5 1.3 1.4 1.7 1.9 1.9 1.8 1.7 2.3 2.7 2.6 2.3 1.8 1.9 2.0 1.9 1.7 1.4 1.5 1.6 1.4 1.1 0.7 0.4 0.3 0.2 0.1 0.1

0.0 0.0 0.1 0.1 0.2 0.3 0.6 1.0 1.4 1.5 1.5 1.4 1.1 1.3 1.5 1.5 1.6 2.0 2.7 2.9 2.9 2.6 1.9 1.6 1.5 1.5 1.3 1.2 1.5 1.5 1.5 1.4 0.9 0.5 0.3 0.2 0.1 0.1

0.0 0.0 0.1 0.1 0.2 0.3 0.6 0.9 1.2 1.4 1.4 1.1 0.9 1.0 1.1 1.2 1.3 1.7 2.4 2.8 2.8 2.3 1.5 1.3 1.2 1.2 1.0 0.9 1.1 1.5 1.4 1.2 0.9 0.6 0.3 0.2 0.1 0.1

0.0 0.0 0.1 0.1 0.2 0.3 0.5 0.7 1.0 1.2 1.1 0.7 0.7 0.8 0.9 1.0 1.0 1.2 1.8 2.3 2.3 1.7 1.2 1.0 1.0 0.9 0.8 0.7 0.8 1.1 1.1 0.9 0.7 0.4 0.3 0.1 0.1 0.1

0.0 0.0 0.0 0.1 0.1 0.2 0.3 0.5 0.7 0.8 0.7 0.5 0.5 0.6 0.7 0.7 0.8 0.9 1.1 1.5 1.4 1.1 0.9 0.8 0.7 0.7 0.6 0.5 0.5 0.7 0.8 0.6 0.5 0.3 0.2 0.1 0.1 0.0

0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.3 0.4 0.5 0.4 0.4 0.4 0.4 0.5 0.5 0.6 0.6 0.7 0.9 0.9 0.7 0.6 0.6 0.5 0.5 0.4 0.4 0.4 0.4 0.4 0.4 0.3 0.2 0.1 0.1 0.1 0.0

0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.2 0.2 0.3 0.3 0.3 0.3 0.3 0.4 0.4 0.4 0.4 0.5 0.5 0.5 0.4 0.4 0.4 0.4 0.3 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.1 0.1 0.1 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.3 0.3 0.3 0.3 0.3 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0

0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.1 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

CONTRACT DATE:

BUILDING TYPE:

PLAN VERSION:
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STORE NUMBER:

PLOT DATE:

SUITE 200

(248) 524-9746

PROJECT NO. T12020

(248) 524-4700

PHONE FAX

DATE ISSUE

INITIAL UDC SUBMITTAL4-2-2013

TACO BELL

Madison, WI 

MEDIUM40-Ni

--

MED-NI-40

DEC 12-A

309441

--

6-18-13

698 S. Whitney Way

REVISED UDC SUBMITTAL4-9-2013

REVISED PER CITY4-22-2013

UDC and PC SUBMITTAL6-19-2013

AC0.3

SITE
LIGHTING

PLAN

SITE LIGHTING PLAN 1"=20'-0" A

A

B

C

D

E

F

8 7 6 5 4 3 2 1

G

Luminaire Schedule

Symbol Qty Label Arrangement Total Lamp Lumens LLF Lum. Watts
Description

1 OCB SINGLE 12500 0.700 185 TACO BELL - ORDER POINT CANOPY

9
TB SINGLE 1230 0.900 36 ACCU 05247-051-052 @ 9.17' A.F.G.

2
A SINGLE 22500 0.750 288 ACCU 95200-FP25PS-FG / 95200-425S

2
B SINGLE 22500 0.750 288 ACCU 95200-525PS-FG / 95200-425S

Calculation Summary

Label Avg Max
Min Avg/Min Max/Min

EXTENDED
1.03 15.9 0.0

N.A. N.A.

VEHICULAR SURFACE 1.99 9.3 0.6 3.32 15.50

TACO BELL

698 S. WHITNEY WAY

MADISON, WI

PREPARED BY: JOHN BUJAKE

ACCUSERV LIGHTING & EQUIPMENT

877-707-7378

502-961-0357 FAX

jbujake@accu-serv.com

JUNE 18, 2013

LIGHT LEVELS ARE MAINTAINED FOOT-CANDLES, INITIAL LEVELS ARE SLIGHTLY HIGHER

LIGHTING RESTRICTIONS: TOTAL WATTAGE FOR SITE FIXTURES NOT TO EXCEED 0.10W/S.F. OF VEHICULAR SURFACE

                       AVERAGE LIGHT LEVEL NOT TO EXCEED 2.5 FOOT-CANDLES

                       MINIMUM LIGHT LEVEL TO BE 0.4 FOOT-CANDLES OR GREATER

                       AVERAGE/MINIMUM RATIO NOT TO EXCEED 5.0

VEHICULAR SURFACE: 12,700 S.F.

SITE FIXTURES ARE FULL CUTOFF 250W PULSE START METAL HALIDE w/ FLAT LENSES

POLES ARE 25'-0" FOR AN OVERALL FIXTURE MOUNTING HEIGHT OF 27'-6" A.F.G.
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FLOOR PLAN 1/8"=1'-0" A

A

B

C

D

E

F

12 11 10 9 8 7 6 5 4 3 2 1

A1.0

ARCHITECTURAL
FLOOR
PLAN



SOUTH ELEVATION 1/8"=1'-0" A

A

B

C

D

12 11 10 9 8 7 6 5 4 3 2 1

A4.0

ARCHITECTURAL
EXTERIOR

ELEVATIONS

EXTERIOR FINISH SCHEDULE B

AREA

4 SLAT WALL AND VALANCE COLOR VENDOR SW 7034 "STATUS BRONZE" (EQUAL)

2 WALL COLOR BEHIND SCREEN WALL SHERWIN WILLIAMS SW 6831 "CLEMATIS"

3 ACCENT COLOR SHERWIN WILLIAMS SW 2823 "ROOKWOOD CLAY"

7 STOREFRONT WINDOWS TBD " DARK BRONZE"

5 PARAPET CAP COLOR DUROLAST MEDIUM BRONZE (FACTORY FINISH) SHERWIN WILLIAMS SW 7069 "IRON ORE"

COLORSYMBOL MANUFACTURER ALTERNATE COLORALTERNATE  MFR.

1 MAIN BUILDING COLOR SHERWIN WILLIAMS SW 6122 "CAMEL BACK"

6 STONE WALL BORAL - VERSA STONE TIGHT CUT - " PLUM CREEK"

8 PIPE BOLLARDS STREET SMART YELLOW - 1/4" THICK PLASTIC COVER (US.POSTMAN.COM) OR EQUAL

NA08-0011

NA08-0010LOTUSAN

LOTUSAN

9 PARAPET BACK ROOFING DUROLAST THE COLOR SHALL BE FACTORY COLORED "TAN."  EQUAL ALTERNATE ALLOWED.

55 4 231 5 31

10 73 3 3 10 7 7 7 7 7 10 66 6 64
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10 BRICK WALL BORAL - THIN BRICK " TUSCAN BLEND "

66



NORTH ELEVATION 1/8"=1'-0" A

A4.1

ARCHITECTURAL
EXTERIOR

ELEVATIONS

A

B

C

D

12 11 10 9 8 7 6 5 4 3 2 1

EAST ELEVATION 1/8"=1'-0" B

A

B

C

D

6 5 4 3 2 1

WEST ELEVATION 1/8"=1'-0" C

A

B

C

D

6 5 4 3 2 1

66 310101076

1 354 35 1 3541

388 101010 8 6336 7 6 7 33 8

66 7776 710

4 2 6 5

1 35 9 105

106 333 6
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M20 MONUMENT SIGN

8-31-06
S. HAWKE

DRAWING NO:

DATE:

SIGN SPECIFICATIONS

PART # 823-M20-BASE

THIS DESIGN REMAINS OUR EXCLUSIVE PROPERTY AND
CANNOT BE DUPLICATED WITHOUT WRITTEN CONSENT

THIS IS AN ORIGINAL UNPUBLISHED DRAWING 
CREATED FOR YOUR PERSONAL USE IN 
CONNECTION  WITH A PROJECT PLANNED FOR 
YOU BY CUMMINGS SIGNS. IT IS NOT TO BE 
SHOWN OUTSIDE YOUR ORGANIZATION NOR 
USED, REPRODUCED, COPIES, OR EXHIBITED IN 
ANY FASHION UNLESS AUTHORIZED IN WRITING 
BY AN OFFICER OF CUMMINGS SIGNS.

CUSTOMER APPROVAL:

DATE:

Rev. #1

Rev. #2

Rev. #3

DATE BY

Rev. #4

Rev. #5

Rev. #6

DATE BY

End View
Scale 1/2" = 1'-0"

Optional Appendages

4.
48

8"
3.

26
4"

Welcome

24 Hr Drive Thru

Drive Thru

Elevation
Scale 1/2" = 1'-0" FACE COLORS (SILK-SCREENED)

 Spraylat Violet L8-7917

 Spraylat Magenta L8-7837

 Spraylat Yellow L8-7836

 Spraylat White 801

EXPOSED METAL COLOR (PAINTED)

 To match Spraylat Violet L8-7917

10" 3'-9"

5'
-6

.7
50

"
1'

-6
.2

50
"

7'
-1

"

10
.5

94
"

4.
48

8"
5.

67
2"

ID FACE

Substrate .118" colorless solar-grade polycarbonate silk screened on second surface

Background (White) Formed 1.000"

Field (Violet and white) Embossed .500" from background 

Bell 
Outside surface (Magenta, violet, and white) Embossed .750" from field
Inside surface (bottom) (Violet) Debossed .500"from outside
Clapper (Yellow only) Embossed .375" from inside

Wordmark (Violet) Embossed .500"

APPENDAGE FACE

Substrate .118" colorless solar-grade polycarbonate silk-screened or sprayed on second surface

Background (Violet) Formed 1.000"

Letters (White) Flat

CABINET

(Painted violet) Extruded aluminum

ILLUMINATION

Internal, with T12/Dsgn50/HO fluorescent lamps

PEDESTAL

SUPPORT Centered 3" steel square tube

COVER (Painted white stipple finish) Aluminum

AREA

19.6 sq ft

CURRENT

2.40 amps

CIRCUIT

(1) 20-amp



4’- 6 5/8” x 4’- 10 9/16” SWINGING BELL CHANNEL LOGO - FRONT & HALO LED ILLUMINATION

12-20-2012
S. Hawke 

DRAWING NO:

DATE:

Materials

Decoration
   • Return: Painted Violet Spraylat L8-7917
   • Face: 2nd Surface Graphics
Accesses

• Removable Face
Area

• Squared: 21.73 sqft

• Return: Aluminum- 5” Deep
• Face: Formed And Debossed .150 White Polycarbonate

Weight (Est.)
   • 125 lbs.
Wind Load
   • Windload Designed For 110 mph Wind Zone

SIGN SPECIFICATIONS

ELECTRICAL  SPECIFICATIONS
Illumination
   • White LED’s 5000K

   • Amps: 0.8
   • Circuits: (1) 20 amp
   • Volts: 120

Electronic
   • Ballast: t.b.d.
Line Load

Graphic & Color Specifications
Color                                     Other                                 3M
White
Violet Spraylat L8-7937 3630-9126
Yellow
Magenta Spraylat L8-7836 3630-1412

Spraylat L8-7937 3630-015

Spraylat White 801

COLOR SPECIFICATIONS

4'
-6

5/
8

”

4'-10 9/16”

21.73 SQ. FT.

PART # 823-NI-4X4-BELL-HALO

CUSTOMER APPROVAL:

DATE:

Rev. #1

Rev. #2

Rev. #3

DATE BY

Rev. #4

Rev. #5

Rev. #6

DATE BY

71379.01

THIS IS AN ORIGINAL UNPUBLISHED DRAWING CREATED FOR YOUR 
PERSONAL USE IN CONNECTION  WITH A PROJECT PLANNED FOR YOU 
BY CUMMINGS SIGNS. IT IS NOT TO BE SHOWN OUTSIDE YOUR 
ORGANIZATION NOR USED, REPRODUCED, COPIED, OR EXHIBITED IN 
ANY FASHION UNLESS AUTHORIZED IN WRITING BY AN OFFICER OF 
CUMMINGS SIGNS.

Customer creation through brand innovation.

THIS DESIGN REMAINS OUR EXCLUSIVE PROPERTY AND
CANNOT BE DUPLICATED WITHOUT WRITTEN CONSENT

5”
2”

6-3-2013        S.H.



CHANNEL LETTER SET 

1-16-2013
S. Hawke

DRAWING NO:

DATE:

Materials

Decoration
   • Return: Painted White

• Return: Aluminum 
• Face: Flat acrylic with 1” white trimcap.

Wind Load
   • Windload Designed For 110 mph Wind Zone

SIGN SPECIFICATIONS

ELECTRICAL  SPECIFICATIONS
Illumination
   • White LED’s

   • Amps: t.b.d
   • Circuits: (1) 20 amp
   • Volts: 120

Electronic
   • Ballast: t.b.d.
Line Load

PART # 823-NI-12-CL-WHITE

CUSTOMER APPROVAL:

DATE:

Rev. #1

Rev. #2

Rev. #3

DATE BY

Rev. #4

Rev. #5

Rev. #6

DATE BY

71562.01

12”

5’-11 3/8”

12’-2”

7’-7 13/16

THIS IS AN ORIGINAL UNPUBLISHED DRAWING CREATED 
FOR YOUR PERSONAL USE IN CONNECTION  WITH A 
PROJECT PLANNED FOR YOU BY CUMMINGS SIGNS. IT IS 
NOT TO BE SHOWN OUTSIDE YOUR ORGANIZATION NOR 
USED, REPRODUCED, COPIED, OR EXHIBITED IN ANY 
FASHION UNLESS AUTHORIZED IN WRITING BY AN OFFICER 
OF CUMMINGS SIGNS.

Customer creation through brand innovation.

THIS DESIGN REMAINS OUR EXCLUSIVE PROPERTY AND
CANNOT BE DUPLICATED WITHOUT WRITTEN CONSENT



LED EVOLUTION MENU BOARD W/FLYING ARCH



EVOLUTION DRIVE THRU CANOPY

12-20-2012

71371.01

 PART #823-NI-DTCNPY-ABKIT
 PART #823-NI-DTCNPY-SHROUD

Polycarbonate face with screened decorations - 
2nd surface. 
Aluminum canopy with steel ribs. 
Formed aluminum bell. 
Removable shroud. 

(2) 70 watt metal halide lamps.
1.7 amps

Polycarbonate Cladding: 
Screen second surface : Ambe r W av e SW6657 

Canopy posts and framing members: 
T B Bronz e T ige r Dryla c 49-6623 0 C33 

Metal Bell : Pain t t o Matc h PM S 2685 

Canopy: White SW2123 eggshell finish 

Bell Graphics: Screen second surface 
Light Bell : PMS 131U 
Dark Bell : PMS 139U 
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FORMED 
ALUMINUM 
BELL 

THIS IS AN ORIGINAL UNPUBLISHED DRAWING CREATED FOR YOUR 
PERSONAL USE IN CONNECTION  WITH A PROJECT PLANNED FOR YOU 
BY CUMMINGS SIGNS. IT IS NOT TO BE SHOWN OUTSIDE YOUR 
ORGANIZATION NOR USED, REPRODUCED, COPIED, OR EXHIBITED IN 
ANY FASHION UNLESS AUTHORIZED IN WRITING BY AN OFFICER OF 
CUMMINGS SIGNS.

Customer creation through brand innovation.

THIS DESIGN REMAINS OUR EXCLUSIVE PROPERTY AND
CANNOT BE DUPLICATED WITHOUT WRITTEN CONSENT
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"
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"

11"x11"x3/4" THK.
STEEL PLATE

5"x5"x1/4" 
STEEL TUBE

1 1/4" DIA. HOLE 
FOR 1" DIA. 
ANCHOR BOLT

2 1/2"x2 1/2"x3/8"
STEEL GUSSET
(2 REQ'D)



EVOLUTION DRIVE THRU PORTAL

12-20-2012

71370.01

 PART #823-NI-PORTAL-SHROUD
 PART #823-NI-PORTAL-KIT

Polycarbonate Cladding: 

Polycarbonate face with screened decoration - 2nd surface. 
Aluminum formed bell. 
Removable shroud. 
PVC pipe with vinyl graphics applied 1st surface. 

N/A 

Screen second surface : Ambe r W av e SW6657 

Hinge Assembly 
T B Bronz e T ige r Dryla c 49-6623 0 C33 

Metal Bell : Pain t t o Matc h PM S 2685 

Clearance Bar:  Paint to match PMS 108 

Bell Graphics: Screen second surface 
Light Bell : PMS 131U 
Dark Bell : PMS 139U 

see Detail C 
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June 18, 2013 
 
   
City of Madison 
Zoning Administrator 
215 Martin Luther King Jr. Blvd, Room LL-100 
Madison, WI 53701 
 
 
RE: Taco Bell @ 698 S. Whitney Way 
 Madison, WI 

L+A Job No. 12020 
 

LETTER OF INTENT 
 
 
The following shall serve as our Letter of Intent describing the above proposed project in detail. 
 
The project includes the demolition of an existing 5,300 sq. ft. retail building on a 0.54 acre site and 
construction of a new approximately 2,000 sq. ft. freestanding Taco Bell restaurant with a drive-thru and 
24 hour operation.  The site includes 19 car parking spaces and 10 bike parking stalls.  The existing 
retaining walls along the north and west property lines are to remain.  The site wall also incorporates an 
on-site detention pond for storm water.   
 
Lot coverage: 
 23,383 sq. ft. = 0.54 acres 
 17,138 sq. ft. developed space (73%) 
 6,245 sq. ft. usable open space (27%) 
 
The current value of the land is $985,000 
 
The estimated total project cost is $665,000 (includes site and building) 
 
The project will provide 50 to 60 construction related jobs during construction and will create 4 to 6 full 
time jobs for Taco Bell employees as well as 30 to 40 part time jobs. 
 
Project schedule: Upon completion of the Site Plan Approval process and obtaining the required building 
permits, the site and building construction is expected to take 80 to 90 days. 
 
Public subsidy has not been requested for this project. 
 
An outdoor eating area is not proposed for this project at this time. 
 
The project team is as follows: 
 
 Taco Bell Construction Manager: 
  Steve Pulcheon 
  Taco Bell Corp. 
  1 Glen Bell Way, MD#534 
  Irvine, CA 92618 
 

L+A ARCHITECTS, INC. 
 

2430 ROCHESTER COURT, SUITE 200 
TROY, MICHIGAN 48083 

TELEPHONE: 248.524.4700 
FACSIMILE: 248.524.9746 

WEB: www.laarchitectsinc.com 
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 Taco Bell Real Estate Manager: 
Greg Eickholt 
Taco Bell Corp.   
7100 Corporate Drive 
Plano, TX 75024 

 
 
 Project Architect: 
  L+A Architects, Inc. 
  Greg Lautzenheiser & Rich Burke 
  2430 Rochester Court, Suite 200 
  Troy, MI 48083 
 
 
 General Contractor: 
  To be determined 
  
   

Sincerely, 

L + A Architects, Inc. 

Greg Lautzenheiser, A.I.A. 
 
DISTRIBUTION:   
 File 
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TABULATION
BLACK P/N COLOR P/N GALVANIZED P/N # OF BIKES L1 (IN.) WEIGHT (LBS)

2403 2403C 2403G 3 71.0 102.0
2406 2406C 2406G 4 96.0 121.2
2409 2409C 2409G 5 121.0 140.4
2412 2412C 2412G 6 146.0 159.6
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