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APPLICATION FOR  AGENDA ITEM #   

URBAN DESIGN COMMISSION Project #   

REVIEW AND APPROVAL Legistar #   

 Action Requested 
DATE SUBMITTED:______________________ ___ Informational Presentation 

 ___ Initial Approval and/or Recommendation 

UDC MEETING DATE:____________________ ___ Final Approval and/or Recommendation 

 

PROJECT ADDRESS:______________________________________________________________ 

ALDERMANIC DISTRICT: _________________ 
 
OWNER/DEVELOPER (Partners and/or Principals) ARCHITECT/DESIGNER/OR AGENT: 
_______________________________________ _____________________________________ 

_______________________________________ _____________________________________ 

_______________________________________ _____________________________________ 

CONTACT PERSON: __________________________________________________________ 

Address: __________________________________________ 

   __________________________________________ 

Phone:  ___________________________ 

Fax:  ___________________________ 

E-mail address: ______________________ 

 
TYPE OF PROJECT: 
(See Section A for:) 
___ Planned Unit Development (PUD) 

___ General Development Plan (GDP) 
___ Specific Implementation Plan (SIP) 

___ Planned Community Development (PCD) 
___ General Development Plan (GDP) 
___ Specific Implementation Plan (SIP) 

___ Planned Residential Development (PRD) 
___ New Construction or Exterior Remodeling in an Urban Design District * (A public hearing is required as 

well as a fee) 
___ School, Public Building or Space (Fee may be required) 
___ New Construction or Addition to or Remodeling of a Retail, Hotel or Motel Building Exceeding 40,000 

Sq. Ft. 
___ Planned Commercial Site 

(See Section B for:) 
___ New Construction or Exterior Remodeling in C4 District (Fee required) 

(See Section C for:) 
___ R.P.S.M. Parking Variance (Fee required) 

(See Section D for:) 
___ Comprehensive Design Review* (Fee required) 
___ Street Graphics Variance* (Fee required) 

___ Other _______________________________ 

*Public Hearing Required (Submission Deadline 3 Weeks in Advance of Meeting Date) 

Where fees are required (as noted above) they apply with the first submittal for either initial or final approval of 
a project. 
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161 Horizon Drive, Suite 101 � Verona, WI 53593 � Phone: 608.848.5060 � Fax: 608.848.2255 

N22 W22931 Nancy Court, Suite 3 � Waukesha, WI 53186 � Phone: 262.513.0666 � Fax: 262.513.1232 

July 17, 2013 

City of Madison Urban Design Commission 
c/o Al Martin 
City of Madison Planning Division 
PO Box 2985 
Madison, WI 53701-2985 

Subject: Madison College Fire Training Facility 

Dear Commissioners: 

Madison College (College) is proposing to construct an outdoor Fire Training Facility at the College’s Truax campus in 
Madison, Wisconsin.  The facility will be located on land directly west of Pearson Street and north of Anderson Street at the 
west end of the campus.  This land is directly adjacent to the Dane County Regional Airport (Airport).  The space will 
consist of a series of props to be used for outdoor fire training and certification.   

Due to ongoing lease negotiations with the Airport, the College has determined it would be easier to construct the project in 
2 phases.  The first phase will develop the 2.135 acre site to the north currently leased by the College. The second phase, 
the 2.517 acre site to the south, will be developed once the lease is finalized with the Airport.  This 2-phase approach will 
allow the College the ability to start this project in September/October, 2013.  Phase 2 would be developed in spring, 2014.  
Madison College is seeking approval for the construction of both Phases 1 and 2 at this time.   

The new outdoor Fire Training Facility will consist of a series of props including a residential and commercial burn tower, 
ladder tower, vertical vent prop, gas vehicle vent prop, gas control valves, pallet shed, gas commercial dumpster, natural 
gas prop, car extrication prop, water tank, confined space prop, LP gas prop, and gas extinguisher prop.   

Please find enclosed Application Materials addressing comments and concerns provided at the June 19th UDC meeting.  
We look forward to our continued coordination efforts for successful implementation of the Fire Training Facility. 

Sincerely, 

JSD Professional Services, Inc. 

Wade P. Wyse, P.E. 
Senior Project Engineer 









Madison College
Truax Site Utilities

Exterior Lighting
Submittal

Specification Section
26 56 00 SUBMITTAL NO.

THIS DOCUMENT REVIEWED BY 
J.H. FINDORFF & SON INC. 

THE REVIEW OF THIS DOCUMENT IS FOR GENERAL 
CONFORMANCE WITH THE CONTRACT DOCUMENTS ONLY 
AND IN NO WAY RELIEVES THE SUB-CONTRACTOR OR 
SUPPLIER OF HIS RESPONSIBILITY TO FURNISH SPECIFIED 
MATERIALS AS REQUIRED TO COMPLETE THE CONTRACT 
WORK.  UNLESS NOTED OTHERWISE, FIELD DIMENSIONS 
HAVE NOT BEEN VERIFIED AND ARE THE RESPONSIBILITY 
OF THE SUB-CONTRACTOR OR SUPPLIER. 

REVIEWED BY   DATE   

26 56 00-001

ny 5-21-12
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Lighting Submittals 
MATC Site Utilities 

 

Submitted By: 
Forward Electric 

 
In Partnership With: 

Werner Electric Supply Company



TYPE MANUFACTURER CATALOG NUMBER LAMPS
PARKING LOT LIGHTS LED

S1 CREE ARE-EDG-3MB-DA-08-D-UL-350-BK-43K   single head   
S1 HAPCO RSA20C5-4-BA-GFI

S2,S3 CREE ARE-EDG-4M-DA-08-D-UL-350-BK-43K   single head   LED
S2,S3 HAPCO RSA20C5-4-BA-GFI

PEDESTRIAN LIGHTS
S4 HYDREL TLPRO152 108LED 350MA 41K R4 120 PT4 14H 4C DDB LED

S4GFI HYDREL TLPRO152 108LED 350MA 41K R4 120 PT4 14H 4C DDB LED
WITH GFI PROVISION

S4A HYDREL TLPRO152 108LED 350MA 41K R5 120 PT4 14H 4C DDB LED
S4AGFI HYDREL TLPRO152 108LED 350MA 41K R5 120 PT4 14H 4C DDB LED

WITH GFI PROVISION

S5 BEGA 8554LED CTBS LED

FLOOD LIGHTS
S6 GARDCO DFL7J HSP 75LA NW UNIV BRP LED

S6A GARDCO DFL7ST HSP 75LA NW UNIV BRP LED

FOUNTAIN LIGHTING
S7/S8A/S8B/S8C CRYSTAL LOT CYRSTAL BOM CONSISTING OF: LED

LEDC052P 12V/30WATT LIGHT FIXTURE 11 IN GUARD F
ELCORD160L20 18/5 STW CABLE 20FT FOR LED160 SERIES
LED160004 RGB RING LIGHT, SLAB MOUNTED
ELCORD160L20 18/5 STW CABLE 20FT FOR LED160 SERIES
LEDPS503 12V 12 LIGHT POWER SUPPLY
LEDPS250 12V 6 LIGHT POWER SUPPLY
LEDQUE1 DMX STORAGE AND PLAYBACK UNIT IPLAY3
EBJ208A101 JUNCTION BOX FACTORY-DRILLED
EBJ204A101 JUNCTION BOX FACTORY-DRILLED
EGS053 CORD SEAL #18/5 CABLE PLASTIC

LED STRIP LIGHTING
S9 TIVOFLEX TVFP-WW-24-14' LED
S9 TIVOFLEX TVFP-EPA-24-180 END PREP W/5' 180 DEGREE
S9 TIVOFLEX TVFP-NOTCH*-6.5 6' 5" NOTCHED CHANNEL

   Line Note: *-V for vertical, H for horizontal
S9 TIVOFLEX MT-100-1-4-24-D
S9 TIVOFLEX TVFM-END CAP

BUILDING UPLIGHTS
S10 BK LTG AR-LED-TR-E23-NSP-A9-BZP-12-11-A-12-277-PP LED
S11 COLOR 523 000036 01/120 000103 02 w/ LED

120 000080 02 ������� color
S12 COLOR 523 000036 01/120 000103 02 w/ LED

120 000080 00 ������� color

SUBMITTAL INDEX

MATC SITE UTILITES
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PARKING LOT LIGHTS
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TYPE: S1

CREE / HAPCO 
 ARE-EDG-3MB-DA-08-D-UL-350-BK-43K   single head 

RSA20C5-4-BA-GFI 
 
 
 
 
 
 



Submitted by Enterprise Lighting, LTD.
Job Name: 
MATC Truax Landscape

Catalog Number:
ARE-EDG-3MB-DA-08-D-UL-350-BK-
43K
Notes: single head

Type:

S1
ELL12-23054

NOTE: All data subject to change without notice.

Footnotes

© 2011 BetaLED®

Made in the U.S.A. of U.S. and imported parts.
Meets Buy American requirements within the ARRA.

“A”

3.9"
[100mm]

27.1"
[817.88mm]

2.1" [53mm]

18.1"
[589.28mm] Optional Photocell

Receptacle Location

Convenient, Interlocking
Mounting Method

9.0"
[228.6mm]

12.06" [306mm]

Dim. “A”# of LEDs

20

12.06" [306mm]40

14.06" [357mm]60

16.06" [408mm]80

18.06" [459mm]100

20.06" [510mm]120

22.06" [560mm]140

24.06" [611mm]160

28.06" [713mm]200

32.06" [814mm]240

Silver
BK

Black
BZ

Bronze
PB

Platinum 
Bronze

White

350mA
4

525mA

700mA

ARE EDG DA D UL 
Universal 
120–277V

Universal 
347–480V

347V

02
04

10
12
14

20
24

4300K Color Temperature6

0–10V Dimming7,8,9

   F Fuse10,11,12

Hi/Low (175/350/525, dual circuit input)13

   P  Photocell12,14

   R  NEMA Photocell Receptacle12,15,16

Multi-Level (75/525)13

®

1

2

1. IESNA Type III Medium distribution
2. IESNA Type III Medium distribution w/ backlight control
3. Direct mounting arm for use with 3–6" (76–152mm) square or 

round pole
4. Available on fixtures with 20–160 LEDs
5. Available on fixtures with 20–60 LEDs
6. Color temperature per fixture; 6000K standard; minimum 70 CRI

7. Control by others
8. Refer to dimming spec sheet for availability and additional   

information
9. Not available when UH voltage is selected
10. When code dictates fusing use time delay fuse

11. Not available with all multi-level options. Refer to the  
multi-level spec sheet for availability and additional information

12. Refer to multi-level spec sheet for availability and additional   
information

13. Must specify voltage other than UH
14. Intended for horizontal mounting
15. Photocell by others

LEDs

B U G B U G B U G B U G   L *

 *

Rating** Rating** Rating** Rating**

 20  1,814 (02) 1 1 1  1,342 (02) 0 1 1  1,672 (02) 1 1 1  1,237 (02) 0 1 1  26 0.20 0.11 0.10 0.09 0.07 >150,000

93%

 40  3,628 (04) 1 1 1  2,683 (04) 1 1 1  3,343 (04) 1 1 1  2,473 (04) 0 1 1  47 0.40 0.21 0.19 0.15 0.12 >150,000
 60  5,371 (06) 2 2 2  3,973 (06) 1 2 1  4,950 (06) 2 2 2  3,662 (06) 1 2 1  68 0.58 0.30 0.26 0.20 0.16 >150,000
 80  7,161 (08) 2 2 2  5,298 (08) 1 2 2  6,600 (08) 2 2 2  4,882 (08) 1 2 1  90 0.77 0.38 0.34 0.26 0.20 >150,000
100  8,929 (10) 3 3 3  6,605 (10) 1 3 2  8,230 (10) 2 2 2  6,088 (10) 1 2 2 111 0.95 0.47 0.42 0.32 0.24 >150,000
120 10,715 (12) 3 3 3  7,926 (12) 1 3 2  9,876 (12) 3 3 3  7,305 (12) 1 3 2 132 1.15 0.56 0.50 0.38 0.28 >150,000
140 12,444 (14) 3 3 3  9,205 (14) 1 3 2 11,469 (14) 3 3 3  8,484 (14) 1 3 2 157 1.34 0.67 0.61 0.47 0.35  149,000
160 14,222 (16) 3 3 3 10,520 (16) 1 3 2 13,108 (16) 3 3 3  9,696 (16) 1 3 2 179 1.54 0.76 0.68 0.53 0.39  149,000
200 17,778 (20) 3 3 3 13,151 (20) 2 3 3 16,385 (20) 3 3 3 12,120 (20) 1 3 2 221 1.92 0.95 0.84 0.65 0.48  149,000
240 21,333 (24) 3 3 3 15,781 (22) 2 3 3 19,662 (24) 3 3 3 14,544 (24) 2 3 3 264 2.30 1.12 1.00 0.77 0.56  149,000

 20  2,539 (02) 1 1 1  1,878 (02) 0 1 1  2,340 (02) 1 1 1  1,731 (02) 0 1 1  37 0.31 0.17 0.16 0.12 0.10  136,000

92%

 40  5,079 (04) 2 2 2  3,757 (04) 1 2 1  4,681 (04) 2 2 2  3,462 (04) 1 2 1  70 0.57 0.29 0.26 0.21 0.16  136,000
 60  7,520 (06) 2 2 2  5,562 (06) 1 2 2  6,930 (06) 2 2 2  5,127 (06) 1 2 1 102 0.87 0.44 0.39 0.30 0.22  129,000
 80 10,026 (08) 3 3 3  7,417 (08) 1 3 2  9,240 (08) 3 3 3  6,835 (08) 1 3 2 133 1.14 0.56 0.49 0.39 0.29  129,000
100 12,501 (10) 3 3 3  9,247 (10) 1 3 2 11,521 (10) 3 3 3  8,523 (10) 1 3 2 172 1.47 0.75 0.67 0.51 0.38  128,000
120 15,001 (12) 3 3 3 11,097 (12) 1 3 2 13,826 (12) 3 3 3 10,227 (12) 1 3 2 204 1.76 0.88 0.78 0.60 0.44  128,000
140 17,422 (14) 3 3 3 12,888 (14) 2 3 2 16,057 (14) 3 3 3 11,878 (14) 1 3 2 233 2.01 0.99 0.87 0.69 0.51  123,000
160 19,911 (16) 3 3 3 14,729 (16) 2 3 2 18,351 (16) 3 3 3 13,575 (16) 2 3 3 265 2.29 1.11 0.98 0.78 0.57  123,000

 20  3,102 (02) 1 1 1  2,281 (02) 0 1 1  2,858 (02) 1 1 1  2,102 (02) 0 1 1  50 0.42 0.22 0.20 0.15 0.12  111,000
90% 40  6,203 (04) 2 2 2  4,562 (04) 1 2 1  5,717 (04) 2 2 2  4,204 (04) 1 2 1  93 0.79 0.40 0.35 0.27 0.20  111,000

 60  9,185 (06) 3 3 3  6,754 (06) 1 3 2  8,465 (06) 2 3 2  6,225 (06) 1 2 2 137 1.18 0.59 0.51 0.39 0.29  111,000

* For recommended lumen maintenance factor data see TD-13 ** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit www.iesna.org/PDF/Erratas/TM-15-07BugRatingsAddendum.pdf



Submitted by Enterprise Lighting, LTD.
Job Name: 
MATC Truax Landscape

Catalog Number:
ARE-EDG-3MB-DA-08-D-UL-350-BK-
43K
Notes: single head

Type:

S1
ELL12-23054

NOTE: All data subject to change without notice.

© 2011 BetaLED®

Made in the U.S.A. of U.S. and imported parts.
Meets Buy American requirements within the ARRA.

Slim, low profile design minimizes wind load requirements. Fixture sides are rugged cast 
aluminum with integral, weather-tight LED driver compartments and high performance 
aluminum heatsinks. Convenient, interlocking mounting method. Mounting housing is 
rugged die cast aluminum and mounts to 3–6" (76–152mm) square or round pole. Fixture 
is secured by two (2) 5/16-18 UNC bolts spaced on 2" (51mm) centers. Includes leaf/debris 
guard. Five year limited warranty on fixture.

Modular design accommodates varied lighting output from high power, white, 6000K  
(+/- 500K per full fixture), minimum 70 CRI, long life LED sources. Optional 4300K  
(+/- 300K per full fixture) also available. 120–277V 50/60 Hz, Class 1 LED drivers are 
standard. 347–480V 50/60 Hz driver is optional. LED drivers have power factor >90% and 
THD <20% at full load. Units provided with integral 10kV surge suppression protection 
standard. Integral weather-tight electrical box with terminal strips (12Ga - 20Ga) for easy 
power hook-up. Surge protection tested in accordance with IEEE/ANSI C62.41.2.

UL listed in the U.S. and Canada for wet locations and enclosure rated IP66 per IEC 60529 
when ordered without P or R options. Consult factory for CE Certified products. Certified to 
ANSI C136.31-2001, 3G bridge and overpass vibration standards.
Dark Sky Friendly. IDA Approved. RoHS Compliant.

Product qualified on the Design Lights Consortium ("DLC") Qualified Products List ("QPL") 
when ordered without backlight control shield. 

Finish
Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an ultra-
durable silver powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Bronze, black, white and platinum bronze powder topcoats are 
also available. The finish is covered by our 10 year limited warranty.

Fixture and finish are endurance tested to withstand 5,000 hours of elevated ambient salt 
fog conditions as defined in ASTM Standard B 117.

Patents
U.S. and international patents granted and pending. BetaLED is a division of Ruud Lighting, 
Inc. For a listing of Ruud Lighting, Inc. patents, visit www.uspto.gov.

XA-BRDSPK

®

 

1 

   20 21.0 lbs. (9.5kg) 0.60 1.20 0.87 1.47 1.75
   40 23.7 lbs. (10.8g) 0.60 1.20 0.87 1.47 1.75
   60 27.0 lbs. (12.3kg) 0.60 1.20 0.92 1.51 1.83
   80 28.1 lbs. (12.8kg) 0.60 1.20 0.96 1.55 1.91
 100 32.3 lbs. (14.7kg) 0.60 1.20 1.00 1.60 2.00
 120 33.5 lbs. (15.2kg) 0.60 1.20 1.04 1.64 2.08
 140 36.9 lbs. (16.7kg) 0.60 1.20 1.08 1.68 2.16
 160 41.4 lbs. (18.8kg) 0.60 1.20 1.12 1.72 2.24
200 43.3 lbs. (19.6kg) 0.61 1.21  n/a2  n/a2  n/a2

240 47.8 lbs. (21.7kg) 0.69 1.38  n/a2  n/a2  n/a2

1. Add 5 lbs. (2.3kg) for transformer in 347–480V fixtures when multi-level 
 options are selected.
2. For applications requiring 200 or more LEDs at 90 degrees refer to the
 DL mount version of our spec sheet.

®
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Candlepower Trace: Vertical plane through
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Independent Testing Laboratories certified test. Report No. 
ITL67871. Candlepower trace of 4300K, 160 LED Type III Medium 
area luminaire with 18,862 initial delivered lumens operating at 
525mA. 

Isofootcandle plot of 4300K, 120 LED Type III Medium area 
luminaire at 25' (7.6m) A.F.G. Luminaire with 13,826 initial 
delivered lumens operating at 525mA. Initial FC at grade.

Isofootcandle plot of 4300K, 120 LED Type III Medium area 
luminaire at 25' (7.6m) A.F.G. Luminaire with 10,227 initial 
delivered lumens operating at 525mA. Initial FC at grade.
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ITL68539. Candlepower trace of 4300K, 40 LED Type III 
Medium w/ backlight control area luminaire with 5,084 initial 
delivered lumens operating at 525mA. 
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Submitted by Enterprise Lighting, LTD.
Job Name: 
MATC Truax Landscape

Catalog Number:
RSA20C5-4-BA-GFI

Notes:

Type:

S1,S2,S3
ELL12-23054

powder coat black

GFI
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TYPE: S2,S3

CREE / HAPCO 
ARE-EDG-4M-DA-08-D-UL-350-BK-43K   single head    

RSA20C5-4-BA-GFI 
 
 
 
 
 



Submitted by Enterprise Lighting, LTD.
Job Name: 
MATC Truax Landscape

Catalog Number:
ARE-EDG-4M-DA-08-D-UL-350-BK-
43K
Notes: single head

Type:

S2,S3
ELL12-23054

Footnotes

Rev. Date: 8/23/11

02
04
06
08
10
12
14
16
20
24

SV
Silver

BK
Black

BZ
Bronze

PB
Platinum 
Bronze

WH
White

350
350mA

5254

525mA
7005

700mA

ARE EDG AA3 D UL 
Universal 
120–277V

UH
Universal 
347–480V

12 
120V

24
240V

27 
277V

34
347V

 43K 4300K Color Temperature6

 DIM 0–10V Dimming7,8,9

   F Fuse10,11,12

  HL  Hi/Low (175/350/525, dual circuit input)13

   P  Photocell12,14

   R  NEMA Photocell Receptacle12,15,16

  ML Multi-Level (75/525)13

“A”

29.6" [752mm]
24.1" [613mm]

4.3"
[108mm]

2.8"
 [70mm]

Optional Photocell
Receptacle Location

12.06" [306mm]

Dim. “A”# of LEDs

20

12.06" [306mm]40

14.06" [357mm]60

16.06" [408mm]80

18.06" [459mm]100

20.06" [510mm]120

22.06" [560mm]140

24.06" [611mm]160

28.06" [713mm]200

32.06" [814mm]240

Notes:

© 2011 BetaLED®

Made in the U.S.A. of U.S. and imported parts.
Meets Buy American requirements within the ARRA.

NOTE: All data subject to change without notice.

THE EDGE®

4M1

4MB2

LEDs
6000K

B U G B U G  B U G B U G
Watts

 

*

 L70 
*

 *

Rating** Rating** Rating** Rating**

 20  1,913 (02) 1 1 1  1,441 (02) 0 1 1  1,763 (02) 1 1 1  1,328 (02) 0 1 1  26 0.20 0.11 0.10 0.09 0.07 >150,000

93%

 40  3,826 (04) 1 1 1  2,882 (04) 0 1 1  3.526 (04) 1 1 1  2,656 (04) 0 1 1  47 0.40 0.21 0.19 0.15 0.12 >150,000
 60  5,665 (06) 2 1 2  4,267 (06) 1 2 1  5,221 (06) 2 1 1  3,933 (06) 1 1 1  68 0.58 0.30 0.26 0.20 0.16 >150,000
 80  7,554 (08) 2 2 2  5,690 (08) 1 2 2  6,962 (08) 2 2 2  5,244 (08) 1 2 2  90 0.77 0.38 0.34 0.26 0.20 >150,000
100  9,419 (10) 2 2 2  7,095 (10) 1 2 2  8,681 (10) 2 2 2  6,539 (10) 1 2 2 111 0.95 0.47 0.42 0.32 0.24 >150,000
120 11,302 (12) 3 2 3  8,513 (12) 1 3 2 10,417 (12) 2 2 2  7,846 (12) 1 2 2 132 1.15 0.56 0.50 0.38 0.28 >150,000
140 13,126 (14) 3 3 3  9,887 (14) 1 3 2 12,098 (14) 3 3 3  9,113 (14) 1 3 2 157 1.34 0.67 0.61 0.47 0.35  149,000
160 15,001 (16) 3 3 3 11,300 (16) 1 3 2 13,826 (16) 3 3 3 10,414 (16) 1 3 2 179 1.54 0.76 0.68 0.53 0.39  149,000
200 18,752 (20) 3 3 3 14,125 (20) 1 3 3 17,282 (20) 3 3 3 13,018 (20) 1 3 2 221 1.92 0.95 0.84 0.65 0.48  149,000
240 22,502 (24) 3 3 3 16,950 (22) 2 3 3 20,739 (24) 3 3 3 15,621 (24) 2 3 3 264 2.30 1.12 1.00 0.77 0.56  149,000

 20  2,678 (02) 1 1 1  2,017 (02) 0 1 1  2,469 (02) 1 1 1  1,859 (02) 0 1 1  37 0.31 0.17 0.16 0.12 0.10  136,000

92%

 40  5,357 (04) 2 1 1  4,035 (04) 1 1 1  4,937 (04) 2 1 1  3,719 (04) 1 1 1  70 0.57 0.29 0.26 0.21 0.16  136,000
 60  7,932 (06) 2 2 2  5,974 (06) 1 2 2  7,310 (06) 2 2 2  5,506 (06) 1 2 2 102 0.87 0.44 0.39 0.30 0.22  129,000
 80 10,575 (08) 2 2 2  7,966 (08) 1 2 2  9,747 (08) 2 2 2  7,342 (08) 1 2 2 133 1.14 0.56 0.49 0.39 0.29  129,000
100 13,186 (10) 3 3 3  9,932 (10) 1 3 2 12,153 (10) 3 3 3  9,154 (10) 1 3 2 172 1.47 0.75 0.67 0.51 0.38  128,000
120 15,823 (12) 3 3 3 11,919 (12) 1 3 2 14,583 (12) 3 3 3 10,985 (12) 1 3 2 204 1.76 0.88 0.78 0.60 0.44  128,000
140 18,377 (14) 3 3 3 13,842 (14) 1 3 2 16,937 (14) 3 3 3 12,758 (14) 1 3 2 233 2.01 0.99 0.87 0.69 0.51  123,000
160 21,002 (16) 3 3 3 15,820 (16) 2 3 3 19,356 (16) 3 3 3 14,580 (16) 1 3 3 265 2.29 1.11 0.98 0.78 0.57  123,000

 20  3,271 (02) 1 1 1  2,450 (02) 0 1 1  3,015 (02) 1 1 1  2,258 (02) 0 1 1  50 0.42 0.22 0.20 0.15 0.12  111,000
90% 40  6,543 (04) 2 2 2  4,900 (04) 1 2 1  6,030 (04) 2 2 2  4,516 (04) 1 2 1  93 0.79 0.40 0.35 0.27 0.20  111,000

 60  9,688 (06) 2 2 2  7,255 (06) 1 2 2  8,929 (06) 2 2 2  6,686 (06) 1 2 2 137 1.18 0.59 0.51 0.39 0.29  111,000

* For recommended lumen maintenance factor data see TD-13 ** For more information on the IES BUG (Backlight-Uplight-Glare) Rating visit www.iesna.org/PDF/Erratas/TM-15-07BugRatingsAddendum.pdf

NOTE: All data subject to change without notice.

1. IESNA Type IV Medium distribution
2. IESNA Type IV Medium distribution with backlight control
3. Adjustable arm for mounting to 2" (2-3/8" [60mm] O.D.) tenon
4. Available on fixtures with 20–160 LEDs
5. Available on fixtures with 20–60 LEDs
6. Color temperature per fixture; 6000K standard; minimum 70 CRI

7. Control by others
8. Refer to dimming spec sheet for availability and additional   

information
9. Can’t exceed specified drive current. Consult factory if exceeding  

drive current is necessary
10. Not available when UH voltage is selected
11. When code dictates fusing use time delay fuse

12. Not available with all multi-level options. Refer to multi-level spec 
sheet for availablilty and additional information

13. Refer to multi-level spec sheet for availability and additional   
information 

14. Must specify voltage other than UH
15. Intended for horizontal mounting
16. Photcell by others
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Made in the U.S.A. of U.S. and imported parts.
Meets Buy American requirements within the ARRA.

XA-BRDSPK

Rev. Date: 8/23/11

Slim, low profile design minimizes wind load requirements. Fixture sides are rugged cast 
aluminum with integral, weather-tight LED driver compartments and high performance 
aluminum heatsinks. Adjustable mounting arm is rugged die cast aluminim and mounts to 
2" (51mm) tenon. Includes leaf/debris guard. Five year limited warranty on fixture.

Modular design accommodates varied lighting output from high power, white, 6000K  
(+/- 500K per full fixture), minimum 70 CRI, long life LED sources. Optional 4300K 
(+/- 300K per full fixture) also available. 120–277V 50/60 Hz, Class 1 LED drivers are 
standard. 347–480V 50/60 Hz driver is optional. LED drivers have power factor >90% and 
THD <20% at full load. Units provided with integral 10kV surge suppression protection 
standard. Integral weather-tight electrical box with terminal strips (12Ga - 20Ga) for easy 
power hook-up. Surge protection tested in accordance with IEEE/ANSI C62.41.2.

UL listed in the U.S. and Canada for wet locations and enclosure classified IP66 per IEC 
60529 when ordered without P or R options. Consult factory for CE Certified products. 
Certified to ANSI C136.31-2001 3G bridge & overpass vibration standards. RoHS 
Compliant. 

Product qualified on the Design Lights Consortium ("DLC") Qualified Products List ("QPL") 
when ordered without backlight control shield. 

Finish
Exclusive Colorfast DeltaGuard® finish features an E-Coat epoxy primer with an ultra-
durable silver powder topcoat, providing excellent resistance to corrosion, ultraviolet 
degradation and abrasion. Bronze, black, white and platinum bronze powder topcoats are 
also available. The finish is covered by our 10 year limited warranty.

Fixture and finish are endurance tested to withstand 5,000 hours of elevated ambient salt 
fog conditions as defined in ASTM Standard B 117.

Patents
U.S. and international patents granted and pending. BetaLED is a division of Ruud Lighting, 
Inc. For a listing of Ruud Lighting, Inc. patents, visit www.uspto.gov.

THE EDGE®
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   20 21.0 lbs.  (9.5kg) 0.66 1.31 0.98 1.64 1.97
   40 23.8 lbs. (10.8kg) 0.66 1.31 0.98 1.64 1.97
   60 27.1 lbs. (12.3kg) 0.66 1.31 1.02 1.68 2.05
   80 28.2 lbs. (12.8kg) 0.66 1.31 1.07 1.72 2.13
 100 35.4 lbs. (16.1kg) 0.66 1.31 1.11 1.76 2.21
 120 33.5 lbs. (15.2kg) 0.66 1.31 1.15 1.80 2.29
 140 36.9 lbs. (16.7kg) 0.66 1.31 1.19 1.84 2.38
 160 41.4 lbs. (18.8kg) 0.66 1.31 1.23 1.89 2.46
 200 43.3 lbs. (19.6kg) 0.66 1.31 1.31 1.97 2.62
240 47.8 lbs. (21.7kg) 0.74 1.48  n/a2  n/a2  n/a2

1. Add 5 lbs. (2.3kg) for transformer in 347–480V fixtures when
 multi-level options are selected.
2. For applications requiring 240 LEDs at 90 degrees refer to
 the DL mount version of our spec sheet.

THE EDGE®
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Independent Testing Laboratories certified test. Report No. 
ITL68090. Candlepower trace of 4300K, 120 LED Type IV 
Medium area luminaire with 14,934 initial delivered lumens 
operating at 525mA. 

Isofootcandle plot of 4300K, 120 LED Type IV Medium area 
luminaire at 25' (7.6 m) A.F.G. Luminaire with 14,583 initial 
delivered lumens operating at 525mA. Initial FC at grade.

Independent Testing Laboratories certified test. Report No. 
ITL68090. Candlepower trace of 4300K, 40 LED Type IV 
Medium w/ backlight control area luminaire with 4,926 initial 
delivered lumens operating at 525mA. 
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delivered lumens operating at 525mA. Initial FC at grade.
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