
EXISTING
BUILDING

NOTE: ALTERNATE BID TO RE-LAMP ALL EXISTING PARKING LOT LIGHT POLES

PROJECT INFORMATION

APPLICABLE BUILDING CODE
2009 INTERNATIONAL BUILDING CODE (WITH WISCONSIN AMENDMENTS)

BUILDING CONTENT

FLOOR AREAS

OCCUPANCY
CH. 57 - RESIDENTIAL (HOTEL); CURRENT CODE: R-1

CONSTRUCTION CLASSIFICATION
TYPE 2A CONSTRUCTION
SPRINKLED      YES
FIREWALL         NO

BUILDING/SITE CONTENT
BUILDING SIZE 12,884 S.F.
HARD SURFACE 40,077 S.F.

18%
57%

GREEN SPACE 17,543 S.F. 25%

PARCEL SIZE (APPROX.) 70,174 S.F. 1.61 ACRES

PARKING PROVIDED 95 STALLS (1 STALL/XXX.X S.F.)

ALLOWABLE AREA
TABULAR FLOOR AREA: 24,000 S.F. PER FLOOR
FRONTAGE INCREASE: 15,706 S.F. PER FLOOR

SPRINKLER INCREASE:                                _48,000 S.F. PER FLOOR

TOTAL ALLOWABLE AREA: 87,706 S.F. PER FLOOR
ALLOWABLE FIRE AREA: XX,XXX S.F. PER FLOOR

ZONING INFORMATION
ZONING: CC-COMMERCIAL CENTER

FRONT YARD SETBACK: XX'-X"

SIDE YARD SETBACK: XX'-X"

REAR YARD SETBACK: XX'-X"

ASHRE STANDARD 90.1-2007

SECOND THRU FIFTH

HIGH PILE STORAGE NO

FIRE ALARM SYSTEM YES

BUILDING & FIRE AREA SQUARE FOOTAGES

FIRST FLOOR
CANOPIES (COLUMN SUPPORTED)

BASEMENT

EXISTING NEW SUB-TOTAL

BUILDING AREA SUB-TOTALS 54,352 S.F. 54,352 S.F.

MEZZANINES

FIRE AREA TOTALS 54,352 S.F. 54,352 S.F.XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F.
XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F.XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F. XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F.

XX,XXX S.F. XX,XXX S.F.

XX,XXX S.F. XX,XXX S.F.
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AMERICINN - MADISON WEST

PROPOSED FOR:

MADISON,

 1" = 30'-0"

CONCEPTUAL SITE PLAN

NORTH

SHEET INDEX

C1.0 SITE PLAN
A1.0 FLOOR PLAN
A1.1 ROOF PLAN
A2.0 ELEVATIONS
A2.1 ELEVATIONS
A2.2 3D
A4.0 WALL SECTIONS & DETAILS
T2.0 SPECIFICATIONS

THE LOT DIMENSIONS AND BEARINGS SHOWN ON THIS PLAN
ARE INTERPRETED VALUES.  FOLLOW UP INVESTIGATION WITH STATE
AND LOCAL AUTHORITIES AND/OR WITH CERTIFIED SURVEY MAP DATA
WHEN AVAILABLE IS REQUIRED.



A B C D E F

G L M N

1

2

3

4

9'-0"

24'-0" 10'-8"

24'-0" 24'-0" 24'-0" 24'-0" 24'-0" 24'-0" 24'-0" 12'-0"

3

A4.0

4

A4.0
EXISTING CONCRETE
SIDEWALK

NEW PROJECTED
LIGHT SHELF ABOVE

NEW PROJECTED LIGHT SHELF ABOVE

REMOVE ALL EXISTING
GROUND MOUNTED UP LIGHTING

(16) NEW L.E.D. RECESSED CAN LIGHTS

120'-3 1/2" 51'-7 5/8" 12'-0"

183'-11 1/8"

4
8
'-
8
"

34
'-
8
"

18
'-
3 

1/
8
"

5
'-
6
 7

/8
"

24
'-
8
"

28
'-
4
"

5
'-
6
"

5
8
'-
6
"

RECESSED CAN LIGHTS AS SHOWN, TYP.

10
7'
-2
"

TYPICAL EXISTING WALL

DEMO WALLS

WALL KEY

NEW WALL/FURRING

NEW MASONRY/
VENEER WALL

NEW COOLER/
FREEZER WALLS

NEW FOUNDATION WALL

FIRE WALL OR
FIRE BARRIER
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1

A4.0

2

A4.0

2

A4.0

2

A4.0

AREA OF SLOPED ROOF AT PARAPET KICKERS

REMOVE EXISTING ROOFING. INSTALL
NEW SINGLE-PLY MEMBRANE AND
BALLAST OVER EXISTING RIGID INSULATION

REMOVE EXISTING ROOFING. INSTALL
NEW SINGLE-PLY MEMBRANE AND
BALLAST OVER EXISTING RIGID INSULATION

REMOVE EXISTING ROOFING. INSTALL
NEW SINGLE-PLY MEMBRANE AND
BALLAST OVER EXISTING RIGID INSULATION

REMOVE EXISTING ROOFING. INSTALL
NEW SINGLE-PLY MEMBRANE AND
BALLAST OVER EXISTING RIGID INSULATION

REMOVE ALL EXISTING STANDING-SEAM
METAL ROOF MANSARDS AND FRAMING

REMOVE ALL EXISTING STANDING-SEAM
METAL ROOF MANSARDS AND FRAMING

REMOVE ALL EXISTING STANDING-SEAM
METAL ROOF MANSARDS AND FRAMING

NORTH

EXIST.
ELEVATOR
PENTHOUSE

NEW SCREENWALL
(MATCH HEIGHT OF RTU)

4'-0"

4
'-
0
"

4'-0"

EXIST.
RTU

11'
-4

 1
/2
"
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SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP

UPLIGHTING ON SHELF

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

REINSTALL
EXISTING SIGNAGE

NEW SIGNAGE PARAPET
NEW ANGLED ROOF CORNICE

NEW ANGLED ROOF CORNICE

1

A4.0

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF
AND PATCH EIFS TO MATCH EXIST.,
TYP.

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

3

A4.0

4

A4.0

12"x12" PROJECTED EIFS SHELF
W/ STEEL CAP FLASHING AND
RECESSED CAN LIGHTING

2

A4.0

2

A4.0

1

2

3

5

4

3
3

2

2

2

1

2

3

4
1

1

EXIST. ELEVATOR PENTHOUSE
E.I.F.S FINISH TO REMAIN

9
'-
2 

5
/8

"

3'-0"

39'-10"

ROOF LINE

AT EXIST. PILASTERS INSTALL NEW VERTICAL
FIBER CEMENT PANELS (AT GROUND FLOOR
ONLY), W/ ALUM. CAP FLASHING AND BASE
FLASHING (COLOR: #6151 "QUIVER TAN)

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW ANGLED ROOF CORNICE
2

A4.0

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

BACKSIDE OF NEW SIGNAGE
PARAPET (BEYOND)

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

4

A4.0

1

2

3

5

2

3

2

2

1

2

3

4

5

4

3

5

1

EXISTING ELEVATOR PENTHOUSE
(E.I.F.S. FINISH TO REMAIN)

AT EXIST. PILASTERS INSTALL NEW VERTICAL
FIBER CEMENT PANELS (AT GROUND FLOOR
ONLY), W/ ALUM. CAP FLASHING AND BASE
FLASHING (COLOR: #6151 "QUIVER TAN)

EXTERIOR FINISH KEY

EIFS #2
COLOR: #6151 QUIVER TAN
FINISH: FINE SAND

EIFS #1
COLOR: #6150 UNIVERSAL KHAKI
FINISH: FINE SAND

EIFS #5 (AT WINDOW AREAS)
COLOR: #6076 TURKISH COFFEE
FINISH: FINE SAND

FIBER-CEMENT PANELS
COLOR: #6060 MOROCCAN BROWN

EIFS #3
COLOR: #6147 PANDA WHITE
FINISH: FINE SAND

1

2

3

4

5
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SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW SIGNAGE PARAPET

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW ANGLED ROOF CORNICE

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

EXIST. SIGNAGE
TO REMAIN

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP.

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP.

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

NEW 2" EIFS BAND, EXCEPT
AS OTHERWISE NOTED

2

A4.0

2

A4.0

3

A4.0

4

A4.0

1

2

1

2

2

3

1

2

4
4

3

1

3

4

APPROXIMATE LINE OF EXISTING GRADE

3

AT EXIST. PILASTERS INSTALL NEW VERTICAL
FIBER CEMENT PANELS (AT GROUND FLOOR
ONLY), W/ ALUM. CAP FLASHING AND BASE
FLASHING (COLOR: #6151 "QUIVER TAN)

EXIST. ELEVATOR PENTHOUSE
(EIFS FINISH TO REMAIN)

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW SIGNAGE PARAPET

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

NEW ANGLED ROOF CORNICE

REMOVE EXISTING METAL
STANDING SEAM ROOF
MANSARD/FRAMING

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP.

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

NEW CONTINUOUS L.E.D.
48"L. STRIP LIGHTING, TYP.

EXIST. SIGNAGE
TO REMAIN

SAWCUT AND REMOVE ALL SECTIONS
OF RADIUSED EIFS, SQUARE-OFF AND
PATCH EIFS TO MATCH EXIST., TYP.

NEW NEW 2" EIFS BAND,
EXCEPT AS OTHERWISE NOTED

2

A4.0

2

A4.0

4

A4.0

2

1

3

4

3

2

1

2

2

1

3

1

APPROXIMATE LINE OF EXISTING GRADE

EXISTING BOLDER
RETAINING WALL

3

AT EXIST. PILASTERS INSTALL NEW VERTICAL
FIBER CEMENT PANELS (AT GROUND FLOOR
ONLY), W/ ALUM. CAP FLASHING AND BASE
FLASHING (COLOR: #6151 "QUIVER TAN)

EXTERIOR FINISH KEY

EIFS #2
COLOR: #6151 QUIVER TAN
FINISH: FINE SAND

EIFS #1
COLOR: #6150 UNIVERSAL KHAKI
FINISH: FINE SAND

EIFS #5 (AT WINDOW AREAS)
COLOR: #6076 TURKISH COFFEE
FINISH: FINE SAND

FIBER-CEMENT PANELS
COLOR: #6060 MOROCCAN BROWN

EIFS #3
COLOR: #6147 PANDA WHITE
FINISH: FINE SAND

1

2

3

4

5
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REINSTALL EXISTING SIGNAGE

EIFS OVER 2" EPS OVER 5/8" GYPSUM
SHEATHING OVER 362S162--43 KICKER @ 24" OC

EIFS OVER 1 1/2" EPS OVER 5/8"GYPSUM
SHEATHING OVER METAL STUD

EXISTING CMU BOND BEAM

RE-FACE & RE-PAINT EXISTING EIFS

ANCHOR STUD THRU TRACK TO CMU WALL
W/(1) - ROWS OF 0.157"x 2-1/2" PDF @ 16" OC

600T200-68 TRACK ANCHOR TO PLANK
W/(2) - ROWS OF 3/8" SLEEVE ANCHORS

600S162-68 @ 24" OC

5/8" "DENS DECK" GYPSUM BOARD

60 MIL. EPDM ROOM MEMBRANE ADHERED
TO VERTICAL F/O GYPSUM ROOF BOARD

STONE BALLAST

2 - # 10 SELF DRILLING SCREWS, TYP

FULLY ADHERED - 60 MIL. EPDM ROOM
MEMBRANE OVER 3/4" PLYWOOD ROOF
SHEATHING OVER METAL FRAMING

EXISTING 8" PRECAST PLANK

EXISTING 8" CMU PARAPET

362S162-43 OUTLOOKERS @ 24" OC
(SLOPE TO INTERIOR OF ROOF)

EXISTING METAL ROOF AND STRUCTURE
(SHOWN DASHED) TO BE REMOVED

PRE-FINISHED 24 GA STEEL GRAVEL STOP
WITH CLEAT AND HEMMED LOWER EDGE

800T125-45 TRACK

(2) 1/2" P.T. PLYWOOD FASCIA

PRE-FINISHED 24 GA STEEL FASCIA WITH
CLEAT AND HEMMED LOWER EDGE

8
"

6
"

8
"

4
"

4'-0 1/4"

5
'-
0
"

4
'-
0
"

INTEGRATED LIGHT FEATURE

EIFS OVER 2" EPS OVER 5/8" GYPSUM
SHEATHING OVER 362S162--43 KICKER @ 24" OC

EIFS OVER 1 1/2" EPS OVER 5/8"GYPSUM
SHEATHING OVER METAL STUD

PRE-FINISHED 24 GA STEEL FLASHING / FASCIA
(2 1/4"VERTICAL FACE)

EXISTING CMU BOND BEAM

RE-FACE & RE-PAINT EXISTING EIFS

ANCHOR STUD THRU TRACK TO CMU WALL
W/(1) - ROWS OF 0.157"x 2-1/2" PDF @ 16" OC

600T200-68 TRACK ANCHOR TO PLANK
W/(2) - ROWS OF 3/8" SLEEVE ANCHORS

FLASH IN NEW ROOF EPDM
ROOF MEMBRANE INTO EXISTING
PER MFGRS RECOMMENDATIONS

NEW TREATED CANT STRIP

600S162-68 @ 24" OC

5/8" "DENS DECK" GYPSUM BOARD

60 MIL. EPDM ROOM MEMBRANE ADHERED
TO VERTICAL F/O GYPSUM ROOF BOARD

STONE BALLAST

2 - # 10 SELF DRILLING SCREWS, TYP

FULLY ADHERED - 60 MIL. EPDM ROOM
MEMBRANE OVER 3/4" PLYWOOD ROOF
SHEATHING OVER METAL FRAMING

SIMPSON 48 TIES , REFER
TO STRUCTURAL DRAWINGS

EXISTING 8" PRECAST PLANK

EXISTING 8" CMU PARAPET

362S162-45 OUTLOOKERS @ 24" OC
(SLOPE TO INTERIOR OF ROOF)

EXISTING METAL ROOF
AND STRUCTURE

(SHOWN DASHED) TO
BE REMOVED

PRE-FINISHED 24 GA STEEL GRAVEL STOP
WITH CLEAT AND HEMMED LOWER EDGE

800T125-45 TRACK

(2) 1/2" P.T. PLYWOOD FASCIA

PRE-FINISHED 24 GA STEEL FASCIA WITH
CLEAT AND HEMMED LOWER EDGE

CONT. MIN. L2x2x18GA FRAMING ANGLE, FASTEN
EACH LEG w/ #10SELF DRILLING SCREW

8
"

4
"

1'-
6
"

8
"

6
"

EXIST. RTU (SEE ROOF
PLAN FOR LOCATION)

RTU SCREEN WALL (MATCH
HEIGHT OF RTU) W/ VERT.
METAL SIDING (SEE ROOF
PLAN FOR LOCATION)

24 GA. PREFINISHED STEEL FLASHING
OVER ICE & WATER SHIELD OVER 1/2" F.T.
PLYWOOD OVER 2x METAL FRAMING

EIFS OVER 1" EPS OVER 5/8"
GLASS-MAT FIBER-FACED GYPSUM
SHEATHING OVER MTL FRAMING

RECESSED CAN LIGHT

RE-FACE EXISTING EIFS AND RE-PAINT. COLORS
AS INDICATED ON EXTERIOR ELEVATIONS A2.0'S

1'-0"

1'-
0
"

8
"

4
"

NEW FIBER-CEMENT BD. PANELS (3/8") ON 1/2" P.T.
FURRING STRIPS-16" O/C, FASTENED THROUGH
EXIST. FOAM TO EXIST. CMU AS NECESSARY

EXISTING FOUNDATION

EXISTING GRADE

8 5/8"
NEW CONT. ALUM. FLASHING AT BOTTOM

NEW 2"x12" EIFS BAND (WITH WASH)
COLOR PER EXTERIOR ELEVATIONS

RE-FACE EXISTING EIFS AND RE-PAINT. COLORS
AS INDICATED ON EXTERIOR ELEVATIONS A2.0'S

NEW FIBER-CEMENT BD. PANELS (3/8")
ON 1/2" P.T. FURRING STRIPS-16" O/C,
FASTENED THROUGH EXIST. FOAM TO
EXIST. CMU AS NECESSARY

NEW CONT. ALUM. FLASHING AT BOTTOM

EXISTING FOUNDATION

EXISTING GRADE
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