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SITE PLAN INFORMATION BLOCK

302 S. GAMMON RD.

PHASE 1 Lot Area 324,503 sf

Building 1 11,521 sf

Building 2 13,704 sf

Building 3 13,704 sf

Building 4 11,521 sf

Building 5 22,903 sf

Surface Parking Stalls 281

Surface Accessible Stalls 12

Covered Parking Stalls 303

Covered Accessible Stalls 14

Total Number of Parking Stalls 584

Total Number of Bicycle Stalls 96
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GRADING AND EROSION CONTROL NOTES:

1. ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED AND MAINTAINED BY THE

CONTRACTOR IN ACCORDANCE WITH THE WISCONSIN DNR TECHNICAL STANDARDS.  IT

IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN A COPY OF THESE STANDARDS.

2. INSTALL EROSION CONTROL MEASURES PRIOR TO ANY SITE WORK, INCLUDING

GRADING OR DISTURBANCE OF EXISTING SURFACE MATERIALS AS SHOWN ON PLAN.

MODIFICATIONS TO SEDIMENT CONTROL DESIGN MAY BE CONDUCTED TO MEET

UNFORESEEN FIELD CONDITIONS IF MODIFICATIONS CONFORM TO WDNR TECHNICAL

STANDARDS.

3. ADDITIONAL EROSION CONTROL MEASURES WILL BE INSTALLED AS NEEDED.  EROSION

CONTROL MEASURES INDICATED ON THE PLANS SHALL BE CONSIDERED MINIMUMS. IF

DETERMINED NECESSARY DURING CONSTRUCTION ADDITIONAL MEASURES SHALL BE

INSTALLED TO PREVENT SEDIMENT FROM LEAVING THE SITE.

4. INSPECTIONS AND MAINTENANCE OF ALL EROSION CONTROL MEASURES SHALL BE

ROUTINE (ONCE PER WEEK MINIMUM) TO ENSURE PROPER FUNCTION OF EROSION

CONTROLS AT ALL TIMES.  EROSION CONTROL MEASURES ARE TO BE IN WORKING

ORDER AT THE END OF EACH WORK DAY.

5. INSPECT EROSION CONTROL MEASURES AFTER EACH 1/2" OR GREATER RAINFALL.

REPAIR ANY DAMAGE OBSERVED DURING THE INSPECTION.

6. NO SITE GRADING OUTSIDE OF THE LIMITS OF DISTURBANCE

7. EROSION CONTROL MEASURES SHALL BE REMOVED ONLY AFTER SITE CONSTRUCTION

IS COMPLETE WITH ALL SOIL SURFACES HAVING AN ESTABLISHED VEGETATIVE COVER

8. INSTALL INLET PROTECTION IN ALL STORM SEWER INLETS AND CATCH BASINS THAT

MAY RECEIVE RUNOFF FROM DISTURBED AREAS

9. CUT AND FILL SLOPES SHALL BE NO GREATER THAN 3:1

10.SLOPES EXCEEDING 4:1 SHALL BE STABILIZED WITH CLASS I, TYPE B EROSION MATTING

AND ALL DRAINAGE SWALES SHALL BE STABILIZED WITH CLASS II, TYPE B EROSION

MATTING.

11. ALL INCIDENTAL MUD TRACKING OFF-SITE ONTO ADJACENT PUBLIC THOROUGHFARES

SHALL BE CLEANED DAILY, AND WITHOUT THE USE OF HYDRAULIC FLUSHING.

12. ANY DISTURBED AREA THAT REMAINS INACTIVE FOR GREATER THAN 7 DAYS SHALL BE

STABILIZED WITH TEMPORARY STABILIZATION METHODS SUCH AS TEMPORARY

SEEDING, SOIL TREATMENT, EROSION MATTING, OR MULCH

13.PREVENT EXCESSIVE DUST FROM LEAVING THE CONSTRUCTION SITE IN ACCORDANCE

WITH LOCAL  AND STATE REGULATIONS.

14.INSTALL EROSION CONTROLS ON THE DOWNSTREAM SIDE OF STOCKPILES.

AT A MINIMUM ALL DISTURBED AREAS SHALL RECEIVE A MINIMUM OF 4" OF TOPSOIL

FERTILIZER, SEED AND MULCH.  SEED MIXTURE SHALL BE WISCONSIN DOT SEED MIX #40

OR EQUIVALENT APPLIED AT A RATE OF 5 POUNDS PER 1000 SQFT ON ALL DISTURBED

AREAS.  ANNUAL RYEGRASS AT A RATE OF 1 

1

2

  POUNDS PER 1000 SQFT SHALL BE ADDED

TO THE MIXTURE.  FERTILIZER SHALL BE PLACED PER A SOIL TEST.  THE BIORETENTION

BASINS SHALL BE PLANTED WITH NATIVE SPECIES TOLERANT OF FLUCTUATING WATER

CONDITIONS.

15.DEWATERING, IF APPLICABLE, SHALL BE CONDUCTED PER WDNR STORM WATER

MANAGEMENT TECHNICAL STANDARD 1061.

EXISTING CONTOUR

PROPOSED CONTOUR

LIMITS OF DISTURBANCE

SILT FENCE/SILT SOCK

02-09-17
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UTILITY NOTES:

1. All site utilities shall conform to the City of Madison Standard Specifications for Public

Works Construction, latest edition.

2. Contractor shall provide 6.5' of cover for all water mains and services and all sanitary

sewer mains and services.

3. Sanitary sewer and water main shall be installed with 8' horizontal separation,

measured center to center.

4. Storm sewer shall be installed with water tight joints.

5. All inlets shall be 2'x3' precast concrete structures with Neenah casting R-3067

6. All storm manholes in paved areas shall be 48" diameter concrete precast structures

with Neenah R-1550 solid non-rocking lid.

7. All storm inlets within grass areas that collect water shall be 36" diameter concrete

precast structures with Neenah R-2560-EA beehive grate.

8. Sanitary sewer laterals shall be PVC, SDR-35 unless otherwise noted.

9. All utilities serving the proposed building shall be stubbed 5' inside of the building and

marked using a 4" x 4" hardwood post.

10. Prior to connecting to existing storm sewer or sanitary sewer the contractor shall

verify the existing inverts and notify project superintendent if discrepancies are found

from the plan grades.

11. All inlets receiving runoff shall be equipped with a Type D inlet filter bag during

construction. Contractor shall clean and maintain throughout construction and remove

them when a satisfactory stand of grass has been achieved.

12. Contractor to coordinate with MG&E and TDS for gas, electric, telephone, cable

extensions.

13. All sanitary manholes shall be 42" diameter precast w/Neenah R-1550 castings.

14. Prior to storm sewer construction, the Utility Contractor shall obtain a connection and

excavation permit from the City.

15. All proposed storm sewer, sanitary sewer and water main are private except where

labeled as public.
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UTILITY NOTES:

1. All site utilities shall conform to the City of Madison Standard Specifications for Public

Works Construction, latest edition.

2. Storm sewer shall be installed with water tight joints.

3. All utilities serving the proposed building shall be stubbed 5' inside of the building and

marked using a 4" x 4" hardwood post.

4. Prior to connecting to existing storm sewer or sanitary sewer the contractor shall

verify the existing inverts and notify project superintendent if discrepancies are found

from the plan grades.

5. Contractor to coordinate with MG&E and TDS for gas, electric, telephone, cable

extensions.

6. Storm manholes L, L1 and L2 shall be 48" diameter precast w/Neenah R-1550

castings.

7. Prior to storm sewer construction, the Utility Contractor shall obtain a connection and

excavation permit from the City.

8. All proposed storm sewer, sanitary sewer and water main are private except where

labeled as public.
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Buildings 1, 2, 3 & 4 Materials
West Place - 01/25/2017

D. Beavercreek - Halquist StoneC. Chicago Smooth - Lakewood BrickB. Walnut Velour - Glen-Gery BrickA. Sheffield Grain - Lakewood Brick

Windows (Dark Bronze - Andersen 100 Windows)

Metal Panels (Dark Bronze - Morin Metals)

A

B

C

D

E

F

1

2

3

4

F. Midnight Black - James Hardie Lapped Siding

E. Traditional Red - James Hardie Lapped Siding

A001a
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Unit 0.1 500 sf.
Units 1.1 - 1.5 710 sf. - 760 s.f.
Units 2.1 - 2.2 1120 sf. - 1190 sf.

UNIT AREAS

Studio 2
1 Bedroom 12
2 Bedroom 4

TOTAL 18

UNIT BREAKDOWN

BUILDINGS 1 & 2BUILDINGS 1 & 2
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1. ALUMINUM WINDOW SYSTEM
1a. STOREFRONT SYSTEM
1b. STOREFRONT SYSTEM (DEEPSET WITH FULL MASONRY RETURNS)
1c. CURTAINWALL

2. ANDERSON 100 SERIES WINDOWS
3. HEAVY SANDBLASTED CONCRETE

3a. REVEALS
3b. NO REVEALS

4. MASONRY UNIT (CONCRETE)
4a. GROUND FACE
4b. GLAZED

5. BRICK MASONRY (MODULAR)
6. THIN STONE VENEER MASONRY
7. METAL PANEL

7a. METAL PANEL w/ CONCEALED FASTENERS
7b. TILED METAL PANEL

8. FIBER CEMENT LAP SIDING
8a. JAMES HARDIE ARTISAN LAP SIDING (SMOOTH SIDE OUT)
8b. JAMES HARIDE LAP SIDING (SMOOTH SIDE OUT)

9. METAL PANEL w/ CONCEALED FASTENERS PARAPET WALL
10. BALLASTED SINGLE PLY EPDM ROOF
11. ADHERED SINGLE PLY EPDM ROOF

11a. NO PAVERS
11b. PAVERS

12. EXTERIOR SOFFIT TYPE "1" WITH EXTERIOR FINISH SYSTEM
13. WALL OPENING
14. ROOF EDGE

14a. PAINTED METAL ROOF EDGE
14b. PAINTED METAL ROOF EDGE WITH PAINTED FASCIA

15. PAINTED METAL LOUVERS
16. WOOD COLUMNS w/ STEEL BASE (GALV. & PAINTED) - BASE DETAIL TBD

16a. TYPE "1" - DOUGLAS FIR GLULAM (8"x24" ARCHITECTURAL GRADE)
16b. TYPE "2" - DOUGLAS FIR SOLID - SIZE VARIES (4", 6" & 8" SQUARE)

17. STEEL RAILING
17a. TYPE "1" - STEEL RAILING - VERT. STEEL PIPES @ 4' o.c.
17b. TYPE "2" - STEEL RAILING - VERT. STEEL BARS 1-1/2"X1/8" @ 1-3/16" o.c.

(McNichols GW 150A) 
18. VERTICAL T&G CEDAR WOOD TRIM
19. ANODIZED ALUMINUM PANELS (CONCEALED FASTENERS)
20. INTENSIVE GREEN ROOF
21. PAINTED STEEL CHANNEL
22. INSULATED OVERHEAD DOOR

22a. FLAT PANEL WITH SINGLE LINE OF GLASS LITES
22b. ALL GLASS LITES

23. PAINTED STEEL COLUMN (RECTANGULAR)
24. PAINTED METAL DOWNSPOUTS (ROUND PROFILE)
25. CANOPY - TO MATCH METAL WALL PANEL
26. SCUPPER
27. VENT
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Level 1
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Level 2
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Level P
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1. ALUMINUM WINDOW SYSTEM
1a. STOREFRONT SYSTEM
1b. STOREFRONT SYSTEM (DEEPSET WITH FULL MASONRY RETURNS)
1c. CURTAINWALL

2. ANDERSON 100 SERIES WINDOWS
3. HEAVY SANDBLASTED CONCRETE

3a. REVEALS
3b. NO REVEALS

4. MASONRY UNIT (CONCRETE)
4a. GROUND FACE
4b. GLAZED

5. BRICK MASONRY (MODULAR)
6. THIN STONE VENEER MASONRY
7. METAL PANEL

7a. METAL PANEL w/ CONCEALED FASTENERS
7b. TILED METAL PANEL

8. FIBER CEMENT LAP SIDING
8a. JAMES HARDIE ARTISAN LAP SIDING (SMOOTH SIDE OUT)
8b. JAMES HARIDE LAP SIDING (SMOOTH SIDE OUT)

9. METAL PANEL w/ CONCEALED FASTENERS PARAPET WALL
10. BALLASTED SINGLE PLY EPDM ROOF
11. ADHERED SINGLE PLY EPDM ROOF

11a. NO PAVERS
11b. PAVERS

12. EXTERIOR SOFFIT TYPE "1" WITH EXTERIOR FINISH SYSTEM
13. WALL OPENING
14. ROOF EDGE

14a. PAINTED METAL ROOF EDGE
14b. PAINTED METAL ROOF EDGE WITH PAINTED FASCIA

15. PAINTED METAL LOUVERS
16. WOOD COLUMNS w/ STEEL BASE (GALV. & PAINTED) - BASE DETAIL TBD

16a. TYPE "1" - DOUGLAS FIR GLULAM (8"x24" ARCHITECTURAL GRADE)
16b. TYPE "2" - DOUGLAS FIR SOLID - SIZE VARIES (4", 6" & 8" SQUARE)

17. STEEL RAILING
17a. TYPE "1" - STEEL RAILING - VERT. STEEL PIPES @ 4' o.c.
17b. TYPE "2" - STEEL RAILING - VERT. STEEL BARS 1-1/2"X1/8" @ 1-3/16" o.c.

(McNichols GW 150A) 
18. VERTICAL T&G CEDAR WOOD TRIM
19. ANODIZED ALUMINUM PANELS (CONCEALED FASTENERS)
20. INTENSIVE GREEN ROOF
21. PAINTED STEEL CHANNEL
22. INSULATED OVERHEAD DOOR

22a. FLAT PANEL WITH SINGLE LINE OF GLASS LITES
22b. ALL GLASS LITES

23. PAINTED STEEL COLUMN (RECTANGULAR)
24. PAINTED METAL DOWNSPOUTS (ROUND PROFILE)
25. CANOPY - TO MATCH METAL WALL PANEL
26. SCUPPER
27. VENT
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1. ALUMINUM WINDOW SYSTEM
1a. STOREFRONT SYSTEM
1b. STOREFRONT SYSTEM (DEEPSET WITH FULL MASONRY RETURNS)
1c. CURTAINWALL

2. ANDERSON 100 SERIES WINDOWS
3. HEAVY SANDBLASTED CONCRETE

3a. REVEALS
3b. NO REVEALS

4. MASONRY UNIT (CONCRETE)
4a. GROUND FACE
4b. GLAZED

5. BRICK MASONRY (MODULAR)
6. THIN STONE VENEER MASONRY
7. METAL PANEL

7a. METAL PANEL w/ CONCEALED FASTENERS
7b. TILED METAL PANEL

8. FIBER CEMENT LAP SIDING
8a. JAMES HARDIE ARTISAN LAP SIDING (SMOOTH SIDE OUT)
8b. JAMES HARIDE LAP SIDING (SMOOTH SIDE OUT)

9. METAL PANEL w/ CONCEALED FASTENERS PARAPET WALL
10. BALLASTED SINGLE PLY EPDM ROOF
11. ADHERED SINGLE PLY EPDM ROOF

11a. NO PAVERS
11b. PAVERS

12. EXTERIOR SOFFIT TYPE "1" WITH EXTERIOR FINISH SYSTEM
13. WALL OPENING
14. ROOF EDGE

14a. PAINTED METAL ROOF EDGE
14b. PAINTED METAL ROOF EDGE WITH PAINTED FASCIA

15. PAINTED METAL LOUVERS
16. WOOD COLUMNS w/ STEEL BASE (GALV. & PAINTED) - BASE DETAIL TBD

16a. TYPE "1" - DOUGLAS FIR GLULAM (8"x24" ARCHITECTURAL GRADE)
16b. TYPE "2" - DOUGLAS FIR SOLID - SIZE VARIES (4", 6" & 8" SQUARE)

17. STEEL RAILING
17a. TYPE "1" - STEEL RAILING - VERT. STEEL PIPES @ 4' o.c.
17b. TYPE "2" - STEEL RAILING - VERT. STEEL BARS 1-1/2"X1/8" @ 1-3/16" o.c.

(McNichols GW 150A) 
18. VERTICAL T&G CEDAR WOOD TRIM
19. ANODIZED ALUMINUM PANELS (CONCEALED FASTENERS)
20. INTENSIVE GREEN ROOF
21. PAINTED STEEL CHANNEL
22. INSULATED OVERHEAD DOOR

22a. FLAT PANEL WITH SINGLE LINE OF GLASS LITES
22b. ALL GLASS LITES

23. PAINTED STEEL COLUMN (RECTANGULAR)
24. PAINTED METAL DOWNSPOUTS (ROUND PROFILE)
25. CANOPY - TO MATCH METAL WALL PANEL
26. SCUPPER
27. VENT
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1. ALUMINUM WINDOW SYSTEM
1a. STOREFRONT SYSTEM
1b. STOREFRONT SYSTEM (DEEPSET WITH FULL MASONRY RETURNS)
1c. CURTAINWALL

2. ANDERSON 100 SERIES WINDOWS
3. HEAVY SANDBLASTED CONCRETE

3a. REVEALS
3b. NO REVEALS

4. MASONRY UNIT (CONCRETE)
4a. GROUND FACE
4b. GLAZED

5. BRICK MASONRY (MODULAR)
6. THIN STONE VENEER MASONRY
7. METAL PANEL

7a. METAL PANEL w/ CONCEALED FASTENERS
7b. TILED METAL PANEL

8. FIBER CEMENT LAP SIDING
8a. JAMES HARDIE ARTISAN LAP SIDING (SMOOTH SIDE OUT)
8b. JAMES HARIDE LAP SIDING (SMOOTH SIDE OUT)

9. METAL PANEL w/ CONCEALED FASTENERS PARAPET WALL
10. BALLASTED SINGLE PLY EPDM ROOF
11. ADHERED SINGLE PLY EPDM ROOF

11a. NO PAVERS
11b. PAVERS

12. EXTERIOR SOFFIT TYPE "1" WITH EXTERIOR FINISH SYSTEM
13. WALL OPENING
14. ROOF EDGE

14a. PAINTED METAL ROOF EDGE
14b. PAINTED METAL ROOF EDGE WITH PAINTED FASCIA

15. PAINTED METAL LOUVERS
16. WOOD COLUMNS w/ STEEL BASE (GALV. & PAINTED) - BASE DETAIL TBD

16a. TYPE "1" - DOUGLAS FIR GLULAM (8"x24" ARCHITECTURAL GRADE)
16b. TYPE "2" - DOUGLAS FIR SOLID - SIZE VARIES (4", 6" & 8" SQUARE)

17. STEEL RAILING
17a. TYPE "1" - STEEL RAILING - VERT. STEEL PIPES @ 4' o.c.
17b. TYPE "2" - STEEL RAILING - VERT. STEEL BARS 1-1/2"X1/8" @ 1-3/16" o.c.

(McNichols GW 150A) 
18. VERTICAL T&G CEDAR WOOD TRIM
19. ANODIZED ALUMINUM PANELS (CONCEALED FASTENERS)
20. INTENSIVE GREEN ROOF
21. PAINTED STEEL CHANNEL
22. INSULATED OVERHEAD DOOR

22a. FLAT PANEL WITH SINGLE LINE OF GLASS LITES
22b. ALL GLASS LITES

23. PAINTED STEEL COLUMN (RECTANGULAR)
24. PAINTED METAL DOWNSPOUTS (ROUND PROFILE)
25. CANOPY - TO MATCH METAL WALL PANEL
26. SCUPPER
27. VENT
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