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Date:3/7/2017 Scale: 1"=10' Footcandles calculated at grade

1200 92nd Street - Sturtevant, WI 53177

    www.cree.com - (800) 236-6800

             Illumination results shown on this lighting design are based on project parameters provided to Cree, Inc. used in conjunction with luminaire

        test procedures conducted under laboratory conditions.  Actual project conditions differing from these design parameters may affect field results.

     The customer is responsible for verifying dimensional accuracy along with compliance with any applicable electrical, lighting, or energy code.

 Customer responsible to verify ordering information/
  catalogue number prior to placing order.

Layout by: Collin WitherowFilename: 160307NB1CJW.AGI

Fixture Mounting Height:
Pole Mounted: 1, 20' AFG (17' Pole + 3.0' Base)

Proposed Poles Meets 140MPH Sustained Winds.

Additional Required Equipment:
(1) - PS4S17C3BZ - (17' X 4" X 0.125", Steel Square Pole, 2@90°)
(2) - OSQ-DABZ - (Direct Arm Mount)

***Customer to verify Color, Mounting, Fixture Location and
    Voltage prior to ordering.***

Project Name: 201-215 North Blunt St., Madison, WI 53703 - Site SR-21667
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Luminaire Schedule   "Did you know that utility rebates can cover 25% or more of a product's cost? Email rebates@cree.com to get help on your project!"
Symbol Qty Label Arrangement Lumens/LampLLF Total Watts Description

8 XSPW-3MC SINGLE 4109 1.010 336 XSPW-A-0-3-M-C-U-Z  (42W, 57K)
1 OSQK-4ME-2 2 @ 90 DEGREES 17291 0.930 260 OSQ-A-NM-4ME-K-57K-UL-BZ w/OSQ-DABZ

Footcandles calculated using predicted lumen values after 50K hours of operation
Label Avg Max Min Avg/Min Max/Min
All Calc Points 2.07 10.9 0.0 N.A. N.A.






















