
            URBAN DESIGN COMMISSION APPLICATION   CITY OF MADISON 

215 Martin Luther King Jr. Blvd; Room LL‐100 
This form may also be completed online at:  PO Box 2985; Madison, Wisconsin 53701‐2985 
http://www.cityofmadison.com/planning/documents/UDCapplication.pdf                Phone: 608.266.4635 | Facsimile: 608.267.8739 

Please complete all sections of the application, including the desired meeting date and the type of action requested. 

Date Submitted:  ____________________________________________________   Informational Presentation 
UDC Meeting Date:  __________________________________________________   Initial Approval 
Combined Schedule Plan Commission Date (if applicable):  _____________________   Final Approval 

1. Project Address: _____________________________________________________________________________________________

Project Title (if any): ______ ___________________________________________________________________________

2. This is an application for (Check all that apply to this UDC application):

New Development       Alteration to an Existing or Previously‐Approved Development 

A. Project Type: 
Project in an Urban Design District* (public hearing‐$300 fee)
Project in the Downtown Core District (DC) or Urban Mixed‐Use District (UMX) ($150 fee, Minor Exterior Alterations)

Suburban Employment Center (SEC) or Campus Institutional District (CI) or Employment Campus District (EC) 

Planned Development (PD) 
General Development Plan (GDP) 

  Specific Implementation Plan (SIP) 
Planned Multi‐Use Site or Planned Residential Complex

B. Signage: 
Comprehensive Design Review* (public hearing‐$300 fee)    Street Graphics Variance* (public hearing‐$300 fee)
Signage Exception(s) in an Urban Design District (public hearing‐$300 fee)

C. Other: 
Please specify: 

3. Applicant, Agent & Property Owner Information:

Applicant Name:________________________________________  Company:________________________________________________ 

Street Address:_________________________________________________  City/State:_____________________________  Zip: __________
Telephone:(____)  Fax:(____) ___________________  Email:___________________________________________________ 

Project Contact Person:__________________________________________  Company:________________________________________________ 

Street Address:_________________________________________________  City/State:_____________________________  Zip: __________ 

Telephone:(____) _______________  Fax:(____) ___________________  Email:___________________________________________________ 

Project Owner (if not applicant) :__________________________________ 

Street Address:_________________________________________________  City/State:______________________________  Zip:___________ 

Telephone:(____)________________  Fax:(____)____________________  Email:___________________________________________________

4. Applicant Declarations:
A. Prior to submitting this application, the applicant is required to discuss the proposed project with Urban Design Commission staff. This 
application was discussed with _________________________________ on ___________________.

(name of staff person)     (date of meeting) 

B. The applicant attests that all required materials are included in this submittal and understands that if any required information is not provided by 
the application deadline, the application will not be placed on an Urban Design Commission agenda for consideration. 

Name of Applicant ______________________________________________  Relationship to Property ____________________________________ 

Authorized Signature ___________________________________________  Date ____________________________________________________ 

March 22, 2017

9910 Watts Rd, Madison, WI 

Ulian Kissiov
476 Presidential ln Madison, WI 53711

608 320-3151 ukissiov@gmail.com

same as applicant

Dan Schmidt
818 N. Star Dr Madison, WI 53718

608-285-8680 608-255-3387 dans@rentfmi.com

DAT Jan 26, 2017

Ulian Kissiov ARCHITECT

March 22, 2017

May 10, 2017
May 22, 2017

Latitude 43



ULIAN KISSIOV - A R C H I T E C T 
 

------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------ 

 476 PRESIDENTIAL LANE, MADISON WI  53711 
P. 608.320.3151  ukissiov@gmail.com 

 
 
 

                                                                                                             
March 22, 2017 

 

 

Ms. Heather Stouder 

Department of Planning & Development 

City of Madison 

215 Martin Luther King Jr. Blvd  

Madison, Wisconsin 53703 
 

 

Re: Letter of Intent 

Rezoning SR-V2 to TR-U1 and Conditional Use 

9910 Watts Rd (Lot 1 off 1000 Oaks)  

Madison, Wisconsin 

 

 

 

 
 

Dear Ms. Stouder, 
 

The following is submitted together with the plans and Land Use Application for staff, UDC, Plan 

Commission and Common Council consideration of approval.  

The project is located on the far west side of Madison, in Lot 1 of 1000 Oaks Plat. The site is 

currently zoned SR-V2, we are proposing to rezone it to TR-U1 with a conditional approval for a 

multifamily building complex. 

 

 

 

 

 

Project Team: 

 

Owner/Developer: LATITUDE 43, LLC 

818 North Star Dr. 

Madison, WI 53718 

Ph.  608-285-8680 

Fax 608-255-3387 

Contact: Dan Schmidt 

                                      dans@rentfmi.com 
 
 
 



Architect: ULIAN KISSIOV 

 476 Presidential Ln 

Madison, WI 53711 

608-320-3151 

  ukissiov@gmail.com 

Civil & Landscape SNYDER & ASSOCIATES, INC. 

Design:  5010 Voges Rd 

Madison, WI 53718 

608.838.0444 

Contact: Louis Olson  

lolson@snyder-associates.com 

Project Description: 

The proposed development lot is 3.97 acres in size. The development consist of two 3 story 

multifamily apartment building with a total of 105 dwelling units (26.45 du/acre) and 105 car parking 

stalls in underground parking garages. The clubhouse with the outdoor pool is facing the green space 

linked to the wetland along the west property line. 

Exterior building materials comprise of block/brick veneer and composite wood siding. The building 

has been designed with contemporary look. It contains a range of studio, one, two and three bedroom 

apartments. 

Legal Description: 

LOT 1, 1000 OAKS, AS RECORDED IN VOLUME 59069B OF PLATS, ON PAGES 321323, AS 
DOCUMENT NUMBER 4546990, DANE COUNTY REGISTRY, CITY OF MADISON, DANE COUNTY, 
WISCONSIN, ALSO LOCATED IN THE NW ¼ OF THE SW ¼, SECTION 28, ALL IN T 07 N, R 08 E, 

CITY OF MADISON, DANE COUNTY, WISCONSIN, CONTAINING 173,057 SQUARE FEET. 



 

 

 
Development Data: 

 

Site Data: 

Lot Area  173,057 SF 

Impervious area  87,757 SF 

Lot Area/D.U. 1648.16 SF/unit 

Density  26.45 units/acre 

Lot Coverage                                        50.75% 

Usable Open Space                                  60,420 S.F.S  

 

Vehicle Parking: 

Surface Parking Stalls      65  

Underground Parking Stalls     105 

Accessible Parking Stalls                             (4)         

Total Parking Stalls     170 

 

Bicycle Parking: 

Surface Bicycle Stalls       11 

Garage Bicycle Stalls                   ______   109 

Total Bicycle Stalls     120 

 

Building Area:                    bldg. A (S.F.)          bldg. B (S.F.)                     

Basement                   21,242                21,211 

First Floor                  23,089                21,211 

Second Floor              19,979                21,211 

            Third Floor_________19,979                 21,211 

             Total                           84,289                 84,844 

 

Building Height: Three Stories (~ 46’ A.E.G.) 

 

Dwelling Unit Mix: 

Studio      12 

One Bedroom                                           46 

One Bedroom + Den                                  9 

Two Bedroom                                           30 

Two Bedroom + Den                                  2 

            Three Bedroom        6 

                Total                                                             105    

 

 

 

Construction Schedule: 

It is anticipated that the new construction phase will commence July, 2017 and be completed Dec, 2018. 

 

 



 

Thank you for your time and consideration of our project. 

 

 

Sincerely, 

 

 

 

 

 

Ulian Kissiov, ARCHITECT 
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KAX LED Size 1
LED Area Luminaire

Catalog 
Number

Notes

Type

Hit the Tab key or mouse over the page to see all interactive elements.

Ordering Information EXAMPLE: KAX1 LED P4 40K R3 MVOLT SPA DDBXD

Specifications

EPA:
0.7 ft 2

(0.07 m 2)

Length:
25”

(64 cm)

Width:
13-1/4”

(34 cm)

Height:
7-3/4”

(20 cm)

Weight 
(max):

26 lbs
(11.8 kg)

Control options Other options Finish (required) 

Shipped installed
PER NEMA twist-lock receptacle only (no controls) 4,5

PER5 Five-wire receptacle only (no controls) 5,6

PER7 Seven-wire receptacle only (no controls) 5,6

PIR Bi-level, motion/ambient sensor, 8-15’ mounting height, ambient sensor enabled at 5fc 7

PIRH Bi-level, motion/ambient sensor, 15-30’ mounting height, ambient sensor enabled at 5fc 7

PIR1FC3V Bi-level, motion/ambient sensor, 8-15’ mounting height, ambient sensor enabled at 1fc 7

PIRH1FC3V Bi-level, motion/ambient sensor, 15-30’ mounting height, ambient sensor enabled at 1fc 7

FAO Field adjustable output 8

Shipped installed
HS House-side shield 9

SF Single fuse (120, 277, 347V) 10

DF Double fuse (208, 240, 480V) 11

TILT Tilt arm
Shipped separately
BS Bird spikes 9

EGS External glare shield 9

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural aluminum
DWHGXD Textured white

KAX1 LED

Series Performance 
package Color temperature Distribution Voltage Mounting

KAX1 LED P1
P2
P3
P4

30K 3000 K
40K 4000 K
50K 5000 K

R3 Type 3
R4 Type 4
R5 Type 5

MVOLT 1

120 1

208 1

240 1

277 1

347 
480  

Shipped included
SPA Square pole mounting
RPA Round pole mounting
Shipped separately
KMA Mast arm adaptor 2,3

A+ Capable options indicated  
by this color background.

Capable Luminaire
This item is an A+ capable luminaire, which has been 
designed and tested to provide consistent color 
appearance and system-level interoperability.

• All configurations of this luminaire meet the Acuity 
Brands’ specification for chromatic consistency

• This luminaire is A+ Certified when ordered with 
DTL® controls marked by a shaded background. 
DTL DLL equipped luminaires meet the A+ 
specification for luminaire to photocontrol 
interoperability1

• This luminaire is part of an A+ Certified solution for 
ROAM®2 or XPoint™ Wireless control networks, 
providing out-of-the-box control compatibility 
with simple commissioning, when ordered with 
drivers and control options marked by a shaded 
background1

To learn more about A+,  
visit www.acuitybrands.com/aplus.

1. See ordering tree for details.

2. A+ Certified Solutions for ROAM require the order  
of one ROAM node per luminaire. Sold Separately: 
Link to Roam; Link to DTL DLL

http://www.lithonia.com
http://www.acuitybrands.com/resources/regulations-codes-and-standards/sustainability-codes/nighttime-friendly
http://www.acuitybrands.com/resources/tools-and-documents/architectural-colors
http://www.acuitybrands.com/aplus
http://www.acuitybrands.com/products/controls/roam
http://www.acuitybrands.com/products/detail/318243/Dark-to-Light/DLL-Series/DLL-Elite
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Visit Lithonia Lighting’s POLES CENTRAL to see our wide 
selection of poles, accessories and educational tools.

*Round pole top must be 3.25” O.D. minimum.
**For round pole mounting (RPA) only.

KAX1 shares a unique drilling pattern with the AERIS™ family. Specify 
this drilling pattern when specifying poles, per the table below. 

 DM19AS Single unit  DM29AS 2 at 90° *
 DM28AS 2 at 180°  DM39AS 3 at 90° *
 DM49AS 4 at 90° * DM32AS 3 at 120° **

Example: SSA 20 4C DM19AS DDBXD

 Tenon O.D. Single Unit 2 at 180° 2 at 90° 3 at 120° 3 at 90° 4 at 90°
2-3/8” AST20-190 AST20-280 AST20-290 AST20-320 AST20-390 AST20-490
2-7/8” AST25-190 AST25-280 AST25-290 AST25-320 AST25-390 AST25-490

4” AST35-190 AST35-280 AST35-290 AST35-320 AST35-390 AST35-490

Tenon Mounting Slipfitter **

Drilling
Top of Pole

0.563”

2.650”

1.325”
0.400”
(2 PLCS)

Template #8

Photometric Diagrams
To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s KAX1 Area Light homepage.
Isofootcandle plots for the KAX1 LED P4 40K. Distances are in units of mounting height (30’).
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Ordering Information

NOTES
1 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). Specify 120V, 208V, 240V or 277V options only when ordering with fusing (SF, DF options). 
2 For use with 2-3/8” mast arm (not included). 
3 Needs to be order as a separate item. 
4 Not available with ROAM®.  See PER5 or PER7 option.
5 Photocell ordered and shipped as a separate line item from Acuity Brands Controls. See Accessories information. 
6 If ROAM® node required, it must be ordered and shipped as a separate line item from Acuity Brands Controls. 
7 PIR and PIR1FC3V specify the SensorSwitch SBGR-10-ODP control; PIRH and PIRH1FC3V specify the SensorSwitch SBGR-6-ODP control; see Outdoor Control Technical 

Guide for details. Dimming driver standard. Not available with PER5 or PER7. Ambient sensor disabled when ordered with DCR. Separate on/off required. Not available 
with PNMT options.

8 Dimming driver standard. Not available with PER5 or PER7.
9 Also available as a separate accessory; see Accessories information. 
10 Must specify 120, 277, or 347V option.
11 Must specify 208, 240, or 480V option.
12 Requires luminaire to be specified with PER, PER5, or PER7 option. Ordered and shipped as a separate line item from Acuity Brands Controls.

A
cc

es
so

ri
es

O
rd

er
ed

 a
nd

 s
hi

p
p

ed
 s

ep
ar

at
el

y.
 

Controls & Shields
DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 12

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 12

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 12

DSHORT SBK U Shorting cap12 

KMA DDBXD U Mast arm mounting bracket adaptor 
(specify finish) 2

KAX1HS P1/P2 U House-side shield (P1, P2)

KAX1HS P3/P4 U House-side shield (P3, P4)

KAXBS U Bird spikes

KAX1EGS U External glare shield

For more control options, visit DTL and ROAM online.

http://www.lithonia.com
http://polescentral.acuitybrands.com/Homepage.aspx
http://www.acuitybrands.com/products/controls/dtl
http://www.acuitybrands.com/products/controls/roam


Performance 
Package

System Watts
Dist.

Type

30K 
(3000 K, 70 CRI)

40K 
(4000 K, 70 CRI)

50K 
(5000 K, 70 CRI)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

P1 50
R3  6,212 1 0 1 124  6,628 1 0 1 133  6,745 1 0 2 135
R4  6,444 1 0 1 129  6,876 1 0 1 138  6,997 1 0 1 140
R5  6,826 3 0 1 137  7,283 3 0 1 146  7,411 3 0 1 148

P2 96
R3  10,687 2 0 2 111  11,403 2 0 2 119  11,603 2 0 2 121
R4  11,087 2 0 2 115  11,829 2 0 2 123  12,037 2 0 2 125
R5  11,743 3 0 1 122  12,529 3 0 2 131  12,750 3 0 2 133

P3 130
R3  15,567 2 0 3 120  16,609 2 0 3 128  16,902 2 0 3 130
R4  16,149 2 0 2 124  17,230 2 0 3 133  17,533 2 0 3 135
R5  17,106 4 0 2 132  18,251 4 0 2 140  18,572 4 0 2 143

P4 160
R3  18,623 3 0 3 116  19,869 3 0 3 124  20,219 3 0 3 126
R4  19,319 3 0 3 121  20,612 3 0 3 129  20,975 3 0 3 131
R5  20,463 4 0 2 128  21,833 4 0 2 136  22,217 4 0 2 139

Lumen Output
Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the tolerances allowed by Lighting 
Facts. Contact factory for performance data on any configurations not shown here.

Lumen Ambient Temperature
(LAT) Multipliers
Use these factors to determine relative lumen output for average ambient 
temperatures from 0-50°C (32-122°F). 
* Shaded cells include active dynamic temperature sensing.

Values calculated according to IESNA TM-21-11 methodology and valid up to 40°C.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2011-2017 Acuity Brands Lighting, Inc.  All rights reserved. 

KAX1-LED
Rev. 02/08/17
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FEATURES & SPECIFICATIONS

INTENDED USE
This feature-rich luminaire embodies the highest level of functionality with extraordinary efficacy 
which maximizes your application efficiency providing high levels of light for minimal cost specifically 
on small to medium sized parking lots like banks, restaurants, service stations, corporate offices and 
strip malls.

CONSTRUCTION
Separated die-cast aluminum heat sink and mounting arm allow maximum air flow and separated 
electrical compartments to promote cool operating environments extending component life.  This 
modular design allows for ease of maintenance and future light engine upgrades.  The KAX features 
a field rotatable optical assembly enabling on-the-fly adjustments when plans change, and can even 
be tilted upwards if necessary for additional forward throw.  The housing is completely sealed against 
moisture and environmental contaminants (IP66). Low EPA (0.7 ft 2) for optimized pole wind loading.

FINISH
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish that 
provides superior resistance to corrosion and weathering. A tightly controlled multi-stage process 
ensures a minimum 3 mils thickness for a finish that can withstand extreme climate changes without 
cracking or peeling. Available in both textured and non-textured finishes.

OPTICS
Individually formed acrylic lenses are engineered for superior application efficiency which maximizes 
the light in the areas where it is most needed. Light engines are available in 3000 K, 4000 K or 5000 K 
(minimum 70 CRI) configurations. In its standard configuration the KAX has zero uplight and qualifies 
as a Nighttime FriendlyTM product, meaning it is consistent with the LEED® and Green GlobesTM 
criteria for eliminating wasteful uplight.  With the TILT option, the optical assembly can be raised up 
to 80 degrees for additional forward throw or to provide vertical illumination. 

ELECTRICAL
Light engine(s) configurations consist of high-efficacy LEDs mounted to metal-core circuit 
boards to maximize heat dissipation and promote long life (>L80/100,000 hours). Class 1 
electronic drivers are designed to have a power factor >90%, THD <20%, and an expected life 
of 100,000 hours. Easily serviceable 10kV surge protection device meets a minimum Category C 
Low operation (per ANSI/IEEE C62.41.2).

INSTALLATION
The base of the mounting arm features a universal mounting template to facilitate quick and 
easy installation. Mounting bolts featuring a 1000-hour salt fog finish are utilized to secure the 
luminaire providing up to a 1.5 G vibration load rating per ANSI C136.31. The KAX utilizes the 
AERISTM series pole drilling pattern. Optional bi-level motion sensor and NEMA 3, 5 or 7 pin 
twist lock photocontrol receptacle are also available.

LISTINGS
CSA Listed for wet locations. Light engines and electrical compartment are IP66 rated. Rated for 
temperatures as low as -40°C minimum ambient.

DesignLights Consortium® (DLC) qualified product. Not all versions of this product may be DLC 
qualified. Please check the DLC Qualified Products List at www.designlights.org to confirm which 
versions are qualified.

WARRANTY
5-year limited warranty. Complete warranty terms located at: 
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Note: Actual performance may differ as a result of end-user environment and application.
All values are design or typical values, measured under laboratory conditions at 25 °C.
Specifications subject to change without notice.

Performance Data

Lumen Multiplier

Ambient P1 P2 P3 P4

0°C 1.05 1.05 1.05 1.05

10°C 1.03 1.03 1.03 1.03

20°C 1.01 1.01 1.01 1.01

25°C 1 1 1 1

30°C 0.99 0.99 0.99 0.99

40°C 0.97 0.97 0.97 0.95

45°C 0.96 0.96 0.93 0.81

50°C 0.95 0.95 0.78 0.67

Package 120V 208V 240V 277V 347V 480V

P1
Current (A) 0.42A 0.24A 0.21A 0.18A 0.15A 0.12A

System Watts 50W 49W 49W 49W 49W 49W

P2
Current (A) 0.80A 0.46A 0.40A 0.35A 0.28A 0.21A

System Watts 96W 94W 94W 93W 94W 93W

P3
Current (A) 1.08A 0.62A 0.54A 0.47A 0.39A 0.30A

System Watts 130W 127W 127W 126W 128W 128W

P4
Current (A) 1.33A 0.76A 0.66A 0.58A 0.48A 0.36A

System Watts 160W 156W 156W 155W 159W 159W

Operating Hours 25,000 50,000 100,000

Lumen Maintenance Factor >0.94 >0.89 >0.80

Electrical Load

Projected LED Lumen Maintenance

http://www.lithonia.com
http://www.designlights.org
http://www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx


DECORATIVE INDOOR & OUTDOOR            OLLWD-OLLWU

Catalog  
Number

Notes

TypeFEATURES & SPECIFICATIONS
INTENDED USE

Provides years of maintenance-free illumination for outdoor use in residential & commercial applications. 
Ideal for applications such as lighting walkways and stairways for safety and security.

CONSTRUCTION

Cast-aluminum housing with corrosion-resistant paint in either dark bronze or white finish.

ADA compliant.

OPTICS

4000K CCT LEDs.

Polycarbonate lens protects the LED from moisture, dirt and other contaminants. 

LUMEN MAINTENANCE: The LED will deliver 70% of its initial lumens at 50,000 hour average LED life. See 
Lighting Facts label on page 2 for performance details.

ELECTRICAL 

MVOLT driver operates on any line voltage from 120-277V

Operating temperature -30ºC to 40ºC. 

1KV surge protection standard.

INSTALLATION

Surface mounts to universal junction box (provided by others).  

LISTINGS

UL Listed to U.S. and Canadian safety standards for wet locations. 

Tested in accordance with IESNA LM-79 and LM-80 standards.

WARRANTY — 5-year limited warranty. Complete warranty terms located at 
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx

Actual performance may differ as a result of end-user environment and application.

All values are design or typical values, measured under laboratory conditions at 25 °C.

Note: Specifications subject to change without notice.

Series Color temperature (CCT) Voltage Finish

OLLWD LED Downlight
OLLWU LED Up & downlight

   

40K 4000K

 
MVOLT 120V-277V
120 120V1

DDB  Dark bronze
WH White

ORDERING INFORMATION For shortest lead times, configure products using bolded options. Example: OLLWD LED P1 40K MVOLT DDB

Outdoor General Purpose

OLLWD & OLLWU 
LED WALL CYLINDER LIGHT

Specifications
All dimensions are inches (centimeters)

TM

Notes
1 Only available with OLLWU and in DDB.

4-5/16
(11.0)

8
(20.3)

5-7/8
(15.0)

3-11/16
(9.4)

4-5/16
(11.0)

9-1/4
(23.4)

5-7/8
(15.0)

3-11/16
(9.4)

http://www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx


 OLLWD-OLLWU

DECORATIVE INDOOR & OUTDOOR:    One Lithonia Way  Conyers, GA 30012    Phone:  1-800-279-8041     www.lithonia.com © 2012-2017 Acuity Brands Lighting, Inc.  All rights reserved.   Rev. 02/27/17

OLLWD & OLLWU LED Wall Cylinder Light

To see complete photometric reports or download .ies files for this product,visit Lithonia Lighting’s Outdoor LED homepage
Tested in accordance with IESNA LM-79 and LM-80 standards.

PHOTOMETRICS

OLLWD 

OLLWU

OLLWU OLLWD

http://www.lithonia.com


MRP LED
LED Area Luminaire

Specifications

Catalog 
Number

Notes

Type

EPA: 1.125 ft2

(0.105 m2)

Luminaire 
Height:

6-3/8”
(16.2 cm)

Overall 
Height:

32”
(81.3 cm)

Diameter: 18”
(45.7 cm)

Weight 
(max):

37.5 lbs
(17 kg)

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2011-2017 Acuity Brands Lighting, Inc.  All rights reserved. 
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Overall 
height

Fixture height

Dia.

LH

OH

D

MRP LED

  Series LEDs Drive current Color  
temperature Distribution Voltage Mounting

MRP LED 42C 42 LEDs (one engine) 350 350mA
530 530mA
700 700mA
1000 1000mA (1A)

30K 3000K
40K 4000K
50K 5000K

SR2 Type II

SR3 Type III

SR4 Type IV

SR5 Type V

MVOLT 1

120 1

208 1

240 1

277 1

347

480

Shipped included

(blank) Fits 4” OD round pole

Shipped separately 2

MRPT20 2-3/8”  tenon slipfitter

MRPT25 2-7/8”  tenon slipfitter

Shipped separately 2

MRPT30 3-1/2” tenon slipfitter

MRPT35 4” tenon slipfitter

MRPF3 3” OD round pole adapter

MRPF5 5” OD round pole adapter 3

Control options Other options Finish (required) 

Shipped installed
PER NEMA twist-lock receptacle only (no controls) 
PER5 Five-wire receptacle only (no controls) 4 
PER7 Seven-wire receptacle only (no controls) 4 
DMG 0-10V dimming driver (no controls) 5

BL30 Bi-level switched dimming, 30% 6,7

BL50 Bi-level switched dimming, 50% 6,7

PNMTDD3 Part night, dim till dawn 7

PNMT5D3 Part night, dim 5 hrs 7

PNMT6D3 Part night, dim 6 hrs 7

PNMT7D3 Part night, dim 7 hrs 7

SF Single fuse (120, 277, 347V) 1

DF Double fuse (208, 240, 480V) 1

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White

DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural aluminum
DWHGXD Textured white

Ordering Information EXAMPLE: MRP LED 42C 700 40K SR5 MVOLT DDBXD

Rev. 02/08/17

MRP-LED

A+ Capable options indicated  
by this color background.

Capable Luminaire
This item is an A+ capable luminaire, which has been 
designed and tested to provide consistent color 
appearance and system-level interoperability.

• All configurations of this luminaire meet the Acuity 
Brands’ specification for chromatic consistency

• This luminaire is A+ Certified when ordered with DTL® 
controls marked by a shaded background. DTL DLL 
equipped luminaires meet the A+ specification for 
luminaire to photocontrol interoperability1

• This luminaire is part of an A+ Certified solution for 
ROAM®2 or XPoint™ Wireless control networks, 
providing out-of-the-box control compatibility with 
simple commissioning, when ordered with drivers and 
control options marked by a shaded background1

To learn more about A+,  
visit www.acuitybrands.com/aplus.

1. See ordering tree for details.

2. A+ Certified Solutions for ROAM require the order  
 of one ROAM node per luminaire. Sold Separately: 
Link to Roam; Link to DTL DLL

http://www.acuitybrands.com/resources/regulations-codes-and-standards/sustainability-codes/nighttime-friendly
http://www.lithonia.com
http://www.lithonia.com
http://www.acuitybrands.com/resources/tools-and-documents/architectural-colors
http://www.acuitybrands.com/aplus
http://www.acuitybrands.com/products/controls/roam
http://www.acuitybrands.com/products/detail/318243/Dark-to-Light/DLL-Series/DLL-Elite


Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. Contact factory for performance data on any 
configurations not shown here.

LEDs
Drive Current 

(mA)
System 
Watts

Dist. 
Type

40 K

(4000 K, 70 CRI)

Lumens B U G LPW

42C 
(42 LEDs)

530 75W

SR2 6,605 1 2 1 88

SR3 6,581 1 1 2 88

SR4 6,537 1 1 2 87

SR5 6,959 3 1 3 93

700 100W

SR2 8,026 2 2 2 80

SR3 7,997 1 2 2 80

SR4 7,943 1 2 2 79

SR5 8,456 3 2 3 85

1000 151W

SR2 9,885 2 2 2 65

SR3 9,848 2 2 2 65

SR4 9,782 2 2 2 65

SR5 10,414 4 2 4 69

Performance Data
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Lumen Output
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.06

10°C  50°F 1.04

20°C 68°F 1.01

25°C 77°F 1.00

30°C 86°F 0.99

40°C  104°F 0.96

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the MRP LED 42C 700 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.96 0.92 0.85

MRP-LED

Ordering Information

NOTES

1 MVOLT driver operates on any line voltage from 
120-277V (50/60 Hz). Single fuse (SF) requires 120 
or 277 voltage option. Double fuse (DF) requires 
208 or 240 voltage option.

2 Also available as a separate accessory; see 
Accessories information at left.

3 Maximum pole wall thickness is 0.156”.
4 If ROAM® node required, it must be ordered and 

shipped as a separate line item from Acuity Brands 
Controls. 

5 Not available with 347 or 480V. 
6 Requires an additional switched line.
7 Dimming driver standard. Not available with 347V, 

480V, SF, DF, PER5 or PER7.
8 Requires luminaire to be specified with PER option. 

Ordered and shipped as a separate line item.

Accessories
Ordered and shipped separately. 

DLL127F 1.5 JU Photocell - SSL twist-lock (120-277V) 8

DLL347F 1.5 CUL JU Photocell - SSL twist-lock (347V) 8

DLL480F 1.5 CUL JU Photocell - SSL twist-lock (480V) 8

DSHORT SBK U Shorting cap 8

MRPT20 DDBXD U 2-3/8”  tenon slipfitter (specify finish)

MRPT25 DDBXD U 2-7/8”  tenon slipfitter (specify finish)

MRPT30 DDBXD U 3-1/2” tenon slipfitter (specify finish)

MRPT35 DDBXD U 4” tenon slipfitter (specify finish)

MRPF3 DDBXD U 3” OD round pole adapter (specify finish)

MRPF5 DDBXD U 5” OD round pole adapter (specify 
finish) 3

For more control options, visit DTL and ROAM online.

http://www.lithonia.com
http://www.lithonia.com
http://www.darktolight.com
http://www.roamservices.net


FEATURES & SPECIFICATIONS

 INTENDED USE 
Streets, walkways, parking lots and surrounding areas.

 CONSTRUCTION 
Single-piece die-cast aluminum housing with nominal wall thickness of .012”. Die-cast top access 
doorframe has impact-resistant, tempered glass lens (3/16” thick). Doorframe is fully gasketed 
with one-piece tubular silicone. 

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Standard Super Durable colors include dark bronze, black, 
natural aluminum and white. Available in textured and non-textured finishes.

 OPTICS 
Precision acrylic refractive optics for optimum light distribution through the flat glass lens. Light 
engines are available in standard 3000K (70 CRI) or optional 4000K (70 CRI) or 5000K (70 CRI) 
configurations. 

 ELECTRICAL 
Light engine consists of 42 high-efficacy LEDs mounted to a metal-core circuit board and 
aluminum heat sink, ensuring optimal thermal management and long life. Class 1 electronic driver 
has a power factor >90%, THD <20%, and has an expected life of 100,000 hours with <1% failure 
rate. Easily-serviceable surge protection device meets a minimum Category C Low for operation 
(per ANSI/IEEE C62.41.2).

 INSTALLATION 
Standard post-top mounting configuration fits into a 4” OD open pole top (round pole only). 
Multiple options and accessories are available for other mounting needs.

 LISTINGS 
CSA certified to U.S. and Canadian standards. Luminaire is IP65 rated. Rated for -40°C 
minimum ambient. U.S. Patent No. D556,357.

 WARRANTY 
5-year limited warranty.  Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx.

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
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Photometric Diagrams

LEGEND

0.1 fc

0.5 fc

1.0 fc

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s MRP LED homepage. 

Isofootcandle plots are considered to be representative of available optical distributions. 
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MRP-LED

http://www.lithonia.com
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx
http://www.lithonia.com
http://www.acuitybrands.com/products/detail/48173/Lithonia-Lighting/MRP-LED/Omero-Post-Top-LED-Luminaire
http://www.lithonia.com/commercial/MRP-LED.html?pt=Outdoor
http://www.lithonia.com/commercial/MRP-LED.html?pt=Outdoor
http://www.lithonia.com/commercial/MRP-LED.html?pt=Outdoor
http://www.lithonia.com/commercial/MRP-LED.html?pt=Outdoor


OLWX1 LED

Series Performance Package Color Temperature Voltage Controls Finish

OLWX1 LED 13W 13 watts
20W 20 watts
40W 40 watts

40K 4000 K 1

50K 5000 K

(blank) MVOLT 2

120 120V 3

347 347V

(blank) None
PE 120V button photocell 1,3

(blank) Dark bronze

OLWX1 LED 
LED Wall Luminaire

Ordering Information EXAMPLE: OLWX1 LED 20W 50K

NOTES

1 Not available with 347V option.
2 MVOLT driver operates on any line voltage from 120-277V (50/60Hz).
3 Specify 120V when ordering with photocell (PE option).

Catalog 
Number

Notes

Type
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Introduction

As versatile as it is efficient, the OLWX1 is designed 
to replace up to 250W metal halide while saving 
over 87% in energy costs. It combines multiple 
mounting options with the latest generation of 
LEDs for a wall pack luminaire that converts to a 
whole lot more. Whether you are mounting it to a 
recessed junction box, conduit/through wiring, as 
an up light, as a down light, or as a flood light – the 
OLWX1 has you covered. 

Width: 7-1/2”
(19 cm)

Height: 8”
(20.3 cm)

Depth: 3”
(7.62 cm)

Weight: 5 lbs
(2.27kg)

Specifications

FEATURES & SPECIFICATIONS
 INTENDED USE 

The versatility of the OLWX1 LED combines a sleek, low-profile wall pack design and high-output 
LEDs to provide an energy efficient, low maintenance LED wall pack suitable for replacing up to 250W 
metal halide fixtures. Available flood light mounting accessories convert the OLWX1 LED into a highly 
efficient flood light.

 OLWX1 LED is ideal for outdoor applications such as building perimeters, loading areas, driveways 
and sign and building flood lighting.

 CONSTRUCTION 
Rugged cast-aluminum housing with textured dark bronze polyester powder paint for lasting 
durability. Integral heat sinks optimize thermal management through conductive and convective 
cooling. LEDs are protected behind a glass lens. Housing is sealed against moisture and 
environmental contaminants (IP65).

 OPTICS 
High-performance LEDs behind clear glass for maximum light output. Light engines are available 
in 4000K and 5000K CCTs. See Lighting Facts label and photometry reports for specific fixture 
performance.

 ELECTRICAL 
Light engine consists of 1 high-efficiency Chip On Board (COB) LED with integrated circuit board 
mounted directly to the housing to maximize heat dissipation and promote long life (L73/100,000 
hours at 25°C). Electronic drivers have a power factor >90% and THD <20% and a minimum 2.5kV 
surge rating. Flood light mounting accessories include an additional 6kV surge protection device.

 INSTALLATION 
Easily mounts to recessed junction boxes with the included wall mount bracket, or for surface 
mounting and conduit entry - with the included junction box with five 1/2” threaded conduit 
entry hubs. Flood light mounting accessories (sold separately) include knuckle, integral 
slipfitter and yoke mounting options. Each flood mount accessory comes with a top visor and 
vandal guard. Luminaire may be wall or ground mounted in downward or upward orientation. 

 LISTINGS 
UL Listed to U.S. and Canadian safety standards for wet locations. Rated for -40° C minimum 
ambient. Tested in accordance with IESNA LM-79 and LM-80 standards. DesignLights 
Consortium® (DLC) qualified product. Not all versions of this product may be DLC qualified. 
Please check the DLC Qualified Products List at www.designlights.org to confirm which 
versions are qualified.

 WARRANTY 
5-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx.

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25°C.  
Specifications subject to change without notice.

8

7-1/2
4-3/8

4-5/8

3

Accessories
Ordered and shipped separately. 

OLWX1TS Slipfitter – size 1

OLWX1YK Yoke – size 1

OLWX1THK Knuckle – size 1

3 2.97
4.41

4.63

Flush or backbox mount

http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
http://www.lithonia.com
http://www.lithonia.com
http://www.designlights.org
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx


Accessories

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative 
of the configurations shown, within the tolerances allowed by Lighting Facts. 

Fixture Model Number CCT System Watts Lumens LPW B U G CRI

OLWX1 LED 13W 40K 4000 K 14 W 1,271 91 1 0 0 >70

OLWX1 LED 13W 50K 5000 K 14 W 1,289 92 1 0 0 >80

OLWX1 LED 20W 40K 4000 K 20 W 2,697 135 1 0 0 >70

OLWX1 LED 20W 50K 5000 K 19 W 2,663 140 1 0 0 >70

OLWX1 LED 40W 40K 4000 K 39 W 4,027 101 2 0 0 >70

OLWX1 LED 40W 50K 5000 K 37 W 4,079 110 2 0 0 >70

Performance Data

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
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Lumen Output
Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

0°C 10°C 20°C 25°C 30°C 40°C
13W 1.06 1.03 1.01 1.00 0.99 0.96
20W 1.06 1.04 1.01 1.00 0.99 0.96
40W 1.07 1.04 1.01 1.00 0.99 0.96

Projected LED Lumen Maintenance
Data references the extrapolated performance projections in a 25°C ambient, based 
on 10,000 hours of LED testing (tested per IESNA LM-80-08 and projected per IESNA 
TM-21-11). 

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

OLWX1 LED 13W 1.00 0.92 0.85 0.73

OLWX1 LED 20W 1.00 0.92 0.85 0.73

OLWX1 LED 40W 1.00 0.94 0.88 0.79

To see complete photometric reports or download .ies files for this product, visit the Lithonia Lighting OLWX1 LED homepage. Tested in 
accordance with IESNA LM-79 and LM-80 standards 

Photometric Diagrams

Test No. LTL22697 tested in accordance with IESNA LM-79-08.

LEGEND

0.2 fc

0.5 fc

1.0 fc

2.0 fc

OLWX1 LED 13W 40K, Mounting height = 10’ OLWX1 LED 20W 40K, Mounting height = 12’ OLWX1 LED 40W 40K, Mounting height = 15’

Test No. LTL22696 tested in accordance with IESNA LM-79-08. Test No. LTL22695 tested in accordance with IESNA LM-79-08.

Input current at given input voltage (amps)

Fixture Model Number Rated Power 
(watts) 120V 208V 240V 277V 347V

OLWX1 LED 13W 40K 14 W 0.12 0.07 0.06 0.06 0.04

OLWX1 LED 13W 50K 14 W 0.12 0.07 0.06 0.06 0.04

OLWX1 LED 20W 40K 20 W 0.20 0.12 0.10 0.09 0.06

OLWX1 LED 20W 50K 19 W 0.20 0.12 0.10 0.09 0.06

OLWX1 LED 40W 40K 39 W 0.37 0.21 0.19 0.16 0.11

OLWX1 LED 40W 50K 37 W 0.37 0.21 0.19 0.16 0.11

Electrical Load

OLWX1 LED

Rev. 02/16/17

OLWX1TS 
Slipfitter – size 1

OLWX1YK  
Yoke – size 1

OLWX1THK  
Knuckle – size 1

OLWX1THK  
Knuckle – size 1

Top Visor and Vandal Guard 
included with accessories 

http://www.lithonia.com
http://www.lithonia.com
http://www.lithonia.com


Lighting Facts Labels
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OLWX1 LED

Rev. 02/16/17

OLWX1 LED 13W 40K XXX XX XXX OLWX1 LED 13W 50K XXX XX XXX OLWX1 LED 20W 40K XXX XX XXX

OLWX1 LED 20W 50K XXX XX XXX OLWX1 LED 40W 40K XXX XX XXX OLWX1 LED 40W 50K XXX XX XXX

http://www.lithonia.com
http://www.lithonia.com


DSXB LED

Series LEDs Drive current Color temperature Distribution Voltage Control options Other options Finish (required) 

DSXB LED Asymmetric
12C 12 LEDs1

Symmetric
16C 16 LEDs2

350 350 mA
450 450 mA 3,4

530 530 mA
700 700 mA

30K 3000 K
40K 4000 K
50K 5000 K
AMBPC Amber phosphor 

converted
AMBLW Amber limited 

wavelength 3,4

ASY Asymmetric 1

SYM Symmetric 2

MVOLT 5

120 5

208 5

240 5

277 5

347 4

Shipped installed
PE Photoelectric 

cell, button 
type 

DMG 0-10V dim-
ming driver 
(no controls) 

ELCW Emergency 
battery 
backup6

Shipped installed
SF Single fuse  

(120, 277, 
347V) 4,7

DF Double fuse  
(208, 240V) 4,7

H24 24” overall height
H30 30” overall height 
H36 36” overall height 
FG Ground-fault 

festoon outlet 
L/AB Without anchor 

bolts 
L/AB4 4-bolt retrofit base 

without anchor 
bolts 8

DWHXD White
DNAXD Natural 

aluminum

DDBXD Dark bronze
DBLXD Black
DDBTXD Textured dark

bronze
DBLBXD Textured

black
DNATXD Textured

natural
aluminum

DWHGXD Textured
white

MRAB U Anchor bolts for DSXB 8

Accessories
Ordered and shipped separately. 

D

H

D-Series
LED Bollard

Specifications

Ordering Information

Catalog 
Number

Notes

Type

Introduction

The D-Series LED Bollard is a stylish, energy-
saving, long-life solution designed to perform 
the way a bollard should—with zero uplight. An 
optical leap forward, this full cut-off luminaire 
will meet the most stringent of lighting codes. 
The D-Series LED Bollard’s rugged construction, 
durable finish and long-lasting LEDs will provide 
years of maintenance-free service.

Diameter: 8” Round
(20.3 cm)

Height: 42”
(106.7 cm)

Weight 
(max):

27 lbs
(12.25 kg)

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 800.279.8041  •  www.lithonia.com
© 2012-2017 Acuity Brands Lighting, Inc.  All rights reserved. 

Hit the Tab key or mouse over the page to see all interactive elements.

EXAMPLE: DSXB LED 16C 700 40K SYM MVOLT DDBXD

NOTES

1 Only available in the 12C, ASY version.
2 Only available in the 16C, SYM version.
3 Only available with 450 AMBLW version.
4 Not available with ELCW.
5 MVOLT driver operates on any line voltage from 120-277V (50/60 

Hz). Specify 120, 208, 240 or 277 options only when ordering 
with fusing (SF, DF options), or photocontrol (PE option).

6 Not available with 347V. Not available with fusing. Not available 
with 450 AMBLW.

7 Single fuse (SF) requires 120, 277, or 347 voltage option. Double 
fuse (DF) requires 208 or 240 voltage option. 

8 MRAB U not available with L/AB4 option.

http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
http://www.lithonia.com
http://www.lithonia.com
http://lithonia.acuitybrands.com/d-series-led-lighting/d-series-led-area-lighting.aspx


To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Series Bollard homepage. Photometric Diagrams

Isofootcandle plots for the DSXB LED 700 40K. Distances are in units of mounting height (3’).

Te
st

 N
o

. L
TL

24
36

0-
2 

te
st

ed
 in

 a
cc

o
rd

an
ce

 w
ith

 
IE

SN
A

 L
M

-7
9-

08
.

5 3 2 1 0

Te
st

 N
o

. L
TL

24
36

8 
te

st
ed

 in
 a

cc
o

rd
an

ce
 w

ith
 

IE
SN

A
 L

M
-7

9-
08

.

FEATURES & SPECIFICATIONS

 INTENDED USE 
The rugged construction and maintenance-free performance of the D-Series LED 
Bollard is ideal for illuminating building entryways, walking paths and pedestrian 
plazas, as well as any other location requiring a low-mounting-height light source.

 CONSTRUCTION 
One-piece 8-inch-round extruded aluminum shaft with thick side walls for extreme 
durability, and die-cast aluminum reflector and top cap. Die-cast aluminum 
mounting ring allows for easy leveling even in uneven areas and full 360-degree 
rotation for precise alignment during installation. Three ½” x 11” anchor bolts 
with double nuts and washers and 3-5/8” max. bolt circle template ensure stability. 
Overall height is 42” standard. 

 FINISH 
Exterior parts are protected by a zinc-infused super durable TGIC thermoset 
powder coat finish that provides superior resistance to corrosion and weathering 
for maximum retention of gloss and luster. A tightly controlled multi-stage process 
ensures a minimum 3-mil thickness for a finish that can withstand the elements 
without cracking or peeling. Available in both textured and non-textured finishes.

 OPTICS 
Two 0% uplight optical distributions are available: symmetrical and asymmetrical. 
IP66 sealed LED light engine provides smoothly graduated illumination without 
uplight. Light engines are available in standard 4000 K (>70 CRI) or optional 3000 K 
(>80 CRI) or 5000 K (67 CRI). Limited-wavelength amber LEDs are also available.

 ELECTRICAL 
Light engines consist of high-efficacy LEDs mounted to metal-core circuit 
boards to maximize heat dissipation and promote long life (L95/100,000 hours 
at 700mA at 25°C). Class 2 electronic drivers are designed for an expected life 
of 100,000 hours with < 1% failure rate. Electrical components are mounted on 
a removable power tray.

 LISTINGS 
CSA certified to U.S. and Canadian standards. Light engines are IP66 rated. 
Rated for -40°C minimum ambient. Cold-weather emergency battery backup 
rated for -20°C minimum ambient.

 WARRANTY 
Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/CustomerResources/Terms_and_conditions.aspx.

 Note: Actual performance may differ as a result of end-user environment and 
application. 
All values are design or typical values, measured under laboratory conditions 
at 25 °C. 
Specifications subject to change without notice.

LEGEND

0.1 fc

0.5 fc

1.0 fc

3.0 fc

6.0 fc

4 -1 -3 -4 -5-2 5 3 2 1 04 -1 -3 -4 -5-2

ASYSYM

Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, within the tolerances allowed by Lighting Facts. 
Actual performance may differ as a result of end-user environment and application. Actual wattage may differ by +/- 8% when operating between 120-480V +/- 10%.

Light 
Engines

Drive 
Current

System 
Watts

3000 K 4000 K 5000 K Limited Wavelength Amber

Lumens LPW B U G Lumens LPW B U G Lumens LPW B U G Lumens LPW B U G

Asymmetric 
(12 LEDs)

350 16 1,194 75 1 0 1 1,283 80 1 0 1 1,291 81 1 0 1

530 22 1,719 78 1 0 1 1,847 84 1 0 1 1,859 85 1 0 1

700 31 2,173 70 1 0 1 2,335 75 1 0 1 2,349 76 1 0 1

Amber 450 16 348 22 1 0 1

Symmetric 
(16 LEDs)

350 20 1,558 78 1 0 0 1,674 84 1 0 0 1,685 84 1 0 0

530 28 2,232 80 2 0 1 2,397 86 2 0 1 2,412 86 2 0 1

700 39 2,802 72 2 0 1 3,009 77 2 0 1 3,028 78 2 0 1

Amber 450 20 419 21 1 0 1

Current (A)

Light 
Engines

Drive Current 
(mA)

System 
Watts 120 208 240 277 347

12C

350 16W 0.158 0.118 0.114 0.109 0.105

530  22W 0.217 0.146 0.136 0.128 0.118

700 31W 0.296 0.185 0.168 0.153 0.139

Amber 450 16W 0.161 0.120 0.115 0.110 0.106

16C

350 20W 0.197 0.137 0.128 0.121 0.114

530 28W 0.282 0.178 0.162 0.148 0.135

700 39W 0.385 0.231 0.207 0.185 0.163

Amber 450 20W 0.199 0.139 0.130 0.123 0.116

Electrical LoadProjected LED Lumen Maintenance
Data references the extrapolated performance projections for the platforms noted in a 
25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and 
projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.00 0.98 0.97 0.95
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Note:  Available with phosphor-converted amber LED’s (nomenclature AMBPC). These LED’s produce light with 97+% >530 nm. Output can be 
calculated by applying a 0.7 factor to 4000 K lumen values and photometric files.

Performance Data
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