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EXISTING CONC
DECK/FLOOR ABOVE

KINETICS MODEL ICC ISOLATION 
HANGER.  REF PG OF SOUND LAYOUT 
AND S1.1 FOR LAYOUT OF 16 GAUGE 
AND 20 GAUGE CHANNELS HANGER IS 
TO BE ABLE TO HANDLE 150 LBS/IN MIN

4" CELLULOSE SOUND BATTS

(2) LAYER OF 5/8" TYPE
X GYP BD ON COLD ROLLED CHANNEL (CRC) 
DRYWALL FURRING CHANNELS.   INSTALL 
CONT QUITE GLUE PRO SOUND SEALANT 
BEADS SPACED 8" BETWEEN BEADS 
BETWEEN LAYERS OF GYP BD.  REF: 04/A402

CEILING AS NOTED ON A121 ROOF PLAN

EXIST DEMISING  
WALL

SOUND ATTENUATION 
WALL REF: 8/A402

ACOUSTICAL SOUND SEALANT 
CONTINUOUS AT PERIMIETER

SUSPENDED SOUND 
ISOLATION CEILING SYSTEM

CLARK DIETRICH RSIC-1
SOUND ISOLATION CLIP @ 16"
O.C., REF: STRUCT

7/8" FCM FURRING CHANNEL
FASTENED TO EXIST WALL
W/ #12 TEK @ 16" O.C. MAX

EXISTING DECK

ACOUSTICAL SOUND SEALANT 
CONTINUOUS AT PERIMIETER

SUSPENDED SOUND ISOLATION CEILING SYSTEM

6"

5/8" GYP BOARD

MTL FR REFER TO FLOOR PLAN
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KINETIC SOUND ISOLATION 
CEILING AS NOTED IN SOUND 
REPORT. ICC-150 MIN.  MUST BE 
ABLE TO HANDLE 150 LBS/IN MIN

SUPPORT WIRE FOR LAY-IN 
CEILING ATTACHED FROM 
SOUND ISOLATION  CEILING 
PER STRUCT DWGS

NEW LAY-IN CEILING SYSTEM

NOTE:
SOUND ATTENUATION CEILING ABOVE 
ENTIRE EXERCISE ROOM SPACE. REFER TO 
ACOUSTICS CONSULTANT'S REQUIREMENTS

MECH DUCTWORK ATTACHED 
FROM SOUND ISOLATION 
CEILING PER STRUCT DWGS

INSULATION AS NOTED IN 
SOUND REPORT

SOUND ISOLATION 
WALL REF 8/A402 SIM

THREADED ROD & ATTACHMENT 
PER STRUCT DWGS

SOUND ISOLATION HANGER

WALL TO BE 6" 
ABOVE SOUND 
ISOLATION CEILING, 
DO NOT EXTEND TO 
DECK

SUSPENDED CEILING 
SYSTEM W/  KINECTICS 
#KNM-200B SOUND 
ISOLATION BARRIER & 
(2) LAYERS OF 5/8" GYP 
BD. REF 4/A401 FOR 
GLUING & STRUCT 
DWGS

EXISTING DEMISING 
WALL
EXISTING DECK

EXISTING CONC FLOOR SLAB

SOUND ISOLATION 
WALL REF 15/A402 
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EXISTING COLUMN. REF 2/A101 
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SUPPORT WIRE FOR LAY-IN 
CEILING ATTACHED FROM 
SOUND ISOLATION  CEILING 
PER STRUCT DWGS

NEW LAY-IN CEILING SYSTEM

NOTE:
SOUND ATTENUATION CEILING ABOVE 
ENTIRE EXERCISE ROOM SPACE. REFER TO 
ACOUSTICS CONSULTANT'S REQUIREMENTS

INSUALTION AS NOTED IN 
SOUND REPORT

SOUND ISOLATION 
WALL REF 15/A402 OH

THREADED ROD & ATTACHMENT 
REF STRUCT DWGS FOR SPACING

SOUND ISOLATION HANGER

SUSPENDED CEILING 
SYSTEM W/  KINECTICS 
#KNM-200B SOUND 
ISOLATION BARRIER & 
(2) LAYERS OF 5/8" GYP 
BD. REF 4/A401 FOR 
GLUING & STRUCT 
DWGS

EXISTING DEMISING 
WALL

EXISTING CONCRETE 
DECK/FLOOR ABOVE

EXISTING CONC FLOOR SLAB

EXISTING 
EXTERIIOR WALL

SOUND ISOLATION 
WALL REF 8/A402 SIM
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  SCALE:  1 1/2" = 1'-0"1  SOUND CEILING DETAIL
  SCALE:  1 1/2" = 1'-0"2  SOUND CEILING TO WALL DETAIL

  SCALE:  1 1/2" = 1'-0"3  SOUND CEILING TO WALL DETAIL

  SCALE:  1/4" = 1'-0"6  SOUND WALL SECTION
  SCALE:  1/4" = 1'-0"5  SOUND WALL SECTION
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