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GENERAL NOTES:

1. THE APPLICANT SHALL REPLACE ALL SIDEWALK AND CURB AND
GUTTER WHICH ABUTS THE PROPERTY WHICH IS DAMAGED BY
THE CONSTRUCTION OR ANY SIDEWALK AND CURB AND GUTTER
WHICH THE CITY ENGINEER DETERMINES NEEDS TO BE REPLACED
BECAUSE IT IS NOT AT A DESIRABLE GRADE REGARDLESS OF
WHETHER THE CONDITION EXISTED PRIOR TO BEGINNING
CONSTRUCTION.

2. ALL WORK IN THE PUBLIC RIGHT-OF-WAY SHALL BE PERFORMED
BY A CITY LICENSED CONTRACTOR.

3. ALL DAMAGE TO THE PAVEMENT , ADJACENT TO THIS
DEVELOPMENT SHALL BE RESTORED IN ACCORDANCE WITH THE
CITY OF MADISON'S PAVEMENT PATCHING CRITERIA.

4. APPROVAL OF PLANS FOR THIS PROJECT DOES NOT INCLUDE ANY
APPROVAL TO PRUNE, REMOVE, OR PLANT TREES IN THE PUBLIC
RIGHT-OF-WAY. PERMISSION FOR SUCH ACTIVITIES MUST BE
OBTAINED FROM THE CITY FORESTER, 266-4816.

5. EASEMENT LINES SHOWN ON THIS SHEET ARE FOR GENERAL
REFERENCE ONLY - SEE CSM AND CIVIL SHEETS FOR ADDITIONAL
AND MORE COMPLETE EASEMENT INFORMATION

6. CONTRACTOR SHALL INSTALL TREE PROTECTION FENCING IN
THE AREA BETWEEN THE CURB AND SIDEWALK AND EXTEND
IT AT LEAST 5 FEET FROM BOTH SIDES OF THE TREE ALONG
THE LENGTH OF THE TERRACE. NO EXCAVATION IS
PERMITTED WITHIN 5 FEET OF THE OUTSIDE EDGE OF THE
TREE TRUNK. IF EXCAVATION WITHIN 5 FEET OF ANY TREE IS
NECESSARY, CONTRACTOR SHALL CONTACT CITY FORESTRY
(266-4816) PRIOR TO EXCAVATION TO ASSESS THE IMPACT TO
THE TREE AND ROOT SYSTEM. TREE PRUNING SHALL BE
COORDINATED WITH CITY FORESTRY PRIOR TO THE START
OF CONSTRUCTION. TREE PROTECTION SPECIFICATIONS CAN
BE FOUND IN SECTION 107.13 OF CITY OF MADISON
STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION. ANY TREE REMOVALS THAT ARE REQUIRED
FOR CONSTRUCTION AFTER THE DEVELOPMENT PLAN IS
APPROVED WILL REQUIRE AT LEAST A 72-HOUR WAIT PERIOD
BEFORE A TREE REMOVAL PERMIT CAN BE ISSUED BY FORESTRY,
TO NOTIFY THE ALDER OF THE CHANGE IN THE TREE PLAN.

7. THE RIGHT-OF-WAY IS THE SOLE JURISDICTION OF THE CITY
OF MADISON AND IS SUBJECT TO CHANGE AT ANY TIME PER
THE RECOMMENDATION/PLAN OF TRAFFIC ENGINEERING AND
CITY ENGINEERING DEPARTMENTS.

SHEET INDEX
SITE
C-1.0 COMPREHENSIVE LAND USE MAP
C-1.1 SITE PLAN
C-1.2 SITE LIGHTING PLAN
C-1.3 FIRE DEPARTMENT ACCESS PLAN
C-1.4 LOT COVERAGE
C-1.5 USABLE OPEN SPACE
C-1.6 EXISTING CONDITIONS/DEMO PLAN
C-1.7 GRADING & EROSION CONTROL PLAN
C-1.8 UTILITY PLAN
C-1.9 DETAILS

L-1.0 LANDSCAPE PLAN
L-1.1 LANDSCAPE DETAILS

ARCHITECTURAL BUILDING #1
A-1.0 BASEMENT PLAN
A-1.1 FIRST FLOOR PLAN
A-1.2 SECOND - FOURTH FLOOR PLAN
A-1.3 FIFTH FLOOR PLAN
A-2.1 ELEVATIONS
A-2.2 ELEVATIONS
A-2.3 ELEVATIONS - RENDERED
A-2.4 ELEVATIONS - RENDERED
A-2.5 PERSPECTIVE RENDERING
A-2.6 PERSPECTIVE RENDERING

BUILDING #2
A-1.0 BASEMENT PLAN
A-1.1 FIRST FLOOR PLAN
A-1.2 SECOND - FOURTH FLOOR PLAN
A-1.3 FIFTH FLOOR PLAN
A-2.1 ELEVATIONS
A-2.2 ELEVATIONS
A-2.3 ELEVATIONS - RENDERED
A-2.4 ELEVATIONS - RENDERED

A-5.1 TYPICAL UNIT PLANS

SITE DEVELOPMENT DATA  LOTS 6 & 7:

DENSITIES:
LOT AREA 259,617 SF / 5.96 ACRES
DWELLING UNITS 200 DU
COMMERCIAL AREA 28,000 SF
LOT AREA / D.U. 1,298 SF / UNIT
DENSITY 33.6 UNITS/ACRE

BUILDING HEIGHT 5 STORIES
LOT COVERAGE 156,364 S.F. = 60%
USABLE OPEN SPACE 85,688 S.F. (428 SF / UNIT)
FLOOR AREA RATIO 1.14

DWELLING UNIT MIX: LOT 6 LOT 7 TOTAL
EFFICIENCY 17 17 34
ONE BEDROOM 64 64 128
TWO BEDROOM  19 19 38
TOTAL DWELLING UNITS 100 100 200

VEHICLE PARKING:
UNDERGROUND/ COVERED 180 STALLS
SURFACE 212 STALLS
TOTAL 392 STALLS
(1.6 STALLS/DU AND A TOTAL OF 80 STALLS FOR COMMERCIAL USE. ALSO AN ALLOWED
8 STALL REDUCTION FOR MIXED USES.

BICYCLE PARKING:
UNDERGROUND GARAGE - WALL  24 STALLS (COVERED)
UNDERGROUND/STD. 2'X6' 150 STALLS (COVERED)
SURFACE RESIDENTIAL  26 STALLS
SURFACE GUEST  20 STALLS (10% OF UNITS)
SURFACE COMMERCIAL    8 STALLS
TOTAL 228 STALLS

Issued for Land Use & UDC - Nov. 28, 2018
Issued for UDC Supplement - January 10, 2019
Issued for Planning Supplement - January 17, 2019    
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LOT 6 - LANDSCAPE REQUIREMENTS SUMMARY

LOT 6 - DEVELOPED AREA REQUIREMENT:

5 POINTS PER 300 SF OF DEVELOPED AREA

GROSS DEVELOPED AREA = 97,214 SQ FT

BUILDING FOOTPRINTS = 24,430 SQ FT

NET DEVELOPED AREA = 72,784 SQ FT (1.64 ACRE)

TOTAL POINTS REQUIRED = 1,213 POINTS

POINTS PROVIDED = 2,496 POINTS

LOT - 6 STREET FRONTAGE REQUIREMENT:

1 OVERSTORY TREE OR 2 EVERGREEN / ORNAMENTAL & 5 SHRUB PER 30 LF

TOWN CENTER DRIVE FRONTAGE = 330 FT

PLANTS REQUIRED = 11 OVERSTORY TREES OR

22 EVERGREEN / ORNAMENTAL TREES

55 SHRUBS

PLANTS PROVIDED = 11 OVERSTORY TREES

55 SHRUBS

SPRECHER ROAD FRONTAGE = 307 FT

PLANTS REQUIRED = 10 OVERSTORTY TREES OR

20 EVERGREEN / ORNAMENTAL TREES

50 SHRUBS

PLANTS PROVIDED = 1 OVERSTORY TREE

18 ORNAMENTAL TREES

50 SHRUBS

LOT 6 - PARKING LOT LANDSCAPING REQUIREMENT:

1 OVERSTORY TREE OR 2 ORNAMENTAL TREES PER 160 SQ FT OF REQUIRED AREA

TOTAL PARKING LOT AREA = 46,825 SQ FT

REQUIRED LANDSCAPED AREA = 3,746 SQ FT (8% TOTAL PARKING LOT AREA)

LANDSCAPED AREA PROVIDED = 5,023 SQ FT

OVERSTORY TREES REQUIRED  =  24 OVERSTORY TREES

OVERSTORY TREES PROVIDED  =  24 OVERSTORY TREES

GROUND COVER LEGEND LEGEND

LAWN SEED

BIORETENTION BASIN - RAINWATER RENEWAL GARDEN MIX

AS MANUFACTURED BY AGRECOL

BARK MULCH

PRAIRIE GARDEN FOR SUNNY SITES WITH MEDIUM TO MOIST SOILS

SEED MIX AS MANUFACTURED BY AGRECOL

LOT 6 - PLANT SCHEDULE

1. CONTACT DIGGER'S HOTLINE 3 WORKING DAYS PRIOR TO THE START OF CONSTRUCTION.

2. CONTRACTOR SHALL VERIFY THE LOCATION OF ALL THE PRIVATE UTILITIES PRIOR TO THE START

OF WORK.

3. ALL LANDSCAPE BEDS SHALL CONTAIN A 3" DEPTH OF SHREDDED HARDWOOD MULCH

CONTAINED BY LANDSCAPE EDGING.

4. LANDSCAPE EDGING SHALL BE 3/16" x 4" ALUMINUM EDGING.

5. ALL TREES IN TURF AREAS SHALL HAVE A 4' DIAMETER CIRCLE OF 3" DEPTH SHREDDED

HARDWOOD BARK MULCH CONTAINED BY LANDSCAPE EDGING.

6. ALL GENERAL LANDSCAPE AREAS SHALL HAVE A MINIMUM 6" COMPACTED DEPTH OF TOPSOIL.

7. LAWN AREAS SHALL BE SEEDED WITH MADISON PARKS SEED MIX AS MANUFACTURED BY LA

CROSSE SEED, LLC. PER MANUFACTURER'S SPECIFICATIONS.

8.  BIORETENTION BASINS SHALL BE PLANTED WITH RAINWATER RENEWAL GARDEN PLANT MIX AS

MANUFACTURED BY AGRECOL NATIVE NURSERY. PLANTS SHALL BE FURNISHED IN 2" PLUGS

AND SHALL BE PLANTED ON 9"-12" CENTERS OR PER MANUFACTURER'S SPECIFICATIONS.

9. ALL LANDSCAPING SHALL BE IN ACCORDANCE WITH THE CITY OF MADISON ZONING ORDINANCE.

SITE LANDSCAPE PLAN - GENERAL NOTES
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LOT 7 - LANDSCAPE REQUIREMENTS SUMMARY

LOT 7 - DEVELOPED AREA REQUIREMENT:

5 POINTS PER 300 SF OF DEVELOPED AREA

GROSS DEVELOPED AREA = 98,779 SQ FT

BUILDING FOOTPRINTS = 24,430 SQ FT

NET DEVELOPED AREA = 74,349 SQ FT (1.64 ACRE)

TOTAL POINTS REQUIRED = 1,239 POINTS

POINTS PROVIDED = 2,462 POINTS

LOT - 7 STREET FRONTAGE REQUIREMENT:

1 OVERSTORY TREE OR 2 EVERGREEN / ORNAMENTAL & 5 SHRUB PER 30 LF

MILWAUKEE STREET FRONTAGE = 325 FT

PLANTS REQUIRED = 11 OVERSTORY TREES OR

22 EVERGREEN / ORNAMENTAL TREES

55 SHRUBS

PLANTS PROVIDED = 11 OVERSTORY TREES

55 SHRUBS

SPRECHER ROAD FRONTAGE = 300 FT

PLANTS REQUIRED = 10 OVERSTORTY TREES OR

20 EVERGREEN / ORNAMENTAL TREES

50 SHRUBS

PLANTS PROVIDED = 1 OVERSTORY TREE

18 ORNAMENTAL TREES

50 SHRUBS

LOT 7 - PARKING LOT LANDSCAPING REQUIREMENT:

1 OVERSTORY TREE OR 2 ORNAMENTAL TREES PER 160 SQ FT OF REQUIRED AREA

TOTAL PARKING LOT AREA = 46,674 SQ FT

REQUIRED LANDSCAPED AREA = 3,734 SQ FT (8% TOTAL PARKING LOT AREA)

LANDSCAPED AREA PROVIDED = 5,240 SQ FT

OVERSTORY TREES REQUIRED  =  23 OVERSTORY TREES

OVERSTORY TREES PROVIDED  =  23 OVERSTORY TREES

GROUND COVER LEGEND LEGEND

LAWN SEED

BIORETENTION BASIN - RAINWATER RENEWAL GARDEN MIX

AS MANUFACTURED BY AGRECOL

BARK MULCH

PRAIRIE GARDEN FOR SUNNY SITES WITH MEDIUM TO MOIST SOILS

SEED MIX AS MANUFACTURED BY AGRECOL

LOT 7 - PLANT SCHEDULE

1. CONTACT DIGGER'S HOTLINE 3 WORKING DAYS PRIOR TO THE START OF CONSTRUCTION.

2. CONTRACTOR SHALL VERIFY THE LOCATION OF ALL THE PRIVATE UTILITIES PRIOR TO THE START

OF WORK.

3. ALL LANDSCAPE BEDS SHALL CONTAIN A 3" DEPTH OF SHREDDED HARDWOOD MULCH

CONTAINED BY LANDSCAPE EDGING.

4. LANDSCAPE EDGING SHALL BE 3/16" x 4" ALUMINUM EDGING.

5. ALL TREES IN TURF AREAS SHALL HAVE A 4' DIAMETER CIRCLE OF 3" DEPTH SHREDDED

HARDWOOD BARK MULCH CONTAINED BY LANDSCAPE EDGING.

6. ALL GENERAL LANDSCAPE AREAS SHALL HAVE A MINIMUM 6" COMPACTED DEPTH OF TOPSOIL.

7. LAWN AREAS SHALL BE SEEDED WITH MADISON PARKS SEED MIX AS MANUFACTURED BY LA

CROSSE SEED, LLC. PER MANUFACTURER'S SPECIFICATIONS.

8.  BIORETENTION BASINS SHALL BE PLANTED WITH RAINWATER RENEWAL GARDEN PLANT MIX AS

MANUFACTURED BY AGRECOL NATIVE NURSERY. PLANTS SHALL BE FURNISHED IN 2" PLUGS

AND SHALL BE PLANTED ON 9"-12" CENTERS OR PER MANUFACTURER'S SPECIFICATIONS.

9. ALL LANDSCAPING SHALL BE IN ACCORDANCE WITH THE CITY OF MADISON ZONING ORDINANCE.

SITE LANDSCAPE PLAN - GENERAL NOTES
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