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Archipelago Village LLC

505 N Carrol St

Madison, WI 53701

Project #: 2016.36.05

Notes:

5100 Eastpark Blvd., Suite 300, Madison, WI
53718,  ph. 608-243-6470    Job# 2017136

An Oneida ESC Group Company

Archipelago Village

920 E Main St Archipelago
Apartments

NOTES:

1. CONSTRUCTION FENCING SHALL BE PLACED ALONG THE LIMITS OF CONSTRUCTION LINE.

2. ALL SIDEWALK OR CURB AND GUTTER THAT ABUTS THE PROPERTY AND IS DAMAGED BY THE
CONTRACTOR SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

3. ALL SIDEWALK OR CURB AND GUTTER THAT ABUTS THE PROPERTY NOT DAMAGED BY THE
CONTRACTOR BUT THAT NEEDS TO BE REPLACED AS DETERMINED BY THE CITY ENGINEER SHALL BE
REPLACED AT THE OWNER'S EXPENSE.

4. ALL WORK IN THE PUBLIC RIGHT OF WAY SHALL BE PERFORMED BY A CITY-LICENSED CONTRACTOR.

5. ALL DAMAGE TO THE PAVEMENT ON EAST WASHINGTON AVENUE, SOUTH PATERSON STREET, AND
EAST MAIN STREET ADJACENT TO THE DEVELOPMENT SHALL BE RESTORED IN ACCORDANCE WITH
THE CITY'S PAVEMENT PATCHING CRITERIA.

5. CONTRACTOR SHALL INSTALL TREE PROTECTION FENCING IN THE AREA BETWEEN THE CURB AND
SIDEWALK AND EXTEND IT AT LEAST 5 FEET FROM BOTH SIDES OF THE TREE ALONG THE LENGTH OF
THE TERRACE. TREE PROTECTION SPECIFICATIONS CAN BE FOUND IN SECTION 107.13 OF CITY OF
MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.

CONSTRUCTION LIMIT LINE

6. NO EXCAVATION IS PERMITTED WITHIN 5 FEET OF THE OUTSIDE EDGE OF A TREE TRUNK. IF
EXCAVATION WITHIN 5 FEET OF ANY TREE IS NECESSARY, CONTRACTOR SHALL CONTACT CITY
FORESTRY (266-4816) PRIOR TO EXCAVATION TO ASSESS IMPACT TO THE TREE AND ROOT SYSTEM.

7. TREE PRUNING SHALL BE COORDINATED WITH CITY FORESTRY.

8. ANY TREE REMOVALS THAT ARE REQUIRED FOR CONSTRUCTION AFTER THE DEVELOPMENT PLAN IS
APPROVED WILL REQUIRE AT LEAS A 72-HOUR WAIT PERIOD BEFORE A TREE REMOVAL PERMIT CAN
BE ISSUED BY FORESTRY, TO NOTIFY THE ALDER OF THE CHANGE IN THE TREE PLAN

9. FORESTRY WILL ISSUE A REMOVAL PERMIT FOR TWO TREES: 19" ASH AND 22" ASH ON S. PATERSON
ST. DUE TO CITY FORESTRY AND CONSTRUCTION IMPACT REQUEST. PLEASE CONTACT BRAD
HOFMANN: bhofmann@cityofmadison.com OR 608-266-4816 TO OBTAIN THE STREET TREE REMOVAL
PERMIT.
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NOTES:

1. CONSTRUCTION FENCING SHALL BE PLACED ALONG THE LIMITS OF CONSTRUCTION LINE.

2. ALL SIDEWALK OR CURB AND GUTTER THAT ABUTS THE PROPERTY AND IS DAMAGED BY THE
CONTRACTOR SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE.

3. ALL SIDEWALK OR CURB AND GUTTER THAT ABUTS THE PROPERTY NOT DAMAGED BY THE
CONTRACTOR BUT THAT NEEDS TO BE REPLACED AS DETERMINED BY THE CITY ENGINEER SHALL BE
REPLACED AT THE OWNER'S EXPENSE.

4. ALL WORK IN THE PUBLIC RIGHT OF WAY SHALL BE PERFORMED BY A CITY-LICENSED CONTRACTOR.

5. ALL DAMAGE TO THE PAVEMENT ON EAST WASHINGTON AVENUE, SOUTH PATERSON STREET, AND
EAST MAIN STREET ADJACENT TO THE DEVELOPMENT SHALL BE RESTORED IN ACCORDANCE WITH
THE CITY'S PAVEMENT PATCHING CRITERIA.

5. CONTRACTOR SHALL INSTALL TREE PROTECTION FENCING IN THE AREA BETWEEN THE CURB AND
SIDEWALK AND EXTEND IT AT LEAST 5 FEET FROM BOTH SIDES OF THE TREE ALONG THE LENGTH OF
THE TERRACE. TREE PROTECTION SPECIFICATIONS CAN BE FOUND IN SECTION 107.13 OF CITY OF
MADISON STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION.

EXISTING ASPHALT
DRIVEWAY APRON

TO BE REMOVED

CONSTRUCTION LIMIT LINE

EXISTING BUILDING

ST STORM SEWER TO BE DEMOLISHED

ASPHALT PAVEMENT TO BE REMOVED

CONCRETE PAVEMENT TO BE REMOVED

6. NO EXCAVATION IS PERMITTED WITHIN 5 FEET OF THE OUTSIDE EDGE OF A TREE TRUNK. IF
EXCAVATION WITHIN 5 FEET OF ANY TREE IS NECESSARY, CONTRACTOR SHALL CONTACT CITY
FORESTRY (266-4816) PRIOR TO EXCAVATION TO ASSESS IMPACT TO THE TREE AND ROOT SYSTEM.

7. TREE PRUNING SHALL BE COORDINATED WITH CITY FORESTRY.

8. ANY TREE REMOVALS THAT ARE REQUIRED FOR CONSTRUCTION AFTER THE DEVELOPMENT PLAN IS
APPROVED WILL REQUIRE AT LEAS A 72-HOUR WAIT PERIOD BEFORE A TREE REMOVAL PERMIT CAN
BE ISSUED BY FORESTRY, TO NOTIFY THE ALDER OF THE CHANGE IN THE TREE PLAN

9. FORESTRY WILL ISSUE A REMOVAL PERMIT FOR TWO TREES: 19" ASH AND 22" ASH ON S. PATERSON
ST. DUE TO CITY FORESTRY AND CONSTRUCTION IMPACT REQUEST. PLEASE CONTACT BRAD
HOFMANN: bhofmann@cityofmadison.com OR 608-266-4816 TO OBTAIN THE STREET TREE REMOVAL
PERMIT.
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INLET PROTECTION
SEE DETAIL 1/C500

NOTES:

1. INLET PROTECTION PER WDNR TECH. STD 1060 AND SILT FENCE PER WDNR TECH. STD 1056
2. INSTALL INLET PROTECTION AND SILT FENCES WHERE INDICATED. PERFORM AND DOCUMENT INSPECTIONS
OF INLET PROTECTION AND SILT FENCES WEEKLY AND AFTER EACH 1/2-INCH RAIN EVENT. SEE DETAILS 1/C501,
2/C501, AND 3/C501.
3. INSTALL INLET PROTECTION ON NEWLY INSTALLED INLETS AND EXISTING INLETS THAT RECEIVE
CONSTRUCTION RUNOFF.
4. AFTER CONSTRUCTION IS COMPLETED, REMOVE AND DISPOSE OF ALL INLET PROTECTION AND SILT FENCE
MATERIALS.

INLET PROTECTION
SEE DETAIL 1/C500

INLET PROTECTION
SEE DETAIL 1/C500

INLET PROTECTION
SEE DETAIL 1/C500

SILT FENCE
SEE DETAIL 3/C500

CONSTRUCTION LIMITS

SILT FENCE

STORM INLET PROTECTION

INLET PROTECTION
SEE DETAIL 1/C500

INLET PROTECTION
SEE DETAIL 1/C500

C102
EROSION CONTROL PLAN
920 E. MAIN SITE

50'x25' TRACKING PAD
SEE DETAIL 2/C500

INLET PROTECTION
SEE DETAIL 1/C500

INLET PROTECTION
SEE DETAIL 1/C500

INLET PROTECTION
SEE DETAIL 1/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION
SEE DETAIL 4/C500

TREE PROTECTION

AREA NOT INCLUDED IN THE WHEDA DEVELOPMENT
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Land Use Summary Table

Site Area Lot 4.27 Ac / Disturbed 0.33Ac
Total Building Sq.Ft.    105,738 G.S.F. (920)
Building Footprint Sq.Ft.   10,378 Sq. Ft. (920)
Building Type

Lot Coverage (Block) 70%

Apartment
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TC SPOT ELEVATION, TOP CURB
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T SPOT ELEVATION, TOP WALL

SPOT ELEVATION
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NOTES:

1) TRACKING MATS SHALL BE INSPECTED DAILY. DEFICIENT AREAS SHALL BE REPAIRED OR
REPLACED IMMEDIATELY.
2) LENGTH - MINIMUM OF 50'
3) WIDTH - 20' MINIMUM, SHOULD BE FLARED AT THE EXISTING ROAD TO PROVIDED A
TURNING RADIUS.
4) STONE - CLEAR OR WASHED (3"-6" SHALL BE PLACED AT LEAST 12" DEEP OVER THE
LENGTH AND WIDTH OF ENTRANCE.
5) SURFACE WATER - ALL SURFACE WATER FLOWING TO OR DIVERTED TOWARD
CONSTRUCTION ENTRANCES SHALL BE PIPED THROUGH THE ENTRANCE MAINTAINING
POSITIVE DRAINAGE.  PIPE INSTALLED THROUGH THE STABILIZED CONSTRUCTION
ENTRANCE SHALL BE PROTECTED WITH A MOUNTABLE BERM WITH 5:1 SLOPES AND
MINIMUM OF 6" OF STONE OVER THE PIPE TO BE SIZED ACCORDING TO THE DRAINAGE.
WHEN THE SCE IS LOCATED AT A HIGH SPOT AND HAS NO DRAINAGE TO CONVEY, A PIPE
WILL  NOT BE NECESSARY.  PIPE SHOULD BE SIZED ACCORDING TO THE AMOUNT OF
RUNOFF TO BE CONVEYED.  A 6" MINIMUM WILL BE REQUIRED.
6) LOCATION - A STABILIZED CONSTRUCTION ENTRANCE SHALL BE LOCATED AT EVERY
POINT WHERE CONSTRUCTION TRAFFIC ENTERS OR LEAVES A CONSTRUCTION SITE.
VEHICLES LEAVING THE SITE MUST TRAVEL OVER THE ENTIRE LENGTH OF THE STABILIZED
CONSTRUCTION ENTRANCE.

20
' M

IN
.

10
' M

IN
.

10
' M

IN
.

10' MIN.

EXISTING
PAVEMENT

6' MIN.

6' MIN.

20' Min.

50' Min.

FOR CONSTRUCTION EGRESS POINTS

A

A

EXISTING
GROUND

MUST EXTEND FULL
WIDTH OF INGRESS
AND EGRESS
OPERATION

3'-0" MAX

3'-0" MAX

3'-0" MAX

2'
-0

" M
AX

GEOTEXTILE
FABRIC ONLY

BACKFILL & COMPACT
TRENCH WITH
EXCAVATED SOIL FLOW

DIRECTION

WOOD POSTS LENGTH
4'-0" MIN., 2'-0" MIN.
IN GROUND

NOTE:
ADDITIONAL POST
DEPTH OR TIE BACKS
MAY BE REQUIRED IN
UNSTABLE SOILS

NOTE:
8'-0" POST SPACING
ALLOWED IF A WOVEN
GEOTEXTILE FABRIC
IS USED.

GENERAL NOTES:
DETAILS OF CONSTRUCTION NOT SHOWN SHALL CONFORM TO
THE PERTINENT REQUIREMENTS OF THE STANDARD
SPECIFICATIONS AND APPLICABLE SPECIAL PROVISIONS.
1. HORIZONTAL BRACE REQUIRED WITH 2" X 4" WOODEN FRAME

OR EQUIVALENT AT TOP OF POSTS.
2. FOR MANUAL INSTALLATIONS THE TRENCH SHALL BE A

MINIMUM OF 4" WIDE & 6" DEEP TO BURY AND ANCHOR THE
GEOTEXTILE FABRIC. FOLD MATERIAL TO FIT TRENCH AND
BACKFILL & COMPACT TRENCH WITH EXCAVATED SOIL.

3. WOOD POSTS SHALL BE A MINIMUM SIZE OF 1-18" X 1-18" OF
OAK OR HICKORY.

4. SILT FENCE TO EXTEND ACROSS THE TOP OF THE PIPE.
5. CONSTRUCT SILT FENCE FROM A CONTINUOUS ROLL IF

POSSIBLE BY CUTTING LENGTHS TO AVOID JOINTS. IF A JOINT
IS NECESSARY USE ONE OF THE FOLLOWING TWO METHODS:
A) OVERLAP THE END POSTS AND TWIST, OR
•••••• • • • • • ••• • •• • • • • •• • • •••••••••••••••••••••••••••••
B) HOOK THE END OF EACH SILT FENCE LENGTH.

GEOTEXTILE
FABRIC

FLOW
DIRECTION

EXCESS
FABRIC

FOLD 3"
MAX.

FLOW

GEOTEXTILE
FABRIC

SUPPORT CORD
OR TENSION
TAPE

2

3

2

TRENCH DETAIL GEOTEXTILE
FABRIC

WOOD
POST

FLOW
DIRECTION

TWIST METHOD

GEOTEXTILE
FABRIC

WOOD
POST

FLOW
DIRECTION

GEOTEXTILE
FABRIC

HOOK METHOD

15'-0" MAX.

1'-0" MIN.

JOINING TWO LENGTHS OF SILT FENCE

2'-0" MIN.

5

TYPEB
(WITHOUT CURB BOX)
(CAN BE INSTALLED IN ANY INLET
WITHOUT A CURB BOX)

GEOTEXTILE
FABRIC
TYPE FF

GENERAL NOTES:
INLET PROTECTION DEVICES SHALL BE MAINTAINED OR REPLACED AT
THE DIRECTION OF THE ENGINEER.

MANUFACTURED ALTERNATIVES APPROVED AND LISTED ON THE
DEPARTMENT'S EROSION CONTROL PRODUCT ACCEPTABILITY LIST
MAY BE SUBSTITUTED.

WHEN REMOVING OR MAINTAINING INLET PROTECTION, CARE SHALL
BE TAKEN SO THAT THE SEDIMENT TRAPPED ON THE GEOTEXTILE
FABRIC DOES NOT FALL INTO THE INLET. ANY MATERIAL FALLING INTO
THE INLET SHALL BE REMOVED IMMEDIATELY.

1  FINISHED SIZE, INCLUDING FLAP POCKETS WHERE REQUIRED,
SHALL EXTEND A MINIMUM OB 10" AROUND THE PERIMETER TO
FACILITATE MAINTENANCE OR REMOVAL.

2  FOR INLET PROTECTION, TYPE C (WITH CURB BOX) AN  ADDITIONAL
18' OF FABRIC IS WRAPPED AROUND THE  WOOD SHALL NOT BLOCK
THE ENTIRE HEIGHT OF THE CURB  BOX OPENING.

3  FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOD  2 X 4.

WOOD 2" 4" EXTENDS 8"
BEYOND GRATE WIDTH ON BOTH
SIDES, LENGTH VARIES, SECURE
TO GRATE WITH WORE OR
PLASTIC TIES.

       1

2

       3

INSTALLATION NOTES:
TYPE B & C
TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3" OF THE GRATE.

THE CONTRACTOR SHALL DEMONSTRATE A METHOD OF MAINTENANCE,
USING A SEWN FLAP, HAND HOLDS OR OTHER METHOD TO PREVENT
ACCUMULATED SEDIMENT FROM ENTERING THE INLET.

TYPE C
(WITH CURB
BOX)

2 STABILIZED CONST. ENTRANCE
NTS

3 SILT FENCE
NTS

1 INLET PROTECTION
NTS

WIDTH OF TERRACE (BACK OF CURB TO
SIDEWALK) x 5'-0" MIN. ON EITHER SIDE
OF TRUNK; PREFERABLY TO THE
OUTSIDE EDGE OF THE TREE CANOPY

NOTES:

1. ALL TREES SHOWN TO BE RETAINED WITHIN THE PUBLIC
RIGHT-OF-WAY SHALL BE PROTECTED DURING
CONSTRUCTION WITH TREE PROTECTION FENCING.  ALL
TREE PROTECTION FENCING SHALL BE IN PLACE PRIOR
TO ANY SITE WORK.  SEE SPECIFICATION 31 13 16
"SELECTIVE TREE PROTECTION AND REMOVAL" AND
PERFORM ALL WORK IN THE RIGHT-OF-WAY IN
ACCORDANCE WITH CITY OF MADISON STANDARD 107.13
"TREE PROTECTION SPECIFICATION".

2. TREE PROTECTION FENCES SHALL BE INSTALLED PRIOR
TO THE COMMENCEMENT OF ANY SITE PREPARATION
WORK(CLEARING, GRUBBING, OR GRADING) AND SHALL BE
MAINTAINED THROUGHOUT
ALL PHASES OF THE CONSTRUCTION PROJECT. NO
CONSTRUCTION MATERIALS, EQUIPMENT, OR SUPPLIES
MAY BE STORED IN THE TREE PROTECTION AREA.

3. INSTALL TREE PROTECTION FENCE STAKES AT 6'-0" O.C.,
MAX.

4.  CONTRACTOR SHALL INSTALL TREE PROTECTION
FENCING IN THE AREA BETWEEN THE CURB AND
SIDEWALK AND EXTEND IT AT LEAST 5-FEET FROM BOTH
SIDES OF THE TREE ALONG THE LENGTH OF THE
TERRACE, PREFERABLY TO THE OUTSIDE EDGE OF THE
TREE CANOPY (OVERHEAD).  NO EXCAVATION IS
PERMITTED WITHIN 5-FEET OF THE OUTSIDE EDGE OF A
TREE TRUNK.  IF EXCAVATION WITHIN 5-FEET OF ANY
TREE IS NECESSARY, CONTRACTOR SHALL CONTACT CITY
FORESTRY (BRAD HOFMANN) PRIOR TO EXCAVATION TO
ASSESS THE IMPACT TO THE TREE AND ROOT SYSTEM.
TREE PRUNING SHALL COORDINATED WITH CITY
FORESTRY.  ANY TREE REMOVALS THAT ARE REQUIRED
FOR CONSTRUCTION AFTER THE DEVELOPMENT PLAN IS
APPROVED WILL REQUIRE AT LEAST A 72-HOUR WAIT
PERIOD BEFORE A TREE REMOVAL PERMIT CAN BE
ISSUED BY FORESTRY, TO NOTIFY THE ALDER OF THE
CHANGE IN THE TREE PLAN.

4 TREE PROTECTION
NTS

C500
CONTROL DETAILS
EROSION

2019
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TYPICAL BOLLARD, SEE DETAIL
2/L103, SEE L101 FOR SPACING

STANDARD CONCRETE PAVEMENT

2'

6"

ADJACENT ASPHALT PAVEMENT

ADJACENT CONCRETE PAVEMENT

6"

1'

12"x24" DETECTABLE WARNING PLATE SURFACE.
BASIS OF DESIGN: 24"x12" CAST IRON BOLTED
DETECTABLE WARNNG PLATE BY NEENAH
FOUNDRY, CATALOG NUMBER 4984-32

CENTER PLATES BETWEEN BOLLARDS,
NUMBER OF PLATES VARIES BETWEEN

DIFFERENT SETS OF BOLLARDS, SEE L101

CL

2'
TYP.

VARIES, SEE L101 FOR SPACING

EXPANSION JOINT

CENTER CONTROL JOINTS
BETWEEN BOLLARDS AND
DETECTABLE WARNING PLATES

FLUSH TO ASPHALT PAVEMENT

NOTES:
1. DETECTABLE WARNING SURFACE SHALL BE STAMPED INTO
THE CONCRETE OR ARMOR-TILE MODEL ADA-C2448YW MAY BE
CAST IN PLACE RAMP AT THE TIME OF CONSTRUCTION.
ARMOR-TILE MODEL ADA-S2448YW MAY BE USED AFTER THE
RAMP IS POURED.
2. DETECTABLE WARNING SURFACE SHALL BE PAINTED
YELLOW.
3. ALTERNATE METHODS OF CREATING THE DETECTABLE
WARNING SURFACE MUST BE APPROVED BY THE ENGINEER.
4. SURFACE TEXTURE OF THE RAMP SHALL BE OBTAINED BY
COARSE BROOMING TRANSVERSE TO THE SLOPE OF THE
RAMP.

SURFACE TEXTURE OF THE

RAMP SHALL BE OBTAINED BY

COARSE BROOMING

TRANSVERSE TO THE SLOPE OF

THE RAMP

TRUNCATED DOME DETECTABLE
WARNING SURFACE

4'-0" 1'-6"

5'-0"

GRASS

5'-0"

GRASS

12
MAX. 1

6'-0"

1'-6"
6" CONC. CURB

-TYPICAL

GENERAL NOTES:
LATERAL CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF NOT
MORE THAN 15' NOR LESS THAN 6' IN LENGTH.  THE JOINTS SHALL BE A
MINIMUM OF 3" IN DEPTH.

EXPANSION JOINTS SHALL BE PLACED TRANSVERSLY AT RADIUS POINTS ON
CURVES OF RADIUS OF 200' OR  LESS, AND AT ANGLE POINTS, OR AS
DIRECTED BY THE ENGINEER.  THE EXPANSION JOINT SHALL BE A  ONE PIECE
ASPHALTIC MATERIAL HAVING THE SAME DIMENSIONS AS CURB & GUTTER AT
THAT STATION AND BE 1/2" THICK.

IN ALL CASES, CONCRETE CURB & GUTTER SHALL BE PLACED ON
THOROUGHLY COMPACTED CRUSHED STONE.

12"

R=2 1/2"

R=3"

13
"

6"

6"

3/
4"

12"

R=3"

6"

6"

R=2 1/2"

13
"

1 1/2" HMA PAVEMENT
BINDER COURSE

1 1/2" HMA PAVEMENT
SURFACE COURSE

8" DENSE GRADED
BASE COURSE

COMPACTED SUBGRADE

SECTION A-A

FLANGE LINE

 VARIES

WIDTH
VARIES

PROFILE

PLAN

2 1/4" BITUMINOUS
CONCRETE BINDER
COURSE

1 3/4" BITUMINOUS CONCRETE
WEARING  SURFACE

10" DENSE GRADED
BASE COURSE

COMPACTED SUBGRADE

6"
6"

COMPACTED
SUBGRADE

COMPACTED DENSE
GRADED BASE COURSE

CONCRETE
PAVEMENT

REJECT CURB STANDARD CURB

COMPACTED BASE
(6" MIN)

SEE PLAN

COMPACTED SUBGRADE

5"

COMPRESSIBLE
JOINT FILLER

POLYURETHANE
SELF LEVELING
POURABLE SEALANT

NEW SLOPED CONC.
WALK W/ NON-SLIP
BROOM FINISH.

OCCUR EVERY 30'

INDUCED
CRACK

1/8" X 1-1/4"
TOOLED OR
SAWN JOINT

CONCRETE CONCRETE

NOTES
1. HMA PAVEMENT WisDOT SUPERPAVE TYPE E-0.3 MIX

DESIGN, WITH A MAXIMUM NOMINAL AGGREGATE
SIZE OF 9.5MM COMPACTED TO 92% OF THE
MAXIMUM SPECIFIC GRAVITY AS DETERMINED BY
ASTM D2041.

2. DENSE GRADED BASE COURSE SHALL CONFORM
TO WisDOT STANDARD SPECIFICATIONS 305.2.2.1, 1
1/4-INCH MAXIMUM DIAMETER SPECIFICATION.

3. BASE COURSE MATERIAL SHALL BE COMPACTED TO
A MINIMUM 95% OF THE MODIFIED PROCTOR
MAXIMUM DRY DENSITY (ASTM 1557).

1. DENSE GRADED BASE COURSE SHALL CONFORM TO WisDOT 305.2.2.1, 1
1/4-INCH MAXIMUM DIAMETER SPECIFICATION.
2. BASE COURSE MATERIAL SHALL BE COMPACTED TO A MINIMUM 95% OF THE
MODIFIED PROCTOR MAXIMUM DRY DENSITY (ASTM 1557).

NOTES
1. HMA PAVEMENT WisDOT SUPERPAVE TYPE E-1 MIX

DESIGN, WITH A MAXIMUM NOMINAL AGGREGATE
SIZE OF 12.5MM COMPACTED TO 92% OF THE
MAXIMUM SPECIFIC GRAVITY AS DETERMINED BY
ASTM D2041.

2. DENSE GRADED BASE COURSE SHALL CONFORM
TO WisDOT STANDARD SPECIFICATIONS 305.2.2.1, 1
1/4-INCH MAXIMUM DIAMETER SPECIFICATION.

3. BASE COURSE MATERIAL SHALL BE PLACED IN
INDIVIDUAL 5" LIFTS COMPACTED TO A MINIMUM
95% OF THE MODIFIED PROCTOR MAXIMUM DRY
DENSITY (ASTM 1557).

SEE DETAIL 8/C-4.0 FOR CONTROL JOINTS

SEE DETAIL 8/C-4.0 FOR EXPANSION JOINTS

1 PARKING AND DRIVE AREAS
NTS

HMA PAVEMENT -
2 HEAVY DUTY DRIVE AREAS

NTS

HMA PAVEMENT -

7 COMMERCIAL DRIVEWAY
NTS

3 CONCRETE PAVEMENT
NTS

4 CONCRETE SIDEWALK
NTS

5 CONTROL JOINT
NTS

9 18" CURB AND GUTTER
NTS

6 EXPANSION JOINT
NTS

8 CURB RAMP
NTS

18"x18"

RED
WHITE

1-1/2" SCHEDULE
40 GALAVNIZED
STEEL PIPE
WITH TOP CAP,
10' IN LENGTH.

TOP OF CONCRETE
6" BELOW GRADE

9" DIA. CONC.
FILLED POST HOLE

NOTES:

1. SIGNS TO BE BOLTED THROUGH PIPE

2. SEE DETAILS BOUND TO SPECIFICATIONS
FOR SIGN SPECIFICATIONS

10 TRUNCATED DOME PANELS
NTS

Archipelago Village LLC

505 N Carrol St

Madison, WI 53701

Project #: 2016.36.05

Notes:

5100 Eastpark Blvd., Suite 300, Madison, WI
53718,  ph. 608-243-6470    Job# 2017136

An Oneida ESC Group Company

Archipelago Village

920 E Main St Archipelago
Apartments

C501
SITE DETAILS
920 E MAIN SITE

11 STOP SIGN
NTS



BITUMINOUS SURFACE TOP OF
CATCH BASIN TO BE FLUSH WITH
ADJACENT SURFACE

NEENAH FOUNDRY
CASTING R-2050 OR
R-3067 IF IN CURB LINE

8"
8"

VA
R

IA
BL

E 
(S

EE
 P

LA
N

)

8"
8"

POURED OR PRECAST
CONCRETE WALLS
AND BASE

TOP REINF. TO BE #4
BARS AT 6" O.C. EA.
WAY

STORM DRAIN
PIPE

TOP POURED
SEPARATELY FROM
WALLS AND BASE

CONSTRUCTION
JOINT

24"

1 CATCH BASIN
NTS

3 SANITARY MANHOLE
NTS

Archipelago Village LLC

505 N Carrol St

Madison, WI 53701

Project #: 2016.36.05

Notes:

5100 Eastpark Blvd., Suite 300, Madison, WI
53718,  ph. 608-243-6470    Job# 2017136

An Oneida ESC Group Company

Archipelago Village

920 E Main St Archipelago
Apartments

FRONT VIEW SIDE VIEW

STRUCTURE
DEPTH

1" DEPRESSION BELOW NORMAL FLOW LINE

5"

5" 5"

2 STORM SEWER 2'X3' BOX INLET
NTS

C502
SITE DETAILS
920 E MAIN SITE



W

STAIR TOWER

EXISTING GRAVEL
SURFACING ON-GRADE
REMAINS

STAIR TOWER

HOTEL INDIGO
(Condominium Unit 1 )

908 E MAIN ST.
PROPOSED 5 STORY

OFFICE BUILDING
(Condominium Unit 2)

MADISON
CREDIT
UNION

(Outlot)

920 E MAIN ST.
PROPOSED 10-STORY
APARTMENT BUILDING

E. WASHINGTON AVE.

S.
 B

RE
AR

LY
 S

T.

S.
 P

AT
ER

SO
N 

ST
.

E. MAIN ST.

929 E. WASHINGTON AVE.
FUTURE OFFICE BUILDING AND PARKING

STRUCTURE EXPANSION
(Development Plans Approved by City of Madison Plan Commission May 2019)

945 E MAIN ST.
EXISTING 1-STORY BUILDING

(Existing Telephone Building Exterior will Remain)

PHASE 1 PARKING
STRUCTURE W/ GREEN ROOF

(10) STREET KEEPER HONEY
LOCUST TO REMAIN. PLANTED
DURING CONSTRUCTION OF
PHASE 1 PARKING STRUCTURE

(6) ARMSTRONG
FREEMAN MAPLE
TO REMAIN. PLANTED
DURING
CONSTRUCTION
OF PHASE 1 PARKING
STRUCTURE

(1) SENTRY AMERICAN
LINDEN TO REMAIN.
PLANTED DURING
CONSTRUCTION OF
PHASE 1 PARKING
STRUCTURE

(2) RED JEWEL CRAB
APPLE TO REMAIN.
PLANTED DURING
CONSTRUCTION OF
PHASE 1 PARKING
STRUCTURE

EXISTING PLANT
MATERIAL ALONG
TELEPHONE BUILDING
TO REMAIN

EXISTING PLANT MATERIAL ALONG
TELEPHONE BUILDING TO REMAIN

EXISTING 3" CALIPER
AMUR CORKTREE TO REMAIN

AMERICAN LINDEN REMAINS.
PLANTED DURING CONSTRUCTION
OF PHASE 1 PARKING STRUCTURE

AMERICAN LINDEN REMAINS.
PLANTED DURING CONSTRUCTION
OF PHASE 1 PARKING STRUCTURE

(1) EXISTING 16" CALIPER
ASH TO REMAIN

(1) EXISTING 3" CALIPER
HACKBERRY TO REMAIN

(1) EXISTING 5"
CALIPER CALLERY
PEAR TO REMAIN

(1) EXISTING 13" CALIPER
ELM TO REMAIN

(1) EXISTING 16"
CALIPER ELM TO REMAIN

 SEE ENLARGEMENT SHEET L101

STANDARD CONCRETE PAVEMENT

BARK MULCH PLANTING BED

PROJECT LIMITS

SEEDED LAWN

PROPERTY LINE

TREE PROTECTION FENCE

PERMEABLE PAVERS

GREEN ROOF

ARCHIPELAGO -
LANDSCAPE OVERVIEW

L100
0 20' 40'

1" = 20'-0"

Notes:

920 E Main St Archipelago
Apartments

2016.36.05

Archipelago Village LLC
505 N Carrol St
Madison WI 53701

PRELIMINARY
NOT FOR CONSTRUCTION

NOTES
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO FIELD

VERIFY SURVEY INFORMATION AND SITE CONDITIONS
PRIOR TO START OF CONSTRUCTION AND REPORT
ANY DISCREPANCIES. CONTRACTOR SHALL CONTACT
DIGGER'S HOTLINE TO LOCATE ALL PUBLIC AND
PRIVATE UTILITIES PRIOR TO THE START OF
CONSTRUCTION. ANY DAMAGE CAUSED TO EXISTING
UTILITIES, EITHER SHOWN OR NOT, SHALL BE
REPAIRED AND PAID FOR AT THE CONTRACTOR'S
EXPENSE.

2. CONTRACTOR SHALL PROTECT BENCHMARKS.

3. ALL EXISTING PLANT MATERIAL IS SHOWN AT
EXISTING, APPROXIMATED SIZE PER CITY OF
MADISON STANDARDS.

4. ALL WRAPPINGS, WIRE BASKETS, BURLAP, AND
OTHER MISCELLANEOUS MATERIAL SHALL BE
COMPLETELY REMOVED FROM ALL SHRUB AND TREE
ROOT BALLS PRIOR TO INSTALLATION.

5. ANY LAWN OR LANDSCAPED AREAS OUTSIDE OF THE
CONSTRUCTION BOUNDARY THAT ARE DISTURBED
SHALL BE RE-SEEDED AND/OR REPAIRED WITH
ORIGINAL MATERIALS AND TO PRE-DISTURBANCE
STANDARDS AT NO COST TO THE OWNER OR CITY.

6. CONTRACTOR IS RESPONSIBLE FOR WATERING AND
MAINTENANCE OF PLANT MATERIAL - SEE
SPECIFICATIONS FOR MORE INFORMATION.

7. CONTRACTOR SHALL CONTACT CITY FORESTRY
(BRAD HOFMANN, BHOFMANN@CITYOFMADISON.COM
- OR - 608-266-4816) AT LEAST ONE WEEK PRIOR TO
PLANTING IN THE RIGHT-OF-WAY TO SCHEDULE
INSPECTING THE NURSERY STOCK, REVIEW PLANTING
SPECIFICATIONS AND INDICATE PLANTING LOCATIONS
WITH THE LANDSCAPE CONTRACTOR.

8. CONTRACTOR SHALL INSTALL TREE PROTECTION
FENCING IN THE AREA BETWEEN THE CURB AND
SIDEWALK AND EXTEND IT AT LEAST 5-FEET FROM
THE OUTSIDE EDGE OF THE TREE CANOPY ALONG
THE LENGTH OF THE TERRACE. NO EXCAVATION IS
PERMITTED WITHIN 5-FEET OF THE OUTSIDE EDGE OF
A TREE TRUNK. IF EXCAVATION WITHIN 5-FEET OF
ANY TREE IS NECESSARY, CONTRACTOR SHALL
CONTACT CITY FORESTRY (BRAD HOFMANN) PRIOR
TO EXCAVATION TO ASSESS THE IMPACT TO THE
TREE AND ROOT SYSTEM. TREE PRUNING SHALL BE
COORDINATED WITH CITY FORESTRY. TREE
PROTECTION SPECIFICATIONS CAN BE FOUND IN
SECTION 107.13 OF CITY OF MADISON STANDARD
SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION. ANY TREE REMOVALS THAT ARE
REQUIRED FOR CONSTRUCTION AFTER THE
DEVELOPMENT PLAN IS APPROVED WILL REQUIRE AT
LEAST 72-HOUR WAIT PERIOD BEFORE A TREE
REMOVAL PERMIT CAN BE ISSUED BY FORESTRY, TO
NOTIFY THE ALDER OF THE CHANGE IN THE TREE
PLAN.

9. CONTRACTOR SHALL THOROUGHLY REVIEW ALL
SPECIFICATION SECTIONS RELATED TO TREE
PROTECTION, SOIL PREPARATION, TURF AND
GRASSES, PLANTS, AND EXTERIOR SITE FURNISHINGS
(SECTIONS 31 13 00, 32 33 00, 32 91 13, 32 90 00 & 32 93
00. THESE SECTIONS PROVIDE ADDITIONAL DETAILED
INFORMATION ON MATERIALS AND SET STANDARDS
FOR QUALITY AND INSTALLATION REQUIREMENTS.

10. CONTRACTOR WILL BE REQUIRED TO SUBMIT
TOPSOIL TEST RESULTS PER SECTION 32 91 13 PRIOR
TO PLACEMENT OF SOIL MATERIALS ON THIS
PROJECT.

ARCHIPELAGO - LANDSCAPE OVERVIEW
SCALE: 1"=20'-0"1

LEGEND



SITE LANDSCAPE &
RESTORATION PLAN

L101

Notes:

920 E Main St Archipelago
Apartments

2016.36.05

Archipelago Village LLC
505 N Carrol St
Madison WI 53701

PRELIMINARY
NOT FOR CONSTRUCTION

PLANT SCHEDULE

0 10' 20'

1" = 10'-0"

SITE LANDSCAPE & RESTORATION PLAN
SCALE: 1"=10'-0"1

LEGEND

W
W

SEE ENLARGEMENT SHEET L102

STAIR TOWERSTAIR TOWER

920 E. MAIN ST.
APARTMENT BUILDING AND

PARKING STRUCTURE

+ (850.90)

+ 851.00

+ 851.10 852.00 +

PHASE 1 PARKING
STRUCTURE

MOVEABLE
FURNITUREGUARDRAIL

W/ CABLE INFILL

HANDRAIL

PERMEABLE
PAVERS

CONCRETE
STEPS

RECONSTRUCTION OF
SALVAGED FACADE

COCCCCCCCCCPROTECT (1)
EXISTING 3" CALIPER

AMUR TREE

PROTECT (1) EXISTING
AMERICAN LINDEN

TREES & UNDERSTORY PLANTINGS
ALONG DRIVEWAY PER APPROVED
929 E WASHINGTON PROJECT

+ (850.75)

851.84 +

FFE: 852.00
+

(850.60) +

+
TS:851.70

FFE: 852.00
+

945 E MAIN ST.
EXISTING 1-STORY BUILDING

(Existing Telephone Building
Exterior will Remain)

CAST-IN-PLACE BOARD FORM
WALL TO MATCH SITE WALLS
AT ADJACENT 908 E MAIN ST.,

TYP FOR ALL SITE WALLS

SKYBRIDGE
CONNECTION
BETWEEN
BUILDINGS

CONCRETE
STEPS

MOVEABLE
FURNITURE

PROTECT (1) EXISTING
AMERICAN LINDEN

TREES &
UNDERSTORY

PLANTINGS ALONG
DRIVEWAY PER

APPROVED 929 E
WASHINGTON

PROJECT

(850.(850.(850.850.75757575)(((888888888888885555555555550000000000000 77775755555)))7755))55( 55 5.0000

+
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XISTINGXISTINGGISTINGGGGISTINGNGNGNGNGNG

SEE COURTYARD ENLARGEMENT SHEET L102

ORNAMENTAL TREES CODE BOTANICAL / COMMON NAME CONT SIZE QTY
AE Aesculus x carnea `Fort McNair` / Red Horsechestnut B & B 2"Cal 1

SHADE TREES CODE BOTANICAL / COMMON NAME CONT SIZE QTY
AF Acer x freemanii `Armstrong` / Armstrong Freeman Maple B & B 2.5"Cal 5

OV Ostrya virginiana / American Hophornbeam B&B 2

QC Quercus robur x alba `Crimschmidt` TM / Crimson Spire Oak B&B 1

DECIDUOUS SHRUBS CODE BOTANICAL / COMMON NAME CONT SIZE QTY
Ao Aronia melanocarpa `UCONNAM165` TM / Low Scape Mound Chokeberry 1 gal 12

Ab Aronia melanocarpa `UCONNAM166` TM / Low Scape Hedger Chokeberry 5 gal 8

Ra Rhus aromatica `Gro-Low` / Gro-Low Fragrant Sumac 2 gal 18" SPR. (MIN.) 12

St Spiraea betulifolia `Tor` / Birchleaf Spirea 5 gal 6

HERBACEOUS PERENNIALS CODE BOTANICAL / COMMON NAME CONT SIZE QTY
epm Echinacea purpurea `Pixie Meadowbrite` / Pixie Meadowbrite Coneflower 1 gal 8

ORNAMENTAL GRASSES CODE BOTANICAL / COMMON NAME CONT SIZE QTY
ckf Calamagrostis x acutiflora `Karl Foerster` / Feather Reed Grass 1 gal CONT. 20

sa Sesleria autumnalis / Autumn Moor Grass 1 gal 12

STANDARD CONCRETE PAVEMENT

BARK MULCH PLANTING BED

BIKE RACK, TYP.

C.I.P CONCRETE
RETAINING WALL

MOVEABLE OUTDOOR SEATING,
OWNER FURNISHED OWNER
INSTALLED

PROJECT LIMITS

SEEDED LAWN

PROPERTY LINE

TREE PROTECTION FENCE

PERMEABLE PAVERS

GREEN ROOF, SEE L200



NOTES:
1.  PLANT EACH TREE SUCH THAT THE ROOT FLARE
IS VISIBLE AT THE TOP OF THE ROOT BALL.  DO NOT
COVER THE TOP OF THE ROOT BALL WITH SOIL.
 2.  DEPTH OF THE PLANTING HOLE SHOULD BE
DETEMINED AND DUG AFTER THE ROOT FLARE IS
LOCATED.  PLANTING HOLE MUST  BE NO DEEPER
THAN THE HEIGHT OF THE ROOT BALL.
 3.  IF PLANT IS SHIPPED WITH A WIRE BASKET AROUND
THE ROOT BALL, CUT AND REMOVE THE WIRE BASKET.
REMOVE ALL TWINE, ROPE, AND BURLAP FROM ALL
ROOT BALLS.
 4.  PLACE ROOT BALL ON UNEXCAVATED OR TAMPED
SOIL.
5.  DO NOT PLACE MULCH IN CONTACT WITH STEMS.
6.  WATER ALL PLANTS WITHIN 2 HOURS OF
INSTALLATION.
7.  PRUNE ONLY AS NECESSARY TO REMOVE UNHEALTHY
BRANCHES.  DO NOT REMOVE MORE THAN 13 OF THE
ORIGINAL PLANT MASS.

TREE PIT WIDTH - 2X BALL
DIAMETER MINIMUM, OR FULL
EXTENTS OF PLANTING BED

2" TYP.

PREPARED SUBGRADES

TAMP SOIL AROUND ROOT BALL BASE
FIRMLY WITH FOOT PRESSURE SO THAT
BALL DOES NOT SHIFT

3" DEPTH OF MULCH MATERIAL (STONE OR
BARK); REFER TO PLANS.  PROVIDE BARK
MULCH RINGS AT THE BASE OF ANY TREES
PLANTED IN LAWN.

PLANTING SOIL, REFER TO SPECIFICATION
32 91 13 SOIL PREPARATION FOR MORE
INFORMATION

2" TYP.

TREE PIT WIDTH - 2X BALL
DIAMETER MINIMUM, OR FULL
EXTENTS OF PLANTING BED

1" to 2" DEEP VERTICAL CUTS EVERY 6"
AROUND PERIMETER

PREPARED SUBGRADES

3" DEPTH MULCH MATERIAL, CONTIGUOUS
ACROSS THE ENTIRE SURFACE OF THE

 
PLANTING BED

NOTES:
1.  FOR 3 TO 10 GALLON CONTAINERS:  MAKE 1" TO 2"
DEEP VERTICAL CUTS EVERY 6" AROUND THE
CIRCUMFERENCE OF THE ROOT BALL BEFORE
PLANTING.
2.  PLANT EACH SHRUB OR PERENNIAL SUCH THAT
THE ROOT FLARE IS VISIBLE AT THE TOP OF THE
ROOT BALL.  DO NOT COVER THE TOP OF THE ROOT
BALL WITH SOIL.
3.  PLANTING HOLE MUST NOT BE DEEPER THAN THE
HEIGHT OF THE ROOT BALL.
4.  DO NOT PLACE MULCH IN CONTACT WITH STEMS.
5.  PLACE ROOT BALL ON UNEXCAVATED OR TAMPED
SOIL
6.  WATER ALL PLANTS WITHIN 2 HOURS OF
INSTALLATION
7.  PRUNE ONLY AS NECESSARY TO REMOVE
UNHEALTHY BRANCHES.  DO NOT REMOVE MORE
THAN 13 OF THE ORIGINAL PLANT MASS.

PLANTING SOIL, REFER TO SPECIFICATION
32 91 13 SOIL PREPARATION FOR MORE
INFORMATION

PERENNIAL, ORNAMENTAL GRASS,
OR GROUNDCOVER PLUG, SEE
PLANTING PLAN L101 AND L102

PREPARED SUBGRADES

3" DEPTH TWICE-SHREDDED
HARDWOOD BARK MULCH,
UNLESS OTHERWISE
INDICATED, KEEP 3" CLEAR OF
STEMS

PLANTING SOIL, REFER TO SPECIFICATION
32 91 13 SOIL PREPARATION FOR MORE
INFORMATION

6"

1/2" RADIUS, TYP.

12"

HANDRAIL MOUNTING PLATE,
SEE INSET

12"

CONTINUOUS 2" x 1/2" BLACK
POWDERCOATED RECTANGULAR
ALUMINUM TUBEE

3'-
0"

NOTES:
1. ALL REBAR REINFORCEMENT SHALL MAINTAIN 2" MIN. CLEARANCE
FROM EXPOSED EDGES

2. RUB FINISH ALL EXPOSED VERTICAL FACES.  MEDIUM BROOM
FINISH PERPENDICULAR TO TRAFFIC DIRECTION ALL TREADS &
HORIZONTAL SURFACES

CONCRETE SIDEWALK,
SEE CIVIL PLANS

EXPANSION JOINT W/ S.S. DOWELS,
SPACE EVENLY AS NEEDED

#4 EPOXY-COATED REBAR
THROUGH STAIR SECTION

12"

12
"

ALUMINUM MOUNTING PLATE, 1/2"
THICK, (4) 1/2" S.S. ANCHOR BOLTS
WITH NEOPRENE WASHERS.
CONCRETE SIDEWALK

ANCHORS SHALL BE 3" MIN. CLEAR OF
EXPOSED CONCRETE SURFACES

ALUMINUM SLEEVE, WELD TO POST

2" x 1/2" RECTANGULAR TUBE POST

1
2" THICK ALUMINUM PLATE

2" x 1/2" TUBE POST, WELD TO SLEEVE

DRILL 4 - 9
16" DIA. HOLES FOR 12" DIA.

STAINLESS STEEL STUD ANCHORS
W/3" EMBEDMENT AND NEOPRENE
WASHERS.

3'-
41 4"

2'-0"21
4"

FINISH GRADE

NOTES:
1. BIKE STALLS SHALL BE A MINIMUM OF 2' BY 6'. PLACEMENT SHALL NOT

RESULT IN A BICYCLE OBSTRUCTING A WALKWAY.
2. RACKS SHALL BE SPACED 4'-0" APART

SIDE & FRONT ELEVATIONS

SURFACE-MOUNT
TO BELOW-GRADE
CONCRETE BLOCK

3" PAVERS
CONCRETE

2'-0"

6'-
0"

PLAN VIEW

2'-
0"

LANDSCAPE DETAILS
& SITE FURNISHINGS

L103

Notes:

920 E Main St Archipelago
Apartments

2016.36.05

Archipelago Village LLC
505 N Carrol St
Madison WI 53701

PRELIMINARY
NOT FOR CONSTRUCTION

SCALE: NTS1
TYPICAL TREE PLANTING

SCALE: NTS2 TYPICAL SHRUB PLANTING
SCALE: NTS3
TYPICAL PERENNIAL PLANTING

SCALE: 1"=1'-0"5 TYPICAL STAIR AND HANDRAIL 0' 1' 2'

1" = 1'-0"

HANDRAIL MOUNTING PLATE INSET

SCALE: 1"=1'-0"4
TYPICAL BIKE RACK 0 1' 2'

1" = 10"



W
W

W
W

W
W

W

 FF
E:

 85
2.0

0

    
   +

(850.25) +
PUBLIC SIDEWALK

850.80 +

851.00 +

851.4 +

851.64 +

851.84 +

MOVEABLE
FURNITURE

(3) BIKE RACKS, 6 BIKE
PARKING STALLS

OVERHEAD
STRING LIGHTS

ENTRANCE GATE

AT-GRADE
PLANTING

MOVEABLE
FURNITURE

TABLE & BENCH
SEATING, TYP.

PERMEABLE
PAVERS

8'x6' SEAT WALL /
RAISED PLANTER,
TYP.

ART WALL

FENCE

EXISTING
GARAGE DOOR
ENTRANCE

E. MAIN ST.PROTECT (1) EXISTING
AMERICAN LINDEN

50 80050.80 50 80

00000085 05 05 0551851.0851.0851.051.00 00 08551.051.051.0000 0 ++++++
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ORNAMENTAL TREES CODE BOTANICAL / COMMON NAME CONT QTY
AR Amelanchier x grandiflora `Robin Hill` / Apple Serviceberry B&B 3

DECIDUOUS SHRUBS CODE BOTANICAL / COMMON NAME CONT QTY
Ao Aronia melanocarpa `UCONNAM165` TM / Low Scape Mound Chokeberry 1 gal 4

St Spiraea betulifolia `Tor` / Birchleaf Spirea 5 gal 3

FERNS CODE BOTANICAL / COMMON NAME CONT QTY
pa Polystichum acrostichoides / Christmas Fern 1 gal 6

HERBACEOUS PERENNIALS CODE BOTANICAL / COMMON NAME CONT QTY
ha Heuchera villosa `Autumn Bride` / Autumn Bride Coral Bells 1 gal 8

ts Tiarella x `Spring Symphony` / Spring Symphony Foamflower 1 gal 32

ORNAMENTAL GRASSES CODE BOTANICAL / COMMON NAME CONT QTY
cs Carex pensylvanica / Pennsylvania Sedge 1 gal 28

sh Sporobolus heterolepis / Prairie Dropseed 1 gal 7

STANDARD CONCRETE PAVEMENT

BARK MULCH PLANTING BED

BIKE RACK, TYP.

C.I.P CONCRETE
RETAINING WALL

SEEDED LAWN

PERMEABLE PAVERS

MOVEABLE OUTDOOR SEATING,
OWNER FURNISHED OWNER
INSTALLED

OVERHEAD CATENARY LIGHTS

COURTYARD
LANDSCAPE PLAN

Notes:

920 E Main St Archipelago
Apartments

2016.36.05

Archipelago Village LLC
505 N Carrol St
Madison WI 53701

PRELIMINARY
NOT FOR CONSTRUCTION

PLANT SCHEDULE LEGEND

0 4' 8'

1/4" = 1'-0"

COURTYARD LANDSCAPE PLAN
SCALE: 1/4"=1'-0"1 L102
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1

PH
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2

ARTIFICIAL
TURF

STAIR TOWER

STAIR TOWER

COMMUNITY
PATIO

SEDUM CARPET OVER 6-8"
OF EXTENSIVE GROWING MEDIA

MEADOW OVER 24" OF
INTENSIVE GROWING MEDIA

L-SHAPE
ALUMINUM EDGE

CONCRETE CURB

FUTURE BUILDING
EXPANSION LIMITS

ARTIFICIAL TURF

STONE MULCH

STRUCTURAL BUILDING
COLUMN

OVERHEAD SHADE
STRUCTURE

CUSTOM DECORATIVE
METAL PANEL

ACER GINNALA 'FLAME'
6' HT. (MIN.), MULTI-STEMMED,
B&B, SPECIMEN FORM

T/GREEN & T/PAVERS

T/STRUCTURAL SLAB

T/PARAPET

4TH FLOOR GREEN ROOF
- LANDSCAPE PLAN

L200

Notes:

920 E Main St Archipelago
Apartments

2016.36.05

Archipelago Village LLC
505 N Carrol St
Madison WI 53701

PRELIMINARY
NOT FOR CONSTRUCTION

LEGEND

0 10' 20'

1" = 10'-0"

4TH FLOOR GREEN ROOF - LANDSCAPE PLAN
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1. SEDUM CARPET SPECIES COMPOSITION:
SUBJECT TO AVAILABILITY, THE SEDUM CARPET
WILL BE COMPOSED OF THE FOLLOWING
SPECIES IN APPROXIMATELY EQUAL
QUANTITIES, PRE-GROWN AND DELIVERED TO
THE SITE AS A SOD-LIKE MATERIAL:

Sedum spurius 'Fuldaglut'
Sedum spurius 'John Creech'
Sedum spurius 'Red Carpet'
Sedum kamtschaticum
Sedum kamtschaticum 'Variegatum'
Sedum kamtschaticum var. floriferum
Sedum takesimensis 'Golden Carpet'
Sedum x Immergrunchen
Sedum subsp. rupestre 'Angelina'
Sedum subsp. rupestre 'Blue Spruce'
Sedum acre 'Aureum'
Sedum acre 'Goldmoss'
Sedum album 'Coral Carpet'
Sedum album 'Murale'
Sedum hispanicum
Sedum sexangulare
Sedum stefco

2. MEADOW MIX SPECIES COMPOSITION:  SUBJECT
TO AVAILABILITY, THE MEADOW MIX WILL BE
COMPOSED OF THE FOLLOWING SPECIES IN
APPROXIMATELY EQUAL QUANTITIES,
PRE-GROWN AND DELIVERED TO THE SITE AS A
SOD-LIKE MATERIAL:

Bouteloua curtipendula (Side Oats Grama)
Bouteloua gracilis (Blue Grama)
Carex brevior (Plains Oval Sedge)
Carex muhlenbergii (Sand Bracted Sedge)
Danthonia spicata (Poverty Oat Grass)
Elymus canadensis (Canada Wild Rye)
Eragrostis spectabilis (Purple Love Grass)
Festuca obtusa (Nodding Fescue)
Hordeum jubatum (Squirre-Tailed Barley)
Juncus tenuis (Path Rush)
Koeleria cristata (June Grass)
Panicum virgatum (Switchgrass)
Schizachyrium scoparium (Little Bluestem)
Sporobolus asper (Rough Dropseed)
Sporobolus cryptandrus (Sand Dropseed)
Sporobolus heterolepis (Prairie Dropseed)
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