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Along N. Hancock St. looking Southeast towards E. Washington Ave.
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"Objective 4.1. The Downtown Core is the Center of the Downtown, and should generally possess the highest intensity of development..."

Duane Johnson
Text Box
"Recommendation 48: Seek to implement transit-oriented development principles in locations near existing and proposed transit stops."
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"Objective 2.1. Encourage higher-density infill and redevelopment..."
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"Recommendation 17: Guide development to locations recommended in this plan..."
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"Recommendation 41: Establish building design standards that result in taller buildings having interesting and varied upper stories and tops"
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A-3.7 - VIEW 7
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FENCE

1. ALL PROPOSED STREET TREE REMOVALS WITHIN THE
RIGHT OF WAY SHALL BE REVIEWED BY CITY FORESTRY
BEFORE THE PLAN COMMISSION MEETING. STREET TREE
REMOVALS REQUIRE APPROVAL AND A TREE REMOVAL
PERMIT ISSUED BY CITY FORESTRY. ANY STREET TREE
REMOVALS REQUESTED AFTER THE DEVELOPMENT PLAN IS
APPROVED BY THE PLAN COMMISSION OR THE BOARD OF
PUBLIC WORKS AND CITY FORESTRY WILL REQUIRE A
MINIMUM OF 72-HOUR REVIEW PERIOD WHICH SHALL
INCLUDE THE NOTIFICATION OF THE ALDERPERSON WITHIN
WHO'S DISTRICT IS AFFECTED BY THE STREET TREE
REMOVAL(S) PRIOR TO A TREE REMOVAL PERMIT BEING
ISSUED.

2. AS DEFINED BY THE SECTION 107.13 OF CITY OF MADISON
STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION: NO EXCAVATION IS PERMITTED WITHIN 5
FEET OF THE TRUNK OF THE STREET TREE OR WHEN
CUTTING ROOTS OVER 3 INCHES IN DIAMETER. IF
EXCAVATION IS NECESSARY, THE CONTRACTOR SHALL
CONTACT MADISON CITY FORESTRY (266-4816) PRIOR TO
EXCAVATION. CITY OF MADISON FORESTRY PERSONNEL
SHALL ASSESS THE IMPACT TO THE TREE AND TO ITS ROOT
SYSTEM PRIOR TO WORK COMMENCING. TREE PROTECTION
SPECIFICATIONS CAN BE FOUND ON THE FOLLOWING
WEBSITE:
HTTP://WWW.CITYOFMADISON.COM/BUSINESS/PW/SPECS.CFM

3. CONTRACTOR SHALL TAKE PRECAUTIONS DURING
CONSTRUCTION TO NOT DISFIGURE, SCAR, OR IMPAIR THE
HEALTH OF ANY STREET TREE. CONTRACTOR SHALL
OPERATE EQUIPMENT IN A MANNER AS TO NOT DAMAGE
THE BRANCHES OF THE STREET TREE(S). THIS MAY
REQUIRE USING SMALLER EQUIPMENT AND LOADING AND
UNLOADING MATERIALS IN A DESIGNATED SPACE AWAY
FROM TREES ON THE CONSTRUCTION SITE. ANY DAMAGE
OR INJURY TO EXISTING STREET TREES (EITHER ABOVE OR
BELOW GROUND) SHALL BE REPORTED IMMEDIATELY TO
CITY FORESTRY AT 266-4816. PENALTIES AND REMEDIATION
SHALL BE REQUIRED.

4. SECTION 107.13(G) OF CITY OF MADISON STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION
ADDRESSES SOIL COMPACTION NEAR STREET TREES AND
SHALL BE FOLLOWED BY CONTRACTOR. THE STORAGE OF
PARKED VEHICLES, CONSTRUCTION EQUIPMENT, BUILDING
MATERIALS, REFUSE, EXCAVATED SPOILS OR DUMPING OF
POISONOUS MATERIALS ON OR AROUND TREES AND ROOTS
WITHIN FIVE (5) FEET OF THE TREE OR WITHIN THE
PROTECTION ZONE IS PROHIBITED.

5. ON THIS PROJECT, STREET TREE PROTECTION ZONE
FENCING IS REQUIRED. THE FENCING SHALL BE ERECTED
BEFORE THE DEMOLITION, GRADING OR CONSTRUCTION
BEGINS. GRADING OR CONSTRUCTION BEGINS. THE FENCE
SHALL INCLUDE THE ENTIRE WIDTH OF TERRACE AND,
EXTEND AT LEAST 5 FEET ON BOTH SIDES OF THE OUTSIDE
EDGE OF THE TREE TRUNK. DO NOT REMOVE THE FENCING
TO ALLOW FOR DELIVERIES OR EQUIPMENT ACCESS
THROUGH THE TREE PROTECTION ZONE.

6. STREET TREE PRUNING SHALL BE COORDINATED WITH
MADISON FORESTRY AT A MINIMUM OF TWO WEEKS PRIOR
TO THE START OF CONSTRUCTION FOR THIS PROJECT. ALL
PRUNING SHALL FOLLOW THE AMERICAN NATIONAL
STANDARDS INSTITUTE (ANSI) A300 - PART 1 STANDARDS
FOR PRUNING.

7. AT LEAST ONE WEEK PRIOR TO STREET TREE PLANTING,
CONTRACTOR SHALL CONTACT CITY FORESTRY AT
(608)266-4816 TO SCHEDULE INSPECTION AND APPROVAL
OF NURSERY TREE STOCK AND REVIEW PLANTING
SPECIFICATIONS WITH THE LANDSCAPER.
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