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CERTIFIED SURVEY MAP NO.

LOT 1
284,077 SQ. FT.

OR 6.52 ACRES

LOT 2
265,170 SQ. FT.

OR 6.09 ACRES

FEMRITE
DRIVE
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Hearing Impaired TDD (800) 542-2289 C100

SITE INFORMATION BLOCK:
SITE ADDRESS: 3302 DAIRY DRIVE
SITE ACREAGE: 280,014 SQ.FT. (6.43 AC)
USE OF PROPERTY: INDUSTRIAL
ZONING:  INDUSTRIAL LIMITED (IL)
MAXIMUM LOT COVERAGE: 75%

SETBACKS:
FRONT YARD:  0-FEET
REAR YARD:  30-FEET
SIDE YARD:  0-FEET

TOTAL NUMBER OF PARKING STALLS: 100
NUMBER OF STALLS DESIGNATED ACCESSIBLE: 4

TOTAL NUMBER OF BIKE STALLS:  18

EXISTING IMPERVIOUS SURFACE AREA: 0 SQ.FT.

NEW IMPERVIOUS SURFACE AREA: 202,513 SQ.FT.
ROOFTOP:  86,506 SQ.FT.
PAVED:  110,102 SQ.FT.
SIDEWALK:  5,905 SQ.FT.

DISTURBANCE LIMITS: 280,000 SQ. FT.
IMPERVIOUS SURFACE AREA WITHIN DISTURBANCE LIMITS: 202,513 SQ.FT.
IMPERVIOUS SURFACE AREA ON THE SITE:  72.3%

GENERAL NOTES

PROPERTY BOUNDARY

EASEMENT

BUILDING FOOTPRINT

18" CURB AND GUTTER

18" REJECT CURB AND GUTTER
CURB CUT

ASPHALT PAVEMENT

CONCRETE PAVEMENT

STORMWATER TREATMENT FACILITY

LEGEND (PROPOSED)

PROPOSED BUILDING
86,400 SF

FEMRITE DRIVE
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1. UNDERLYING SITE CONTOURS AND INFORMATION BASED ON TOPOGRAPHIC & UTILITY DATA AS
SURVEYED BY WYSER ENGINEERING DURING THE WEEK OF OCTOBER 26, 2020.  WYSER
ENGINEERING SHALL NOT BE HELD RESPONSIBLE FOR ANY ERRORS OR OMISSIONS THAT MAY
ARISE AS A RESULT OF ERRONEOUS OR INCOMPLETE INFORMATION PROVIDED BY OTHERS.
CONTRACTOR TO CONFIRM ALL ELEVATIONS, GENERAL DRAINAGE AND EARTHWORK
REQUIREMENTS PRIOR TO CONSTRUCTION.

2. THE BENCHMARK LOCATIONS ARE SHOWN FOR REFERENCE ONLY ON THIS PLAN. THE
BENCHMARKS SHALL BE VALIDATED BY A LICENSED LAND SURVEYOR PRIOR TO CONSTRUCTION.
CONTRACTOR ASSUMES RISK ASSOCIATED WITH BENCHMARK ELEVATIONS UNTIL CONFIRMED.

3. CONTRACTOR TO OBTAIN APPROPRIATE PERMITS TO WORK WITHIN THE CITY'S LAND IF
REQUIRED.

4. WYSER ENGINEERING SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY
THE OWNER OR CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT
IN DISCIPLINARY ACTIONS BY REGULATORY AGENCIES.

5. IF ANY ERRORS, DISCREPANCIES, OR OMISSIONS WITHIN THE PLAN BECOME APPARENT, IT SHALL
BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO CONSTRUCTION SO THAT
CLARIFICATION OR REDESIGN MAY OCCUR.

6. ALL MUNICIPAL UTILITY CONNECTIONS, WORK IN ROW, PUBLIC OUTLOTS AND PUBLIC
EASEMENTS SHALL BE IN ACCORDANCE WITH CITY OF MADISON STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUCTION.

THE RIGHT-OF-WAY IS THE SOLE
JURISDICTION OF THE CITY OF MADISON

AND IS SUBJECT TO CHANGE AT ANY
TIME PER THE RECOMMENDATION/PLAN

OF TRAFFIC ENGINEERING AND CITY
ENGINEERING DEPARTMENTS

THE RIGHT-OF-WAY IS THE SOLE
JURISDICTION OF THE CITY OF MADISON

AND IS SUBJECT TO CHANGE AT ANY
TIME PER THE RECOMMENDATION/PLAN

OF TRAFFIC ENGINEERING AND CITY
ENGINEERING DEPARTMENTS

STOP SIGN AT HEIGHT OF
SEVEN FEET TO BOTTOM OF
SIGN.
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SIGN.
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STORMWATER
MANAGEMENT

12'X6' CONCRETE BIKE
PARKING PAD (6 STALLS). "U"

STYLE BIKE PARKING RACK.

12'X6' CONCRETE BIKE
PARKING PAD (6 STALLS). "U"

STYLE BIKE PARKING RACK.

12'X6' CONCRETE BIKE
PARKING PAD (6 STALLS). "U"

STYLE BIKE PARKING RACK.

BUILDING FOOTPRINT SHOWN BASED
ON ARCHITECTURAL FLOOR PLAN AS
PROVIDED TO WYSER ENGINEERING.

THIS DRAWING SHOULD NOT BE USED
FOR CONSTRUCTION LAYOUT UNTIL
FOUNDATION IS VERIFIED BY FINAL
STRUCTURAL PLANS. THIS IS THE

RESPONSIBILITY OF THE CONTRACTOR.

18" CURB AND
GUTTER, TYP.

ADA RAMP, 12:1 MAXIMUM
SLOPE. INSTALL DETECTABLE

WARNING FIELDS.

ADA RAMP, 12:1 MAXIMUM
SLOPE. INSTALL DETECTABLE

WARNING FIELDS.

10'X20' DUMPSTER PAD WITH
FRONT SWING GATE.

26-FOOT WIDE CLASS III
DRIVEWAY APPROACH WITH
5-FOOT FLARES PER THE
CITY OF MADISON STANDARD
SPECIFICATIONS FOR PUBLIC
WORKS CONSTRUCTION.

10'X10' VISION TRIANGLE AREA AT
DRIVEWAY INTERSECTION. NO VISUAL
OBSTRUCTIONS ARE ALLOWED BETWEEN
THE HEIGHTS OF 30 INCHES AND 10 FEET.

25'X25' VISION TRIANGLE AREA AT PUBLIC
ROADWAY INTERSECTION. NO VISUAL
OBSTRUCTIONS ARE ALLOWED BETWEEN
THE HEIGHTS OF 30 INCHES AND 10 FEET.

26-FOOT WIDE CLASS III
DRIVEWAY APPROACH WITH
5-FOOT FLARES PER THE
CITY OF MADISON STANDARD
SPECIFICATIONS FOR PUBLIC
WORKS CONSTRUCTION.

10'X10' VISION TRIANGLE AREA AT
DRIVEWAY INTERSECTION. NO VISUAL
OBSTRUCTIONS ARE ALLOWED BETWEEN
THE HEIGHTS OF 30 INCHES AND 10 FEET.

2-FOOT VEHICLE
OVERHANG, TYP.

ADA ROUTE TO PUBLIC
SIDEWALK.

ADA STALL SIGN

VAN ACCESSIBLE
ADA STALL SIGN

NO SNOW ALLOWED TO
BE PUSHED INTO THE
BIORETENTION BASINS

NO SNOW ALLOWED TO
BE PUSHED INTO THE
BIORETENTION BASINS

NO SNOW ALLOWED TO
BE PUSHED INTO THE
BIORETENTION BASINS

ELLESTAD DRIVE

2-FOOT VEHICLE OVERHANG, TYP.

STORMWATER
MANAGEMENT

PUBLIC SIDEWALK. REFER TO
CITY OF MADISON PUBLIC
IMPROVEMENT PLANS
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Installation of new public sidewalk on Femrite Drive adjacent to proposed Lot 1, 3302 Dairy Drive.
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LEGEND (PROPOSED)GENERAL NOTES

UTILITY NOTES
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Storm sewer lateral connections:
Dairy Drive into public inlet
Femrite Drive to public main with
new manhole.

Water and sanitary connections to
laterals stubbed onto property
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