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Luminaire Schedule

QTY TYPE MFR PART NUMBER LLF WATTS LUMENS

10 B1 FC Lighting FCBT690S-UNV-24-xK-8L-(finish) 0.900 14 767

17 D1 Liteline RA2S-7F-90WH 0.900 7 576

1 T1 Acolyte CHAS3-(lens)-(hsg color) + RB-SW220-(wattage)-(color) + ACCESSORIES 0.900 N.A. N.A.

8 W1 FC Lighting FCC410W-UNV-9xx-15/15L-D50-U25 0.900 N.A. N.A.

1 W2 Lithonia WDGE1 LED P1 xxK 80CRI VF MVOLT (mount) (finish) 0.900 10 1194
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17.10 13.09 1.52 0.57 0.44 0.41 0.41 0.41 0.42 0.41 0.39 0.29 0.24 0.19 0.17 0.17 0.21 0.37 1.27 10.86

20.39 17.05 3.00 1.87 1.74 1.74 1.77 1.80 1.84 1.87 1.80 1.29 0.73 0.49 0.43 0.43 0.48 0.68 1.77 12.37

19.14 23.92 14.13 13.71 13.97 14.29 14.66 15.03 15.41 15.87 16.25 10.18 2.85 1.82 1.70 1.72 1.78 2.00 3.05 13.14

7.12 24.07 25.61 25.04 24.53 24.01 23.50 23.05 22.55 22.38 25.03 39.30 14.82 13.28 13.44 13.75 14.13 14.59 15.63 22.97

1.21 2.40 2.85 2.87 2.82 2.77 2.72 2.68 2.66 2.88 5.26 22.04 26.69 25.92 25.34 24.84 24.40 23.95 23.63 23.46

0.30 0.46 0.55 0.58 0.59 0.58 0.58 0.59 0.61 0.73 1.20 2.29 2.96 2.99 2.93 2.87 2.82 2.79 2.74 2.51

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
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0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.02 0.03 0.03 0.04 0.04 0.04 0.03 0.03 0.03 0.02 0.02 0.02 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01 0.01 0.01

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.05 0.06 0.07 0.08 0.07 0.06 0.05 0.03 0.02 0.03 0.03 0.04 0.04 0.05 0.05 0.05 0.05 0.05 0.05 0.05 0.04 0.04 0.04 0.03 0.03 0.02 0.02 0.02 0.02 0.02 0.02 0.02 0.01 0.01 0.01
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0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.03 0.19 2.07 15.04 3.91 1.72 0.36 0.14 0.10 0.07 0.06 0.05 0.04 0.04 0.03

0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.02 0.05 0.16 0.68 1.68 3.63 1.72 0.39 0.16 0.11 0.09 0.07 0.06 0.05 0.04 0.04

0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.04 0.09 0.19 0.23 3.96 1.83 0.42 0.18 0.13 0.10 0.08 0.07 0.06 0.05 0.04

0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.07 0.16 0.20 3.60 1.77 0.43 0.20 0.14 0.11 0.09 0.07 0.06 0.05 0.05

0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.02 0.03 0.10 0.47 1.40 3.93 1.88 0.45 0.20 0.16 0.12 0.10 0.08 0.07 0.06 0.05

0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.17 1.67 15.09 3.55 1.81 0.45 0.22 0.17 0.14 0.11 0.09 0.08 0.07 0.06

0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.07 0.20 1.15 4.81 3.86 1.90 0.48 0.24 0.19 0.15 0.13 0.11 0.09 0.08 0.07

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.07 0.15 0.36 0.50 3.44 1.83 0.50 0.27 0.21 0.17 0.14 0.12 0.10 0.09 0.07

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.07 0.15 0.32 0.39 3.43 1.91 0.54 0.29 0.24 0.19 0.16 0.14 0.11 0.10 0.08

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.05 0.09 0.21 0.71 1.79 2.91 1.59 0.53 0.31 0.27 0.22 0.18 0.15 0.13 0.11 0.09

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.05 0.10 0.27 1.20 3.99 3.38 3.97 1.61 0.55 0.35 0.31 0.25 0.21 0.17 0.14 0.12 0.11

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.09 0.25 1.05 2.90 1.94 1.18 0.97 0.55 0.38 0.35 0.29 0.23 0.19 0.16 0.14 0.11

0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.04 0.06 0.12 0.21 0.06 8.49 3.51 0.96 0.58 0.43 0.40 0.32 0.26 0.21 0.18 0.15 0.12

0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.02 0.03 0.06 0.09 0.08 16.99 6.32 1.28 0.60 0.45 0.44 0.35 0.29 0.23 0.20 0.16 0.14

0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.02 0.03 0.06 0.23 0.47 11.21 4.29 1.10 0.63 0.50 0.49 0.39 0.32 0.26 0.21 0.18 0.15

0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.02 0.03 0.11 0.87 6.56 3.69 1.84 0.95 0.68 0.54 0.54 0.43 0.36 0.29 0.23 0.19 0.16

0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.03 0.16 1.39 12.31 8.59 3.67 1.17 0.75 0.57 0.60 0.47 0.39 0.31 0.25 0.20 0.18

0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.04 0.11 0.45 1.11 17.24 6.55 1.51 0.80 0.61 0.65 0.52 0.42 0.33 0.27 0.23 0.18

0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.02 0.06 0.12 0.16 11.59 4.56 1.29 0.81 0.63 0.70 0.55 0.45 0.36 0.29 0.24 0.20

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.02 0.04 0.04 3.68 1.96 1.12 0.82 0.66 0.75 0.59 0.48 0.39 0.31 0.25 0.20

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.02 0.02 8.50 3.73 1.32 0.85 0.67 0.79 0.62 0.51 0.40 0.33 0.26 0.21

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 17.46 6.73 1.64 0.88 0.69 0.82 0.65 0.52 0.42 0.34 0.28 0.22

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.87 4.77 1.38 0.87 0.68 0.85 0.67 0.54 0.43 0.34 0.28 0.23

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 3.74 1.98 1.16 0.84 0.66 0.85 0.67 0.55 0.43 0.35 0.28 0.23

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 8.24 3.64 1.31 0.82 0.64 0.83 0.66 0.53 0.42 0.34 0.28 0.23

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 17.08 6.61 1.54 0.79 0.60 0.81 0.64 0.51 0.41 0.34 0.27 0.22

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 11.94 4.61 1.17 0.70 0.55 0.75 0.60 0.49 0.40 0.32 0.26 0.22

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 2.78 1.36 0.76 0.59 0.48 0.69 0.56 0.47 0.37 0.31 0.25 0.21

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 2.95 0.87 0.66 0.52 0.44 0.63 0.51 0.42 0.34 0.29 0.24 0.19

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 5.52 12.05 8.68 3.23 5.99 12.20 8.35 1.98 1.87 1.66 4.93 11.16 7.99 2.43 0.82 0.59 0.46 0.38 0.56 0.46 0.39 0.32 0.26 0.22 0.18

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 1.77 3.03 2.49 1.62 2.09 3.10 2.37 1.21 0.92 1.00 1.39 2.33 1.84 0.90 0.69 0.55 0.41 0.34 0.49 0.41 0.35 0.29 0.24 0.20 0.17

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.02 0.04 0.08 0.18 0.18 0.12 0.11 0.20 0.72 2.83 4.41 3.54 0.90 0.41 0.44 0.32 0.46 1.16 1.52 1.37 1.27 1.40 1.71 1.44 1.13 1.08 1.26 1.15 0.88 0.79 0.92 0.95 0.62 0.40 0.30 0.43 0.35 0.31 0.26 0.22 0.19 0.16

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.03 0.07 0.26 1.10 1.91 0.56 0.28 0.62 2.19 2.40 1.83 1.40 0.95 2.36 5.61 1.18 0.79 2.16 7.63 2.52 1.18 1.87 8.69 4.58 1.24 1.32 5.13 7.29 1.30 0.90 3.04 8.73 1.57 0.40 0.27 0.37 0.31 0.27 0.23 0.20 0.17 0.14

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.03 0.09 0.44 5.02 13.87 1.42 0.35 1.07 12.03 7.39 0.98 0.50 0.65 3.60 8.26 1.43 0.75 2.48 8.78 2.40 0.95 1.67 6.29 2.88 1.01 1.10 4.30 4.49 1.06 0.76 2.95 6.38 1.26 0.34 0.21 0.32 0.27 0.23 0.21 0.17 0.15 0.13

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.03 0.06 0.14 0.23 0.18 0.38 0.20 0.24 0.20 0.40 0.36 0.22 0.19 0.17 0.16 0.33 0.37 0.39 0.37 0.51 0.55 0.53 0.48 0.51 0.51 0.45 0.39 0.35 0.37 0.34 0.29 0.22 0.24 0.20 0.16 0.25 0.22 0.20 0.18 0.15 0.13 0.12

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.02 0.02 0.02 0.03 0.04 0.06 0.07 0.07 0.08 0.10 0.10 0.10 0.11 0.13 0.19 0.23 0.26 0.30 0.33 0.35 0.37 0.37 0.35 0.33 0.31 0.28 0.26 0.24 0.23 0.20 0.17 0.16 0.14 0.13 0.21 0.19 0.17 0.15 0.13 0.12 0.10

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.02 0.03 0.03 0.04 0.05 0.05 0.06 0.07 0.07 0.09 0.13 0.16 0.18 0.20 0.23 0.25 0.26 0.27 0.27 0.26 0.24 0.23 0.22 0.20 0.19 0.17 0.16 0.14 0.12 0.11 0.10 0.17 0.16 0.14 0.13 0.12 0.10 0.09

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.02 0.03 0.04 0.04 0.05 0.05 0.06 0.08 0.11 0.13 0.14 0.16 0.18 0.19 0.20 0.20 0.20 0.19 0.19 0.18 0.16 0.16 0.15 0.14 0.13 0.11 0.10 0.09 0.08 0.15 0.13 0.12 0.11 0.10 0.09 0.08

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.01 0.01 0.01 0.01 0.01 0.01 0.02 0.02 0.03 0.03 0.04 0.04 0.04 0.05 0.08 0.09 0.10 0.11 0.12 0.14 0.14 0.15 0.15 0.15 0.15 0.14 0.14 0.13 0.12 0.12 0.11 0.10 0.09 0.08 0.07 0.07 0.12 0.11 0.10 0.09 0.08 0.08 0.07
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US Commercial Lighting Manufacturer Since 1982

© FC Lighting 3609 Swenson Ave. • St. Charles, IL • 60174  |  fclighting.com  |  800.900.1730

Due to continuous development and improvements, specifications are subject to change without notice. FC Lighting reserves the right to change lab test details or specifications without notice. 
Product use certifies agreement to FC Lighting terms and conditions. FCC Series Cylinder Lights are engineered and produced in our Illinois manufacturing facility.

AG-DH-11220

FCBT690 Exterior die-cast aluminum bollard with right angle head position tower. 
Available in 42" and 36" height. Designed and built to illuminate the ground and/or 
pathways safely without glare. FCBT690 has an extremely wide-throw beam pattern 
covering 30'–35' wide and still measuring greater than 1 foot candle. It also has a 
forward throw of approximately 14 feet. Matches up with FCBT690S, 24" high version.

Date: Approved:

Type:

Fixture:

Project:

SPECIFICATIONS

PHYSICAL
dimensions 42"H or 36"H x 8"W x 9"D at top (3"D at base)

weight 12 lbs

housing marine grade, corrosion resistant, heavy guage aluminum

lens impact resistant, UV stabilized, clear, polycarbonate diffuser

mounting heavy gauge base bracketing for bollard installation provides a unique mounting solution, so the tower body anchors flush to the ground 
without the appearance of a base plate, anchor bolts inlcuded (j-box by others)

ingress protection IP66: dry, damp, or wet locations with extruded silicone gasket to seal out contaminants

finish Six stage chemical iron phosphate conversion pre-treatment. Polyester powder coat finish, 18 µm Min., 5000hr salt spray test (ASTM 
B117) compliant with Florida / AAMA 2604 specification.

PERFORMANCE
color temperature 2700K 3000K 3500K 4000K

lumen output offerings 479 lm 958 lm 1436 lm 1915 lm

lifetime > 70,000 hours / L70 or better

color consistency 3 SDCM / 85 CRI

operating temperature -49°F to 104°F (-45°C to 40°C)

junction temperature 73°C @ TA 25°C

warranty 5-Year limited warranty (refer to website for details)

ELECTRICAL
input voltage Universal 120-277VAC | optional: 347 VAC (integral) | 480 VAC (integral)

power supply Integral Class II, electronic, high power factor > 94% @120V

certification ETL/cETL Listed

standards UL1598 / CSA C22.2 No. 250.0; Ul 8750 / CSA C22.2 No. 250.13 / IES LM-79 / LM-80

power consumption 7W (479 lm) minimum, 26W (1915 lm) maximum

dimming standard: 0-10V (10%) | optional: ELV (120V only)  / DMX (integral) /DALI (integral)

FCBT690

ZZ QUICK SHIP PRODUCT  visit fclighting.com
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FCBT690

ORDERING INFORMATION

Ordering Information

FCBT690

SERIES VOLTAGE HEIGHT CCT LUMENS FINISH OPTIONS

FCBT690 UNV UNV 120V-277V 42 42” 27K 2700K   5L   479 lm (7W) BK Black CD Cane Detector

347V 347V AC (Integral) 36 36” 3K 3000K 10L   958 lm (13W) BZ Bronze LD 0-10V Dimming (Standard)

480V 480V AC (Integral) 35K 3500K 14L   1436 lm (20W) SL Silver ELV ELV Dimming (120 Only)

4K 4000K 19L   1915 lm (26W) WH White DMX DMX Dimming (Integral)

CC Custom Color DALI DALI Dimming (Integral)

SP20 20kV Surge Protector

BBU Battery Backup, Integral (Not w/ ELV)

SP20-BBU (2) 20kV Surge Protectors (1/LED driver, 
1/BBU) and Battery Backup (Integral)

HS 180° House Shield

HS2 270° House Shield

To ensure you receive proper configurations for your lighting specifications, contact us directly about any unique application 
requirements. This may include but not be limited to lumen output, mounting needs, or electrical components.  

Consult Factory for other options and configurations.

ZZ QUICK SHIP PRODUCT  visit fclighting.com
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Physical

PRODUCT DIMENSIONS - STANDARD PRODUCT MOUNTING

height 42"H or 36"H

width 8" W

depth 9" D top

depth 3" D base

mounting plate depth 3" D

mounting plate width 8" W

anchor bolt size 3/8"ø x 12"L x 2" Tang

FCBT690

8 in

36 in
or
42 in

9 in

36 in
or
42 in

Bollard uniquely attaches flush at 
the base to the mounting surface 
with no visual sign of a base plate.

8"

6.25"

1.25"3"

mounting hole pattern

Anchor Bolt Part # 94523B-4

Quantity Required 4 for each bollard

Base Mount
Detail
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AG-DH-11220

Photometry & Accessories 
OPTICAL DISTRIBUTION

ACCESSORIES FIND IES FILES ON FCLIGHTING.COM

FCBT690

  SHOWS FCBT690 
W/ CANE DETECTION

CD - Cane Detector

foot depth add 3" D at column base

foot width 8" W

Use the 180° House Side Shield 
(HS) to protect beach side areas 
where fixtures are installed.

HS Height:  5.5" H

HS Height:  5.5" H

Use the (HS2) front House Shield 
to protect beach side areas 
where fixtures are installed.

HS2 - House Shield that blocks light out the front

HS - House Shield that blocks light out the sides

Manufacturer: FC Lighting
Luminaire: F002680FCBT6904K

IES Viewer 3.6   A. Legotin (C) 2020

IES Viewer 3.6   
A. Legotin (C) 2020
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Type CLamp=-1 (1 915.3) lm
Max=1 107.3 cd
Power=26 W
Multiplier=1
Degree=0

Box 0.75x0.666667x3.5 ft



Job Information

Project Name Type

Location

Quantity Date

Contact/Phone

Notes

L I T E L I N E . C O M
Liteline Corporation

Copyright © 2021

All rights reserved.

Telephone

416.996.1856

1.866.730.7704

Fax

905.709.5255

1.888.738.9736

Features

Description

Notes: Accessories are sold separately. For 

additional options please consult your Liteline 

representative.

Due to our continued efforts to improve our 

products, product specifi cations are subject to 

change without notice.

LUNA
2" Fixed Square, 470-560 Lumens, 7W, Color 

Selectable / Dim-To-Warm

Recessed Downlighting

Ordering Guide

RA2S-7F

REV 2.11.21

Body
Durable airtight aluminum body with 

anodized blue heat sink to provide 

maximum airfl ow for the LED light 

source. On-fi xture color selectable 

switch allows switching between 

2700 K, 3000 K, 3500 K, 4000 K and 

5000 K color temperatures.

LED Characteristics
This general application light fi xture 

features a 7 watt LED module that 

maintains uniform intensity producing 

up to 560 lumens; with a typical CRI 

of 90. Available in color selectable or 

a Dim-to-Warm module (3000 K ~ 

2000 K).

Dimming
100%-10% dimming capability. This 

fi xture is compatible with industry 

standard forward-phase / reverse-phase 

dimmers (contact factory for list of 

compatible dimmers). Dim-to-Warm 

offers color temperature dimming from 

3000 K to 2000 K.

Beam Spread
The fi xture lens provides 40° beam 

spread.

Mounting
Includes two spring loaded clips to 

attached to any ceiling material. Optional 

pre-mounting plate available for new 

construction applications.

LED Driver
Extruded aluminum hardwire box with 

170mA dimmable class II electronic 

LED driver with 100-135V AC input. 

Includes an 18" FT6 rated cable with 

DC 2.1 connector between driver and 

fi xture approved for use in plenums and 

suspended ceilings.

Quick Connect push-in 
terminals
Three “Quick connect” push-in terminals 

in LED driver compartment for fast and 

easy wiring.

Minimum Starting Temperature
-40°C (-40°F)

Environment
• Suitable for wet locations.

• Suitable for indoor/outdoor 

applications.

• Approved for direct contact with 

insulation.

• Airtight

SPECIFICATION

Application Ceiling Recess Mount
Approved Location Wet / Insulated Ceilings
Beam Angle 40°
CCT (color 
selectable)

2700 K / 3000 K / 3500 K 
/ 4000 K / 5000 K

CCT (DTW) Dim-to-Warm
(3000 K ~ 2000 K)

Certifi cation cETLus
Class II Yes
Color BK / BN / WH
CRI 90
Dimming Yes
Dimming Tech Forward/reverse-phase
Energy Star Yes*
Hole Cut Ø 2½  " (64mm)
Input 100-135V AC, 60Hz
Lumens Up to 560
Lumens per Watt Up to 77
Power Factor 0.9
Projected Life 70% @ 50,000 hrs
Warranty Lifetime
Wattage 7W

15⁄8"
42mm

25⁄16"
59mm

1½"
38mm

213⁄16"
71mm

18"
457mm

45⁄8"
117mm

2¾"
70mm

WET LOCATION
ENDROITS
MOUILLÉS

LIFETIME

Evolved to be a fl exible, low-glare, 

and aesthetically pleasing luminaire, 

the LUNA Series offers contractors, 

builders, homeowners and designers, a 

fi xture with regressed optics and color 

selectable CCT abilities, to promote 

on-site fl exibility, while enhancing sleek, 

directional lighting in both commercial 

and residential spaces.

* Energy star for color selectable models only.

CCT LUMEN OUTPUT

2700 K 470
3000 K 500
3500 K 540
4000 K 560
5000 K 550
DTW 530

Trim FinishColor Temp.

BK : Black

BN : Brushed Nickel

WH : White

Leave blank for color selectable

DTW : Dim-to-Warm

- 90

27K

35K

50K

30K

40K

* Color selectable 
switch not available 
on DTW.



Accessories

SLM-60-FC
60" Flexible connector, for use with 

SlimLED fi xtures.

P-2510
2½  " Round pre-mounting plate with 

driver attachment clip, for 2" LUNA LED 

fi xtures.

VBE-2
Vapour barrier extender. For use in 

remodel applications.

VBE-5
Vapour barrier extender. For use in new 

construction applications.

VBE-1
Vapour barrier extender. For use in new 

construction applications.

P-NCMK-1
New construction mounting kit. Includes 

hanger bars, brackets and screws.

LC-CRTL-3WAY-1
OnCloud Smart Wi-Fi 3-Way Switch, 

compatible with WiZ App.

LC-CRTL-DIM-1
OnCloud Smart Wi-Fi dimmer, 120V, 

compatible with WiZ App.
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AS3 Channel Mounting Clip (Included Accessory)

AS3 CHANNEL FIXTURE

AS3 Channel Fixture is a wide, low profile channel, the widest of 
the AS series. The 120-degree beam angle creates a wide, even 
spread of light and is ideal for cove applications, specifically 
when using our double row RibbonLyte. This can be used in 
conjunction with our tiltable stands, and includes a choice of 
clear, frosted or milky lens. Custom design a fixture with our AS3 
Channel Fixture and RibbonLyte products.

• Available for field assembly or factory assembly

• Beam Angle 120°

• Wattage Range from 0.75 W/ft (2.46 W/m) to 8.8 W/ft (28.9 W/m)

• Static White delivered lumen range from 85 lm/ft (279 lm/m)  

   up to 729 lm/ft (2391 lm/m)

• Available in silver, white, black or custom colors

• Assembled in USA

Frosted Lens
85% Light Transmission

AVAILABLE LENS FINISHES

Milky Lens
70% Light Transmission

Clear Lens
92% Light Transmission

AVAILABLE COLORS & COLOR TEMPERATURES

2200K 3000K 3500K 4000K 6000K1800K 2400K2000K 2700K Red Amber Green Blue RGB RGBA RGBW VW WD

GENLED Acolyte® does not warrant or represent that the information is free from errors or omission. The information may change without notice and GENLED Acolyte® is not in any 
way liable for the accuracy of any information printed and stored or in any way interpreted or used. 

DIMENSIONS

Width: 0.93 in. (23.6 mm)
Height: 0.42 in. (10.7 mm)
Internal Width: 0.81 in. (20.6 mm)

Width: 0.6 in. (15 mm)
Length: 0.97 in. (24.7 mm)
Height: 0.25 in. (6.35 mm)

5-Day QuickShip program available with Clear, Frosted & Milky lenses and the following RibbonLyte products only: 
IP20 & IP65 1.5 Static White RibbonLyte from 2700K to 4000K / 3.0 & 4.4 Static White RibbonLyte: IP20 from 2400K to 4000K, IP65 from 2700K to 3500K, IP68 3000K & 3500K / 5.0 Static 

White RibbonLyte: IP20 from 2700K to 4000K, IP65 3000K, IP68 3000K & 3500K / 6.0 Static White RibbonLyte: IP20 & IP65 2700K to 4000K, IP68 3000K & 3500K / IP20 3.0 Static White Matrix 

RibbonLyte from 2400K to 4000K / IP20 3.0 RGB Matrix RibbonLyte / IP20, IP65 & IP68 4.4 RGB RibbonLyte / IP20 4.4 RGBW/A RibbonLyte / IP20 5.5 4-in-1 RGBW+4000K RibbonLyte / IP65 & 

IP68 5.5 4-in-1 RGBW+3000K / IP20 1.0, 3.0, 6.0 Variable White RibbonLyte / IP20 & IP65 5.2 Warm Dim RibbonLyte

0.25 in.
(6.35 mm)

0.97 in.
(24.7 mm)

0.6 in.
(15 mm)

0.97 in.
(24.7 mm)

0.14 in. (3.5 mm)

0.46 in.
(11.7 mm)

0.97 in.
(24.7 mm)

120°

0.93 in.
(23.6 mm)

0.81 in.
(20.6 mm)

0.42 in.
(10.7 mm)

Assembled ViewSide View Top View

Note:
1. Each section of channel includes 3 mounting clips.
2. Magnetic mounting option available (see page 2)

Black

HOUSING FINISHES

Silver
Default finish

White
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SPECIFICATIONS

GENLED Acolyte® does not warrant or represent that the information is free from errors or omission. The information may change without notice and GENLED Acolyte® is not in any 
way liable for the accuracy of any information printed and stored or in any way interpreted or used. 

Magnetic Mount  (Part #: CHMAG0.5)

0.125 in.
(3.175 mm)

Ø 0.2 in. (5.08 mm)

0.5 in.
(12.7 mm)

Side View Top View Assembled View Features:
- High-energy neodymium magnets come attached to mounting clips with countersink hex nuts
- Create easy-mount magnetic channels with minimal surface gaps; no tools or drilling necessary 
- Magnets rated for 8 lbs. of pull force with static load

Applications:
- Industrial lighting retrofits for troffers and other metal fixtures
- Metal retail shelf lighting 
- Temporary light fixture installations

Tiltable Stand (Part # TILTSTANDST)

0.75 in.
(19.0 mm)

1.02 in.
(26 mm)

0.87 in.
(22.2 mm)

0.79 in.
(20 mm)

0.86 in.
(21.8 mm)

Assembled Height with Channel: 1.32 in. (33.5 mm)

ACCESSORIES

Beam Angle 120°

Lens Type Clear Lens, Frosted Lens, Milky Lens

Length Channel is sold by the foot and cut to your exact desired length. Required amount of mounting clips included.

Operating Voltage 24V

Dimming MLV / 0-10 Volt / Lutron Hi-Lume 1% dimming LED drivers / Lutron VIVE code compliance available / ELV / DALI / DMX

Operating Temperature -40° F to 158° F (-40° C to 70° C)

Colors
1800K, 2000K, 2200K, 2400K, 2700K, 3000K, 3500K, 4000K, 6000K, Red, Amber, Green, Blue, RGB, RGBW, RGBA, VW, 

Warm Dim (1800K, 2000K, 2200K only available in IP20)

CRI 90+ CRI (Static white only)

Lamp Life L70 at 50,000 Hours

MacAdam Ellipses (SDCM) 2-Step Binning (For Static White LEDs only)

Certifications

ETL Listed: UL 2108 Issued: 2004/02/27 Ed: 1 Rev: 2014/02/24 Low Voltage Lighting Systems

CSA C22.2#9.0 Issued: 1996/06/01 Ed: 1 (R2011) General Requirements for Luminaries;

with Gen. Inst. 1: 1997, Gen Inst. 2: 1998.     ROHS compliant     UL 2108 - Low Voltage Lighting Systems

UL 8750 - Light Emitting Diode (LED) Equipment for Use in Lighting Products     UL 1598 / CSA 250.0-08 - Luminaires

0.59 in.
(14.88 mm)
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ORDERING GUIDE

WATTAGE COLOR

0.75 - 0.75 W/ft (2.46 W/m - Static White, Static Color) 18 - 1800K VW - Variable White

1.0 - 1.0 W/ft (3.3 W/m - Variable White) 20 - 2000K RGB - Red, Green, Blue

1.5 - 1.5 W/ft (4.9 W/m - Static White, Static Color) 22 - 2200K RGB30 - Red, Green, Blue + 3000K

2.2 - 2.2 W/ft (7.2 W/m - Static White, Static Color, RGB) 24 - 2400K RGB40 - Red, Green, Blue + 4000K (5.5W only)

3.0 - 3.0 W/ft (9.8 W/m - Static White, Static Color, Variable White) 27 - 2700K RGB60 - Red, Green, Blue + 6000K

4.4 - 4.4 W/ft (14.4 W/m - Static White, Static Color, RGB, RGBW/RGBA) 30 - 3000K RGBA - Red, Green, Blue + Amber

5.0 - 5.0 W/ft (16.4 W/m - Static White, Static Color) 35 - 3500K 2920 - Warm Dim 2900K - 2000K (IP20)

5.2 - 5.2 W/ft (17.1 W/m - Warm Dim) 40 - 4000K 2721 - Warm Dim 2700K - 2100K (IP65+IP68)

5.5 - 5.5 W/ft (18.0 W/m - RGBW/RGBA) 60 - 6000K Z - Undecided**

6.0 - 6.0 W/ft (19.7 W/m - Static White, Static Color, Variable White) R - Red ** For quotes only. Must be chosen before final order.   

8.8 - 8.8 W/ft (28.9 W/m - RGB) A - Amber

G - Green

B - Blue

CATEGORY CRI RIBBON TYPE & IP RATING

RB

RB - RibbonLyte 0 - Static Color, Color Changing SWS220 - Static White Series 2 IP20 VWS220 - VW Series 2 IP20 RGBWA20 - RGBW/A IP20

90 - 90+ CRI Static White SWS265 - Static White Series 2 IP65 VWS265 - VW Series 2 IP65 RGBWA65 - RGBW/A IP65

SWS268 - Static White Series 2 IP68 VWS268 - VW Series 2 IP68 RGBWA68 - RGBW/A IP68

SCS220 - Static Color Series 2 IP20 RGB20 - RGB IP20 WD20 - Warm Dim IP20

SCS265 - Static Color Series 2 IP65 RGB65 - RGB IP65 WD65 - Warm Dim IP65

SCS268 - Static Color Series 2 IP68 RGB68 - RGB IP68 WD68 - Warm Dim IP68

CHANNEL LENS HOUSING COLOR

CHAS3

CHAS3 - AS3 Channel C - Clear Lens* M - Milky Lens SV - Silver (default) WH - White

F - Frosted Lens * Clear lens is the default option if not specified. BK - Black

Consult factory for custom colors

CONNECTION OPTIONS (See diagrams on the right) Custom Length (ft.)

1 - End Feed Bare Wire Connection 4 - End Feed with IP67 Male Coupler 

2 - Back Feed Bare Wire Connection  5 - Soldered Daisy Chain

3 - Side Feed Bare Wire Connection 6 - Daisy Chain With IP67 Couplers

1. (Default) 2.

5. 6.

4.3.

Wire Length for 5:
Standard 3 in. / Custom up to 3 feet

Wire Length for 6:
Standard 3 in. / Custom up to 18 in.

Wire Length for 4:
Standard 12 in. / Custom up to 20 feet

Wire Length for 1, 2, 3:
Standard 12 in. / Custom up to 20 feet

Complete RibbonLyte Part NumberSTEP 2

Complete Channel Part NumberSTEP 1

Add AccessoriesSTEP 4

ASSEMBLY OPTION LENGTH (Standard factory assembled length up to 78 in. / 2 m)

FI - Field Assembly

FA - Factory Assembly

ACCESSORIES

TILTSTANDST - Tiltable Stand CHMAG0.5 - Magnetic Mount

Complete Assembly Option & LengthSTEP 3
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AS3 CHANNEL FIXTURE

Available 
Wattages

Cuttable
Length

LED
Pitch

Color
Temp.

Im/W
without 

Lens

Delivered Lumens
with Clear Lens

Delivered Lumens
with Frosted Lens

Delivered Lumens
with Milky Lens

Standard
Cable

Length

Compatible
with Channel

IP20 IP65 IP68

0.75 Static 
White 

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

1800K 84 58 lm/ft (190.3 lm/m) 53.6 lm/ft (175.8 lm/m) 44.1 lm/ft (144.6 lm/m)

12 in.
(30.5 cm)

2000K 99 68.3 lm/ft (224 lm/m) 63.1 lm/ft (207 lm/m) 52 lm/ft (170.6 lm/m)

2200K 109 75.2 lm/ft (246.7 lm/m) 69.5 lm/ft (228 lm/m) 57.2 lm/ft (187.6 lm/m)

2400K 113 78 lm/ft (255.8 lm/m) 72.0 lm/ft (236.2 lm/m) 59.3 lm/ft (194.5 lm/m)

2700K 123 84.9 lm/ft (278.5 lm/m) 78.4 lm/ft (257.2 lm/m) 64.6 lm/ft (211.9 lm/m)

3000K 123 84.9 lm/ft (278.5 lm/m) 78.4 lm/ft (257.2 lm/m) 64.6 lm/ft (211.9 lm/m)

3500K 130 89.7 lm/ft (294.2 lm/m) 82.9 lm/ft (272 lm/m) 68.3 lm/ft (224 lm/m)

4000K 134 92.5 lm/ft (303.4 lm/m) 85.4 lm/ft (280.1 lm/m) 70.4 lm/ft (230.9 lm/m)

6000K 131 90.4 lm/ft (296.5 lm/m) 83.5 lm/ft (273.9 lm/m) 68.8 lm/ft (225.7 lm/m)

1.5 Static 
White 

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

1800K 84 115.9 lm/ft (380.2 lm/m) 107.1 lm/ft (351.3 lm/m) 88.2 lm/ft (289.3 lm/m)

12 in.
(30.5 cm)

2000K 98 135.2 lm/ft (443.5 lm/m) 125 lm/ft (410 lm/m) 102.9 lm/ft (337.5 lm/m)

2200K 109 150.4 lm/ft (493.3 lm/m) 139 lm/ft (455.9 lm/m) 114.5 lm/ft (375.6 lm/m)

2400K 113 155.9 lm/ft (511.4 lm/m) 144.1 lm/ft (472.6 lm/m) 118.7 lm/ft (389.3 lm/m)

2700K 123 169.7 lm/ft (556.6 lm/m) 156.8 lm/ft (514.3 lm/m) 129.2 lm/ft (423.8 lm/m)

3000K 123 169.7 lm/ft (556.6 lm/m) 156.8 lm/ft (514.3 lm/m) 129.2 lm/ft (423.8 lm/m)

3500K 129 178 lm/ft (583.8 lm/m) 164.5 lm/ft (539.6 lm/m) 135.5 lm/ft (444.4 lm/m)

4000K 134 184.9 lm/ft (606.5 lm/m) 170.9 lm/ft (560.6 lm/m) 140.7 lm/ft (461.5 lm/m)

6000K 131 180.8 lm/ft (593 lm/m) 167 lm/ft (547.8 lm/m) 137.6 lm/ft (451.3 lm/m)

2.2 Static 
White 

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

1800K 83 168 lm/ft (551 lm/m) 155.2 lm/ft (509.1 lm/m) 127.8 lm/ft (419.2 lm/m)

12 in.
(30.5 cm)

2000K 96 194.3 lm/ft (637.3 lm/m) 179.5 lm/ft (588.8 lm/m) 147.8 lm/ft (484.8 lm/m)

2200K 106 214.5 lm/ft (703.6 lm/m) 198.2 lm/ft (650.1 lm/m) 163.2 lm/ft (535.3 lm/m)

2400K 111 224.7 lm/ft (737 lm/m) 207.6 lm/ft (680.9 lm/m) 170.9 lm/ft (560.6 lm/m)

2700K 120 242.9 lm/ft (796.7 lm/m) 224.4 lm/ft (736 lm/m) 184.8 lm/ft (606.1 lm/m)

3000K 122 246.9 lm/ft (809.8 lm/m) 228.1 lm/ft (748.2 lm/m) 187.9 lm/ft (616.3 lm/m)

3500K 127 257 lm/ft (843 lm/m) 237.5 lm/ft (779 lm/m) 195.6 lm/ft (641.6 lm/m)

4000K 133 269.2 lm/ft (883 lm/m) 248.7 lm/ft (779 lm/m) 204.8 lm/ft (671.7 lm/m)

6000K 128 259.1 lm/ft (849.8 lm/m) 239.4 lm/ft (785.2 lm/m) 197.1 lm/ft (646.5 lm/m)

3.0 Static 
White 

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

2400K 109.8 303.1 lm/ft (994.1 lm/m) 280.1 lm/ft (918.6 lm/m) 230.6 lm/ft (756.5 lm/m)

12 in.
(30.5 cm)

2700K 122.9 339.6 lm/ft (1114 lm/m) 313.5 lm/ft (1028.1 lm/m) 258.1 lm/ft (846.7 lm/m)

3000K 130 359.1 lm/ft (1177.9 lm/m) 331.4 lm/ft (1087.1 lm/m) 273 lm/ft (895.3 lm/m)

3500K 133 367.5 lm/ft (1205.3 lm/m) 339.2 lm/ft (1112.4 lm/m) 279.3 lm/ft (916.1 lm/m)

4000K 133 367.5 lm/ft (1205.3 lm/m) 339.2 lm/ft (1112.4 lm/m) 279.3 lm/ft (916.1 lm/m)

6000K 127 350.8 lm/ft (1150.5 lm/m) 323.7 lm/ft (1061.8 lm/m) 266.6 lm/ft (874.5 lm/m)

4.4 Static 
White 

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

2400K 109 441.2 lm/ft (1447 lm/m) 407.7 lm/ft (1337.1 lm/m) 335.7 lm/ft (1101.2 lm/m)

12 in.
(30.5 cm)

2700K 122 494.4 lm/ft (1621.6 lm/m) 456.3 lm/ft (1496.6 lm/m) 375.8 lm/ft (1232.5 lm/m)

3000K 129 522.8 lm/ft (1714.7 lm/m) 482.5 lm/ft (1582.5 lm/m) 397.3 lm/ft (1303.2 lm/m)

3500K 132 534.9 lm/ft (1754.5 lm/m) 493.7 lm/ft (1619.3 lm/m) 406.6 lm/ft (1333.5 lm/m)

4000K 132 534.9 lm/ft (1754.5 lm/m) 493.7 lm/ft (1619.3 lm/m) 406.6 lm/ft (1333.5 lm/m)

6000K 126 510.6 lm/ft (1674.8 lm/m) 471.2 lm/ft (1545.7 lm/m) 388.1 lm/ft (1272.9 lm/m)

5.0 Static 
White 

Series 2

1.4 in.
(35.7 mm)

68 LEDs/ft
(224 LEDs/m)

2400K 109.8 505.1 lm/ft (1656.8 lm/m) 466.8 lm/ft (1531 lm/m) 384.4 lm/ft (1260.8 lm/m)

12 in.
(30.5 cm)

2700K 122.9 566.1 lm/ft (1856.7 lm/m) 522.4 lm/ft (1713.6 lm/m) 430.2 lm/ft (1411.2 lm/m)

3000K 130 598.5 lm/ft (1963.2 lm/m) 552.4 lm/ft (1811.9 lm/m) 454.9 lm/ft (1492.1 lm/m)

3500K 133 612.5 lm/ft (2008.9 lm/m) 565.3 lm/ft (1854 lm/m) 465.5 lm/ft (1526.8 lm/m)

4000K 133 612.5 lm/ft (2008.9 lm/m) 565.3 lm/ft (1854 lm/m) 465.5 lm/ft (1526.8 lm/m)

6000K 127 584.6 lm/ft (1917.6 lm/m) 539.6 lm/ft (1769.7 lm/m) 444.3 lm/ft (1457.4 lm/m)

SPECIFICATIONS
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AS3 CHANNEL FIXTURE

Available 
Wattages

Cuttable
Length

LED
Pitch

Color
Temp.

Im/W
without 

Lens

Delivered Lumens
with Clear Lens

Delivered Lumens
with Frosted Lens

Delivered Lumens
with Milky Lens

Standard
Cable

Length

Compatible
with Channel

IP20 IP65 IP68

6.0 Static 
White 

Series 2

1.4 in.
(35.7 mm)

68 LEDs/ft
(224 LEDs/m)

2400K 109 601.6 lm/ft (1973.2 lm/m) 555.9 lm/ft (1823.4 lm/m) 457.8 lm/ft (1501.6 lm/m)

12 in.
(30.5 cm)

2700K 122 674.2 lm/ft (2211.3 lm/m) 622.2 lm/ft (2040.8 lm/m) 512.4 lm/ft (1680.7 lm/m)

3000K 129 712.9 lm/ft (2338.2 lm/m) 657.9 lm/ft (2157.9 lm/m) 541.8 lm/ft (1777.1 lm/m)

3500K 132 729.4 lm/ft (2392.5 lm/m) 673.2 lm/ft (2208.1 lm/m) 554.4 lm/ft (1818.4 lm/m)

4000K 132 612.5 lm/ft (2008.9 lm/m) 673.2 lm/ft (2208.1 lm/m) 554.4 lm/ft (1818.4 lm/m)

6000K 126 696.3 lm/ft (2283.8 lm/m) 642.6 lm/ft (2107.7 lm/m) 529.2 lm/ft (1735.8 lm/m)

0.75 Static 
Color

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

Red 41 28 lm/ft (93 lm/m) 26 lm/ft (86 lm/m) 22 lm/ft (70.6 lm/m)

12 in.
(30.5 cm)

Green 175 121 lm/ft (396 lm/m) 112 lm/ft (366 lm/m) 92 lm/ft (301.4 lm/m)

Blue 19 13 lm/ft (43 lm/m) 12 lm/ft (40 lm/m) 10 lm/ft (32.7 lm/m)

Amber 34 23 lm/ft (77 lm/m) 22 lm/ft (71 lm/m) 18 lm/ft (58.6 lm/m)

1.5 Static 
Color

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

Red 42 58 lm/ft (190 lm/m) 54 lm/ft (176 lm/m) 44 lm/ft (144.7 lm/m)

12 in.
(30.5 cm)

Green 160 221 lm/ft (724 lm/m) 204 lm/ft (669 lm/m) 168 lm/ft (551.1 lm/m)

Blue 18 25 lm/ft (81 lm/m) 23 lm/ft (75 lm/m) 19 lm/ft (62 lm/m)

Amber 34 47 lm/ft (154 lm/m) 43 lm/ft (142 lm/m) 36 lm/ft (117.1 lm/m)

2.2 Static 
Color

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

Red 42 85 lm/ft (279 lm/m) 79 lm/ft (258 lm/m) 65 lm/ft (212.2 lm/m)

12 in.
(30.5 cm)

 
Green 145 293 lm/ft (963 lm/m) 271 lm/ft (889 lm/m) 223 lm/ft (732.4 lm/m)

Blue 18 36 lm/ft (119 lm/m) 34 lm/ft (110 lm/m) 28 lm/ft (90.9 lm/m)

Amber 33 67 lm/ft (219 lm/m) 62 lm/ft (202 lm/m) 51 lm/ft (166.7 lm/m)

3.0 Static 
Color

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

Red 40.0 110.4 lm/ft (362.1 lm/m) 102.0 lm/ft (334.6 lm/m) 84.0 lm/ft (275.52 lm/m)

12 in.
(30.5 cm)

Green 127.0 350.9 lm/ft (1151.0 lm/m) 323.9 lm/ft (1062.2 lm/m) 266.7 lm/ft (874.776 lm/m)

Blue 25.0 69.1 lm/ft (226.6 lm/m) 63.8 lm/ft (209.1 lm/m) 52.5 lm/ft (172.2 lm/m)

Amber 29.0 80.1 lm/ft (262.8 lm/m) 74.0 lm/ft (242.6 lm/m) 60.9 lm/ft (199.752 lm/m)

4.4 Static 
Color

Series 2

1.97 in.
(50 mm)

48 LEDs/ft
(160 LEDs/m)

Red 38.0 153.8 lm/ft (504.5 lm/m) 142.1 lm/ft (466.2 lm/m) 117.0 lm/ft (383.8912 lm/m)

12 in.
(30.5 cm)

Green 117.0 474.1 lm/ft (1555.1 lm/m) 437.6 lm/ft (1435.3 lm/m) 360.4 lm/ft (1181.981 lm/m)

Blue 24.0 97.3 lm/ft (319.0 lm/m) 89.8 lm/ft (294.4 lm/m) 73.9 lm/ft (242.4576 lm/m)

Amber 25.0 101.3 lm/ft (332.2 lm/m) 93.5 lm/ft (306.7 lm/m) 77.0 lm/ft (252.56 lm/m)

5.0 Static 
Color

Series 2

1.4 in.
(35.7 mm)

68 LEDs/ft
(224 LEDs/m)

Red 37.0 170.2 lm/ft (558.2 lm/m) 157.3 lm/ft (515.8 lm/m) 129.5 lm/ft (424.76 lm/m)

12 in.
(30.5 cm)

Green 116.0 534.2 lm/ft (1752.1 lm/m) 493.0 lm/ft (1617.0 lm/m) 406.0 lm/ft (1331.68 lm/m)

Blue 24.0 110.5 lm/ft (362.5 lm/m) 102.0 lm/ft (334.6 lm/m) 84.0 lm/ft (275.52 lm/m)

Amber 26.0 119.7 lm/ft (392.7 lm/m) 110.5 lm/ft (362.4 lm/m) 91.0 lm/ft (298.48 lm/m)

6.0 Static 
Color

Series 2

1.4 in.
(35.7 mm)

68 LEDs/ft
(224 LEDs/m)

Red 37.0 204.2 lm/ft (669.8 lm/m) 188.7 lm/ft (618.9 lm/m) 155.4 lm/ft (509.712 lm/m)

12 in.
(30.5 cm)

Green 113.0 624.4 lm/ft (2048.2 lm/m) 576.3 lm/ft (1890.3 lm/m) 474.6 lm/ft (1556.688 lm/m)

Blue 23.0 127.1 lm/ft (416.9 lm/m) 117.3 lm/ft (384.8 lm/m) 96.6 lm/ft (316.9 lm/m)

Amber 24.0 132.6 lm/ft (435.0 lm/m) 122.4 lm/ft (401.6 lm/m) 100.8 lm/ft (330.7 lm/m)

1.0 
Variable 
White 

Series 2

1.97 in. 
(50 mm)

42 LEDs/ft 
(140 LEDs/m)

2000K
+

6500K
85.0 78.2 lm/ft (257 lm/m) 72.3 lm/ft (237 lm/m) 60 lm/ft (200 lm/m)

12 in.
(30.5 cm)

3.0 
Variable 
White 

Series 2

1.97 in. 
(50 mm)

42 LEDs/ft 
(140 LEDs/m)

2000K
+

6500K
80.0 220.8 lm/ft (725 lm/m) 205.0 lm/ft (670 lm/m) 168.0 lm/ft (551.2 lm/m)

12 in.
(30.5 cm)

6.0 
Variable 
White 

Series 2

1.97 in.
(50 mm)

42 LEDs/ft 
(140 LEDs/m)

2000K
+

6500K
75.0 415 lm/ft (1,362 lm/m) 382.5 lm/ft (1255 lm/m) 315.0 lm/ft (1033.5 lm/m)

12 in.
(30.5 cm)

SPECIFICATIONS
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AS3 CHANNEL FIXTURE

SPECIFICATIONS

Available 
Wattages

Cuttable
Length

LED
Pitch

Color
Temp.

Im/W
without 

Lens

Delivered Lumens
with Clear Lens

Delivered Lumens
with Frosted Lens

Delivered Lumens
with Milky Lens

Standard
Cable

Length

Compatible
with Channel

IP20 IP65 IP68

2.2 RGB
6.55 in. 

(166.4 mm)
9 LEDs/ft

(30 LEDs/m)
RGB 37

74.9 lm/ft (245.6 lm/m)
All LEDs at 100%

69.7 lm/ft (228.65 lm/m)
All LEDs at 100%

57.4 lm/ft (188.3 lm/m)
All LEDs at 100%

12 in.
(30.5 cm)

4.4 RGB
3.94 in.

(100 mm)
18 LEDs/ft

(60 LEDs/m)
RGB 37

149.8 lm/ft (491.3 lm/m)
All LEDs at 100%

140.25 lm/ft (459.85 lm/m)
All LEDs at 100%

115.5 lm/ft (378.7 lm/m)
All LEDs at 100%

12 in.
(30.5 cm)

8.8 RGB
1.97 in.

(50 mm)
18 LEDs/ft

(60 LEDs/m)
RGB 37

302.68 lm/ft (992.68 lm/m)
All LEDs at 100%

279.65 lm/ft (917.15 lm/m)
All LEDs at 100%

230.3 lm/ft (755.3 lm/m)
All LEDs at 100%

12 in.
(30.5 cm)

4.4 RGBW
6.55 in. 

(166.4 mm)
18 LEDs/ft

(60 LEDs/m)
RGBW 65

263.1 lm/ft (863 lm/m)
All LEDs at 100%

243.95 lm/ft (799.85 lm/m)
All LEDs at 100%

200.9 lm/ft (658.7 
lm/m)

All LEDs at 100%

12 in.
(30.5 cm)

4.4 RGBA
6.55 in. 

(166.4 mm)
18 LEDs/ft

(60 LEDs/m)
RGBA 33

133.6 lm/ft (438.1 lm/m)
All LEDs at 100%

243.95 lm/ft (799.85 lm/m)
All LEDs at 100%

200.9 lm/ft (658.7 
lm/m)

All LEDs at 100%

12 in.
(30.5 cm)

5.5 4-in-1 
RGBW

3.94 in.
(100 mm)

18 LEDs/ft
(60 LEDs/m)

RGBW 51
305 lm/ft (1000.3 lm/m)

All LEDs at 100%
237.15 lm/ft (777.75 lm/m)

All LEDs at 100%
195.3 lm/ft (640.5 lm/m)

All LEDs at 100%
12 in.

(30.5 cm)

5.5 4-in-1 
RGBA

3.94 in.
(100 mm)

18 LEDs/ft
(60 LEDs/m)

RGBA 27
161.5 lm/ft (529.6 lm/m)

All LEDs at 100%
237.15 lm/ft (777.75 lm/m)

All LEDs at 100%
195.3 lm/ft (640.5 lm/m)

All LEDs at 100%
12 in.

(30.5 cm)

5.2
Warm Dim

3.94 in.
(100 mm)

36 LEDs/ft
(120 LEDs/m)

WARM
DIM

55
263.1 lm/ft (863 lm/m)

All LEDs at 100%
244.8 lm/ft (803.25 lm/m) 201.6 lm/ft (661.5 lm/m)

12 in.
(30.5 cm)

Static White & Static Color RibbonLyte Color Changing RibbonLyte

0.75/1.5/2.2 3.0/4.4 5.0/6.0
2.2

RGB
4.4
RGB

8.8
RGB

4.4
RGBW/A

5.5
4-in-1

RGBW/A
Warm Dim Variable White

IP20

IP65

IP68

IP20

IP65
IP68

IP20

IP65

IP68

IP20

IP65

IP68

IP20

IP65

IP68

IP20

IP65

IP20

IP65

IP68

IP20

IP65

IP68

IP20

IP65

IP68

IP20

IP65

IP68

Y N Y N Y Y Y Y Y Y Y

DIODE VISIBILITY CHART (Data below applies to installations with Milky lens only)

              

No Visible Diode = N With Visible Diode = Y
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AS3 CHANNEL FIXTURE

AVAILABLE DRIVERS

NON-DIMMING ELECTRONIC DRIVERS LUTRON HI-LUME DRIVERS

30W, 60W, 96W
Non-Dimming Electronic

Class 2 Drivers

Part No.: 
• DRVW2430 (30 Watt)
• DRVW2460 (60 Watt)
• DRVW2496 (96 Watt)

Output Voltage: 24 V
Voltage Range: 120-277 VAC
IP Rating: Dry or Damp
UL Listed

240W, 320W
Non-Dimming
Electronic Drivers

Part No.: 
• DRVW24240 (240 Watt)
• DRVW24320 (320 Watt)

Output Voltage: 24 V
Voltage Range: 90-305 VAC
IP Rating: Dry or Damp
UL Recognized

40W
Lutron Hi-Lume 1% Dimming 
Class 2 Drivers

Part No.: 
• DRVLUT24403W (40 Watt, 3-wire)
• DRVLUT24402W (40 Watt, 2-wire)

Output Voltage: 24 V
Voltage Range: 120-277 VAC (3-wire model)
                           or 120V (2-wire model)
IP Rating: Dry or Damp
Dimmable using 2-wire forward phase,
3-wire+G or digital EcoSystem 
UL Listed

96W
Lutron Hi-Lume Premier 0.1% Dimming 
Class 2 Driver

Part No.: 
• DRVLUT24963W (96 Watt, 3-wire)

Output Voltage: 24 V
Voltage Range: 120-277 VAC
IP Rating: Dry or Damp
Dimmable using 3-wire+G or digital EcoSystem 
0.1% dimming SoftOn/FadeToBlack
with EcoSystem
UL Listed

MAGNETIC, ELV & MLV DRIVERS WITH COMPATIBLE DIMMERS

                   120 VAC                   277 VAC

60W, 96W, 200W, 300W
Class 1 & 2 Magnetic Drivers

Part No.: 
• DRVWDIM2460 (60 Watt)
• DRVWDIM24100 (96 Watt)
• DRVWDIM24200 (200 Watt)
• DRVWDIM24300 (300 Watt)

Magnetic Driver
Output Voltage: 24 V
Voltage Range: 120 VAC
IP Rating: Dry or Damp
Forward Phase Dimming 
ETL Listed

60W, 96W, 200W, 300W
Class 1 & 2 Magnetic Drivers

Part No.: 
• DRVWDIM2460277 (60 Watt)
• DRVWDIM24100277 (96 Watt)
• DRVWDIM24200277 (200 Watt)
• DRVWDIM24300277 (300 Watt)

Magnetic Driver
Output Voltage: 24 V
Voltage Range: 277 VAC
IP Rating: Dry or Damp
Forward Phase Dimming 
ETL Listed

60W, 96W, 150W, 200W
ELV & MLV Drivers

Part No.: 
• DRVW2460ELV (60 Watt)
• DRVW2496ELV (96 Watt)
• DRVW24150ELV (150 Watt)
• DRVW24200ELV (200 Watt)

Line Voltage Dimmable Drivers
Output Voltage: 24 V
Voltage Range: 100-130 VAC
IP Rating: Dry or Damp
Dimmable 
ETL, UL and CSA Listed

LUTRON Skylark Contour Dimmer

Part No.: TRIDIMSKY
Width: 2.94 in (75 mm)
Length: 4.69 in (120 mm)
Depth: 0.30 in (7.6 mm)

• Single pole and 3-way versions
• Compatible with GENLED Acolyte MLV drivers
• Slide adjusts brightness and On/Off control
• 30 mA max control current
• Available in white finish

LUTRON NOVA-T Dimmer

Part No.: TRIDIMNOVA
Width: 2.75 in (70 mm)
Length: 4.56 in (116 mm)
Depth: 0.30 in (7.6 mm)

• Slide adjusts brightness and On/Off control
• 30 mA max control current
• Available in white finish

LUTRON DIVA Dimmer

Part No.: TRIDIMDIVA 
(With Locator Light) TRIDIMDIVAL
Width: 2.94 in (75 mm)
Length: 4.69 in (120 mm)
Depth: 0.30 in (7.6 mm)

• Large paddle switch with a captive 
  linear-slide dimmer
• 30 mA max control current
• Available in white finish
• Available with locator light which glows
  green when the switch is off

Note: For more options, please reference the Optional Dimmer List on GENLED Acolyte® product website page.
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AS3 CHANNEL FIXTURE

AVAILABLE DRIVERS / CONTROLLERS AND DIMMING OPTIONS / WIRE GAUGE CHART

DRIVER AND RIBBONLYTE AT FULL LOAD

Wattages 30 60 96 150 200 240 300 320

Wire 
Gauge

Feet Meters Feet Meters Feet Meters Feet Meters Feet Meters Feet Meters Feet Meters Feet Meters

24 AWG 14 4.27 9 2.74 5.5 1.68 3.75 1.14 2.75 0.84 2.25 0.69 1.75 0.53 1.75 0.53

22 AWG 22 6.71 14 4.27 9 2.74 5.75 1.75 4.5 1.37 3.5 1.07 2.75 0.84 2.75 0.84

20 AWG 35 10.67 23 7.01 14 4.27 9 2.74 7 2.13 5.75 1.75 4.5 1.37 4.25 1.30

18 AWG 56 17.07 37 11.28 23 7.01 15 4.57 11 3.35 9 2.74 7.5 2.29 7 2.13

16 AWG 90 27.44 60 18.29 37 11.28 24 7.32 18 5.49 15 4.57 12 3.66 11 3.35

14 AWG 142 43.29 95 28.96 59 17.99 38 11.59 28 8.54 23 7.01 19 5.79 17 5.18

12 AWG 226 68.90 151 46.04 94 28.66 60 18.29 45 13.72 37 11.28 30 9.15 28 8.54

10 AWG 360 109.76 240 73.17 150 45.73 96 29.27 72 21.95 60 18.29 48 14.63 45 13.72

8 AWG 574 175.00 381 116.16 239 72.87 153 46.65 115 35.06 95 28.96 76 23.17 71 21.65

0-10V DRIVERS AND DIMMERS DIMMING MODULE

  

0-10V Dimmable Waterproof Drivers

96W Part No.: DRVW249610P
288W Part No.: DRVW2428810P
Output Voltage: 24 V (+/- 0.5V)
Voltage Range: 100-277 VAC
Environmental Rating: UL Wet Location
UL Listed

LUTRON DIVA Dimmer

Part No.: LVDIMDIVA
Width: 2.94 in (75 mm)
Length: 4.69 in (120 mm)
Depth: 0.30 in (7.6 mm)

• Compatible with 0-10 V Dimming  
  Module
• Large paddle switch with a captive
  linear-slide dimmer
• 30 mA max control current
• Available in white finish

LUTRON NOVA-T Dimmer

Part No.: LVDIMNOVA
Width: 2.75 in (70 mm)
Length: 4.56 in (116 mm)
Depth: 0.30 in (7.6 mm)

• Compatible with 0-10 V
  Dimming Module
• Slide adjusts brightness and
  On/Off control
• 30 mA max control current
• Available in white finish

Variable White Dimming Module

Part No.: VWDIMMOD
• 1 dimming module required per 30 ft (9.1 m)
• This product is only compatible with Variable White  
  RibbonLyte, not Variable White Amber or Variable  
  White Red. Works with any 0-10V dimmers to provide 
  CCT change with one dimmer and brightness change 
  with the other.

Note: Max length before additional power is introduced

DMX CONTROLLER AND PART NUMBER - FOR COLOR CHANGING VERSIONS

      

GLASS TOUCH
WALL CONTROLLER
Part Number: AWCRGBWW
                       AWCVWW

1 ZONE WALL CONTROLLER
Part Number: DMXCTRLG

5 ZONE WALL CONTROLLER
Part Number: DMXCTRL

10 ZONE WALL CONTROLLER
Part Number: DMXCTRLD

      

4 CHANNEL WATERPROOF
DMX INTERFACE
Part Number: DMXINFWLCD4

5 CHANNEL
DMX INTERFACE
Part Number: DMXINFLCD5

DMX OPTO SPLITTER
Part Number: DMXOS8
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AS3 CHANNEL FIXTURE

WIRING DIAGRAMS

2-CHANNEL VARIABLE WHITE DIMMING

MAGNETIC + ELV

WARM DIM

DMX
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AC Driver
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Driver AC
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See wire colors
at the right.

+
-

LEDAC

CH1 +

       -

Driver
Dimming
Module

Dimmer

WIRE COLORS PER RIBBONLYTE COLOR

STATIC WHITE + STATIC COLOR
Red Wire (+) Positive
Black Wire (-) Negative

RGB
Black Wire (+) Positive
Red Wire (-) Goes To Red Channel
Green Wire (-) Goes To Green Channel
Blue Wire (-) Goes To Blue Channel

RGBW/A
Black Wire (+) Positive
Red Wire (-) goes to Red Channel
Green Wire (-) goes to Green Channel
Blue Wire (-) goes to Blue Channel
White Wire (-) goes to White Channel

VARIABLE WHITE
Black Wire (+) Positive
Red Wire (-) goes to Warm White Channel
Green Wire (-) goes to Cool White Channel

WARM DIM
Red Wire (-) goes to Warm White Channel
Blue Wire (-) goes to Cool White Channel
Black Wire (+) goes to Warm White Channel
Green Wire (+) goes to Cool White Channel

---
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Date: Approved:

Type:

Fixture:

Project:

ELECTRICAL
Voltage: Universal 120–277V AC standard,  347V optional
Power Supply: Integral Class II, electronic high-power factor >.90, THD < 20%, FCC Title 
47 Part 15 Class A. 
Power Consumption: Up to 3000 lm @ 35W
Dimming: Standard: 0-10V, 1% Dimming, Optional: ELV, TRIAC, dim to off, DMX, DALI
Certification: CEC Title 24 - JA8 Compliant (93 CRI Only)
Standards: cETLus Listed, CE, NOM, and RoHS Compliant. Wet location listed for wall 
or ceiling mount IP65 Ingress protection. 1.5G (ANSI C136.31) Vibration resistance rat-
ed. IK08 (IEC6226) Impact resistance rated. IESNA LM79 Photometric testing by NVLAP 
accredited test lab. IESNA LM80 LED testing by NVLAP accredited test lab. IESNA TM21 
Luminaire lumen depreciation projection to >70,000hrs. 

PHYSICAL
Mounting: Mounts directly to standard recessed junction box with wall mount or 
twist-lock canopy. Additional holes allow unit to be attached directly to mounting 
surface. 
Ingress Protection: Continuous silicone gasket to seal out contaminants, IP65 
rated for dry, damp or wet locations
Finish: Six stage chemical iron phosphate conversion pre-treatment. Polyester 
powder coat finish, 18 µm Min., 5000hr salt spray test (ASTM B117) compliant with 
Florida / AAMA 2604 specification. AAMA 2605 optional w/ 10 yr. paint warranty.
Warranty: 5-Year limited warranty (refer to website for details)
Housing: Heavy-walled, extruded aluminum housing with high pressure die-cast 
lens ring and cap with stainless steel hardware.
Lens: IK08 impact compliant, clear anti-glare tempered glass
Vibration Resistance: Compliant with 1.5G ANSI C136.31, Seismic rated AC-156
Weight: 8-12 lbs (Depending on Length)
Operating Temperature: -22°F to 122°F (-30°C to 50°C)

Fixture Height (H)

FCC410W 10.95” Height (1 Integral 
Driver Only)

FCC412W 12.95” Height (1 Integral 
Driver Only)

FCC414W 14.95” Height

FCC416W 16.95” Height

FCC418W 18.95” Height

FCC420W 20.95” Height

(All above are Wall 
Mount Standard)

PHYSICAL DIMENSIONS

4” Round wall mount up/down or up only cylinder outdoor

Wall Mount
J-Box

Mounting
Bracket

(included)

3.55”

5.5”

Wall Mount (WM)

H

4.5”

5.5”

2.7”

(Centered
Top to Bottom)

Made in USA with domestic & 
globally sourced components

FEATURES
• Up to 3000 lm, Up to 100 LPW
• Operating Environment 0°F-100°F
• Clear anti-glare tempered glass lens (IK08)
• Multiple color finishes with AAMA 2605 option (10 yr. paint warranty)
• 0-10V 1% Dimming (Standard)
• 1.5G Vibration Tested
• 93 CRI with 2 SDCM

PERFORMANCE
Beam Spread: 15° | 25° | 50° | 72° | 90°
CCT Options: 2700K | 3000K | 3500K | 4000K
CRI: 93 CRI
Consistency: 2 SDCM (Fixture to Fixture)
Lumens: 500-3000 lm
Lifetime: > 70,000 hours / L70 or better

QUICK SHIP PRODUCT  

FCC400 Up/Down or Up, Standard Drivers without Battery Backup
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Date: Approved:

Type:

Fixture:

Project:

MODEL LENGTH MOUNTING VOLTAGE COLOR LUMENS FINISH DOWNLIGHT OPTICS UPLIGHT OPTICS DIMMING OPTIONS BATTERY

EXAMPLE: FCC410W-UNV-927-0505L-BKE-D15U15-ET

FCC400 Up/Down or Up, Standard Drivers without Battery Backup

FCC410W 10.95” Height (1 Inte-
gral Driver Only)

FCC412W 12.95” Height (1 Inte-
gral Driver Only)

FCC414W 14.95” Height

FCC416W 16.95” Height

FCC418W 18.95” Height

FCC420W 20.95” Height

(All above are Wall 
Mount Standard)

UNV Universal 120-277 Volt AC

347V 347 Volt AC

MODEL

VOLTAGE

PRODUCT CODE

D15 Spot (15°) (20L Max) U15

D25 Narrow Flood (25°) U25

D50 Flood (50°) U50

D72 Wide Flood (72°) U72

D90 Flat (90°) U90

D15S Spot (15°) (20L Max) U15S

D25S Narrow Flood (25°) U25S

D50S Flood (50°) U50S

D72S Wide Flood (72°) U72S

D90S Flat (90°) U90S

DOWN LIGHT OPTICS     (nominal)     UPLIGHT OPTICS

WITH SOFT FIELD LENS (Below)

FINISH
BKE Black (AAMA 2604)

BRE Bronze (AAMA 2604)

SLE Silver (AAMA 2604)

WHE White (AAMA 2604)

CCE Custom Color (AAMA 2604)

BKED Black (AAMA 2605)

BRED Bronze (AAMA 2605)

SLED Silver (AAMA 2605)

WHED White (AAMA 2605)

CCED Custom Color (AAMA 2605)

DOWN LUMENS (nominal) UP LUMENS
NO No Light Option  

05 500 lm 05L

10 1000 lm 10L

15 1500 lm 15L

20 2000 lm 20L

25 2500 lm 25L

30 3000 lm 30L

COLOR
927 (93CRI) 2700K

930 (93CRI) 3000K

935 (93CRI) 3500K

940 (93CRI) 4000K

DIMMING
ET ELV or TRIAC Driver (120V Phase Dimming w/ UNV Driver) 

(20L-30L Only)

LD 0-10V Dimming, 1% (Standard)

ET2 ELV or TRIAC Drivers (Qty. 2) (120V Phase Dimming w/ UNV 
Drivers) (20L-30L Only)

LD2 0-10V Dimming, 1% (Qty. 2)

BATTERY

OPTIONS

N/A (Leave Blank)

CV Cut-Off Visor (Down Only)

(30L Max Total output) (Standard Lumen 
Output Split 50% Up / 50% Down) (Additional 
driver needed for unequal output selections)
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Model Watts 940

FCC4 5 W (Min) 500 lm (Min)

35 W (Max) 3000 lm (Max)

  

  

LUMENS nominal

PHOTOMETRICS

Manufacturer: FC/SSL Lighting
Luminaire catalog: F005024FCC4004K30LD15U15
Lamp: LED

IES Viewer 3.6   A. Legotin (C) 2020

IES Viewer 3.6   
A. Legotin (C) 2020

0

1 000

2 000

3 000

4 000

5 000

6 000

Type CLamp=-1 (3 019.8) lm 
Max=6 077.6 cd 
Power=45 W 
Multiplier=1 
Degree=15

Point 

Manufacturer: FC/SSL Lighting
Luminaire catalog: F005027FCC4004K30LD72U72
Lamp: LED

IES Viewer 3.6   A. Legotin (C) 2020

IES Viewer 3.6   
A. Legotin (C) 2020

0

200

400

600

800

1 000

Type CLamp=-1 (3 004.9) lm 
Max=1 071.4 cd 
Power=45 W 
Multiplier=1 
Degree=D72, U72

Point 

Manufacturer: FC/SSL Lighting
Luminaire catalog: F005025FCC4004K30LD25U25
Lamp: LED

IES Viewer 3.6   A. Legotin (C) 2020

IES Viewer 3.6   
A. Legotin (C) 2020

0

500

1 000

1 500

2 000

Type CLamp=-1 (3 017.2) lm 
Max=2 309.1 cd 
Power=45 W 
Multiplier=1 
Degree=D25, U25

Point 
Manufacturer: FC/SSL Lighting
Luminaire catalog: F005026FCC4004K30LD50U50
Lamp: LED

IES Viewer 3.6   A. Legotin (C) 2020

IES Viewer 3.6   
A. Legotin (C) 2020

0

200

400

600

800

1 000

1 200

1 400

1 600

Type CLamp=-1 (3 008.5) lm 
Max=1 627.4 cd 
Power=45 W 
Multiplier=1 
Degree=D50, U50

Point 

Manufacturer Manufacturer Part Number
redylG  GLV-600

aviD  DVLV-600P
aviD  DV-600P

Diva DVELV-600P(303)
Maestro MALV-600
Nova T NT-1000
Nova T NTELV-600
Skylark SLV-600P
RadioRA2-10ND
SureSlide 6633
Illumatech IPE04

Manufacturer Manufacturer Part Number
Diva DVSTV-XX
Diva DVSTV-453PH-WH1

Leviton Illumatech 010-IP710-DLZ

0-10V Approved Dimmer List

Lutron

CAIRT  & ELV Approved Dimmer List

Lutron

Leviton

Color Mul�plier
927

IES Mul�plier

935
940

930
0.93

0.99
1.00

0.97

*83CRI≤1.15 Consult factory.

FCC400 Up/Down or Up, Standard Drivers without Battery Backup
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MORE DIMENSIONS

FCC400 Up/Down or Up, Standard Drivers without Battery Backup

A

1

Ø 4.5 in

3.5 in

Bottom View

Side View

H 

3.5 in

Cutt-Off Visor (CV)   (Down Only)



Introduction
The WDGE LED family is designed to meet 
specifier’s every wall-mounted lighting need in 
a widely accepted shape that blends with any 
architecture. The clean rectilinear design comes 
in four sizes with lumen packages ranging from 
1,200 to 25,000 lumens, providing true site-wide 
solution. 

WDGE1 delivers up to 2,000 lumens with a soft, 
non-pixelated light source, creating a visually 
comfortable environment. The compact size of 
WDGE1, with its integrated emergency battery 
backup option, makes it an ideal over-the-door 
wall-mounted lighting solution.

NOTES

1 50K not available in 90CRI.
2 347V not available with 

E4WH, DS or PE.
3 E4WH not available with 

PE or DS.

4 PE not available with DS.
5 Not qualified for DLC. Not 

available with E4WH.

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 1-800-705-SERV (7378)  •   www.lithonia.com
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WDGE1 LED
Architectural Wall Sconce

Catalog 
Number

Notes

Type

Depth (D1): 5.5"

Depth (D2): 1.5"

Height: 8"

Width: 9"

Weight:  
(without options) 9 lbs

Hit the Tab key or mouse over the page to see all interactive elements.

Specifications

Series Package Color Temperature CRI Distribution Voltage Mounting

WDGE1 LED P1   
P2

27K 2700K 
30K 3000K 
35K 3500K 
40K 4000K 
50K 1 5000K 

80CRI
90CRI

VF Visual comfort forward throw
VW Visual comfort wide

MVOLT
347 2

Shipped included
SRM Surface mounting bracket
ICW Indirect Canopy/Ceiling Washer bracket (dry/damp locations only)5

Shipped separately
AWS 3/8inch Architectural wall spacer
PBBW Surface-mounted back box (top, left, right conduit entry) Use when 

there is no junction box available.

Options Finish

E4WH 3 Emergency battery backup, Certified in CA Title 20 MAEDBS (4W, 0°C min)
PE 4 Photocell, Button Type
DS Dual switching ( comes with 2 drivers and 2 light engines; see page 3 for details)
DMG 0-10V dimming wires pulled outside fixture (for use with an external control, ordered separately)
BCE Bottom conduit entry for back box (PBBW). Total of 4 entry points.

DDBXD Dark bronze
DBLXD Black
DNAXD Natural aluminum
DWHXD White
DSSXD Sandstone

DDBTXD Textured dark bronze
DBLBXD Textured black
DNATXD Textured natural aluminum
DWHGXD Textured white
DSSTXD Textured sandstone

Ordering Information EXAMPLE: WDGE1 LED P2 40K 80CRI VF MVOLT SRM PE DDBXD

Luminaire Standard EM, 0°C Cold EM, -20°C Sensor
Lumens (4000K)

P1 P2 P3 P4 P5 P6

WDGE1 LED 4W -- -- 1,200 2,000 -- -- -- --

WDGE2 LED 10W 18W Standalone / nLight 1,200 2,000 3,000 4,500 6,000 --

WDGE3 LED 15W 18W Standalone / nLight 7,500 8,500 10,000 12,000 -- --

WDGE4 LED -- -- Standalone / nLight 12,000 16,000 18,000 20,000 22,000 25,000

WDGE LED Family Overview

D1W

D2

H

Accessories 
Ordered and shipped separately. 

WDGEAWS DDBXD U WDGE 3/8inch Architectural Wall Spacer (specify finish)

WDGE1PBBW DDBXD U WDGE1 surface-mounted back box (specify finish)

Buy American

http://www.lithonia.com
http://www.lithonia.com
http://www.lithonia.com/Micro_Webs/ArchitecturalColors/
https://img.acuitybrands.com/public-assets/catalog/1008038/wdge2-led.pdf?abl_version=11%2f19%2f2019+21:18:50&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/1008040/wdge3-led.pdf?abl_version=11%2f19%2f2019+21:19:17&DOC_Type=SPEC_SHEET
https://img.acuitybrands.com/public-assets/catalog/1008042/wdge4-led.pdf?abl_version=11%2f20%2f2019+21:57:43&DOC_Type=SPEC_SHEET


Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Data is considered to be representative of the configurations shown, 
within the tolerances allowed by Lighting Facts. Contact factory for performance data on any configurations not shown here.

Performance 
Package

System 
Watts Dist. Type

27K (2700K, 80 CRI) 30K (3000K, 80 CRI) 35K (3500K, 80 CRI) 40K (4000K, 80 CRI) 50K (5000K, 80 CRI)

Lumens LPW B U G Lumens LPW B U G Lumens LPW B U G Lumens LPW B U G Lumens LPW B U G

P1 10W
VF 1,120 112 0 0 0 1,161 116 0 0 0 1,194 119 0 0 0 1,227 123 0 0 0 1,235 123 0 0 0

VW 1,122 112 0 0 0 1,163 116 0 0 0 1,196 120 0 0 0 1,229 123 0 0 0 1,237 124 0 0 0

P2 15W
VF 1,806 120 1 0 0 1,872 125 1 0 0 1,925 128 1 0 0 1,978 132 1 0 0 1,992 133 1 0 0

VW 1,809 120 1 0 0 1,876 125 1 0 0 1,929 128 1 0 0 1,982 132 1 0 0 1,996 133 1 0 0

Use these factors to determine relative lumen output for average ambient 
temperatures from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 1-800-705-SERV (7378)  •   www.lithonia.com
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Performance Data

Lumen Output

Ambient Lumen Multiplier

0°C 32°F 1.03

10°C 50°F 1.02

20°C 68°F 1.01

25°C 77°F 1.00

30°C 86°F 0.99

40°C 104°F 0.98

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the platforms noted in a 25°C 
ambient, based on 10,000 hours of LED testing (tested per IESNA LM-80-08 and projected per 
IESNA TM-21-11).
To calculate LLF, use the lumen maintenance factor that corresponds to the desired number of 
operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance Factor 1.0 >0.96 >0.95 >0.91

Performance 
Package System Watts

Current (A)

120V 208V 240V 277V 347V

P1
10W 0.082 0.049 0.043 0.038 --

13W -- -- -- -- 0.046

P2
15W 0.132 0.081 0.072 0.064 --

18W -- -- -- -- 0.056 

Electrical Load

CCT Multiplier

27K 0.845

30K 0.867

35K 0.845

40K 0.885

50K 0.898

Lumen Multiplier for 90CRI

Option Dist. Type Lumens

E4WH
VF 646 

VW 647 

Lumen Output in Emergency 
Mode (4000K, 80 CRI)

http://www.lithonia.com
http://www.lithonia.com


1.0 fc avg.

8'

15'

26'

0.1 fc min.

8' MH

To see complete photometric reports or download .ies files for this product, visit the Lithonia Lighting WDGE LED homepage. 
Tested in accordance with IESNA LM-79 and LM-80 standards.
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Photometric Diagrams

LEGEND

0.25 fc

0.5 fc

3.0 fc

1.0 fc

WDGE1 LED P2 40K 80CRI VWWDGE1 LED P2 40K 80CRI VW

MH = 8ft
Grid = 8ft x 8ft

The emergency battery backup is integral to the luminaire — no external housing required! This design provides reliable emergency operation while 
maintaining the aesthetics of the product. All emergency battery backup configurations include an independent secondary driver with an integral relay to 
immediately detect loss of normal power and automatically energize the luminaire. The emergency battery will power the luminaire for a minimum duration 
of 90 minutes (maximum duration of three hours) from the time normal power is lost and maintain a minimum of 60% of the light output at the end of 
90minutes. 

Applicable codes: NFPA 70/NEC – section 700.16, NFPA 101 Life Safety Code Section 7.9

The example below shows illuminance of 1 fc average and 0.1 fc minimum in emergency mode with E4WH and VF distribution.

Emergency Egress Options

Emergency Battery Backup

The dual switching option offers operational redundancy that certain codes require. With this option the luminaire comes integrated with two drivers and 
two light engines. These work completely independent to each other so that a failure of any individual component does not cause the whole luminaire to 
go dark. This option is typically used with a back generator or inverter providing emergency power.

Applicable codes: NFPA 70/NEC – section 700.16, NFPA 101 Life Safety Code Section 7.9

Dual Switching (DS) Option

WDGE1 LED xx 40K 80CRI VF MVOLT E4WH

Grid = 10ft x 10ft

Driver1 Driver2

WDGE1 LED P2 40K 80CRI VFWDGE1 LED P2 40K 80CRI VF

http://www.lithonia.com
http://www.lithonia.com
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FEATURES & SPECIFICATIONS

 INTENDED USE 
Common architectural look, with clean rectilinear shape, of the WDGE LED was designed to 
blend with any type of construction, whether it be tilt-up, frame or brick. Applications include 
commercial offices, warehouses, hospitals, schools, malls, restaurants, and other commercial 
buildings.

 CONSTRUCTION 
The single-piece die-cast aluminum housing integrates secondary heat sinks to optimize 
thermal transfer from the internal light engine heat sinks and promote long life. The driver 
is mounted in direct contact with the casting for a low operating temperature and long life. 
The die-cast door frame is fully gasketed with a one-piece solid silicone gasket to keep out 
moisture and dust, providing an IP66 rating for the luminaire.

 FINISH 
Exterior painted parts are protected by a zinc-infused Super Durable TGIC thermoset 
powder coat finish that provides superior resistance to corrosion and weathering. A tightly 
controlled multi-stage process ensures a 3 mils thickness for a finish that can withstand 
extreme climate changes without cracking or peeling. Standard Super Durable colors 
include dark bronze, black, natural aluminum, sandstone and white. Available in textured 
and non-textured finishes.

 OPTICS 
Well crafted reflector optics allow the light engine to be recessed within the luminaire, 
providing visual comfort, superior distribution, uniformity, and spacing in wall-mount 
applications. The WDGE LED has zero uplight and qualifies as a Nighttime Friendly™ 
product, meaning it is consistent with the LEED® and Green Globes™ criteria for 
eliminating wasteful uplight.

 ELECTRICAL 
Light engine consists of high-efficacy LEDs mounted to metal-core circuit boards to 
maximize heat dissipation and promote long life (up to L91/100,000 hours at 25°C). The 
electronic driver has a power factor of >90%, THD <20%. Luminaire comes with built in 
6kV surge protection, which meets a minimum Category C low exposure (per ANSI/IEEE 
C62.41.2).

 INSTALLATION 
A universal mounting plate with integral mounting support arms allows the fixture to 
hinge down for easy access while making wiring connections. The 3/8” Architectural Wall 
Spacer (AWS) can be used to create a floating appearance or to accommodate small 
imperfections in the wall surface. The ICW option can be used to mount the luminaire 
inverted for indirect lighting in dry and damp locations. Design can withstand up to a 1.5 G 
vibration load rating per ANSI C136.31.

 LISTINGS 
CSA certified to U.S. and Canadian standards. Luminaire is IP66 rated. PIR options are 
rated for wet location. Rated for -40°C minimum ambient. DesignLights Consortium® (DLC) 
Premium qualified product and DLC qualified product. Not all versions of this product may 
be DLC Premium qualified or DLC qualified. Please check the DLC Qualified Products List 
at www.designlights.org/QPL to confirm which versions are qualified. International Dark-
Sky Association (IDA) Fixture Seal of Approval (FSA) is available for all products on this 
page utilizing 2700K and 3000K color temperature only and SRM mounting only.

 BUY AMERICAN 
This product is assembled in the USA and meets the Buy America(n) government procurement 
requirements under FARS, DFARS and DOT. Please refer to www.acuitybrands.com/resources/buy-
american for additional information.

 WARRANTY 
5-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/support/warranty/terms-and-conditions

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Mounting, Options & Accessories

D = 5.5"

H = 8"

W = 9"

E4WH – 4W Emergency Battery Backup

D = 1.75"

H = 8"

W = 9"

PBBW – Surface-Mounted Back Box 
Use when there is no junction box available.

D = 0.38"

H = 4.4"

W = 7.5"

AWS – 3/8inch Architectural Wall Spacer

http://www.lithonia.com
http://www.lithonia.com
http://www.designlights.org/QPL
https://www.acuitybrands.com/resources/buy-american
https://www.acuitybrands.com/resources/buy-american
http://www.acuitybrands.com/support/warranty/terms-and-conditions
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