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EXISTING TO REMAIN 
SWITCH 18H8-A47

EXISTING TO REMAIN 
TRANSFORMER
300KVA, 208Y/120V

EXISTING TO REMAIN 
TRANSFORMER
500KVA, 208Y/120V

EXISTING TO REMAIN 
TRANSFORMER
300KVA, 208Y/120V

EXISTING TO REMAIN 
PAD MOUNTED 
SWITCHING CABINET

EXISTING TO REMAIN 
TRANSFORMER
500KVA, 208Y/120V

EXISTING TO REMAIN 
SWITCH 70-D8

TYP. 6:
TRANSFORMER
UNDERGROUND
IN MG&E VAULT

NEW GENERATOR

NEW PAD MOUNTED 
MG&E TRANSFORMERS

DEMOLISH EXISTING POLE
LIGHTING FIXTURE BASE

2

1

EXISTING TO REMAIN
POLE LIGHTING FIXTURE

TYPICAL: (3)
EXISTING TO REMAIN
POLE LIGHTING FIXTURE

3

3

5

4

Y1

7

EXISTING TO REMAIN
WALL PACK FIXTURE

EXISTING TO REMAIN
WALL PACK FIXTURE

Y1

Y1

Y1

3

7

W1
W1

EXISTING TO REMAIN
WALL PACK FIXTURE

EXISTING TO REMAIN
WALL PACK FIXTURE

EXISTING TO REMAIN
WALL PACK FIXTURE

TYPICAL: (5)
EXISTING TO REMAIN
WALL PACK FIXTURE

W2 +22'

W2

+22'

W2

+22'

W2

+22'

W2

+22'

W2

+12'

+12'
W2

+22'
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+22'

PROPERTY LINE

P
R

O
P

E
R

T
Y

 L
IN

E

P
R
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Y

 L
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E

TYPICAL
ILLUMINATION VALUES CALCULATED APROXIMATELY 5'-0" AND 10'-0"
BEYOND PROPERTY LINE AT AN ELEVATION OF 4'-0" ABOVE GRADE

TYPICAL:
POINT AT WHICH 0.5 FOOTCANDLES OCCUR
WITHIN PROPERTY AT 4'-0" ABOVE GRADE

REMOVE AND RETAIN EXISTING LIGHT POLE AND FIXTURE FOR RELOCATION IN NEW 
LOCATION.

NEW LOCTION FOR RETAINED LIGHT POLE AND FIXTURE.

DEMOLISH EXISTING WALL MOUNTED FIXTURE IN THIS LOCATION. RETAIN 
CIRCUITING FOR REUSE WITH NEW LIGHT FIXTURE.

REMOVE AND RETAIN EXISTING WALL MOUNTED FIXTURE FOR RELOCATION IN NEW 
LOCATION.

NEW LOCATION FOR RETAINED WALL MOUNTED FIXTURE.

DEMOLISH EXISTING LIGHT POLE AND RETAIN (2) FIXTURES. FIXTURES TO BE 
RELOCATED.

DEMOLISH EXISTING WALL MOUNTED FIXTURE IN THIS LOCATION. RETAIN 
CIRCUITING FOR REUSE WITH RELOCATED FIXTURE

KEYED NOTES

1

2

3

4

5

6

7

LOCATION

EXTERIOR LIGHTING STATISTICS

AVERAGE AVE / MIN MAX MIN

WEST DRIVEWAY 1.0 5.0:1 3.3 0.2

WEST PARKING 1.2 3.0:1 2.7 0.4

WEST ENTRANCE 0.5 1.7:1 0.6 0.3

SOUTH-EAST WALKWAY 1.2 4.0:1 6.2 0.3

TYPE

LIGHT FIXTURE SCHEDULE

DESCRIPTION LAMP LUMENS WATTS VOLTS CCT MANUFACTURER SERIES

W1

W2

LED LUMENS 19 MVOLT 4000 K LITHONIA DSXW1

LED LUMENS 27 MVOLT 4000 K LITHONIA DSXW1

EXTERIOR LED WALL MOUNTED LIGHT FIXTURE, 10 LEDs, 530mA DRIVE CURRENT, TYPE 
TFTM DISTRIBUTION, BRONZE FINISH.

EXTERIOR LED WALL MOUNTED LIGHT FIXTURE, 10 LEDs, 700mA DRIVE CURRENT, TYPE 
T2M DISTRIBUTION, BRONZE FINISH.

Y1 LED 10,056 70 MVOLT 4000 K AUTOBAHN ATB0EXTERIOR LED POLL MOUNTED LIGHT FIXTURE, P203 PERFORMACE PACKAGE, R2 OPTICS.

These documents reflect progress and intent and may
be subject to change, including additional detail. These 
are not final construction documents and shall not be 

used for final bidding or construction-related purposes.

PROGRESS DOCUMENTS

NOT FOR CONSTRUCTION

PROJECT MANAGER

PROJECT NUMBER

KEY PLAN

SHEET INFORMATION

PROJECT INFORMATION

ISSUANCE AND REVISIONS

3

E

D

C

B

A

21 654 7

321 654

E

D

C

B

A

m i l w a u k e e 333 East Chicago Street
Milwaukee, Wisconsin  53202
414.271.5350

309 West Johnson Street, Suite 202
Madison, Wisconsin  53703
608.442.5350

m a d i s o n

1899 Wynkoop Street, Suite 300
Denver, Colorado  80202
303.595.4500

d e n v e r

A B

C D E

F G H
J

K

L

N P

Q

M

7

JAMES MADISON
MEMORIAL HIGH
SCHOOL
RENOVATION

ELECTRICAL SITE
PLAN

E010

320536

PCC

201 S GAMMON RD
MADISON, WI  53717

DATE DESCRIPTION
07/12/2021 UDC SUBMITTAL

1" = 60'-0"

ELECTRICAL SITE PLAN1
NORTH



DSXW1 LED

Series LEDs Drive Current Color temperature Distribution Voltage Mounting Control Options

DSXW1 LED 10C 10 LEDs 
(one 
engine)

20C 20 LEDs 
(two 
engines) 1

350 350 mA
530 530 mA
700 700 mA
1000 1000 mA (1 A) 1

30K 3000 K
40K 4000 K
50K 5000 K
AMBPC Amber 

phosphor 
converted

T2S Type II Short
T2M Type II Medium
T3S Type III Short
T3M Type III Medium
T4M Type IV Medium
TFTM Forward Throw 

Medium

MVOLT 2

120 3

208 3

240 3

277 3

347 3,4

480 3,4

Shipped included

(blank) Surface 
mounting 
bracket

BBW Surface-
mounted 
back box 
(for conduit 
entry) 5

Shipped installed
PE Photoelectric cell, button type 6

DMG 0-10v dimming wires pulled outside fixture (for 
use with an external control, ordered separately)

PIR 180° motion/ambient light sensor, <15’ mtg ht 1,7

PIRH 180° motion/ambient light sensor, 15-30’ mtg ht 1,7

PIR1FC3V Motion/ambient sensor, 8-15' mounting height,  
ambient sensor enabled at 1fc 1,7

PIRH1FC3V Motion/ambient sensor, 15-30' mounting height, 
ambient sensor enabled at 1fc 1,7

ELCW Emergency battery backup (includes external  
component enclosure), CA Title 20 Noncompliant 8,9

Other Options Finish (required) 

Shipped installed Shipped separately 11

SF Single fuse (120, 277 or 347V) 3,10 BSW Bird-deterrent spikes
DF Double fuse (208, 240 or 480V) 3,10 VG Vandal guard
HS House-side shield 11 DDL Diffused drop lens
SPD Separate surge protection 12

DDBXD Dark bronze DSSXD Sandstone DWHGXD Textured white
DBLXD Black DDBTXD Textured dark bronze DSSTXD Textured sandstone
DNAXD Natural aluminum DBLBXD Textured black
DWHXD White DNATXD Textured natural aluminum

One Lithonia Way  •  Conyers, Georgia 30012  •  Phone: 1-800-705-SERV (7378)  •  www.lithonia.com
© 2013-2021 Acuity Brands Lighting, Inc. All rights reserved. 

COMMERCIAL OUTDOOR

DSXW1-LED

Rev. 4/19/21

D-Series Size 1
LED Wall Luminaire

Ordering Information EXAMPLE: DSXW1 LED 20C 1000 40K T3M MVOLT DDBTXD

NOTES

1 20C 1000 is not available with PIR, PIRH, PIR1FC3V or PIRH1FC3V. 
2 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
3 Single fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (DF) requires 208, 240 or 480 voltage option.
4 Only available with 20C, 700mA or 1000mA. Not available with PIR or PIRH.
5 Back box ships installed on fixture. Cannot be field installed. Cannot be ordered as an accessory.
6 Photocontrol (PE) requires 120, 208, 240, 277 or 347 voltage option. Not available with motion/ambient light sensors (PIR or PIRH).
7 Reference Motion Sensor table on page 3.
8 Cold weather (-20C) rated. Not compatible with conduit entry applications. Not available with BBW mounting option. Not available with fusing. Not available with 347 or 480 

voltage options. Emergency components located in back box housing. Emergency mode IES files located on product page at www.lithonia.com
9 Not available with SPD.
10 Not available with ELCW.
11 Also available as a separate accessory; see Accessories information. 
12 Not available with ELCW.

Catalog 
Number

Notes

Type

Accessories
Ordered and shipped separately. 

DSXWHS U House-side shield (one per 
light engine)

DSXWBSW U Bird-deterrent spikes

DSXW1VG U Vandal guard accessory

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction

The D-Series Wall luminaire is a stylish, fully 
integrated LED solution for building-mount 
applications. It features a sleek, modern design 
and is carefully engineered to provide long-lasting, 
energy-efficient lighting with a variety of optical 
and control options for customized performance. 

With an expected service life of over 20 years of 
nighttime use and up to 74% in energy savings 
over comparable 250W metal halide luminaires, 
the D-Series Wall is a reliable, low-maintenance 
lighting solution that produces sites that are 
exceptionally illuminated. 

Luminaire

Width: 13-3/4”
(34.9 cm)

Depth: 10”
(25.4 cm)

Height: 6-3/8”
(16.2 cm)

Back Box (BBW, ELCW)

Width: 13-3/4”
(34.9 cm)

Depth: 4”
(10.2 cm)

Height: 6-3/8”
(16.2 cm)

For 3/4” NPT side-entry 
conduit (BBW only)

Specifications

Weight: 12 lbs
(5.4 kg)

BBW 
Weight:

5 lbs
(2.3 kg)

ELCW 
Weight:

10 lbs
(4.5 kg)

D

H

W

413-3/4

6-3/8

FOR 3/4" NPT
SIDE-ENTRY CONDUIT
3-PLACES (BBW ONLY)

D

H

413-3/4

6-3/8

FOR 3/4" NPT
SIDE-ENTRY CONDUIT
3-PLACES (BBW ONLY)

W

Buy American

https://www.acuitybrands.com/resources/tools-and-documents/architectural-colors
http://www.lithonia.com
http://www.lithonia.com
http://lithonia.acuitybrands.com/D-Series-LED-Lighting/D-Series-LED-area-Lighting.aspx
http://www.lithonia.com/commercial/d-series+wall.html
https://www.acuitybrands.com/resources/regulations-codes-and-standards/sustainability-codes/nighttime-friendly
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Contact factory for performance data on any configurations not shown here.

LEDs
Drive 

Current 
(mA)

System 
Watts

Dist.

Type

30K (3000 K, 70CRI) 40K (4000 K, 70CRI) 50K (5000 K, 70CRI) AMBPC (Amber Phosphor Converted)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

10C

(10 LEDs)

350mA 13W

T2S  1,415 0 0 1 109  1,520 0 0 1 117  1,530 0 0 1 118  894 0 0 1 69
T2M  1,349 0 0 1 104  1,448 0 0 1 111  1,458 0 0 1 112  852 0 0 1 66
T3S  1,399 0 0 1 108  1,503 0 0 1 116  1,512 0 0 1 116  884 0 0 1 68
T3M  1,385 0 0 1 107  1,488 0 0 1 114  1,497 0 0 1 115  876 0 0 1 67
T4M  1,357 0 0 1 104  1,458 0 0 1 112  1,467 0 0 1 113  858 0 0 1 66
TFTM  1,411 0 0 1 109  1,515 0 0 1 117  1,525 0 0 1 117  892 0 0 1 69

530 mA 19W

T2S  2,053 1 0 1 108  2,205 1 0 1 116  2,220 1 0 1 117  1,264 0 0 1 67
T2M  1,957 1 0 1 103  2,102 1 0 1 111  2,115 1 0 1 111  1,205 0 0 1 63
T3S  2,031 1 0 1 107  2,181 1 0 1 115  2,194 1 0 1 115  1,250 0 0 1 66
T3M  2,010 1 0 1 106  2,159 1 0 1 114  2,172 1 0 1 114  1,237 0 0 1 65
T4M  1,970 1 0 1 104  2,115 1 0 1 111  2,129 1 0 1 112  1,212 0 0 1 64
TFTM  2,047 0 0 1 108  2,198 1 0 1 116  2,212 1 0 1 116  1,260 0 0 1 66

700 mA 26W

T2S  2,623 1 0 1 101  2,816 1 0 1 108  2,834 1 0 1 109  1,544 0 0 1 59
T2M  2,499 1 0 1 96  2,684 1 0 1 103  2,701 1 0 1 104  1,472 0 0 1 57
T3S  2,593 1 0 1 100  2,785 1 0 1 107  2,802 1 0 1 108  1,527 0 0 1 59
T3M  2,567 1 0 1 99  2,757 1 0 1 106  2,774 1 0 1 107  1,512 0 0 1 58
T4M  2,515 1 0 1 97  2,701 1 0 1 104  2,718 1 0 1 105  1,481 0 0 1 57
TFTM  2,614 1 0 1 101  2,808 1 0 1 108  2,825 1 0 1 109  1,539 0 0 1 59

1000 mA 39W

T2S  3,685 1 0 1 94  3,957 1 0 1 101  3,982 1 0 1 102  2,235 1 0 1 57
T2M  3,512 1 0 1 90  3,771 1 0 1 97  3,794 1 0 1 97  2,130 1 0 1 55
T3S  3,644 1 0 1 93  3,913 1 0 1 100  3,938 1 0 1 101  2,210 1 0 1 57
T3M  3,607 1 0 1 92  3,873 1 0 1 99  3,898 1 0 1 100  2,187 1 0 1 56
T4M  3,534 1 0 2 91  3,796 1 0 2 97  3,819 1 0 2 98  2,143 1 0 1 55
TFTM  3,673 1 0 1 94  3,945 1 0 1 101  3,969 1 0 1 102  2,228 1 0 1 57

20C

(20 LEDs)

350mA 23W

T2S  2,820 1 0 1 123  3,028 1 0 1 132  3,047 1 0 1 132  1,777 1 0 1 77
T2M  2,688 1 0 1 117  2,886 1 0 1 125  2,904 1 0 1 126  1,693 1 0 1 74
T3S  2,789 1 0 1 121  2,994 1 0 1 130  3,014 1 0 1 131  1,757 0 0 1 76
T3M  2,760 1 0 1 120  2,965 1 0 1 129  2,983 1 0 1 130  1,739 1 0 1 76
T4M  2,704 1 0 1 118  2,905 1 0 1 126  2,922 1 0 1 127  1,704 1 0 1 74
TFTM  2,811 1 0 1 122  3,019 1 0 1 131  3,038 1 0 1 132  1,771 0 0 1 77

530 mA 35W

T2S  4,079 1 0 1 117  4,380 1 0 1 125  4,407 1 0 1 126  2,504 1 0 1 72
T2M  3,887 1 0 1 111  4,174 1 0 1 119  4,201 1 0 1 120  2,387 1 0 1 68
T3S  4,033 1 0 1 115  4,331 1 0 1 124  4,359 1 0 1 125  2,477 1 0 1 71
T3M  3,993 1 0 2 114  4,288 1 0 2 123  4,315 1 0 2 123  2,451 1 0 1 70
T4M  3,912 1 0 2 112  4,201 1 0 2 120  4,227 1 0 2 121  2,402 1 0 1 69
TFTM  4,066 1 0 2 116  4,366 1 0 2 125  4,394 1 0 2 126  2,496 1 0 1 71

700 mA 46W

T2S  5,188 1 0 1 113  5,572 1 0 1 121  5,607 1 0 1 122  3,065 1 0 1 67
T2M  4,945 1 0 2 108  5,309 1 0 2 115  5,343 1 0 2 116  2,921 1 0 1 64
T3S  5,131 1 0 2 112  5,510 1 0 2 120  5,544 1 0 2 121  3,031 1 0 1 66
T3M  5,078 1 0 2 110  5,454 1 0 2 119  5,487 1 0 2 119  3,000 1 0 1 65
T4M  4,975 1 0 2 108  5,343 1 0 2 116  5,376 1 0 2 117  2,939 1 0 1 64
TFTM  5,172 1 0 2 112  5,554 1 0 2 121  5,589 1 0 2 122  3,055 1 0 1 66

1000 mA 73W

T2S  7,204 1 0 2 99  7,736 2 0 2 106  7,784 2 0 2 107  4,429 1 0 1 61
T2M  6,865 1 0 2 94  7,373 2 0 2 101  7,419 2 0 2 102  4,221 1 0 1 58
T3S  7,125 1 0 2 98  7,651 1 0 2 105  7,698 1 0 2 105  4,380 1 0 1 60
T3M  7,052 1 0 2 97  7,573 2 0 2 104  7,620 2 0 2 104  4,335 1 0 2 59
T4M  6,909 1 0 2 95  7,420 1 0 2 102  7,466 1 0 2 102  4,248 1 0 2 58
TFTM  7,182 1 0 2 98  7,712 1 0 2 106  7,761 1 0 2 106  4,415 1 0 2 60
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Motion Sensor Default Settings

Option Dimmed State High Level (when 
triggered)

Photocell 
Operation

Dwell 
Time

Ramp-up 
Time

Ramp-down 
Time

PIR or PIRH 3V (37%) Output 10V (100%) Output Enabled @ 5FC 5 min 3 sec 5 min

*PIR1FC3V or PIRH1FC3V 3V (37%) Output 10V (100%) Output Enabled @ 1FC 5 min 3 sec 5 min

*For use when motion sensor is used as dusk to dawn control
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Performance Data

Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.98

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the DSXW1 LED 20C 1000 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.95 0.93 0.88

FEATURES & SPECIFICATIONS
 INTENDED USE 

The energy savings, long life and easy-to-install design of the D-Series Wall Size 1 make it the smart 
choice for building-mounted doorway and pathway illumination for nearly any facility. 

 CONSTRUCTION 
Two-piece die-cast aluminum housing has integral heat sink fins to optimize thermal management 
through conductive and convective cooling. Modular design allows for ease of maintenance. The LED 
driver is mounted to the door to thermally isolate it from the light engines for low operating temperature 
and long life. Housing is completely sealed against moisture and environmental contaminants (IP65). 

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Available in textured and non-textured finishes.

 OPTICS 
Precision-molded proprietary acrylic lenses provide multiple photometric distributions tailored 
specifically to building mounted applications. Light engines are available in 3000 K (70 min. CRI), 
4000 K (70 min. CRI) or 5000 K (70 min. CRI) configurations. 

 ELECTRICAL 
Light engine(s) consist of 10 high-efficacy LEDs mounted to a metal-core circuit board to maximize 
heat dissipation and promote long life (L88/100,000 hrs at 25°C). Class 1 electronic drivers 
have a power factor >90%, THD <20%, and a minimum 2.5KV surge rating. When ordering the 
SPD option, a separate surge protection device is installed within the luminaire which meets a 
minimum Category C Low (per ANSI/IEEE C62.41.2).

 INSTALLATION 
Included universal mounting bracket attaches securely to any 4” round or square outlet box 
for quick and easy installation. Luminaire has a slotted gasket wireway and attaches to the 
mounting bracket via corrosion-resistant screws. 

 LISTINGS 
CSA certified to U.S. and Canadian standards. Rated for -40°C minimum ambient. 

 DesignLights Consortium® (DLC) qualified product. Not all versions of this product may be 
DLC qualified. Please check the DLC Qualified Products List at www.designlights.org/QPL to 
confirm which versions are qualified.

 BUY AMERICAN 
This product is assembled in the USA and meets the Buy America(n) government 
procurement requirements under FAR, DFARS and DOT. Please refer to www.acuitybrands.
com/resources/buy-american for additional information.

 WARRANTY 
Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/support/warranty/terms-and-conditions

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Electrical Load
Current (A)

LEDs Drive Current 
(mA)

System 
Watts 120V 208V 240V 277V 347V 480V

10C

350 14 W 0.13 0.07 0.06 0.06  -  - 
530 20 W 0.19 0.11 0.09 0.08  -  - 
700 27 W 0.25 0.14 0.13 0.11  -  - 

1000 40 W 0.37 0.21 0.19 0.16  -  - 

20C

350 24 W 0.23 0.13 0.12 0.10  -  - 
530 36 W 0.33 0.19 0.17 0.14  -  - 
700 47 W 0.44 0.25 0.22 0.19 0.15 0.11

1000 74 W 0.69 0.40 0.35 0.30 0.23 0.17

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Series Wall Size 1 homepage. Photometric Diagrams

Isofootcandle plots for the DSXW1 LED 20C 1000 40K. Distances are in units of mounting height (15’).
Distribution overlay comparison to 250W metal halide.
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Options and Accessories

T3M (left) HS - House-side shields BSW - Bird-deterrent spikes VG - Vandal guard DDL - Diffused drop lens
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DSXW1 LED

Series LEDs Drive Current Color temperature Distribution Voltage Mounting Control Options

DSXW1 LED 10C 10 LEDs 
(one 
engine)

20C 20 LEDs 
(two 
engines) 1

350 350 mA
530 530 mA
700 700 mA
1000 1000 mA (1 A) 1

30K 3000 K
40K 4000 K
50K 5000 K
AMBPC Amber 

phosphor 
converted

T2S Type II Short
T2M Type II Medium
T3S Type III Short
T3M Type III Medium
T4M Type IV Medium
TFTM Forward Throw 

Medium

MVOLT 2

120 3

208 3

240 3

277 3

347 3,4

480 3,4

Shipped included

(blank) Surface 
mounting 
bracket

BBW Surface-
mounted 
back box 
(for conduit 
entry) 5

Shipped installed
PE Photoelectric cell, button type 6

DMG 0-10v dimming wires pulled outside fixture (for 
use with an external control, ordered separately)

PIR 180° motion/ambient light sensor, <15’ mtg ht 1,7

PIRH 180° motion/ambient light sensor, 15-30’ mtg ht 1,7

PIR1FC3V Motion/ambient sensor, 8-15' mounting height,  
ambient sensor enabled at 1fc 1,7

PIRH1FC3V Motion/ambient sensor, 15-30' mounting height, 
ambient sensor enabled at 1fc 1,7

ELCW Emergency battery backup (includes external  
component enclosure), CA Title 20 Noncompliant 8,9

Other Options Finish (required) 

Shipped installed Shipped separately 11

SF Single fuse (120, 277 or 347V) 3,10 BSW Bird-deterrent spikes
DF Double fuse (208, 240 or 480V) 3,10 VG Vandal guard
HS House-side shield 11 DDL Diffused drop lens
SPD Separate surge protection 12

DDBXD Dark bronze DSSXD Sandstone DWHGXD Textured white
DBLXD Black DDBTXD Textured dark bronze DSSTXD Textured sandstone
DNAXD Natural aluminum DBLBXD Textured black
DWHXD White DNATXD Textured natural aluminum
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D-Series Size 1
LED Wall Luminaire

Ordering Information EXAMPLE: DSXW1 LED 20C 1000 40K T3M MVOLT DDBTXD

NOTES

1 20C 1000 is not available with PIR, PIRH, PIR1FC3V or PIRH1FC3V. 
2 MVOLT driver operates on any line voltage from 120-277V (50/60 Hz). 
3 Single fuse (SF) requires 120, 277 or 347 voltage option. Double fuse (DF) requires 208, 240 or 480 voltage option.
4 Only available with 20C, 700mA or 1000mA. Not available with PIR or PIRH.
5 Back box ships installed on fixture. Cannot be field installed. Cannot be ordered as an accessory.
6 Photocontrol (PE) requires 120, 208, 240, 277 or 347 voltage option. Not available with motion/ambient light sensors (PIR or PIRH).
7 Reference Motion Sensor table on page 3.
8 Cold weather (-20C) rated. Not compatible with conduit entry applications. Not available with BBW mounting option. Not available with fusing. Not available with 347 or 480 

voltage options. Emergency components located in back box housing. Emergency mode IES files located on product page at www.lithonia.com
9 Not available with SPD.
10 Not available with ELCW.
11 Also available as a separate accessory; see Accessories information. 
12 Not available with ELCW.

Catalog 
Number

Notes

Type

Accessories
Ordered and shipped separately. 

DSXWHS U House-side shield (one per 
light engine)

DSXWBSW U Bird-deterrent spikes

DSXW1VG U Vandal guard accessory

Hit the Tab key or mouse over the page to see all interactive elements.

Introduction

The D-Series Wall luminaire is a stylish, fully 
integrated LED solution for building-mount 
applications. It features a sleek, modern design 
and is carefully engineered to provide long-lasting, 
energy-efficient lighting with a variety of optical 
and control options for customized performance. 

With an expected service life of over 20 years of 
nighttime use and up to 74% in energy savings 
over comparable 250W metal halide luminaires, 
the D-Series Wall is a reliable, low-maintenance 
lighting solution that produces sites that are 
exceptionally illuminated. 

Luminaire

Width: 13-3/4”
(34.9 cm)

Depth: 10”
(25.4 cm)

Height: 6-3/8”
(16.2 cm)

Back Box (BBW, ELCW)

Width: 13-3/4”
(34.9 cm)

Depth: 4”
(10.2 cm)

Height: 6-3/8”
(16.2 cm)

For 3/4” NPT side-entry 
conduit (BBW only)

Specifications

Weight: 12 lbs
(5.4 kg)

BBW 
Weight:

5 lbs
(2.3 kg)

ELCW 
Weight:

10 lbs
(4.5 kg)

D

H

W

413-3/4

6-3/8

FOR 3/4" NPT
SIDE-ENTRY CONDUIT
3-PLACES (BBW ONLY)

D

H

413-3/4

6-3/8

FOR 3/4" NPT
SIDE-ENTRY CONDUIT
3-PLACES (BBW ONLY)

W
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Lumen values are from photometric tests performed in accordance with IESNA LM-79-08. Contact factory for performance data on any configurations not shown here.

LEDs
Drive 

Current 
(mA)

System 
Watts

Dist.

Type

30K (3000 K, 70CRI) 40K (4000 K, 70CRI) 50K (5000 K, 70CRI) AMBPC (Amber Phosphor Converted)

Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW Lumens B U G LPW

10C

(10 LEDs)

350mA 13W

T2S  1,415 0 0 1 109  1,520 0 0 1 117  1,530 0 0 1 118  894 0 0 1 69
T2M  1,349 0 0 1 104  1,448 0 0 1 111  1,458 0 0 1 112  852 0 0 1 66
T3S  1,399 0 0 1 108  1,503 0 0 1 116  1,512 0 0 1 116  884 0 0 1 68
T3M  1,385 0 0 1 107  1,488 0 0 1 114  1,497 0 0 1 115  876 0 0 1 67
T4M  1,357 0 0 1 104  1,458 0 0 1 112  1,467 0 0 1 113  858 0 0 1 66
TFTM  1,411 0 0 1 109  1,515 0 0 1 117  1,525 0 0 1 117  892 0 0 1 69

530 mA 19W

T2S  2,053 1 0 1 108  2,205 1 0 1 116  2,220 1 0 1 117  1,264 0 0 1 67
T2M  1,957 1 0 1 103  2,102 1 0 1 111  2,115 1 0 1 111  1,205 0 0 1 63
T3S  2,031 1 0 1 107  2,181 1 0 1 115  2,194 1 0 1 115  1,250 0 0 1 66
T3M  2,010 1 0 1 106  2,159 1 0 1 114  2,172 1 0 1 114  1,237 0 0 1 65
T4M  1,970 1 0 1 104  2,115 1 0 1 111  2,129 1 0 1 112  1,212 0 0 1 64
TFTM  2,047 0 0 1 108  2,198 1 0 1 116  2,212 1 0 1 116  1,260 0 0 1 66

700 mA 26W

T2S  2,623 1 0 1 101  2,816 1 0 1 108  2,834 1 0 1 109  1,544 0 0 1 59
T2M  2,499 1 0 1 96  2,684 1 0 1 103  2,701 1 0 1 104  1,472 0 0 1 57
T3S  2,593 1 0 1 100  2,785 1 0 1 107  2,802 1 0 1 108  1,527 0 0 1 59
T3M  2,567 1 0 1 99  2,757 1 0 1 106  2,774 1 0 1 107  1,512 0 0 1 58
T4M  2,515 1 0 1 97  2,701 1 0 1 104  2,718 1 0 1 105  1,481 0 0 1 57
TFTM  2,614 1 0 1 101  2,808 1 0 1 108  2,825 1 0 1 109  1,539 0 0 1 59

1000 mA 39W

T2S  3,685 1 0 1 94  3,957 1 0 1 101  3,982 1 0 1 102  2,235 1 0 1 57
T2M  3,512 1 0 1 90  3,771 1 0 1 97  3,794 1 0 1 97  2,130 1 0 1 55
T3S  3,644 1 0 1 93  3,913 1 0 1 100  3,938 1 0 1 101  2,210 1 0 1 57
T3M  3,607 1 0 1 92  3,873 1 0 1 99  3,898 1 0 1 100  2,187 1 0 1 56
T4M  3,534 1 0 2 91  3,796 1 0 2 97  3,819 1 0 2 98  2,143 1 0 1 55
TFTM  3,673 1 0 1 94  3,945 1 0 1 101  3,969 1 0 1 102  2,228 1 0 1 57

20C

(20 LEDs)

350mA 23W

T2S  2,820 1 0 1 123  3,028 1 0 1 132  3,047 1 0 1 132  1,777 1 0 1 77
T2M  2,688 1 0 1 117  2,886 1 0 1 125  2,904 1 0 1 126  1,693 1 0 1 74
T3S  2,789 1 0 1 121  2,994 1 0 1 130  3,014 1 0 1 131  1,757 0 0 1 76
T3M  2,760 1 0 1 120  2,965 1 0 1 129  2,983 1 0 1 130  1,739 1 0 1 76
T4M  2,704 1 0 1 118  2,905 1 0 1 126  2,922 1 0 1 127  1,704 1 0 1 74
TFTM  2,811 1 0 1 122  3,019 1 0 1 131  3,038 1 0 1 132  1,771 0 0 1 77

530 mA 35W

T2S  4,079 1 0 1 117  4,380 1 0 1 125  4,407 1 0 1 126  2,504 1 0 1 72
T2M  3,887 1 0 1 111  4,174 1 0 1 119  4,201 1 0 1 120  2,387 1 0 1 68
T3S  4,033 1 0 1 115  4,331 1 0 1 124  4,359 1 0 1 125  2,477 1 0 1 71
T3M  3,993 1 0 2 114  4,288 1 0 2 123  4,315 1 0 2 123  2,451 1 0 1 70
T4M  3,912 1 0 2 112  4,201 1 0 2 120  4,227 1 0 2 121  2,402 1 0 1 69
TFTM  4,066 1 0 2 116  4,366 1 0 2 125  4,394 1 0 2 126  2,496 1 0 1 71

700 mA 46W

T2S  5,188 1 0 1 113  5,572 1 0 1 121  5,607 1 0 1 122  3,065 1 0 1 67
T2M  4,945 1 0 2 108  5,309 1 0 2 115  5,343 1 0 2 116  2,921 1 0 1 64
T3S  5,131 1 0 2 112  5,510 1 0 2 120  5,544 1 0 2 121  3,031 1 0 1 66
T3M  5,078 1 0 2 110  5,454 1 0 2 119  5,487 1 0 2 119  3,000 1 0 1 65
T4M  4,975 1 0 2 108  5,343 1 0 2 116  5,376 1 0 2 117  2,939 1 0 1 64
TFTM  5,172 1 0 2 112  5,554 1 0 2 121  5,589 1 0 2 122  3,055 1 0 1 66

1000 mA 73W

T2S  7,204 1 0 2 99  7,736 2 0 2 106  7,784 2 0 2 107  4,429 1 0 1 61
T2M  6,865 1 0 2 94  7,373 2 0 2 101  7,419 2 0 2 102  4,221 1 0 1 58
T3S  7,125 1 0 2 98  7,651 1 0 2 105  7,698 1 0 2 105  4,380 1 0 1 60
T3M  7,052 1 0 2 97  7,573 2 0 2 104  7,620 2 0 2 104  4,335 1 0 2 59
T4M  6,909 1 0 2 95  7,420 1 0 2 102  7,466 1 0 2 102  4,248 1 0 2 58
TFTM  7,182 1 0 2 98  7,712 1 0 2 106  7,761 1 0 2 106  4,415 1 0 2 60
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Motion Sensor Default Settings

Option Dimmed State High Level (when 
triggered)

Photocell 
Operation

Dwell 
Time

Ramp-up 
Time

Ramp-down 
Time

PIR or PIRH 3V (37%) Output 10V (100%) Output Enabled @ 5FC 5 min 3 sec 5 min

*PIR1FC3V or PIRH1FC3V 3V (37%) Output 10V (100%) Output Enabled @ 1FC 5 min 3 sec 5 min

*For use when motion sensor is used as dusk to dawn control
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Performance Data

Use these factors to determine relative lumen output for average ambient temperatures 
from 0-40°C (32-104°F).

Lumen Ambient Temperature (LAT) Multipliers

Ambient Lumen Multiplier
0°C  32°F 1.02

10°C  50°F 1.01

20°C 68°F 1.00

25°C 77°F 1.00
30°C 86°F 1.00

40°C  104°F 0.98

Projected LED Lumen Maintenance
Data references the extrapolated performance projections for the DSXW1 LED 20C 1000 
platform in a 25°C ambient, based on 10,000 hours of LED testing (tested per IESNA LM-
80-08 and projected per IESNA TM-21-11).

To calculate LLF, use the lumen maintenance factor that corresponds to the desired number 
of operating hours below. For other lumen maintenance values, contact factory.

Operating Hours 0 25,000 50,000 100,000

Lumen Maintenance 
Factor 1.0 0.95 0.93 0.88

FEATURES & SPECIFICATIONS
 INTENDED USE 

The energy savings, long life and easy-to-install design of the D-Series Wall Size 1 make it the smart 
choice for building-mounted doorway and pathway illumination for nearly any facility. 

 CONSTRUCTION 
Two-piece die-cast aluminum housing has integral heat sink fins to optimize thermal management 
through conductive and convective cooling. Modular design allows for ease of maintenance. The LED 
driver is mounted to the door to thermally isolate it from the light engines for low operating temperature 
and long life. Housing is completely sealed against moisture and environmental contaminants (IP65). 

 FINISH 
Exterior parts are protected by a zinc-infused Super Durable TGIC thermoset powder coat finish 
that provides superior resistance to corrosion and weathering. A tightly controlled multi-stage 
process ensures a minimum 3 mils thickness for a finish that can withstand extreme climate 
changes without cracking or peeling. Available in textured and non-textured finishes.

 OPTICS 
Precision-molded proprietary acrylic lenses provide multiple photometric distributions tailored 
specifically to building mounted applications. Light engines are available in 3000 K (70 min. CRI), 
4000 K (70 min. CRI) or 5000 K (70 min. CRI) configurations. 

 ELECTRICAL 
Light engine(s) consist of 10 high-efficacy LEDs mounted to a metal-core circuit board to maximize 
heat dissipation and promote long life (L88/100,000 hrs at 25°C). Class 1 electronic drivers 
have a power factor >90%, THD <20%, and a minimum 2.5KV surge rating. When ordering the 
SPD option, a separate surge protection device is installed within the luminaire which meets a 
minimum Category C Low (per ANSI/IEEE C62.41.2).

 INSTALLATION 
Included universal mounting bracket attaches securely to any 4” round or square outlet box 
for quick and easy installation. Luminaire has a slotted gasket wireway and attaches to the 
mounting bracket via corrosion-resistant screws. 

 LISTINGS 
CSA certified to U.S. and Canadian standards. Rated for -40°C minimum ambient. 

 DesignLights Consortium® (DLC) qualified product. Not all versions of this product may be 
DLC qualified. Please check the DLC Qualified Products List at www.designlights.org/QPL to 
confirm which versions are qualified.

 BUY AMERICAN 
This product is assembled in the USA and meets the Buy America(n) government 
procurement requirements under FAR, DFARS and DOT. Please refer to www.acuitybrands.
com/resources/buy-american for additional information.

 WARRANTY 
Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/support/warranty/terms-and-conditions

 Note: Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Electrical Load
Current (A)

LEDs Drive Current 
(mA)

System 
Watts 120V 208V 240V 277V 347V 480V

10C

350 14 W 0.13 0.07 0.06 0.06  -  - 
530 20 W 0.19 0.11 0.09 0.08  -  - 
700 27 W 0.25 0.14 0.13 0.11  -  - 

1000 40 W 0.37 0.21 0.19 0.16  -  - 

20C

350 24 W 0.23 0.13 0.12 0.10  -  - 
530 36 W 0.33 0.19 0.17 0.14  -  - 
700 47 W 0.44 0.25 0.22 0.19 0.15 0.11

1000 74 W 0.69 0.40 0.35 0.30 0.23 0.17

To see complete photometric reports or download .ies files for this product, visit Lithonia Lighting’s D-Series Wall Size 1 homepage. Photometric Diagrams

Isofootcandle plots for the DSXW1 LED 20C 1000 40K. Distances are in units of mounting height (15’).
Distribution overlay comparison to 250W metal halide.

LEGEND

DSXW1,
0.5 fc

TWF2,
0.5 fc

10’ W Sidewalk

LLDs:

TWF2 = 0.72

DSXW1 = 0.95

Te
st

 N
o

. 2
26

01
P2

2 
te

st
ed

 in
 a

cc
o

rd
an

ce
 w

ith
 

IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

Te
st

 N
o

. 2
26

02
P2

2 
te

st
ed

 in
 a

cc
o

rd
an

ce
 w

ith
 

IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

T3MT3M

LEGEND

0.1 fc

0.5 fc

1.0 fc

DSXW1 LED 20C 40K 1000 T3M,
TWF2 250M Pulse, 15’ Mounting Ht

TWF2:
291W

DSXW1:
74W

Te
st

 N
o

. 2
25

97
P2

2 
te

st
ed

 in
 a

cc
o

rd
an

ce
 w

ith
 

IE
SN

A
 L

M
-7

9-
08

.

4

3

2

1

0

-4

-3

-2

-1

4 3 2 1 0 4321

T3ST3ST2MT2M

Options and Accessories

T3M (left) HS - House-side shields BSW - Bird-deterrent spikes VG - Vandal guard DDL - Diffused drop lens

http://www.lithonia.com
http://www.lithonia.com
http://www.designlights.org/QPL
https://www.acuitybrands.com/resources/buy-american
https://www.acuitybrands.com/resources/buy-american
http://www.acuitybrands.com/support/warranty/terms-and-conditions
http://www.lithonia.com/commercial/d-series+wall.html


P R O D U C T  O V E R V I E W

Applications:
Roadways
Off ramps
Residential streets
Parking lots

Autobahn Series ATB0 
Roadway Lighting

Features:

OPTICAL

The Autobahn’s new molded silicone optics provide exceptional performance. Silicone optics are 
superior to other polymeric materials in the areas of; optical efficiency, thermal performance, 
and reduction in dirt accumulation, all of which can lead to long term lumen degradation and a 
shift in optical distribution. Also, because silicone allows for the molding of fine details as well as 
thick sections, it produces the most crisp, clean and well-defined lighting distributions available.  
Silicone optics paired with modern LED’s allow the Autobahn to take full advantage of both 
technologies.

Same Light: Performance is comparable to 100 - 400W HPS roadway luminaires.

White Light: Correlated color temperature - 4000K, or optional 2700K, 3000K or 5000K, all 70 CRI 
minimum.

Unique IP66 rated LED light engines provided 0% uplight and restrict backlight to within sidewalk 
depth, providing optimal application coverage and optimal pole spacing. Available in Type II,  III, 
IV, and V roadway distributions.

ELECTRICAL

Expected Life: LED light engines are rated >100,000 hours at 25°C, L70. Electronic driver has an 
expected life of 100,000 hours at a 25°C ambient.

Lower Energy: Saves an expected of 40-60% over comparable HID luminaires.

Robust Surge Protection: Two different surge protection options provide a minimum of ANSI 
C136.2 10kV/5kA protection. 20kV/10kA protection is also available.

Luminaire ships with a 0-10v dimmable driver. Luminaire is continuous and step dimming 
capable via AO option or controls installed on P7 photocontrol receptacle option.

MECHANICAL

Includes standard AEL lineman-friendly features such as tool-less entry, 3 station terminal block 
and quick disconnects. Bubble level located inside the electrical compartment for easily leveling 
at installation. 

Rugged die-cast aluminum housing and door are polyester powder-coated for durability and 
corrosion resistance. Rigorous five-stage pre-treating and painting process yields a finish that 
achieves a scribe creepage rating of 7 (per ASTM D1654) after over 5000 hours exposure to salt 
fog chamber (operated per ASTM B117).

Mast arm mount is adjustable for arms from 1-1/4” to 2” (1-5/8” to 2-3/8” O.D.) diameter.  
Provides a 3G vibration rating per ANSI C136.31

Wildlife shield is cast into the housing (not a separate piece). 

CONTROLS

NEMA 3 pin photocontrol receptacle is standard, with the Acuity designed ANSI standard 7 pin 
receptacle optionally available. 

Premium solid state locking style photocontrol - PCSS (10 year rated life) Extreme long life solid 
state locking style photocontrol - PCLL (20 year rated life).

Optional onboard Adjustable Output module allows the light output and input wattage to be 
modified to meet site specific requirements, and also can allow a single fixture to be flexibly 
applied in many different applications.

Note:  Specifications subject to change without notice.  Actual performance may differ as a result of end-user environment and application.

Effective Projected Area (EPA): The EPA for the ATB0 is 0.76 sq. ft.
Approx. Wt. = 14 lbs.

DIMENSIONS

© 2014-2021 Acuity Brands Lighting, Inc.  ATB0  05/10/21

STANDARDS

DesignLights Consortium® (DLC) qualified product. Not all versions of this 
product may be DLC qualified. Please check the DLC Qualified Products List 
at www.designlights.org/QPL to confirm which versions are qualified.

Color temperatures of ≤ 3000K must be specified for International Dark-
Sky Association certification.

Rated for -40°C to 40°C ambient 
CSA Certified to U.S. and Canadian standards   
Complies with ANSI: C136.2, C136.10, C136.14, C136.31, C136.15, C136.37

http://www.designlights.org/QPL
http://www.designlights.org/QPL


Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21

Autobahn Series ATB0 
Roadway Lighting

O R D E R I N G  I N F O R M A T I O N

ATB0 Autobahn LED 
 Roadway

MVOLT  Multi-volt, 120-277V
 347  347V 5

 480  480V 5

XVOLT  277V-480V

P201 5,369 lumens nominal 6
P202 6,943 lumens nominal 6
P203 10,056 lumens nominal
P204 12,176 lumens nominal
P205 13,767 lumens nominal

P301 10,367 lumens nominal
P302 12,185 lumens nominal
P303 15,351 lumens nominal
P304 17,714 lumens nominal
P305 19,893 lumens nominal
P451 16,320 lumens nominal
P452 19,087 lumens nominal
P453 23,592 lumens nominal
P454 25,070 lumens nominal
P455 27,091 lumens nominal
P456 28,347 lumens nominal
P457 29,715 lumens nominal

Color Temperature (CCT)
 (Blank) 4000K CCT, 70 CRI Min.
 27K 2700K CCT, 70 CRI Min.
 3K 3000K CCT, 70 CRI Min.
 5K 5000K CCT, 70 CRI Min.

Paint
 (Blank) Gray (Standard)
 BK Black
 BZ Bronze
 DDB Dark Bronze
 GI Graphite
 WH White
 GN Green

Surge Protection
 (Blank) Standard 20kV/10kA SPD 4

 MP MOV Pack 10kV/5kA 

Terminal Block
 (Blank) Terminal Block (Standard)  
 T2 Wired to L1 & L2 Positions 

Misc.
 BL External Bubble Level
 HSS House-Side Shield
 NL Nema Label 
 XL Not CSA Certified 

Options

 UMR-XX  8” Horizontal Arm for Round Pole, 
Painted to match Fixture

 UMS-XX 8” Horizontal Arm for Square  
  Pole, Painted to match Fixture
 UMR-GALV 8” Horizontal Arm for Round Pole,  
  Galvanized
 UMS-GALV 8” Horizontal Arm for Square  
  Pole, Galvanized
Controls
 (Blank) 3 Pin NEMA Photocontrol  
  Receptacle (Standard)
 P72 7 Pin Photocontrol Receptacle 
  (Dimmable Driver Included)  
 NR No Photocontrol Receptacle
 AO Field Adjustable Output
 PCSS1 Solid State Lighting  
  Photocontrol (120-277V) 
 PCLL Solid State Long Life Photocontrol 
 SH Shorting Cap 

Packaging
 (Blank) Single Unit (Standard)
 JP Job Pack (42/Pallet)

R2 Roadway Type II
R3 Roadway Type III
R4 3 Roadway Type IV
R5 Roadway Type V

OpticsVoltagePerformance Packages Series

Notes 
1 Not available in 347 or 480V.
2 Not available with NR.
3 Not available with P451 - P457 performance  
 packages
4 Not available with P201 performance package +  
 347V or 480V
5 Not available with P456 or P457 performance  
 package options
6 Not available with XVOLT option

Accessories:
House Side Shields for field installation

ATB0P20XR2/R5HSS for use with P201 - P205, 
R2 & R5 distributions

ATB0P20XR3/R4HSS for use with P201 - P205, 
R3 & R4 distributions

ATB0P30XR2/R5HSS for use with P301 - P305, 
R2 & R5 distributions

ATB0P30XR3HSS for use with P301 - P305, 
R3 distribution

ATB0P30XR4HSS for use with P301 - P305, 
R4 distribution

ATB0P45XR2/R5HSS for use with P451 - P457, 
R2 & R5 distributions

ATB0P45XR3HSS for use with P451 - P457, 
R3 distribution

http://www.acuitybrands.com/resources/terms-and-conditions
http://www.americanelectriclighting.com
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P E R F O R M A N C E  P A C K A G E

Autobahn Series ATB0 
Roadway Lighting

ATB0 Distribution Input Watts
2700K 3000K 4000K/5000K

Lumens LPW Lumens LPW Lumens LPW

P201

R2

36

4,983 137 5,473 151 5,488 150

R3 4,952 136 5,107 140 5,553 152

R4 5,045 139 5,130 141 5,346 147

R5 5,084 142 5,384 148 5,387 150

P202

R2

49

6,429 132 7,100 147 7,203 148

R3 6,390 131 6,679 137 7,237 148

R4 6,517 136 6,749 140 6,906 144

R5 6,560 137 6,988 146 6,951 146

P203

R2

70

9,005 130 10,050 144 10,150 147

R3 8,951 129 9,471 134 10,260 148

R4 9,494 137 9,673 139 10,060 145

R5 9,188 134 9,784 142 9,736 142

P204

R2

88

11,007 125 11,800 136 12,410 141

R3 10,940 124 11,490 132 12,470 141

R4 11,485 132 11,900 136 12,170 139

R5 11,230 131 11,780 137 11,900 138

P205

R2

102

12,339 121 12,650 125 13,920 137

R3 12,264 120 13,110 139 14,130 138

R4 13,051 130 13,680 136 13,830 138

R5 12,589 127 13,080 132 13,340 135

P301

R2

67

9,527 140 10,450 154 10,460 153

R3 9,469 139 10,590 158 10,820 158

R4 9,579 144 10,210 152 10,150 152

R5 9,720 145 10,370 154 10,300 154

P302

R2

83

11,118 135 11,790 142 12,300 149

R3 11,050 134 12,290 150 12,520 152

R4 11,589 140 12,720 153 12,280 148

R5 11,343 137 12,120 147 12,020 145

P303

R2

106

14,152 130 15,090 140 15,420 141

R3 14,066 131 15,230 142 15,950 148

R4 14,514 136 15,720 146 15,380 144

R5 14,439 136 15,140 142 15,300 144

P304

R2

124

16,705 130 17,180 136 18,010 141

R3 16,603 131 17,890 141 18,230 144

R4 16,845 135 18,160 145 17,850 143

R5 17,043 137 17,670 142 18,060 145

P305

R2

145

18,388 124 19,720 134 20,160 136

R3 18,276 124 20,070 135 20,440 138

R4 18,695 129 20,050 138 19,810 137

R5 18,761 130 19,350 135 19,880 138

Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21

http://www.acuitybrands.com/resources/terms-and-conditions
http://www.americanelectriclighting.com


P E R F O R M A N C E  P A C K A G E

Autobahn Series ATB0 
Roadway Lighting

Note: Individual fixture performance may vary. 

ATB0
LLD Multiplier

15C 20C 25C 30C 35C 40C

1.02 1.01 1.00 0.99 0.98 0.97
To calculate the LLD for a temperature other than 25°C, multiply the LLD @ 25°C (shown in the performance package table) by the LLD multiplier for the selected temperature.

ATB0 Distribution Input Watts
2700K 3000K 4000K/5000K

Lumens LPW Lumens LPW Lumens LPW

P451

R2

105

14,827 138 15,760 148 16,570 154

R3 14,737 137 16,790 157 16,640 155

R5 15,128 144 17,150 162 16,030 153

P452

R2

125

18,277 146 18,270 147 19,370 155

R3 18,166 146 19,420 151 19,470 156

R5 18,648 148 19,140 151 19,760 157

P453

R2

159

22,227 139 22,570 143 23,900 150

R3 22,092 139 24,090 151 23,550 148

R5 22,677 141 23,920 148 24,030 149

P454

R2

170

24,585 144 23,580 139 25,060 147

R3 24,436 143 25,340 148 25,200 148

R5 25,084 147 25,360 148 26,580 156

P455

R2

187

25,732 138 25,270 136 26,750 143

R3 25,576 137 27,430 145 27,020 145

R5 26,254 143 27,730 149 27,820 152

P456

R2

203

27,277 135 26,560 132 28,230 139

R3 27,111 134 28,600 142 28,950 143

R5 27,830 143 28,740 146 29,490 151

P457

R2

211

27,656 131 27,270 130 28,900 137

R3 27,488 130 29,750 142 29,680 140

R5 28,217 137 29,790 146 29,900 145

Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21

http://www.acuitybrands.com/resources/terms-and-conditions
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Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21

P E R F O R M A N C E  P A C K A G E

Autobahn Series ATB0 
Roadway Lighting

LLD @ 25°C

ATB0
R2, R3 Distributions  
 3000K & 4000K CCT

R2, R3 Distributions  
2700K & 5000K CCT*

R4 & R5 Distributions 
Any CCT

50k Hours 75k Hours 100k Hours 50k Hours 75k Hours 100k Hours 50k Hours 75k Hours 100k Hours

P201 0.96 0.95 0.94 0.92 0.88 0.85 0.92 0.88 0.85

P202 0.96 0.95 0.94 0.92 0.88 0.85 0.92 0.88 0.85

P203 0.96 0.95 0.93 0.91 0.88 0.85 0.91 0.88 0.85

P204 0.96 0.95 0.93 0.91 0.88 0.84 0.91 0.88 0.84

P205 0.96 0.95 0.93 0.91 0.87 0.83 0.91 0.87 0.83

P301 0.96 0.95 0.93 0.92 0.88 0.85 0.92 0.88 0.85

P302 0.96 0.95 0.93 0.92 0.88 0.85 0.92 0.88 0.85

P303 0.96 0.95 0.93 0.92 0.88 0.84 0.92 0.88 0.84

P304 0.96 0.95 0.93 0.91 0.87 0.83 0.91 0.87 0.83

P305 0.96 0.95 0.93 0.9 0.86 0.82 0.9 0.86 0.82

P451 0.96 0.94 0.93 0.92 0.88 0.85 0.92 0.88 0.85

P452 0.96 0.94 0.93 0.91 0.88 0.84 0.91 0.88 0.84

P453 0.96 0.94 0.93 0.91 0.87 0.83 0.91 0.87 0.83

P454 0.96 0.94 0.93 0.9 0.86 0.82 0.9 0.86 0.82

P455 0.96 0.94 0.93 0.9 0.85 0.81 0.9 0.85 0.81

P456 0.94 0.93 0.91 0.89 0.84 0.79 0.89 0.84 0.79

P457 0.94 0.93 0.91 0.88 0.83 0.79 0.88 0.83 0.79

* Also includes any custom (non-catalog) CCT

http://www.acuitybrands.com/resources/terms-and-conditions
http://www.americanelectriclighting.com


B.U.G. Ratings

ATB0 Distribution
2700K 3000K 4000/5000K

B U G B U G B U G

P201

R2 1 0 1 2 0 2 2 0 2

R3 1 0 1 1 0 1 1 0 1

R4 1 0 2 1 0 2 1 0 2

R5 3 0 1 3 0 1 3 0 1

P202

R2 2 0 2 2 0 2 2 0 2

R3 1 0 2 1 0 2 1 0 2

R4 1 0 2 1 0 2 1 0 2

R5 3 0 1 3 0 2 3 0 2

P203

R2 2 0 2 2 0 2 2 0 2

R3 2 0 2 2 0 2 2 0 2

R4 2 0 3 2 0 3 2 0 3

R5 3 0 2 4 0 2 4 0 2

P204

R2 3 0 3 3 0 3 3 0 3

R3 2 0 2 2 0 2 2 0 2

R4 2 0 3 2 0 3 2 0 3

R5 4 0 2 4 0 2 4 0 2

P205

R2 3 0 3 3 0 3 3 0 3

R3 2 0 2 2 0 2 2 0 2

R4 2 0 3 2 0 3 2 0 3

R5 4 0 2 4 0 2 4 0 2

P301

R2 2 0 2 2 0 2 2 0 2

R3 2 0 2 2 0 2 2 0 2

R4 2 0 3 2 0 3 2 0 3

R5 4 0 2 4 0 2 4 0 2

P302

R2 3 0 3 3 0 3 3 0 3

R3 2 0 2 2 0 2 2 0 2

R4 2 0 3 2 0 3 2 0 3

R5 4 0 2 4 0 2 4 0 2

P303

R2 3 0 3 3 0 3 3 0 3

R3 2 0 2 2 0 3 2 0 3

R4 2 0 3 3 0 3 3 0 3

R5 4 0 2 4 0 2 4 0 2

P304

R2 3 0 3 3 0 3 3 0 3

R3 2 0 3 3 0 3 3 0 3

R4 3 0 3 3 0 4 3 0 3

R5 4 0 2 4 0 2 4 0 2

P305

R2 3 0 3 3 0 3 3 0 3

R3 3 0 3 3 0 3 3 0 3

R4 3 0 4 3 0 4 3 0 4

R5 5 0 3 5 0 3 5 0 3

Autobahn Series ATB0 
Roadway Lighting

Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21
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B.U.G. Ratings

ATB0 Distribution
2700K 3000K 4000/5000K

B U G B U G B U G

P451

R2 3 0 3 3 0 3 3 0 3

R3 2 0 2 2 0 3 2 0 3

R5 4 0 2 4 0 2 4 0 2

P452

R2 3 0 3 3 0 3 3 0 3

R3 3 0 3 3 0 3 3 0 3

R5 5 0 3 5 0 3 5 0 3

P453

R2 3 0 3 3 0 3 3 0 3

R3 3 0 3 3 0 3 3 0 3

R5 5 0 3 5 0 3 5 0 3

P454

R2 3 0 3 3 0 3 3 0 3

R3 3 0 3 3 0 3 3 0 3

R5 5 0 3 5 0 3 5 0 3

P455

R2 3 0 3 3 0 3 3 0 3

R3 3 0 3 3 0 4 3 0 4

R5 5 0 3 5 0 3 5 0 3

P456

R2 4 0 4 3 0 3 4 0 4

R3 3 0 4 3 0 4 3 0 4

R5 5 0 3 5 0 4 5 0 4

P457

R2 4 0 4 4 0 4 4 0 4

R3 3 0 4 3 0 4 3 0 4

R5 5 0 4 5 0 4 5 0 4

Autobahn Series ATB0 
Roadway Lighting

Warranty Five-year limited warranty. Complete warranty terms located at:  
www.acuitybrands.com/resources/terms-and-conditions 
Actual performance may differ as a result of end-user environment and application. 
All values are design or typical values, measured under laboratory conditions at 25 °C. 
Specifications subject to change without notice.

Please contact your sales representative for the latest product information.

AEL Headquarters, 3825 Columbus Road, Granville, OH 43023
www.americanelectriclighting.com
© 2014-2021 Acuity Brands Lighting, Inc.  All Rights Reserved.   ATB0  05/10/21
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Actual performance may differ as a result of end-user environment and application. 
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Specifications subject to change without notice.

Please contact your sales representative for the latest product information.
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Autobahn Series ATB0 
Roadway Lighting

3"
1-1/2" RAD.

1/4" PLATE

3" 8"

1.66 O.D. x .140 WALL TB.

1/4" PLATE.43 x 1-3/4" SLOT

7-1/2""5-1/2" 2-7/8"

(2 PLCS.)

UMR POLE ADAPTOR
RECOMMENDED FOR USE WITH POLES OF 4" DIAMETER OR SMALLER

UMS POLE ADAPTOR

http://www.acuitybrands.com/resources/terms-and-conditions
http://www.americanelectriclighting.com
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